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Mile 0.80: 15-18 ft wide road  

➢ Excellent visibility and sight distance 

➢ ~5-8% grade  
 

 

Road in good condition; in need of brush/vegetation clearing and turnout to be 

installed at or near this location 
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Mile 0.90: 12-15 ft wide road  

➢ Excellent visibility and sight distance 

➢ ~12-15% grade  
 

Road in excellent condition; brush/vegetation clearing needed 
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Mile 1.00: 12-15 ft wide road  

➢ Good visibility and sight distance 

➢ ~12% grade  
 

 

Turnout to be installed at or near this location 
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Mile 1.10: 15-18 ft wide road  

➢ Good visibility and sight distance 

➢ ~5% grade  
 

Road in good condition; brush to be cleared from path of travel 
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Mile 1.20: 12-15 ft wide road  

➢ Good visibility and sight distance 

➢ ~2-5% grade 
 

 

Road in good condition; turnout to be installed at or near this location 
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Mile 1.30: 12-15 ft wide road  

➢ Excellent visibility and sight distance 

➢ ~0-2% grade  
 

Road in excellent condition; brush/vegetation clearing required 
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Mile 1.40: 12-15 ft wide road  

➢ Good visibility and sight distance 

➢ ~5-8% grade  
 

Road in excellent condition with existing turnout at this location; 

brush/forest waste clearing is needed 
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Mile 1.50: 12-15 ft wide road  

➢ Excellent visibility and sight distance 

➢ ~0-2% grade  
 

Road in excellent condition; shown is back access drive to APN 217-255-005 
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Mile 1.6: 15 ft wide road  

➢ Good visibility and sight distance 

➢ ~2-5% grade  
 

Road in good condition; existing turnout needs to be improved, and 

brush/vegetation clearing required for greater visibility 
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Mile 1.65: 15 ft wide road  

➢ Good visibility and sight distance 

➢ ~5-8% grade  
 

Road in excellent condition 
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Mile 1.75: 15-18 ft wide road  

➢ Good visibility and sight distance 

➢ ~2-8% grade  
 

Road in good condition; turnout to be installed at or near this location 
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Mile 1.85: 12-15 ft wide road  

➢ Good visibility and sight distance 

➢ ~5-10% grade  
 

Road in excellent condition; after mile 1.8, the road degrades and is in need of 

resurfacing (significant rutting present at some locations after mile 1.4) 
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Mile 1.90: 12-15 ft wide road  

➢ Good visibility and sight distance 

➢ ~0-18% grade  
 

Road in poor condition; resurfacing needed at this location, with appropriate 

water bars installed at time of resurfacing 
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Mile 1.95: 12-15 ft wide road  

➢ Good visibility and sight distance 

➢ ~0-17% grade  
 

Road in poor condition; resurfacing and re-grading needed at this location, with 

appropriate water bars installed at time of resurfacing, and brush/vegetation 

cleared (photo taken at or near the property line) 

 


