SANTA CLARA COUNTY CLERK
CEQA FILING COVER SHEET THIS SPACE FOR CLERK'’S USE ONLY

Complete and attach this form to each CEQA Notice filed with the County Clerk
TYPE OR PRINT CLEARLY

Check D being Filed:
|:| Environmental Impact Report (EIR)
|:| Filing Fee (new project)
|:| Previously Paid F&W (must attach F&W receipt and project titles must match)
D No Effect Determination (F&W letter must be attached)
|:| Mitigated Negative Declaration (MND) or Negative Declaration (ND)
|:| Filing Fee (new project)
|:| Previously Paid F&W (must attach F&W receipt and project titles must match)
D No Effect Determination (F&W letter must be attached)
Notice of Exemption (NOE)
I:’ Other (Please fill in type):

1. LEAD AGENCY: City of Gilroy
2 LEAD AGENCY EMAIL: Shaun.wright@cityofgilroy.org
Santa Teresa Boulevard/Day Road Intersection Improvement Project

PROJECT TITLE:

APPLICANT NAME: City of Gilroy PHONE: 408-846-0292

APPLICANT EMAIL: Shaun.wright@cityofgilroy.org
APPLICANT ADDRESS: 7351 Rosanna St, GiIroy, CA 95020

o o ~

~

. PROJECT APPLICANT IS A: Local Public Agency |:| School District |:| Other Special District DState Agency DPrivate Entity
8. NOTICE TO BE POSTED FOR 99 DAYS.
Filing fees are due at the time a Notice of Determination/Exemption is filed with our office. For more information on filing fees

and No Effect Determinations, please refer to California Code of Regulations, Title 14, section 753.5.
Rev_8/2023
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City of Gilvoy

Public Works Director
PUBLIC WORKS DEPARTMENT

7351 Rosanna Street, Gilroy, CA 95020
MAIN (408) 846-0223
www.cityofgilroy.org

NOTICE OF EXEMPTION

Project Description: The City of Gilroy, as the CEQA Lead Agency, proposes the Santa
Teresa Boulevard/Day Road Intersection Improvement Project (project). The project is
located at the intersection of Santa Teresa Boulevard and Day Road in the City of Gilroy.
The project would improve safety for pedestrians and cyclists crossing Santa Teresa
Boulevard by adding sidewalks, curb and gutter, curb ramps, striped crosswalks, and
Intelligent Transportation Systems (ITS) elements. Pedestrian improvements would meet
Americans with Disabilities Act (ADA) requirements. The project would cold plane existing
Asphalt Concrete (AC) pavement and overlay it with Hot Mix Asphalt Type A. In addition,
existing Metal Beam Guard Railing would be replaced with Caltrans standard Midwest
Guardrail System and end treatments. Figures 1 and 2 show the project’s regional and
local location. Figure 3 shows the project plan set.

Finding: The Engineering Division has reviewed the project and found it to be exempt
from the provisions of the California Environmental Quality Act (CEQA).

Ministerial Project

Categorical Exemption

Statutory Exemption

Emergency Project

Quick Disapproval [CEQA Guidelines, 14 Cal. Code of Regs. 15270]

No Possibility of Significant Effect [CEQA Guidelines, 14 Cal. Code of Regs.
15061(b)(3)]

D

Supporting Reasons: The project qualifies for a Categorical Exemption under Section
15301 (Existing Facilities) of the California Environmental Quality Act (CEQA) Guidelines.
Improvements associated with the project would occur at an existing intersection in the
City of Gilroy. The project would include improvements to streets, sidewalks, gutters,
bicycle and pedestrian trails, and similar facilities consistent with Section 15301(c). The
project would not result in cumulative impacts, significant impacts to the environment due
to unusual circumstances, impacts on a scenic highway, and impacts to historical
resources. The project is not located on a hazardous waste site. The project would not
meet any of the exceptions (Section 15300.2) for not qualifying for environmental
clearance under a Categorical Exemption. Therefore, the project is categorically exempt
from CEQA under 14 CCR 15301.

11/12/2025
(Date) Shaun Wright, Engineer |
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GENERAL NOTES

1. DESIGN INTENT: THESE DRAWINGS AND ACCOMPANYING TECHNICAL SPECIFICATIONS REPRESENT THE GENERAL DESIGN
INTENT TO BE IMPLEMENTED ON THE SITE. CONTRACTOR WILL BE RESPONSIBLE FOR CONTACTING THE ENGINEER
FOR ANY ADDITIONAL CLARIFICATION OR DETAILS NECESSARY TO ACCOMMODATE SITE CONDITIONS.

2. CONTRACTOR COORDINATION: CONTRACTOR MUST COORDINATE AND OTHERWISE INTEGRATE HIS WORK WITH THAT OF
OTHERS IN AN EFFICIENT, CRAFTSMAN LIKE AND TIMELY MANNER SO AS TO PROVIDE THE CITY WITH A
WELL—CONSTRUCTED, EASILY MAINTAINABLE PROJECT. EACH CONTRACTOR MUST NOTIFY OTHERS AT LEAST TWO
WORKING DAYS IN ADVANCE OF COVERING, COMPLETING OR EXPOSING WORK TO BE INSTALLED BY OTHERS.

3. CONTRACTORS’ JOB SITE CONDITIONS: CONTRACTOR AGREES THAT HE WILL ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT, INCLUDING
SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT WILL APPLY CONTINUOUSLY AND NOT BE LIMITED
TO NORMAL WORKING HOURS; AND THAT THE CONTRACTOR WILL DEFEND, INDEMNIFY AND HOLD THE CITY AND THE
ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED IN CONNECTION WITH THE PERFORMANCE OF
WORK ON THE PROJECT, EXCEPTING LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE CITY OR THE
ENGINEER.

4. UTILITIES: A REASONABLE EFFORT HAS BEEN MADE TO LOCATE AND DELINEATE ALL KNOW UNDERGROUND UTILITIES.
THE CONTRACTOR IS CAUTIONED THAT ONLY EXCAVATION WILL REVEAL THE TYPES, EXTENT, SIZES, LOCATIONS AND
DEPTHS OF SUCH UTILITIES. HOWEVER, THE ENGINEER CAN ASSUME NO RESPONSIBILITY FOR THE COMPLETENESS
OR ACCURACY OF DELINEATION OF SUCH UNDERGROUND UTILITIES, NOR FOR THE EXISTENCE OF OTHER BURIED
OBJECTS OR UTILITIES WHICH ARE NOT SHOWN ON THESE DRAWINGS. THE CONTRACTOR IS HEREBY NOTIFIED THAT
PRIOR TO COMMENCING CONSTRUCTION, HE IS RESPONSIBLE FOR CONTACTING THE UTILITY COMPANIES INVOLVED AND
REQUESTING A VISUAL VERIFICATION OF THE LOCATIONS OF THEIR UNDERGROUND FACILITIES. THE UTILITY COMPANIES
ARE MEMBERS OF THE UNDERGROUND SERVICE ALERT (U.S.A) ONE—CALL PROGRAM. NOTIFICATION MUST BE 48
HOURS IN ADVANCE OF PERFORMING EXCAVATION WORK BY CALLING THE TOLL—FREE NUMBER 800-227-2600.
EXCAVATION IS DEFINED AS BEING 6 OR MORE INCHES IN DEPTH BELOW THE EXISTING SURFACE.

CITY ENGINEER
CITY OF GILROY PUBLIC
WORKS

(408) 846—0451

DATE 5. THE CONTRACTOR MUST OBTAIN A SANTA CLARA VALLEY WATER DISTRICT ENCROACHMENT PERMIT PRIOR TO THE
START OF CONSTRUCTION WITHIN DISTRICT RIGHT—OF—WAY AND MAINTAIN A COPY OF THE PERMIT ON THE PROJECT
SITE AT ALL TIMES.

6. NOTIFY THE SANTA CLARA VALLEY WATER DISTRICT'S INSPECTOR AT LEAST 2 DAYS PRIOR TO BEGINNING ANY WORK
WITHIN THE DISTRICT'S RIGHT—OF—WAY.

GUOWET LI, P.E.
PROJECT ENGINEER
DEWBERRY ENGINEERS, INC
(916) 822—3961

DATE

7. ANY DAMAGE TO SANTA CLARA VALLEY WATER DISTRICT'S STRUCTURES, EQUIPMENT, MATERIALS, VEGETATION, AND/OR
PROPERTY MUST BE REPLACED IN KIND TO THE SATISFACTION OF THE DISTRICT.
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NOTES:

1. FOR ACCURATE RIGHT OF WAY DATA, SEE CITY OFFICE.

2. ALL RECORD SURVEY MONUMENTS TO BE TIED BY SURVEY PRIOR TO
CONSTRUCTION. ANY MONUMENTS DISTURBED OR DESTROYED DURING

CONSTRUCTION SHALL BE REPLACED WITH
CONSTRUCTION AND ACCOMPANIED WITH A
COUNTY.

EQUAL MONUMENTATION AFTER
CORNER RECORD FILED WITH THE

3. BASIS OF BEARING AND COORDINATES:

THE BASIS OF BEARINGS FOR THIS SURVEY IS THE CALIFRONIA
COORDINATE SYSTEM(CCS), ZONE 3, NAD 83 (2011 EPOCH)

SANTA CLARA VALLEY WATER DISTRICT BENCHMARK "BM368”,
A BRASS DISK SET IN THE CURB AT THE SOUTHEAST
CORNER OF CHURCH AVENUE BRIDGE OVER LLAGAS CREEK,
40 FEET NORTH FROM CENTERLINE OF WOODSWORTH WAY, 30
FEET EAST FROM THE CENTERLINE OF CHURCH AVNUE,

4. BASIS OF ELEVATION:

ELEVATIONS ARE BASED ON GPS OBSERVATION OF SCVWD
BENCHMARKS BM257, BM259, BM368, AND BM980, MODELED
WITH GEIOD—09, THEN ADJUSTED TO NGVD29 DATUM.

ELEVATION(NGVD29) = 210.87 FEET.
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LEGEND

VEC

VEF

VEM

kL

“ED” LINE
EAST DAY Rd

=

e

Ll

S

NS—8: VEHICLE AND EQUIPMENT CLEANING
NS—9: VEHICLE AND EQUIPMENT FUELING
NS—10: VEHICLE AND EQUIPMENT MAINTENANCE
WM—8: CONCRETE WASTE MANAGEMENT

SC—10: STORM DRAIN INLET PROTECTION

SC—4: TEMPORARY CHECK DAM (TYPE 2)

SANTA TERESA Bivd

"ST” LINE

27

R/W

!

M/

M/

APPROVED FOR TEMPORARY WATER POLLUTION CONTROL WORK ONLY

0 10 0 20

GRAPHIC SCALE: 1"=20'

WATER POLLUTION CONTROL NOTES:

1.

THE INFORMATION ON THESE PLANS IS INTENDED
TO BE USED AS A GUIDELINE FOR THE
CONTRACTOR AND SUBCONTRACTORS TO INSTALL
WATER POLLUTION CONTROL DEVICES AT
GENERAL LOCATIONS THROUGHOUT THE SITE.
THESE DRAWINGS ARE TO BE USED IN
CONJUNCTION WITH THE NARRATIVE SECTION OF
THE WATER POLLUTION CONTROL PLAN (WPCP).

FIELD CONDITIONS MAY NECESSITATE
MODIFICATIONS TO THESE DRAWINGS.

PERMANENT EROSION CONTROL WILL BE
INSTALLED AS AREAS ARE DETERMINED TO BE
SUBSTANTIALLY COMPLETE.

LINEAR SEDIMENT CONTROLS (FIBER ROLLS)
WILL BE DEPLOYED ON DISTURBED SLOPES. THE
CONTRACTOR SHALL APPLY LINEAR SEDIMENT
CONTROLS ALONG THE TOE OF THE CUT AND
FILL SLOPES AND AT THE GRADE BREAKS OF
THE SLOPE. ADDITIONALLY, LINEAR SEDIMENT
CONTROLS WILL BE USED AS A PERIMETER
CONTROL TO CONTAIN SEDIMENT WITHIN THE
PROJECT AREA.

A STAGING AREA WILL BE DESIGNATED AT THE
PROJECT SITE BY THE CONTRACTOR AND
APPROVED BY THE ENGINEER. BMPS SELECTED
FOR THE CONSTRUCTION SITE WILL ALSO BE
IMPLEMENTED IN THE STAGING AREA. SPECIAL
ATTENTION TO THE FOLLOWING BMPS WILL BE
TAKEN AT THE STAGING AREA: WE—1, NS-8,
NS—9, NS—-10, WM-1, WM—-2, WM-3, WM—4,
WM-5, WM—6, WM—8, AND WM-9.

ANY STOCKPILES WILL BE LOCATED AS FAR AS
POSSIBLE, PREFERABLY A MINIMUM OF 50 FEET,
AWAY FROM CONCENTRATED FLOWS OF STORM
WATER AND DRAINAGE COURSES. ALL
STOCKPILES SHALL BE BERMED. ADDITIONALLY,
STOCKPILES WILL BE COVERED AT ALL TIMES
(TO PROTECT THEM FROM THE WIND AND RAIN)
WHEN THEY ARE NOT ACTIVELY BEING USED.
STOCKPILES THAT ARE DESTABILIZED DURING
CONSTRUCTION ACTIVITIES WILL BE SPRAYED
WITH WATER AS NEEDED FOR DUST CONTROL.

AN ABOVE GRADE OR MOBILE CONCRETE
WASHOUT WILL BE CONSTRUCTED OR PLACED AT
THE STAGING AREA IF CONCRETE TRUCKS OR
CONCRETE EQUIPMENT WILL BE WASHED
ON—SITE. THE WASHOUT WILL BE LOCATED AS
FAR AS POSSIBLE, PREFERABLY A MINIMUM OF
50 FEET, AWAY FROM CONCENTRATED FLOWS OF
STORM WATER AND DRAINAGE COURSES.
ADDITIONAL WASHOUTS WILL BE UTILIZED AS
NEEDED.

A LICENSED SERVICE WILL DELIVER AND
MAINTAIN PORTABLE RESTROOMS TO THE
PROJECT AREA AS NEEDED. THE RESTROOMS
WILL BE LOCATED AWAY FROM DRAINAGE
FACILITIES ON LEVEL HARD—PACKED OR PAVED
SURFACES.
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SANTA TERESA Blvd

NOTES
1. FOR ACCURATE RIGHT OF WAY DATA, SEE CITY OFFICE.

2. UTILITIES SHOWN ARE FOR REFERENCE ONLY. SEE UTILITY PLANS
FOR UTILITY INFORMATION.

3. VERIFY ALL EXISTING UTILITY LOCATIONS PRIOR TO CONSTRUCTION.

UTILITIES SHOWN ARE FOR REFERENCE ONLY.

4. VERIFY ALL EXISTING DRAINAGE STRUCTURES, COMPLETE
POTHOLING, AND IDENTIFY ANY CONFLICTS PRIOR TO ORDERING
OR FABRICATING ANY MATERIAL.

"D” LINE

REMOVE INLET (C)

REMOVE PIPE,
3 LF

LEGEND

20

s o 10
G DIRECTION OF T GRAPHIC SCALE: 1'=10'
@ DRAINAGE SYSTEM NUMBER FLOW
@ DRAINAGE (TEM DIAL TOLL FREE
1-800-227-2600
— — —C—— CUT AT LEAST TWO DAYS
BEFORE YOU DIG
— —F— — FILL UNDERGROUND SERVICE ALERT
OF NORTHERN CALIFORNIA
—— - —= —— FLOW LINE
41
. 42
2263 RT "D’ 40+96.35 20.60° RT "D" 41+34.31 18.41° RT D" 41+87.54
FL 220.45 FL 220.56 P FL 220.84 DAY Rd
L_J - L_J - L] - L} - L} - ./. L_J - L] - L_J / L} - L} - L_J - L_J L] - L} W - L} - - - - - w Q
0.3% / 0.5% P
p—— R [ — —_— —_ = - — — - — O _— _ — = < = _ = — —_
S —~ R/W
RSP (60 LBS CLASS I, METHOD B) s
-t ¢ C—___Ci_.__c__flc/ .
CIP INLET (TYPE G2) (Mod) Egst

\

GRATE (TYPE 24-9)

Exist CULVERT

NORTH MOREY CHANNEL »
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Vert 1”7 =15
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NOTES
. FOR ACCURATE RIGHT OF WAY DATA, SEE CITY OFFICE.

. ALL UTILITY WORK SHOWN BY OTHERS TO BE PERFORMED PRIOR
TO CONSTRUCTION UNLESS OTHERWISE NOTED.

. VERIFY UTILITY LOCATION PRIOR TO CONSTRUCTION. ALL
UTILITIES ARE TO BE PROTECTED IN PLACE UNLESS NOTED

OTHERWISE.

. SEE DRAINAGE PLAN FOR DRAINAGE SYSTEMS.
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M/ o

-9

Exist UTILITY POLE

REMOVE TRAFFIC
SIGNAL

SEE ELECTRICAL
PLANS
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PULLBOX
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EXISTING
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OVERHEAD ELECTRIC
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UTILITY CONTACTS
uTILITY COMPANY | REPRESENTATIVE PHONE
WATER CITY OF GILROY | SANDRA MEDTICH | (408) 365-2163
ELECTRICAL PG&E MICHELLE GALL |(408) 365-2163
DARRYL VAN
TELECOMM VERIZON RRIL V. (408) 365-2163
CHARTER RICHARD
TELECOMM 1 cOMMUNICATION FURTADO | (408) 612-6145
FIBER OPTIC AT&T ED BEYER
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NOTES

1.
2.

3.

FOR ACCURATE RIGHT OF WAY DATA, SEE CITY OFFICE.

MAINTAIN CLEAR LINE OF SIGHT AT INTERSECTIONS.

RESET EXISTING SIGNS IN CONFLICT WITH TEMPORARY PAVEMENT (SEE

PAVEMENT DELINEATION AND SIGN PLANS).

D" LINE 12

EAST DAY Rd

=

24.16" Rt "ED” 12+37.19
Elev 223.14+

CONFORM

26.31" Rt "ED” 12+33.82
Elev 223.08

28.67" Rt "ED” 12+39.25
Elev 223.14

28.38" Rt "ED” 12+39.88
Elev 223.14+

CONFORM

39.16" Rt "ED” 12+39.50

Elev 223.00%
CONFORM
60.13’ Lt "ST” 27+65.82
Elev 223.00%
CONFORM
55.37° Lt "ST” 27+72.93
Elev 223.00

55.43' Lt "ST” 27+70.49
Elev 223.00%
CONFORM

P/L _52.61° Lt "ST" 27+63.23

Elev 222.90+
CONFORM

51.98" Lt "ST” 27+59.25
Elev 222.87+
CONFORM

SANTA TERESA Bivd

27

LEGEND

!

M/

M/

ROADWAY WORK

TEMPORARY PAVEMENT (0.5" MINOR
HMA OVER 90% COMPACTED
NATIVE MATERIAL)

STAGE 1A CONSTRUCTION NOTES:

PLACE TEMPORARY PAVEMENT

20 10 0 20

GRAPHIC SCALE: 1"=20'
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NOTES
1. FOR ACCURATE RIGHT OF WAY DATA, SEE CITY OFFICE.
2. MAINTAIN CLEAR LINE OF SIGHT AT INTERSECTIONS.

3. RESET EXISTING SIGNS IN CONFLICT WITH TEMPORARY PAVEMENT (SEE
PAVEMENT DELINEATION AND SIGN PLANS).
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GRAPHIC SCALE: 1"=20'
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'UNDERGROUND SERVICE ALERT
OF NORTHERN CALIFORNIA

STAGE 2 CONSTRUCTION NOTES:

CONSTRUCT WEST INTERSECTION IMPROVEMENTS

PLACE FINAL STRIPING. SEE PAVEMENT
DELINEATION AND SIGNING PLAN FOR LOCATIONS
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NOTES:

1.

ALL REFERENCES ARE FOR THE CALIFORNIA MANUAL OF UNIFORM

TRAFFICCONTROL DEVICES DATED 2014 AND THE UNIFORM LEGEND
INTERJURISDICTIONAL TRAIL DESIGN, USE, AND MANAGEMENT
GUIDELINE FOR SANTA CLARA COUNTY DATED, 4/15/1999. -
STRIPING AND PAVEMENT MARKINGS TO BE THERMOPLASTIC >|
(ENHANCED WET NIGHT VISIBILITY) UNLESS OTHERWISE NOTED.
>l
X0
|
I
| 1
2
|E 3
. S
< —
O 1=
¥ | o
& K
I = o |
[a)
| =
Z
REMOVE THERMOPLASTIC 0

PAVEMENT MARKING
(LEFT TURN ARROW)

ROADWAY SIGN
LIMIT OF STRIPING DETAIL

CHANGE IN STRIPING DETAIL

TRAFFIC STRIPE DETAIL NUMBER

12" LIMIT LINE

10’ CROSSWALK (LADDER)

T

120

"D" 40+51.47

»ED" LINE 12 RELOCATE ROADSIDE
SIGN (W74(Rt))
EAST DAY Rd ; REMOVE OBUJECT
= e - |I &N > Rom— RELOCATE ROADSIDE SIGN
| \ ! = I I | | l | I !' RELOCATE ROADSIDE
| 78V | W <= FROM SIGN (D3—1
\ \ ‘4\]‘,-,17 ST _if (03-1)
"ST” 27+81.34 31.62 Lt " U \ ﬁl ' ”ST,, 27479.85 45’88, i
il ST” 27+84.97 34.87 Rt
"ST” 27+93.61 7.78" Lt | "ST” 27+84.69 29.87' Rt "/L -
"ST” 27+81.97 20.12° Lt ‘ P f f "ST” 27+84.09 18.87' Rt”
. 1
’ST" 27+82.62 8.13 Lt ; (38) ' "ST" 27+83.49 7.87' Rt
| (29) -
"ST” 27+82.84 4.16" Lt mIE @
‘ /! L 1i(38)
(39) . pad |
4.0 5.0 =
@%\115’ 12,0 ‘[T;o’ 1.0, 11.0] [0 578
| J
"ST" 26+68.08 3.72" Lt \4 NS | "ST” 26+68.13 8.28' Rt
“ST” 26+68.07 7.72' Lt [ "ST” 26+68.16 19.31" Rt
P ST _26468.03 19.72 Lt | /f/ "ST” 26+67.97 30.31" Rt
s — — — 7"ST" 26+68.00 31.19" Lt "ST” 26+68.21 35.31" Rt
= , N "ST” 26+68.24 45.95' Rt
g
® 7] I

|
|

8

APPROVED FOR PAVEMENT DELINEATION AND SIGN WORK ONLY
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NOTES

1.

FOR ACCURATE RIGHT OF WAY DATA, SEE CITY OFFICE.

MY

EAST DAY Rd -

e

R/W

SANTA TERESA Bivd

29

27

"ST” LINE

LEGEND

N\ FRxswwwwawawaaaww- FIBER ROLL

HYDROSEED

YR

P ‘\\\\\//
< NN

S

0 10 0 20

GRAPHIC SCALE: 1°=20'

DIAL TOLL FREE
1-800-227-2600
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BEFORE YOU DIG

FR 162 LF UNDERGROUND SERVICE ALERT
OF NORTHERN CALIFORNIA
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—
EROSION CONTROL QUANTITIES
SHEET No. HYDROSEED FIBER ROLLS

SQFT LF
EC—1 1148 372
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Esign\WO 11-3-25 — New Ped PBs —gk.dwg

Z:\Dewberry\02 — Gilroy Santa Teresa\08 —

POLE SCHEDULE

POLE DATA SIGNAL|  LED LUM SIGNAL MOUNTING PED PUSH BUTTON | ROLE LOCATION SNS
No. TYPE M.A. | M.A. | WATTS VEH | M.A.| PED PHASE | ARROW A B
® 15TS - 12° | 200w | sv—2-TA[ - - - EXIST. | EXIST. -
26—4-100 45’ 15" | 200W | SV—2—-TA|2-MAS| SP—1-T %6 — EXIST. EXIST. DAY RD EAST
© 15TS - 12’ | 200W [ SV=3-TA| - [SP-1-T | g6 —— EXIST. | EXIST. -
® | 29-5-100 50’ 15’ | 200W | SV—1-T |2-MAS - - EXIST. | EXIST. DAY RD EAST
® 1-B - - - v=1-T | - - - EXIST. | EXIST. -
® 15TS - 12° [ 200w | sv=1-T [ — - - EXIST. | EXIST. -
(© |pPB POST (N) - — — — - — 2.5° I’y -
(H) [pPB POST (N) - - - - - - 25’ 4.5 -

ALL EQUIPMENT IS EXISTING UNLESS OTHERWISE NOTED AS NEW.
N — INDICATES NEW EQUIPMENT

CONDUCTOR SCHEDULE

AWG
OR
CABLE

RUN

CONDUCTOR
DESIGNATION

4‘5

ANV

21

3

#14

82

24

85

26

#4P

#6P

PPB(#4P) (FUTURE)

PPB(26P)

PPB COMMON

SPARES

PEU

[T 0 S Y

TOTAL NO. 14

22

#12

IISNS \

N

#8

SIGNAL COMMON

LIGHTING

TOTAL NO. 8

#6

SIGNAL SERVICE (120V)]

DETECTOR
LEAD-IN
CABLE
(oLc)

212U

212L

6J2U

6J2L

6J3U

6J3L

o|la|lalalalala

TOTAL DLC -1 -1- -la|l-1-1-
VIDEO #1+26 2
DETECTION ~ |#2+25 2 |22
CABLE AND

POWER

84

TOTAL VIDEO & POWER

N[ ==

(30 [ [P N

EMERGENCY
VEHICLE

PREEMPTION
CABLE (EVP)

EVA (#1+26)

EVB (4)

EVA (82+25)

TOTAL EVP

===

SIGNAL
NTERCONNEG
CABLE (SIC)

TOTAL SIC

PERCENT FILL (%)

18

19

21

13| -

24

22

22

CONDUIT SIZE (INCHES)

3"

3"

3"

47 37

3"

3"

3"

AVMIAIIA JLVAIYd

EXIST. TRAFFIC CONTROLLER CABINET

CONDUCTOR SCHEDULE TO BE REVISED

SANTA TERESA BLOULEVARD
|

w

©)

®

D
B o 20° 40
POLE DETAIL T e,
1"=20"

dvod Avd

A N
\
L
\
\
\
\
O
\
AN
1SV3

CONSTRUCTION NOTES:

SUPPLY AND INSTALL GUARDIAN WAVE TOUCHLESS
ACCESSIBLE PEDESTRIAN STATION OR APPROVED EQUAL.

SUPPLY AND INSTALL PPB FOOTING AND POLE PER
CALTRANS PERMANENT PEDESTRIAN FACILITIES ADA
HANDBOOK.

SUPPLY & INSTALL NEW 3-INCH DIAMETER, SCHEDULE 80
CONDUIT AND APPURTENANT FITTINGS, 3—#10 AWG
CONDUCTORS AS NEEDED TO PROPERLY POWER,
COMMUNICATE AND OPERATE PPB.

SUPPLY AND INSTALL 3—-#10 AWG COPNDUCTORS FOR PPB
TO PROPERLY POWER, COMMUNICATE AND OPERATE PPB WITH
TRAFFIC CONTROLLER CABINET. USE EXISTING CONDUIT.

SUPPLY & INSTALL 5(T) TRAFFIC PULL BOX WITH LOCKING
LID, PER CALTRANS STANDARD PLAN ES-8B.
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