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- THIS MAP PREPARED SOLELY FOR ILLUSTRATION PURPOSE &
   IS NOT TO BE RELIED UPON FOR ENGINEERING DRAWINGS.
- SOME INFORMATION MAY NOT BE ACCURATE.
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1. Applicant: _______________________________________________ Ph: ________________________

2. Address: ___________________________________________________________________________

3. Building Address: ____________________________________________ APN: ___________________

4. Nearest Cross Street/Distance to (ft): _____________________________________________________

6. Occupancy (Use of Single Largest Building): ______________________ Number of Stories: _______

B. Sprinkler System Requirements (To Be Completed by Sprinkler System Engineer)

I. PROJECT INFORMATION    (TO BE COMPLETED BY APPLICANT)

A. Private Fire Hydrant Fire Flow Requirements         (To Be Completed by AFD)

Required Fire Flow  _______________  (gpm) at 20 psi 

Flowing from ______________  Fire Hydrant(s) for ______________ (hrs)

Required Pressure @ Source ________________ (psi)

Total Sprinkler Demand _______________  (gpm)

Required Fire Flow  _______________  (gpm) at 20 psi 

5. Type of Construction of Single Largest Building ________________________________

7. Total Build Out of Single Largest Building __________________ (sf)

8. Will the Building Be Sprinklered? ________________________

Date of Test _______________   Performed by ___________________         -- ATTACH OFFICIAL TEST RESULTS--

Flowed City FH # _____________  Witnessed by _____________________

II. FLOW TEST DATA     (TO BE COMPLETED BY APPLICANT)

IV. PRIVATE FIRE HYDRANT AND SPRINKLER SYSTEM REQUIREMENTS     (IF APPLICABLE)

Static Pressure: _____________ (psi)

Residual Pressure: ___________ (psi) @ City FH # ________________

Pitot Pressure: ________ (psi)  Outlet Size: ________ (in)  Corresponding Flow: ________________ (gpm)

III. PUBLIC FIRE HYDRANT FIRE FLOW REQUIREMENTS        (TO BE COMPLETED BY AFD)

Flowing from ______________  Fire Hydrant(s) for ______________ (hrs)
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4820 Mercury Street, Suite C 
San Diego, CA 92111

800-633-7246
www.adsenv.com

Oceanside.Stantec.TFM.CA22

Oceanside Transit Center - 810 Mission 
Ave Flow Monitoring

Oceanside Stantec TFM CA22eanside.Stantec.TFM.CA22eanside.Stantec.TFM.CA22
Final Report Submitted to Stantec
December 1 , 2022 



Monday, 28 November 2022 to Sunday, 04 December 2022

December 1 , 2022 

Ted Grove
Stantec
38 Technology Drive
Irvine, CA 92618

SUBJECT: Oceanside Transit Center - 810 Mission Ave Flow Monitoring 

Dear Ted Grove, 

ADS is pleased to submit the report for project referenced above completed on behalf of
Stantec. The metering was conducted at two (2) locations. The study was conducted during the
period of Monday, 28 November 2022 to Sunday, 04 December 2022. 

The report contains depth, velocity, and quantity hydrographs as well as daily long tables for the
metering period. An Excel file containing depth, quantity, and velocity entities for the monitoring
location in 5-minute format was provided previously. 

In addition, we would be happy to further explain any details about the report that may seem
unclear. Should you have any questions or comments, you may contact the Project Manager,
Ashura Takanohara at (256) 929-0075. 

It has been our pleasure to be of service to you in the performance of this project. Thank you 
for choosing ADS products and services to meet your flow monitoring needs.

Sincerely,
ADS ENVIRONMENTAL SERVICES

Justin Hatch
Data Analyst

2

~,::, !-.J ENVIRONMENTAL 
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Oceanside Transit Center - 810 Mission Ave Flow 
Monitoring 

Prepared For:

Ted Grove
Stantec

38 Technology Drive
Irvine, CA 92618

Prepared By:

ADS, LLC
4820 Mercury Street, Suite C

San Diego, CA 92111

3
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entered into an agreement with ADS Environmental Services to conduct flow monitoring at (
locations in the Sanitary Collection System. The study was scheduled for a period of (
days. Once in place, the flow monitoring equipment was used to measure depth, velocity, and to quantify 
flows. Data obtained from the study will be used

Project Scope

The scope of this study involved using a flow monitor to quantify wastewater flow at the designated locations 
for the -day time period. Specifically, the study included the following key components. 

• Investigate the proposed flow-monitoring sites for adequate hydraulic conditions

• Flow monitor installations

• Flow monitor confirmations and data collections

• Flow data analysis

The ADS Triton+ monitor was selected for this project. This flow monitor is an area velocity flow monitor that uses both 
the Continuity and Manning's equations to measure flow.

The ADS Triton+ monitor consists of data acquisition sensors and a battery-powered microcomputer. The microcomputer
includes a processor unit, data storage, and an on-board clock to control and synchronize the sensor recordings. The
monitor was programmed to acquire and store depth of flow and velocity readings at 5-minute intervals.

The Triton+ monitor features cross-checking using multiple technologies in each sensor for continuous running of
comparisons and tolerances. The Triton+ monitor can support two (2) sets of sensors. The sensor option used for this
project was:

The Peak Combo Sensor installed at the bottom of the pipe includes three types of data acquisition technologies.

The up looking ultrasonic depth uses sound waves from two independent transceivers to measure the distance from
the sensor upward toward the flow surface; applying the speed of sound in the water and the temperature measured by

Scope and Methodology

Introduction

Flow Monitoring Equipment

4



sensor to calculate depth.

The pressure depth is calculated by using a piezo-resistive crystal to determine the difference between hydrostatic and
atmospheric pressure. The pressure sensor is temperature compensated and vented to the atmosphere through a 
desiccant filled breather tube.

To obtain peak velocity, the sensor sends an ultrasonic signal at an angle upward through the widest cross-section of
the oncoming flow. The signal is reflected by suspended particles, air bubbles, or organic matter with a frequency shift
proportional to the velocity of the reflecting objects. The reflected signal is received by the sensor and processed using
digital spectrum analysis to determine the peak flow velocity.

Installation

Installation of flow monitoring equipment typically proceeds in four steps. First, the site is investigated for safety and to
determine physical and hydraulic suitability for the flow monitoring equipment. Second, the equipment is physically
installed at the selected location. Third, the monitor is tested to assure proper operation of the velocity and depth of flow
sensors and verify that the monitor clock is operational and synchronized to the master computer clock. Fourth, the depth
and velocity sensors are confirmed and line confirmations are performed.

In pipes up to 42 inches in diameter, the sensors were mounted on expandable stainless steel rings, inserted at least a 
foot upstream into influent pipes and tightened against the inside walls of the pipes. Influent pipe installations reduce the
influences of turbulence and backwater often caused by changes in channel geometry in manholes.

5



Data Collection, Confirmation, and Quality Assurance 

Data collection was done remotely via wireless connect on a weekly basis via ADS Field Representatives. During the 
monitoring period, field crews visit each monitoring location to verify proper monitor operation and document field 
conditions. The following quality assurance steps are taken to assure the integrity of the collected data: 

Measure power supplies: monitors were powered by dry cell battery packs. Voltages were recorded and battery packs 
replaced, as necessary. Separate batteries provided back-up power to memory allowing primary batteries to be replaced 
without loss of data. 

Clock synchronization: Field crews synchronized monitor clocks to master clocks. 

Confirm depth and velocity readings: Field crews descended into meter manholes to manually measure depths and 
velocities and compare them meter readings to confirm that they agreed. They also measured silt levels, if any, in the 
inverts of the pipes. Silt areas were subtracted from flow areas to compute true areas of flow. 

Confirm average velocities through cross-sectional velocity profiles: Since ADS velocity sensors measure peak 
velocity, field crews collected cross-sectional velocity profiles in order to develop a relationship between peak and 
average velocity in lines that meet the hydraulic criteria. 

Upload and Review Data: Data collected from the monitors were uploaded and reviewed by a Data Analyst for 
completeness, outliers and deviations in the flow patterns, which indicate system anomalies or equipment failure. 

There are two main equations used to measure open channel flow: the Continuity Equation and the Manning Equation. 
The Continuity Equation, which is considered the most accurate, can be used if both depth of flow and velocity are 
available. In cases where velocity measurements are not available or not practical to obtain, the Manning Equation can be 
used to estimate velocity from the depth data based on certain physical characteristics of the pipe (i.e. the slope and 
roughness of the pipe being measured). However, the Manning equation assumes uniform, steady flow hydraulic 
conditions with non-varying roughness, which are typically invalid assumptions in most sanitary sewers. The Continuity 
Equation was used exclusively for this study. 

Continuity Equation 
The Continuity Equation states that the flow quantity (Q) is equal to the wetted area (A) multiplied by the average velocity 
(V) of the flow.

Flow Quantification Methods 

6



Q = A * V 

This equation is applicable in a variety of conditions including backwater, surcharge, and reverse flow. 

Data Analysis 

A flow monitor is typically programmed to collect data at 5-minute intervals throughout the monitoring period. The monitor 
stores raw data consisting of (1) the ultrasonic depth, (2) the peak velocity and (3) the pressure depth. The data is imported 
into ADS's proprietary software and is examined by a data analyst to verify its integrity. The data analyst also reviews the daily 
field reports and site visit records to identify conditions that would affect the collected data. 

Velocity profiles and the line confirmation data developed by the field personnel are reviewed by the data analyst to identify 
inconsistencies and verify data integrity. Velocity profiles are reviewed and an average to peak velocity ratio is calculated for 
the site. This ratio is used in converting the peak velocity measured by the sensor to the average velocity used in the 
Continuity equation. The data analyst selects which depth sensor entity will be used to calculate the final depth information. 
Silt and/or debris are often present in sewer lines. When present, silt levels are measured at each site visit. They are 
reviewed by the data analyst and representative silt levels established. Silt reduces the cross sectional area of the flow where 
as debris causes depth to become deeper and slower. Calculated flow should remain consistent in both hydraulic conditions. 
Debris may result in reduced line capacity. 

Occasionally the velocity sensor's performance may be compromised resulting in invalid readings sporadically during the 
monitoring period. This is generally caused by excessive debris (silt) blocking the sensor's crystals, shallow flows (~< 1") that 
may drop below the top of the sensor or very clear flows lacking the particles needed to measure rate. In order to use the 
Continuity equation to quantify the flow during these periods, a Data Analyst and/or Engineer will use the site's historical pipe 
curve (depth vs. velocity) data along with valid field confirmations to reconstitute and replace the false velocity recordings with 
expected velocity readings for a given historical depth along the curve. 

Selections for the above parameters can be constant or can change during the monitoring period. While the data analysis 
process is described in a linear manner, it often requires an iterative approach to accurately complete. 

Data Presentation 

This type of flow monitoring project generates a large volume of data. To facilitate review of the data, results have been 
provided in graphical and tabular formats. The flow data is presented graphically in the form of scattergraphs and 
hydrographs. Hydrographs are based on 5 minute averaging. Tables are provided in daily average format. These tables show 
the flow rate for each day, along with the daily minimum and maximums, the times they were observed, the total daily flow, 
and total flow for the month (or monitoring period). The following explanation of terms may aid in interpretation of the tables 
and hydrographs. 

DFINAL - Final calculated depth measurement (in inches) 

QFINAL - Final calculated flow rate (in MGD) 

VFINAL - Final calculated flow velocity (in feet per second) 

REPORT TOTAL - Total volume of flow recorded for the indicated time period (in MG) 

Data Analysis and Presentation 
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OceansideT2022_1
Site Commentary

SITE INFORMATION

OBSERVATIONS

Average flow depth, velocity, and quantity data observed during Monday, 28 November 2022 to Sunday, 04 December 2022, 
along with observed minimum and maximum data, are provided in the following table. 

Observed Flow Conditions

Item DFINAL (in) VFINAL (ft/s) QFINAL (MGD - Total 
MG)

Average 0.73 0.97 0.011

Minimum 0.30 0.14 0.001

Maximum 1.25 2.82 0.039

Min Time 11/28/2022 3:05:00 AM 11/30/2022 2:45:00 AM 11/28/2022 5:35:00 AM

Max Time 11/29/2022 4:40:00 PM 12/01/2022 10:45:00 AM 12/01/2022 2:00:00 PM

Based upon the quality and consistency of the observed flow depth and velocity data, the Continuity equation was used to calculate 
flow rate and quantities during the monitoring period. 

Values in the Observed Flow Conditions and data on the graphical reports are based on the five minutes average.

DATA UPTIME

Data uptime observed during Monday, 28 November 2022 to Sunday, 04 December 2022 is provided in the following table: 

Percent Uptime
DFINAL (in) 100

VFINAL (ft/s) 100

QFINAL (MGD - Total MG) 100

Pipe Elliptical (8 in H x 7.88 in W)

Silt 0.00 (in)
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ADS Site Report
FM Initials:Project Name:

Site Name:
City:

Access: Type of
System:

Sanitary

Investigation Information:
Manhole Depth:
Manhole Material / 

Pipe Material / Condition:
Commercial

Oxygen:
Safety Notes:

Date/Time of Investigation:

Site Hydraulics:

Upstream Input: (L/S, P/S)

Upstream Manhole:

Downstream Manhole:
Depth of Flow:
Range (Air DOF):
Peak Velocity:
Silt: Inches

fps

+/-
+/-

Cross Section
Installation Information

Installation Type: Standard
Sensors Devices: Ultrasonic/Velocity/Pressure
Surcharge Height:
Rain Gauge Zone:

Yes No ? Distance
Trunk
Lift / Pump Station
WWTP
Other

 Monitor Type   

Pipe Height:
Pipe Width:

Data Acquisition
Manhole ID

Quality Form

Address/Location:

JG

Drive
Storm Combined

X

Manhole Information:Investigation Information:

Condition

Land Use:
OtherResidential Industrial

NN

Other Information:

Additional Site Information / Comments:
x
x
x
x

Monitor Model

X

Install Date:
Agency:

Triton +
Peak Doppler

0

Backup

OSide.Stantec.TFM.CA22 Oceanside
OceansideT2022_1

Low smooth flow

Not investigated
0.25"

120"

Precast/Good

PVC/Good

.75

11/23/11 @0500

Standard Traffic Control with CA MUTCD TA-15 (Modified)

511 Pier View Wy, Oceanside, CA 92054

Not Investigated

Sensor 
Location

12
0"

8.
00

" x
 7

.8
8"

8.00"
7.88"

N/A

0

Plan N

H2S: LEL: CO:20.9 0 0 0

2 man crew required minor Traffic control, site is located in 
double yellow line in the middle of both lanes

Manual/Wireless Collect

ADS Site
Location

OceansideT2022_1

flow
dir.

Stantec
11/23/2022

N/A

.83
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4820 Mercury Street, Suite C 
San Diego, CA 92111

800-633-7246
www.adsenv.com

Hydrograph Report
OceansideT2022_1

10

I 
Flow MonftoT 

O ceansideT2022 1 
- I 

Report Petiocl 

11 t2fl/2022 I 
To 

12104!2022 
I 

le{J.end 

□ F I NAL 
I Q FINAL 

VFINAL 
I 

c 
~~ 

~ 
:a; -:t: 
Cl 
u.. 

l. 2 

0 . 9 

~ 

..c ........ 0.6 =-
<lJ 
C 

0.3 

0 

0.032 

0.024 

0.0 1 6 

0.008 

0 

I ~~ U1· 

I 

I 
I 

..>di" 

' ¾,t.. 

~ ~ 

~, .. , •.. ~ 

...>..9 

' ¾,t.. 

I 

'-"o 
• 16,t.. 

~ ~ ~ ~ l 2.4 

lf~ lat..~. I J L· ~~~ I l. 8 

'ti-

f11 ~1,~I r · 0 
n 

l. 2-<' 

1 ' i:! 
V, -

0.6 

.. + .. + I 0 

-<~("" ~ ~("" 

_;, 
• .q_..("" '5,; .q_..("" 



4820 Mercury Street, Suite C 
San Diego, CA 92111

800-633-7246
www.adsenv.com

Scattergraph Report
OceansideT2022_1
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4820 Mercury Street, Suite C 
San Diego, CA 92111 

800-633-7246
www.adsenv.com

Daily Tabular Report 
11/28/2022 00:00 - 12/04/2022 23:59 
OceansideT2022_1Pipe: Elliptical (8 in H x 7.88 in W), Silt0.00 in 

DFINAL (in) VFINAL (ft/s) QFINAL (MGD - Total MG) 
Date Time Min Time Max Avg Time Min Time Max Avg Time Min Time Max Avg Total 

11/28/2022 02:56 0.30 20:22 1.21 0.72 02:14 0.21 09:28 3.12 0.96 01:22 0.001 15:52 0.049 0.011 0.011 
11/29/2022 23:22 0.47 16:42 1.29 0.79 23:56 0.18 12:06 3.37 0.96 23:56 0.002 18:34 0.045 0.012 0.012 
11/30/2022 08:12 0.52 19:12 1.24 0.80 02:26 0.09 11:08 3.75 0.93 02:26 0.001 11:08 0.049 0.011 0.011 
12/01/2022 03:30 0.38 14:02 1.16 0.75 02:58 0.23 10:48 3.71 1.03 03:30 0.001 14:02 0.069 0.013 0.013 
12/02/2022 02:22 0.32 09:58 0.98 0.70 01:04 0.24 09:58 3.35 0.98 05:58 0.001 09:58 0.052 0.011 0.011 
12/03/2022 07:38 0.42 15:16 1.19 0.69 07:10 0.31 20:56 2.96 1.00 07:02 0.002 20:06 0.052 0.010 0.010 
12/04/2022 05:30 0.44 18:16 1.34 0.66 10:30 0.41 14:04 2.25 0.95 04:02 0.002 18:16 0.047 0.009 0.009 

11/28/2022 00:00 - 12/04/2022 23:59 
DFINAL 

(in) 
VFINAL 

(ft/s) 
QFINAL 
(MGD - 

Total MG) 
Total 0.077 

Average 0.73 0.97 0.011 
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OceansideT2022_2
Site Commentary

SITE INFORMATION

OBSERVATIONS

Average flow depth, velocity, and quantity data observed during Monday, 28 November 2022 to Sunday, 04 December 2022, 
along with observed minimum and maximum data, are provided in the following table. 

Observed Flow Conditions

Item DFINAL (in) VFINAL (ft/s) QFINAL (MGD - Total 
MG)

Average 2.66 1.22 0.095

Minimum 1.39 0.63 0.022

Maximum 4.37 1.83 0.249

Min Time 12/03/2022 9:20:00 AM 11/28/2022 3:10:00 AM 11/28/2022 3:10:00 AM

Max Time 12/04/2022 2:45:00 PM 11/28/2022 11:20:00 AM 12/04/2022 11:50:00 AM

Based upon the quality and consistency of the observed flow depth and velocity data, the Continuity equation was used to calculate 
flow rate and quantities during the monitoring period. 

Values in the Observed Flow Conditions and data on the graphical reports are based on the five minutes average.

DATA UPTIME

Data uptime observed during Monday, 28 November 2022 to Sunday, 04 December 2022 is provided in the following table: 

Percent Uptime
DFINAL (in) 100

VFINAL (ft/s) 100

QFINAL (MGD - Total MG) 100

Pipe Round (9.5 in H)

Silt 0.00 (in)
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ADS Site Report
FM Initials:Project Name:

Site Name:
City:

Access: Type of
System:

Sanitary

Investigation Information:
Manhole Depth:
Manhole Material / 

Pipe Material / Condition:
Commercial

Oxygen:
Safety Notes:

Date/Time of Investigation:

Site Hydraulics:

Upstream Input: (L/S, P/S)

Upstream Manhole:

Downstream Manhole:
Depth of Flow:
Range (Air DOF):
Peak Velocity:
Silt: Inches

fps

+/-
+/-

Cross Section
Installation Information

Installation Type: Standard
Sensors Devices: CS4
Surcharge Height:
Rain Gauge Zone:

Yes No ? Distance
Trunk
Lift / Pump Station
WWTP
Other

Monitor Type

Pipe Height:
Pipe Width:

Data Acquisition
Manhole ID

Quality Form

Address/Location:

JG

Drive
Storm Combined

X

Manhole Information:Investigation Information:

Condition

Land Use:
OtherResidential Industrial

NN

Other Information:

Additional Site Information / Comments:
x
x
x
x

Monitor Model

x X

Install Date:
Agency:

Triton +
Peak Doppler

0

Backup

OSide.Stantec.TFM.CA22 Oceanside
OceansideT2022_2

Low smooth flow

Not investigated
0.25"

110'’

Precast/Good

PVC/Good

2.88'’

11/23/11 @ 8:17 am

331 Cleveland Street

Not Investigated

Sensor 
Location

11
0"

9.
5"

 x
 9

.5
"

9.5'’
9.5'’

N/A

0

Plan N

H2S: LEL: CO:20.9 0 0 0

No traffic control needed, pedestrian control needed

Manual/Wireless Collect

OceansideT2022_2

flow
dir.

Stantec
11/23/2022

N/A

1.36

ADS Site
Location
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4820 Mercury Street, Suite C 
San Diego, CA 92111

800-633-7246
www.adsenv.com

Hydrograph Report
OceansideT2022_2
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4820 Mercury Street, Suite C 
San Diego, CA 92111

800-633-7246
www.adsenv.com

Scattergraph Report
OceansideT2022_2
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4820 Mercury Street, Suite C 
San Diego, CA 92111 

800-633-7246
www.adsenv.com

Daily Tabular Report 
11/28/2022 00:00 - 12/04/2022 23:59 
OceansideT2022_2Pipe: Round (9.5 in H), Silt0.00 in 

DFINAL (in) VFINAL (ft/s) QFINAL (MGD - Total MG) 
Date Time Min Time Max Avg Time Min Time Max Avg Time Min Time Max Avg Total 

11/28/2022 03:10 1.60 11:20 4.16 2.63 03:10 0.63 11:20 1.83 1.25 03:10 0.022 11:20 0.245 0.096 0.096 
11/29/2022 03:50 1.95 12:05 3.56 2.66 03:55 0.92 19:35 1.69 1.25 03:55 0.044 19:35 0.178 0.094 0.094 
11/30/2022 02:20 1.65 12:15 3.87 2.58 02:10 0.73 12:15 1.71 1.21 02:20 0.027 12:15 0.208 0.089 0.089 
12/01/2022 04:15 1.60 13:25 3.48 2.64 03:50 0.66 11:35 1.77 1.26 04:15 0.023 13:25 0.175 0.097 0.097 
12/02/2022 00:15 1.58 12:45 3.73 2.67 02:30 0.64 12:45 1.78 1.22 02:50 0.023 12:45 0.206 0.096 0.096 
12/03/2022 09:20 1.39 20:20 4.17 2.63 05:35 0.66 08:50 1.83 1.18 09:15 0.022 08:50 0.228 0.093 0.093 
12/04/2022 04:10 1.76 14:45 4.37 2.79 04:10 0.67 11:50 1.77 1.20 04:10 0.027 11:50 0.249 0.102 0.102 

11/28/2022 00:00 - 12/04/2022 23:59 
DFINAL 

(in) 
VFINAL 

(ft/s) 
QFINAL 
(MGD - 

Total MG) 
Total 0.667 

Average 2.66 1.22 0.095 
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