


















NOTES TO USERS 
This map is for use in administering the National Flood Insurance Program. It 
does not necessarily identify all areas subject to flooding , particularly from local 
drainage sources of small size. The community map repository should be 
consulted for possible updated or additional flood hazard information. 

To obtain more detailed information in areas where Base Flood Elevations 
(BFEs) and/or floodways have been determined, users are encouraged to consult 
the Flood Profiles and Floodway Data and/or Summary of Stillwater Elevations 
tables contained within the Flood Insurance Study (FIS) report that accompanies 
this FIRM . Users should be aware that BFEs shown on the FIRM represent 
rounded whole~foot elevations. These BFEs are intended for flood insurance 
rating purposes only and should not be used as the sole source of flood 
elevation information . Accordingly, flood elevation data presented in the FIS 
report should be utilized in conjunction with the FIRM for purposes of 
construction and/or floodplain management. 

Coastal Base Flood Elevations shown on this map apply only landward of 
0.0' North American Vertical Datum of 1988 (NAVO 88). Users of this FIRM should 
be aware that coastal flood elevations are also provided in the Summary of 
Stillwater Elevations tables in the Flood Insurance Study report for this jurisdiction. 
Elevations shown in the Summary of Stillwater Elevations tables should be used for 
construction and/or floodplain management purposes when they are higher than 
the elevations shown on this FIRM. 

Boundaries of the floodways were computed at cross sections and interpolated 
between cross sections. The floodways were based on hydraulic considerations 
with regard to requirements of the National Flood Insurance Program. Floodway 
widths and other pertinent floodway data are provided in the Flood Insurance 
Study report for this jurisdiction. 

Certain areas not in Special Flood Hazard Areas may be protected by flood 
control structures . Refer to Section 2.4 "Flood Protection Measures" of the 
Flood Insurance Study report for information on flood control structures for this 
jurisdiction. 

The projection used in the preparation of this map was California State Plane II 
zone. The horizontal datum was NAO 83, GRS80. Differences in datum, 
spheroid , projection or State Plane zones used in the production of FIRMs for 
adjacent jurisdictions may result in slight positional differences in map features 
across jurisdiction boundaries. These differences do not affect the accuracy of this 
FIRM. 

Flood elevations on this map are referenced to the North American Vertical Datum 
of 1988. These flood elevations must be compared to structure and ground 
elevations referenced to the same vertical datum. For information regarding 
conversion between the National Geodetic Vertical Datum of 1929 and the 
North American Vertical Datum of 1988, visit the National Geodetic Survey 
website at http://www.nqs.noaa.gov or contact the National Geodetic Survey at 
the following address: 

NGS Information Services 
NOAA, N/NGS12 
National Geodetic Survey 
SSMC-3, #9202 
1315 East-West Highway 
Silver Spring, Maryland 20910-3282 
(301) 713-3242 

To obtain cu rrent elevation, description, and/or location information for bench 
marks shown on this map, please contact the Information Services Branch 
of the National Geodetic Survey at (301) 713-3242, or visit its website at 
http://www. ngs. noaa. gov. 

Base map information shown on this FIRM was provided in digital format by Napa 
County Information Technology Services Department. This information was 
derived from digital orthophotos produced at a scale of 1:4,800 with 1-foot ground 
sample distance from photography dated April 2002. 

This map reflects more detailed and up-to-date stream channel configurations 
than those shown on the previous FIRM for this jurisdiction. The floodplains and 
floodways that were transferred from the previous FIRM may have been adjusted 
to conform to these new stream channel configurations. As a result, the Flood 
Profiles and Floodway Data tables in the Flood Insurance Study Report (which 
contains authoritative hydraulic data) may reflect stream channel distances that 
differ from what is shown on this map. 

Corporate limits shown on this map are based on the best data available at the 
time of publication. Because changes due to annexations or de-annexations may 
have occurred after this map was published. map users should contact appropriate 
community officials to verify current corporate limit locations. 

Please refer to the separately printed Map Index for an overview map of the 
county showing the layout of map panels; community map repository addresses; 
and a List ing of Communities table containing National Flood Insurance Program 
dates for each community as well as a listing of the panels on which each 
community is located. 

Contact the FEMA Map Service Center at 1-800-358-9616 for information on 
available products associated with this FIRM. Available products may include 
previously issued Letters of Map Change, a Flood Insurance Study report, and/or 
digital versions of this map. The FEMA Map Service Center may also be reached 
by Fax at 1-800-358-9620 and its website at http://msc.fema.gov. 

If you have questions about this map or questions concerning the National Flood 
Insurance Program in general , please call 1-877-FEMA MAP (1-877-336-2627) or 
visit the FEMA website at http://www.fema.gov. 
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SPECIAL FLOOD HAZARD AREAS SUBJECT TO INUNDATION 
BY THE 1 % ANNUAL CHANCE FLOOD 

The 1 % annual flood (100-')oear flood ), also known as the base flood, is the flood that has a 1 % 
chance of being eq ualed or exceeded in any given year. The Special Flood Hazard l>rea is the 
area subject to flooding by the 1% annual chance flood. Areas of Specia l Fkxxl Hazard include 
Zones A, AE, AH, AO, AA, A99, V, ard \IE. The Base Fkxxl Elevation is the water-surface 
elevation of the 1% annua l chance flood. 

ZONE A 

ZONEAE 

ZONE AH 

ZONEAO 

ZONE AR 

ZONEA99 

ZONEV 

ZONE \IE 

No Base Flood Elevations determined. 

Base Flood Ekcvations detennined. 

Flood de~hs of 1 to 3 feet (usually areas of ~rding); Base Flood 
Elevations detennined. 

Flood depths of 1 to 3 feet (usually sheet flow on slopirg terrain); ai,erage 
depths detennined, For areas of alluvial fan flooding, i,elodties also 
detenninecl. 

Special Flood Hazard Area formerly prct:ectecl from the 1% annual chance 
flood by a flocx:I control system that was subsequently decertified. Zone AR 
indica!Es that the former flood control system is being restored to provide 
protection from the 1 % anrRJal chan:e or greatEr flood. 

Area ID be prctected from 1 % annual chance floOO by a Federal flood 
protection system urder construction; no Base Fkxld Bevations 
determined. 

Coastal flood zone with velocity hazard (wave action); no Base Flood 
Elevations detennined. 

Coastal flood zone with velocity hazard (wave action); Base Flood 
Elevations detennined. 

FLOODWAY AREAS IN ZONE AE 

The floodway is the channel of a stream plus any adjacent floodplain areas that must be kept free 
of encroachment so that the 1 % annual chance flood can be carried without substantial increases 
in flood heights. I ..... I ...... ..... . . . . . . 

ZOrE X 

ZONEX 

ZONED 

OTHER FLOOD AREAS 

Areas of 0.2% annua chance flood; arffis of 1% annual dlcnce flood with 
average depths of less than 1 foot or w ith drainage areas less than 
1 square mile; and areas protected by levees from 1% annua l chance flood. 

OTHER AREAS 

Areas determined to be outside the 0.2% annual dlance floodpia in. 

Areas in which flood hazards are urdetennired, but possible. 

COASTAL BARRIER RESOURCES SYSTEM (CBRS) AREAS 

OTHERWISE PROTECTED AREAS (OPAs) 

CBRS areas and OPAs are nonnally located within or adjacent ID Special Flood Hazard heas. 

1 % annual dlance floodplain boundary 

•••••••••••••••• 

............,,.513............,,. 

0.2% annual chance floodplain bourdary 

Floodway boundary 

Zone D boundary 

CBRS and OPA bourdary 

Boundary dividing Special Flood Hazard Area Zones and 
boundary dividing Special Flood Hazard Preas of different Base 
Flocx:I Elevations, flood depths or flood velocities. 

Limit of MOOeratE Wave Action 

Base Flood 8evation line and value; elevation in feet+' 

(EL 987) Base Flood Bevation value where miform within zone; elevation 
in feet* 

* Referenced to the North Arll€rican Vertical Datum of 1988 
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Cross section line 

Transect line 

Geographic cootl inates refererw:ed to the North American 
Datum of 1983 (NAD 83), Western Hemisphere 

1000-meter Universal Transverse Mercator grid values, zone 
10 

5000-foot grid values: Cal iforn ia State Plane coordinate 
system, zone II (FIPSZONE 0402), Lambert Conformal Conic 
projection 

Berw:h mark (see explanation i n J\btes ID Users section of this 
FIRM panel ) 
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MAP REPOSITORY 
Refer to listing of Map Repositories on Map Index 

EFFECTIVE DATE OF COUNTYWIDE 
FLOOD INSURANCE RATE MAP 

September 26 . 2008 

EFFECTIVE OATE(S) OF REVISION(S) TO THIS PANEL 
September 29. 2010 - to update corporate limits, to change Base Flood Elevations and Special 
Flood Hazard Areas, to update map format. to add roads and road names. and to incorporate 
previously issued Letters of Map Revision. 

For community map revision history prior to countywide mapping, refer to the Community 
Map History table located in the Flood Insurance Study report for this jurisdiction . 

To deter mine if flood insurance is avai lable in this community, contact your Insurance 
agent or call the National Flood Insurance Program at 1-800-638-6620. 
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Division of Local Assistance 
September , 2021 
Page 2 of 2 

District Planners should work closely with Local Agency staff when determining 
the commensurate level of floodplain encroachment documentation required 
for these project types.  If the statements above cannot be clearly answered 
without further analysis, the standard Caltrans local assistance floodplain 
encroachment process must be followed. 



NOTES TO USERS 
This map is for use in administering the National Flood Insurance Program. It 
does not necessarily identify all areas subject to flooding, particularly from local 
drainage sources of small size. The community map repository should be 
consulted for possible updated or additional flood hazard information. 

To obtain more detailed information in areas where Base Flood Elevations 
(BFEs) and/or floodways have been determined, users are encouraged to consult 
the Flood Profiles and Floodway Data and/or Summary of Stillwater Elevations 
tables contained within the Flood Insurance Study (FIS) report that accompanies 
this FIRM. Users should be aware that BFEs shown on the FIRM represent 
rounded whole-foot elevations. These BFEs are intended for flood insurance 
rating purposes onty and should not be used as the sole source of flood 
elevation information. Accordingly, flood elevation data presented in the FIS 
report should be utilized in conjunction with the FIRM for purposes of 
construction and/or floodplain management. 

Coastal Base Flood Elevations shown on this map apply only landward of 
0.0' North American Vertical Datum of 1988 (NAVO 88). Users of this FIRM should 
be aware that coastal flood elevations are also provided in the Summary of 
Stillwater Elevations tables in the Flood Insurance Study report for this jurisdict ion. 
Elevations shown in the Summary of Stillwater Elevations tables should be used for 
construction and/or floodplain management purposes when they are higher than 
the elevations shown on this FIRM. 

Boundaries of the floodways were computed at cross sections and interpolated 
between cross sections. The floodways were based on hydraulic considerations 
with regard to requirements of the National Flood Insurance Program. Floodway 
widths and other pertinent floodway data are provided in the Flood Insurance 
Study report for this jurisdiction. 

Certain areas not in Special Flood Hazard Areas may be protected by flood 
control structures. Refer to Section 2.4 "Flood Protection Measures" of the 
Flood Insurance Study report for information on flood control structures for this 
jurisdiction. 

The projection used in the preparation of this map was California State Plane II 
zone. The horizontal datum was NAO 83, GRS80. Differences in datum, 
spheroid , projection or State Plane zones used in the production of FIRMs for 
adjacent jurisdictions may result in slight positional differences in map features 
across jurisdiction boundaries. These differences do not affect the accuracy of this 
FIRM. 

Flood elevations on this map are referenced to the North American Vertical Datum 
of 1988. These flood elevations must be compared to structure and ground 
elevations referenced to the same vertical datum . For information regarding 
conversion between the National Geodetic Vertical Datum of 1929 and the 
North American Vertical Datum of 1988, visit the National Geodetic Survey 
website at http://www.ngs.noaa.gov or contact the National Geodetic Survey at 
the following address: 

NGS Information Services 
NOAA, N/NGS12 
National Geodetic Survey 
SSMC-3, #9202 
1315 East-West Highway 
Silver Spring, Maryland 20910-3282 
(301) 713-3242 

To obtain current elevation, description, and/or location information for bench 
marks shown on this map, please contact the Information Services Branch 
of the National Geodetic Survey at (301) 713-3242, or visit its website at 
http://www. nqs. noaa. gov. 

Base map information shown on this FIRM was provided in digital format by Napa 
County Information Technology Services Department. This information was 
derived from digital orthophotos produced at a scale of 1:4,800 with 1-foot ground 
sample distance from photography dated April 2002. 

This map reflects more detailed and up-to-date stream channel configurations 
than those shown on the previous FIRM for this jurisdiction. The floodplains and 
floodways that were transferred from the previous FIRM may have been adjusted 
to conform to these new stream channel configurations. As a result. the Flood 
Profiles and Floodway Data tables in the Flood Insurance Study Report (which 
contains authoritative hydraulic data) may reflect stream channel distances that 
differ from what is shown on this map. 

Corporate limits shown on this map are based on the best data available at the 
time of publication. Because changes due to annexations or de-annexations may 
have occurred after this map was published, map users should contact appropriate 
community officials to verify current corporate limit locations. 

Please refer to the separately printed Map Index for an overview map of the 
county showing the layout of map panels; community map repository addresses; 
and a Listing of Communities table containing National Flood Insurance Program 
dates for each community as well as a listing of the panels on which each 
community is located. 

Contact the FEMA Map Service Center at 1-800-358-9616 for information on 
available products associated with this FIRM. Available products may include 
previously issued Letters of Map Change, a Flood Insurance Study report, and/or 
digital versions of this map. The FEMA Map Service Center may also be reached 
by Fax at 1-800-358-9620 and its website at http://msc.fema.gov. 

If you have questions about this map or questions concerning the National Flood 
Insurance Program in general, please call 1~877-FEMA MAP (1-877-336-2627) or 
visit the FEMA website at http://www.fema.gov . 
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SPECIAL FLOOD HAZARD AREAS SUBJECT TO INUNDATION 
BY THE 1% ANNUAL CHANCE FLOOD 

The 1 % annual flood (100-,ear flocd), also known as the base flood, is the flood that has a 1% 
chance of teing equaled or exceeded in any given year. The Special Flood Hazard kea is the 
area subject to flooding by the 1 % amual chance flood. Areas of Special Flood Hazard include 
Zones A, AE, AH, AO, AA, 1>99, V, ard VE, The Base Flood Elevation is the water-surface 
elevation of the 1%annualchanceflood. 

ZONE A 

ZONEAE 

ZONE AH 

ZONE AO 

ZONE AR 

ZONEA99 

ZONEV 

ZONE VE 

No Base Flood Bev.ltions determined. 

Base Floo::J Elevations determined. 

Flood depths of 1 to 3 feet (usually areas of ponding); Base Flood 
E~ations determined. 

Flood depths of 1 to 3 feet (usually sheet flow on slopir.;i terrain); a\€rage 
depths determined. For areas of alluvial fan floodir.;i, \€lcx:ities alS) 
dete1mined. 

Specia l Flood Hazard Area former ly prttected from the 1% annual chance 
flood by a flood control system that was subsequently decertified. Zone AR 
indieates that tre former fioOO control system is being restored to provide 
protectioo from the 1 % annual d1arxe oc greater flood. 

Area to be protected from 1 % annual chanc:e flood by a Federal flood 
protection system urder construction; no Base Flood Elevations 
determined. 

Coastal flood zone with velocity hazard (wave action); re Base Flood 
E~ations determined. 

Coastal flood zone with velocity hazard (wave action); Base Flood 
Elevations determined, 

FLOODWAY AREAS I N ZONE AE 

The floodway is the channel of a stream plus any adj:;cent floodplain areas that must te kept free 
of encroachment so that the 1 % annual chance flood can te carried with:lut substantial increases 
in flood heights. I ..... I ...... ..... . ' .... 

ZONE X 

ZONEX 

ZONED 

OTHER FLOOD AREAS 

Areas of 0.2% annua chance flood; ar63S of 1% annual dlcnce floOO wtth 
average depths of less than 1 foot or with drainage areas less than 
1 square mile; and areas protected by levees from 1% annual chance flood. 

OTHER AREAS 

Areas determined to be outside the 0.2% annual d1anc:e ftood plain. 

Areas in whieh flood hazards are urdeterm ined, but possible. 

COASTAL BARRIER RESOURCES SYSTEM (CBRS) AREAS 

OTHERWISE PROTECTED AREAS (OPAs) 

CBRS areas and OP As are normally lcx:ated within or adj:;cent to Special Flood t-azard Areas. 

1 % annual chanc:e ftcxxJplain boundary 

•••••••••••••••• 

___,.,_,....,_, 513 ___,.,_,....,_, 

(EL 987) 

0 .2% annual dlance floodplain bourdary 

Floodway boundary 

Zone D boundary 

CBRS and OPA bourdary 

Boundary dividir.;i Special Flood Hazard Area Zones and 
boundary dividi r.;i Special Flood Hazard keas of different Base 
Flood Elevations, tloOO depths or flood velocities. 

Limit of Mcx:lerate Wave Action 

Base Flood Elevation line ard value; elevation in feet* 

Base Flood Elevation value where uniform within zone; elevatioo 
inf~ 

* Referenced to the North American Vertical Datum of 1988 
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Cross sect ion line 

Transect line 

87°07'45" , 32"22'30" Geographic coordin.1tes referenced to the North American 
Datum of 1983 (NAO 83), Western Hemisphere 

600000 FT 

DX5510 x 

• M1 .5 

\tr1·meter Universal Transverse Mercator grid values, zone 

5000-foot grid values: California State Plane coordinate 
system, zone II (FIPSZONE 0402), Lambert Conformal Conic 
projection 

Bench mark (see explanation in N:tes to Users section of this 
FIRM panel) 

Ri-.er Mile 
MAP REPOSITORY 

Refer to listing of Map Repositories on Map Index 

EFFECTIVE DATE OF COUNTYWIDE 
FLOOD INSURANCE RATE MAP 

September 26, 2008 

EFFECTIVE DATE{S) OF REVISION(S} TO THIS PANEL 
September 29. 2010 - lo update corporate limits, to change Base Flood Elevations and Special 
Flood Hazard Areas, to update map format. to add roads and road names, and to incorporate 
previously issued Letters of Map Revision . 

For community map revision history prior to countywide mapping, refer to the Community 
Map History table located in the Flood Insurance Study report for this jurisdiction , 

To determine if flood insurance is available in this community, contact your Insurance 
agent or call the National Flood Insurance Program at 1-800-638-6620. 
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State of California California State Transportation Agency 
DEPARTMENT OF TRANSPORTATION 

Memorandum Making Conservation 
California Way of Life. 

To: 

From: 

Subject: 

DISTRICT Environmental Branch Chiefs 

KELLY J. HOBBS, Chief ~dk O ~ 664-
Office of Environmental cef m¢5'1iance and Outreach 
Division of Local Assistance 

Date: September 20, 2021 

Floodplain Encroachment Location Hydraulic Study (LHS) Memo - No Significant 
Encroachment 

There have been an increasing number of Local Assistance projects eligible for 
federal-aid funding that are low risk or have no impact to the regulatory 
floodway or base floodplain. These projects are typically NEPA CE projects and 
may include: installation or replacement of pavement, striping, signs, cameras, 
traffic signals, roundabouts, curb, gutter, bicycle facilities, pedestrian facilities, in­
kind maintenance activities and other related projects. If the federal aid project 
falls under one of these project types, and clearly meets the definitions below, 
Caltrans has determined that no additional analysis pursuant to 23 CFR 650 
Subpart A is necessary, and this memo will suffice for floodplain encroachment 
documentation under Subpart A to file. 

• The Project includes an encroachment as defined under 23 CFR 
650.105(e) using the process described under 650.111 (a). 

• The Project either: (i) will not have a longitudinal encroachment (parallel 
to the direction of flow); or (ii) if including a longitudinal encroachment, 
does not have practicable alternatives to such encroachment (consistent 
with policy at 23 CFR 650.103(b) and requirement at 650.111 (b); 

• The Project does not support base flood-plain development as defined 
under in 23 CFR 650.105(r). 

• The Project will not have a significant encroachment as defined in 23 CFR 
650. 1 05 ( q) . 

• The Project will not have significant impacts to natural and beneficial 
floodplain values as defined under 23 CFR 650.105(i); and 

• The Project will not require mitigation measures necessary to minimize 
impacts or restore and preserve (as defined in 23 CFR 650.105 (n) and (I)) 
natural and beneficial floodplain values. 

"Provide a safe, sustainable, integrated and efficient transportation system 
to enhance California s economy and livability" 




