






















11/7/24, 1:26 PM Precipitation Frequency Data Server 

NOAA Atlas 14, Volume 6, Version 2 
Location name: Pioneertown, California, USA* 

Latitude: 34.1566°, Longitude: -116.4955° 
Elevation: 4049 ft** 

* source: ESRI Maps 
** source: USGS 

POINT PRECIPITATION FREQUENCY ESTIMATES 

Sanja Perica, Sarah Dietz, Sarah Heim, Lillian Hiner, Kazungu Maitaria, Deborah Martin, Sandra 
Pavlovic, lshani Roy, Carl Trypaluk, Dale Unruh, Fenglin Yan, Michael Yekta, Tan Zhao, Geoffrey 

Bonnin, Daniel Brewer, Li-Chuan Chen, Tye Parzybok, John Yarchoan 

NOAA, National Weather Service, Silver Spring, Maryland 

PF tabular I PF Q@P-hical I Ma1;1s & aerials 

PF tabular 

I 
PDS-based point precipitation frequency estimates with 90% confidence intervals (in inches)1 

B l Average recurrence interval (years) 

I 1 11 2 II 5 II 10 II 25 11 50 II 100 II 200 II 500 11 1000 

0.112 0.160 0.226 ·>II(, 0.282 ,)ll(I o.363 o.429 o.500 ·>Ii <, o.576 )1111 o.687 0.780 
0.093-0.137 0.132-0.195 i(0.186-0.277 0.231-0.349 0.288-0.464 0.333-0.559) i(0.378-0.667 0.424-0.791 0.485-0.983 0.532-1 .15) 

I 10-min I 
0.161 0.229 0.324 0.405 0.521 0.615 0.716 0.826 0.984 1.12 

(0.133-0.196) (0.190-0.280) (0.267-0.397) (0.331-0.500) (0.412-0.665) (0.477-0.802) (0.542-0.956) (0.607-1 .13) (0.695-1 .41) (0. 762-1 .66) 

B 0.194 0.277 0.392 0.489 0.630 0.744 0.866 0.999 1.19 1.35 
(0.161-0.237) (0.229-0.339) (0.323-0.480) (0.400-0.604) (0.498-0.804) (0.577-0.970) (0.655-1 .16) (0.735-1 .37) (0.840-1 .70) (0.922-2.00) 

I 30-min I 
0.293 0.419 0.592 0.740 0.952 1.12 1.31 1.51 1.80 2.04 

(0.243-0.358) (0.346-0.512) (0.488-0. 725) (0.605-0.914) (0.753-1 .22) (0.872-1 .47) (0.990-1 .75) (1 .11-2.07) ( 1.27-2.57) (1 .39-3.02) 

I 60-min I 
0.411 0.587 0.830 1.04 1.33 1.58 1.83 2.12 2.52 2.86 

(0.340-0.502) (0.486-0.717) (0.684-1 .02) (0.848-1 .28) (1 .06-1 .70) (1 .22-2.05) (1 .39-2.45) (1 .56-2.90) (1 .78-3.61) (1 .95-4.24) 

I 

I 
I 

0.549 0.772 1.08 
I p .11;~~67) 11 (1-~~2\31 11 p.:o~i.70) 11 (1.:3-~~23) 11 (2.t6~3~84) 11 (2.:6!\9) 11 (2.:0~5~64) I (0.454-0.670) i(0.638-0.943) (0.894-1 .33) 

B 0.649 0.908 1.27 1.59 2.06 2.44 2.86 3.32 3.98 4.54 
(0.537-0.792) (0.751-1 .11) (1 .05-1 .56) (1 .30-1 .97) (1 .63-2.63) (1 .89-3.18) (2.16-3.82) (2.44-4.55) (2.81-5.70) (3.10-6.72) 

B 0.858 1.20 1.68 2.10 2.71 3.22 3.77 4.36 5.24 5.96 
(0.711-1 .05) (0.992-1 .47) (1 .39-2.06) (1 .72-2.60) (2.15-3.46) (2.50-4.20) (2.85-5.03) (3.21-5.99) (3.70-7.49) (4.07-8.83) 

B 1.11 1.55 2.17 2.71 3.48 4.10 4.77 5.49 6.53 7.38 
(0.915-1 .35) (1 .28-1 .90) (1 .79-2.66) (2.22-3.34) (2.75-4.44) (3.18-5.34) (3.61-6.37) (4.04-7.54) (4.61-9.34) (5.04-10.9) 

B 1.43 2.03 2.86 3.57 4.57 5.39 6.25 7.18 8.50 9.58 
(1 .27-1 .65) (1 .80-2.34) (2.52-3.31) (3.12-4.16) (3.88-5.50) (4.47-6.62) (5.07-7.86) (5.66-9.28) (6.44-11 .4) (7.02-13.3) 

I 2-day I 
1.64 2.38 3.41 4.31 5.62 6.69 7.85 9.12 11.0 12.5 

(1.45-1 .88) (2.10-2.74) (3.01-3.94) (3.78-5.02) (4.76-6.76) (5.56-8.23) (6.37-9.88) (7.19-11 .8) (8.30-14.8) (9.14-17.4) 

I 3-day I 
1.78 2.62 3.82 4.88 6.45 7.76 9.20 10.8 13.1 15.1 

(1 .58-2.05) (2.32-3.02) (3.38-4.42) (4.28-5.69) (5.47-7.77) (6.45-9.54) (7.46-11 .6) (8.52-14.0) (9.96-17.7) (11 .1-21 .1) 

I 4-day I 
1.86 2.76 4.06 5.21 6.94 8.39 10.0 11.8 14.5 16.7 

(1 .65-2.14) (2.44-3.18) (3.58-4.69) (4.56-6.08) (5.88-8.35) (6.97-10.3) (8.10-12.6) (9.30-15.2) (11 .0-19.5) (12.3-23.3) 

I 7-day I 
2.07 3.10 4.59 5.92 7.93 9.64 11 .5 13.6 16.8 19.6 

(1 .84-2.39) (2.74-3.58) (4.05-5.31) (5.19-6.90) (6.72-9.55) (8.00-11 .8) (9.34-14.5) (10.8-17. 7) (12.7-22.7) (14.3-27.2) 

I 10-day I 
2.22 3.33 4.96 6.41 8.60 10.5 12.5 14.9 18.4 21.4 

(1 .96-2.55) (2.95-3.84) (4.37-5.73) (5.61-7.47) (7.29-10.4) (8.69-12.9) (10.2-15.8) (11 .7-19.2) (13.9-24.7) (15.6-29.8) 

I 20-day I 
2.39 3.65 5.49 7.14 9.62 11.7 14.1 16.7 20.7 24.0 

(2.12-2. 75) (3.23-4.21) (4.85-6.35) (6.25-8.32) (8.15-11 .6) (9.74-14.4) (11.4-17.7) (13.2-21.6) (15.6-27.8) (17.6-33.5) 

I 30-day I 
2.64 4.08 6.17 8.03 10.8 13.2 15.8 18.8 23.2 26.9 

(2.34-3.05) (3.61-4.71) (5.44-7.13) (7.03-9.36) (9.17-13.0) (11 .0-16.2) (12.8-19.9) (14.8-24.3) (17.6-31 .2) (19.7-37.5) 

I 45-day I 
3.02 

I (4. !~;39) 11 (6.:4~8~17) 11 (8}4~1~.7) 11 (10~5~1!.9) 11 (1 2~;;~.5) 11 (14~:2~.7) 11 (1 6~8~2~.6) I 

26.2 30.4 
(2.67-3.47) (19.9-35.3) (22.3-42.4) 

I 60-day I 
3.37 5.22 7.87 10.2 13.7 16.6 19.9 23.4 28.7 33.3 

(2.99-3.88) (4.62-6.02) (6.94-9.10) (8.94-11 .9) (11 .6-16.5) (13.8-20.4) (16.1-25.0) (18.5-30.3) (21 .8-38.7) (24.4-46.3) 

1 Precipitation frequency (PF) estimates in this table are based on frequency analysis of partial duration series (PDS). 

Numbers in parenthesis are PF estimates at lower and upper bounds of the 90% confidence interval. The probability that precipitation frequency estimates 
(for a given duration and average recurrence interval) will be greater than the upper bound (or less than the lower bound) is 5%. Estimates at upper bounds 
are not checked against probable maximum precipitation (PMP) estimates and may be higher than currently valid PMP values. 

Please refer to NOAA Atlas 14 document for more information. 

Back to TOQ 

PF graphical 

https://hdsc.nws. noaa.gov/pfds/pfds_printpage.html?lat=34.1566&Ion=-116.4955&data=depth&units=english&series=pds 1/4 
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ATTACHMENTS 



LOT  317 LOT  316 LOT  315 LOT  314

MANE      STREET

PIONEERTOWN        ROAD

 ELEV.
 4053.751

 ELEV.
 4055.6 52

 ELEV.
 4046.753

 ELEV.
 4048.062

ELEV.
4056.3 61

ELEV.
4053.8 71

 ELEV.
 4048.2 72

 ELEV.
 4045.263  ELEV.

 4044.081

0.24
A-10.19

B-1

0.18
C

0.72
B-2

0.08
D

0.30
A-2

L=201'

L=233'

L=288'

L=240

L=117'

L=116'

IMPERVIOUS = 0.0 Ac
PERVIOUS = 0.24 Ac

IMPERVIOUS = 0.009 Ac
PERVIOUS = 0.291 Ac

IMPERVIOUS = 0.002 Ac
PERVIOUS = 0.188 Ac

IMPERVIOUS = 0.07 Ac
PERVIOUS = 0.01 Ac

IMPERVIOUS = 0.09 Ac
PERVIOUS = 0.63 Ac

IMPERVIOUS = 0.01 Ac
PERVIOUS = 0.17 Ac

AREA - A
A=0.54 Ac

AREA - B
A=0.91 Ac

AREA - C
A=0.18 Ac

AREA - D
A=0.08 Ac

Q2 = 0.47 cfs
Q5 = 0.69 cfs.
Q10 = 0.91 cfs.
Q25 = 1.17 cfs.
Q100 = 1.63 cfs.
Area = 1.18 Ac.

Q2 = 2.10 cfs
Q5 = 3.10 cfs.
Q10 = 4.09 cfs.
Q25 = 5.29 cfs.
Q100 = 7.97 cfs.
Area = 0.91 Ac.

Q2 = 1.13 cfs
Q5 = 1.63 cfs.
Q10 = 2.06 cfs.
Q25 = 2.66 cfs.
Q100 = 3.76 cfs.
Area = 0.62 Ac.

                    NODE No. With PT. ELEV.

                    TRIBUTARY AREA BOUNDARY

                    PROJECT BOUNDARY

LEGEND:

                    TRIBUTARY AREA 

51

0.24
A-1

FLOWLINE

EXIST. CONDITION
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0.18
C

0.08
A-3

LOT  317 LOT  316 LOT  315

MANE      STREET

PIONEERTOWN        ROAD

 ELEV.
 4053.7

ELEV.
 4056.3 11

 ELEV.
 4046.73

ELEV.
4053.8 21

 ELEV.
 4048.2 22

 ELEV.
 4045.2

 ELEV.
 4044.031

L=201'

L=267'

L=198'

IMPERVIOUS = __ Ac
PERVIOUS = 0.22 Ac

IMPERVIOUS = 0.02Ac
PERVIOUS = 0.41 Ac

IMPERVIOUS = 0.01 Ac
PERVIOUS = 0.17 Ac 0.29

B-3

L=116

V-DITCH

L=127'

IMPERVIOUS = 0.12 Ac
PERVIOUS = 0.17 Ac

V-DITCH

0.43
B-1

ELEV.
4047.4 12

 ELEV.
 4047.92

0.09
A-2

0.42
B-2

13

IMPERVIOUS = 0.08 Ac
PERVIOUS = 0.002 Ac

L=52'

IMPERVIOUS = 0.01 Ac
PERVIOUS = 0.08 Ac

IMPERVIOUS = 0.19 Ac
PERVIOUS = 0.23 Ac

1

Q2 = 0.82 cfs
Q5 = 0.64 cfs.
Q10 = 0.86 cfs.
Q25 = 1.12 cfs.
Q100 = 1.61 cfs.
Area = 0.18 Ac.

Q2 = 2.18 cfs
Q5 = 3.28 cfs.
Q10 = 4.34 cfs.
Q25 = 5.65 cfs.
Q100 = 8.07 cfs.
Area = 1.14 Ac.

Q2 = 0.87 cfs
Q5 = 1.30 cfs.
Q10 = 1.71 cfs.
Q25 = 2.23 cfs.
Q100 = 3.17 cfs.
Area = 0.39 Ac.

0.20
A-1

                    NODE No. With PT. ELEV.

                    PROJECT BOUNDARY

LEGEND:

                    TRIBUTARY AREA 

11

                    BUILDING ROOF

                    PAVED AREA

FLOWLINE

PROP. CONDITION
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MAIN DWAY AREA:
GRAVEL

BUILDING AREA:
BLDG. FOOTPRINT, SHED

LANDSCAPE/ NAT. AREA:
NAT. GROUND & LSCAPE 

AREA - A-1

AREA - A

CONTAINER

235.5 SF 1084.0 SF

PARKING/DRIVE AREA:
COMPACTED GROUND

7,840.0 SF 3,355.0 SF

AREA - A-2

 0.22 Ac

 0.09 Ac

LANDSCAPE/ NAT. AREA:
NAT. GROUND & LSCAPE 

104.0 SF

MAIN DWAY AREA:
GRAVEL

AREA - B-1

2,506.0 SF

PARKING/DRIVE AREA:
COMPACTED GROUND

4,342 SF

 0.43 Ac

AREA - B

= 0.06 Ac

= 0.10 Ac

BUILDING AREA:
BLDG. FOOTPRINT, SHED

AREA - B-2

4,849.0 SF

 0.42 Ac

BOARDWALK

= 0.11 Ac

LANDSCAPE/ NAT. AREA:
NAT. GROUND/ LANDSCAPE 

9,104.0 SF = 0.21 Ac

BUILDING AREA:
BLDG. FOOTPRINT/ROOF, 

AREA - C

BOARDWALK

543.0 SF

7898.0 SF = 0.18 Ac

= 0.01 Ac

PARKING/DRIVE AREA:
COMPACTED GROUND

47.0 SF = 0.001 Ac

LANDSCAPE/ NAT. AREA:
NAT. GROUND/ LANDSCAPE 

7,306.0 SF = 0.17 Ac

= 0.01 Ac = 0.02 Ac = 0.18 Ac = 0.01 Ac

= 0.002 Ac

PARKING/DRIVE AREA:
COMPACTED GROUND

16,225 SF = 0.37 Ac

BUILDING AREA:
BLDG. FOOTPRINT/ROOF, 

AREA - A-3

BOARDWALK

3,564.0 SF

 =0.082 Ac

= 0.080 Ac

PARKING/ YARD AREA:
COMPACTED GROUND

3,522.0 SF = 0.08 Ac

AREA - B-3

PARKING/DRIVE AREA:
COMPACTED GROUND

1,209.0 SF = 0.03 Ac

BUILDING AREA:
BLDG. FOOTPRINT, SHED

5,239.0 SF

 0.29 Ac

BOARDWALK

= 0.12 Ac

LANDSCAPE/ NAT. AREA:
NAT. GROUND/ LANDSCAPE 

6,184.0 SF = 0.14 Ac

LANDSCAPE/ NAT. AREA:
NAT. GROUND & LSCAPE 

398.0 SF = 0.01 Ac

www.transtech.org
TT-JN 211317     01-30-2025

PIONEERTOWN,
San Bernardino, CA

SOUNDSTAGE
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**************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH Engineers 

 
  ************************** DESCRIPTION OF STUDY ************************** 
* PIONEERTOWN PROJECT 
* 2-YEAR STORM FREQUENCY ANALYSIS, NODE 81 
* EXISTING/ UNDEVELOPED CONDITION 
  ************************************************************************** 
   FILE NAME: EX5-2.DAT                                          
   TIME/DATE OF STUDY: 11:50 01/31/2025 
============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    2.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.5870 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0313 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     51.00 TO NODE     53.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   240.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.70  DOWNSTREAM(FEET) =   4046.70 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    9.534 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  2.127 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   NATURAL POOR COVER 
   "BARREN"                   C        0.24      0.18     1.000    91    9.53 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  1.000 
   SUBAREA RUNOFF(CFS) =      0.42 
   TOTAL AREA(ACRES) =      0.24   PEAK FLOW RATE(CFS) =      0.42 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     53.00 IS CODE =  10 
 ---------------------------------------------------------------------------- 
   >>>>>MAIN-STREAM MEMORY COPIED ONTO MEMORY BANK # 1 <<<<< 
 ============================================================================ 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     52.00 TO NODE     53.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   288.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4055.60  DOWNSTREAM(FEET) =   4046.70 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.870 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  2.987 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.87 
   NATURAL POOR COVER 
   "BARREN"                   C        0.29      0.18     1.000    91   10.14 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.970 
   SUBAREA RUNOFF(CFS) =      0.76 
   TOTAL AREA(ACRES) =      0.30   PEAK FLOW RATE(CFS) =      0.76 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     53.00 IS CODE =  11 
 ---------------------------------------------------------------------------- 
   >>>>>CONFLUENCE MEMORY BANK # 1 WITH THE MAIN-STREAM MEMORY<<<<< 
 ============================================================================ 
 
   ** MAIN STREAM CONFLUENCE DATA ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        0.76    5.87    2.987  0.18( 0.18) 0.97       0.3      52.00 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     53.00 =     288.00 FEET. 
 
   ** MEMORY BANK #  1 CONFLUENCE DATA ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        0.42    9.53    2.127  0.18( 0.18) 1.00       0.2      51.00 
   LONGEST FLOWPATH FROM NODE     51.00 TO NODE     53.00 =     240.00 FEET. 
 
   ** PEAK FLOW RATE TABLE ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        1.13    5.87    2.987  0.18( 0.18) 0.98       0.4      52.00 
       2        0.95    9.53    2.127  0.18( 0.18) 0.98       0.5      51.00 
     TOTAL AREA(ACRES) =         0.5 
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   COMPUTED CONFLUENCE ESTIMATES ARE AS FOLLOWS: 
   PEAK FLOW RATE(CFS) =        1.13  Tc(MIN.) =    5.870 
   EFFECTIVE AREA(ACRES) =      0.45  AREA-AVERAGED Fm(INCH/HR) =  0.18 
   AREA-AVERAGED Fp(INCH/HR) =  0.18  AREA-AVERAGED Ap =  0.98 
   TOTAL AREA(ACRES) =        0.5 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     53.00 =     288.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     81.00 IS CODE =  53 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE NATURAL MOUNTAIN CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4046.70  DOWNSTREAM(FEET) =   4044.00 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   116.00   CHANNEL SLOPE =  0.0233 
   SLOPE ADJUSTMENT CURVE USED: 
   EFFECTIVE SLOPE = .0233 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   CHANNEL FLOW THRU SUBAREA(CFS) =       1.13 
   FLOW VELOCITY(FEET/SEC) =   0.89 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   TRAVEL TIME(MIN.) =   2.17   Tc(MIN.) =    8.04 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     81.00 =     404.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     81.00 TO NODE     81.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    8.04 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  2.397 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.07      0.57     0.100    69 
   NATURAL POOR COVER 
   "BARREN"                   C        0.01      0.18     1.000    91 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.34 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.213 
   SUBAREA AREA(ACRES) =    0.08      SUBAREA RUNOFF(CFS) =    0.17 
   EFFECTIVE AREA(ACRES) =      0.53   AREA-AVERAGED Fm(INCH/HR) =  0.16 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap =  0.86 
   TOTAL AREA(ACRES) =        0.6       PEAK FLOW RATE(CFS) =       1.13 
   NOTE: PEAK FLOW RATE DEFAULTED TO UPSTREAM VALUE 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.6  TC(MIN.) =      8.04 
   EFFECTIVE AREA(ACRES) =      0.53  AREA-AVERAGED Fm(INCH/HR)=  0.16 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap = 0.864 
   PEAK FLOW RATE(CFS)   =       1.13 
 
   ** PEAK FLOW RATE TABLE ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        1.13    8.04    2.397  0.19( 0.16) 0.86       0.5      52.00 
       2        0.95   11.80    1.833  0.19( 0.16) 0.88       0.6      51.00 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH Engineers 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 5-YEAR STORM ANALYSIS, NODE 81                                           * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX5-5.DAT                                          
   TIME/DATE OF STUDY: 12:20 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    5.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     51.00 TO NODE     53.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   240.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.70  DOWNSTREAM(FEET) =   4046.70 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    9.534 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  3.008 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
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        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   NATURAL POOR COVER 
   "BARREN"                   C        0.24      0.18     1.000    91    9.53 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  1.000 
   SUBAREA RUNOFF(CFS) =      0.61 
   TOTAL AREA(ACRES) =      0.24   PEAK FLOW RATE(CFS) =      0.61 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     53.00 IS CODE =  10 
 ---------------------------------------------------------------------------- 
   >>>>>MAIN-STREAM MEMORY COPIED ONTO MEMORY BANK # 1 <<<<< 
 ============================================================================ 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     52.00 TO NODE     53.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   288.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4055.60  DOWNSTREAM(FEET) =   4046.70 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.870 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  4.224 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.87 
   NATURAL POOR COVER 
   "BARREN"                   C        0.29      0.18     1.000    91   10.14 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.970 
   SUBAREA RUNOFF(CFS) =      1.09 
   TOTAL AREA(ACRES) =      0.30   PEAK FLOW RATE(CFS) =      1.09 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     53.00 IS CODE =  11 
 ---------------------------------------------------------------------------- 
   >>>>>CONFLUENCE MEMORY BANK # 1 WITH THE MAIN-STREAM MEMORY<<<<< 
 ============================================================================ 
 
   ** MAIN STREAM CONFLUENCE DATA ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        1.09    5.87    4.224  0.18( 0.18) 0.97       0.3      52.00 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     53.00 =     288.00 FEET. 
 
   ** MEMORY BANK #  1 CONFLUENCE DATA ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        0.61    9.53    3.008  0.18( 0.18) 1.00       0.2      51.00 
   LONGEST FLOWPATH FROM NODE     51.00 TO NODE     53.00 =     240.00 FEET. 
 
   ** PEAK FLOW RATE TABLE ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        1.63    5.87    4.224  0.18( 0.18) 0.98       0.4      52.00 
       2        1.38    9.53    3.008  0.18( 0.18) 0.98       0.5      51.00 
     TOTAL AREA(ACRES) =         0.5 
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   COMPUTED CONFLUENCE ESTIMATES ARE AS FOLLOWS: 
   PEAK FLOW RATE(CFS) =        1.63  Tc(MIN.) =    5.870 
   EFFECTIVE AREA(ACRES) =      0.45  AREA-AVERAGED Fm(INCH/HR) =  0.18 
   AREA-AVERAGED Fp(INCH/HR) =  0.18  AREA-AVERAGED Ap =  0.98 
   TOTAL AREA(ACRES) =        0.5 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     53.00 =     288.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     81.00 IS CODE =  53 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE NATURAL MOUNTAIN CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4046.70  DOWNSTREAM(FEET) =   4044.00 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   116.00   CHANNEL SLOPE =  0.0233 
   SLOPE ADJUSTMENT CURVE USED: 
   EFFECTIVE SLOPE = .0233 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   CHANNEL FLOW THRU SUBAREA(CFS) =       1.63 
   FLOW VELOCITY(FEET/SEC) =   1.01 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   TRAVEL TIME(MIN.) =   1.92   Tc(MIN.) =    7.79 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     81.00 =     404.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     81.00 TO NODE     81.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    7.79 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  3.464 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.07      0.57     0.100    69 
   NATURAL POOR COVER 
   "BARREN"                   C        0.01      0.18     1.000    91 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.34 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.213 
   SUBAREA AREA(ACRES) =    0.08      SUBAREA RUNOFF(CFS) =    0.24 
   EFFECTIVE AREA(ACRES) =      0.53   AREA-AVERAGED Fm(INCH/HR) =  0.16 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap =  0.86 
   TOTAL AREA(ACRES) =        0.6       PEAK FLOW RATE(CFS) =       1.63 
   NOTE: PEAK FLOW RATE DEFAULTED TO UPSTREAM VALUE 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.6  TC(MIN.) =      7.79 
   EFFECTIVE AREA(ACRES) =      0.53  AREA-AVERAGED Fm(INCH/HR)=  0.16 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap = 0.864 
   PEAK FLOW RATE(CFS)   =       1.63 
 
   ** PEAK FLOW RATE TABLE ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        1.63    7.79    3.464  0.19( 0.16) 0.86       0.5      52.00 
       2        1.38   11.57    2.627  0.19( 0.16) 0.88       0.6      51.00 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH Engineers 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 10-YEAR STORM ANALYSIS, NODE 81                                          * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX5-2.DAT                                          
   TIME/DATE OF STUDY: 12:34 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   10.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.0400 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     51.00 TO NODE     53.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   240.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.70  DOWNSTREAM(FEET) =   4046.70 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    9.534 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  3.769 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
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        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   NATURAL POOR COVER 
   "BARREN"                   C        0.24      0.18     1.000    91    9.53 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  1.000 
   SUBAREA RUNOFF(CFS) =      0.78 
   TOTAL AREA(ACRES) =      0.24   PEAK FLOW RATE(CFS) =      0.78 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     53.00 IS CODE =  10 
 ---------------------------------------------------------------------------- 
   >>>>>MAIN-STREAM MEMORY COPIED ONTO MEMORY BANK # 1 <<<<< 
 ============================================================================ 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     52.00 TO NODE     53.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   288.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4055.60  DOWNSTREAM(FEET) =   4046.70 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.870 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  5.293 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.87 
   NATURAL POOR COVER 
   "BARREN"                   C        0.29      0.18     1.000    91   10.14 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.970 
   SUBAREA RUNOFF(CFS) =      1.38 
   TOTAL AREA(ACRES) =      0.30   PEAK FLOW RATE(CFS) =      1.38 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     53.00 IS CODE =  11 
 ---------------------------------------------------------------------------- 
   >>>>>CONFLUENCE MEMORY BANK # 1 WITH THE MAIN-STREAM MEMORY<<<<< 
 ============================================================================ 
 
   ** MAIN STREAM CONFLUENCE DATA ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        1.38    5.87    5.293  0.18( 0.18) 0.97       0.3      52.00 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     53.00 =     288.00 FEET. 
 
   ** MEMORY BANK #  1 CONFLUENCE DATA ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        0.78    9.53    3.769  0.18( 0.18) 1.00       0.2      51.00 
   LONGEST FLOWPATH FROM NODE     51.00 TO NODE     53.00 =     240.00 FEET. 
 
   ** PEAK FLOW RATE TABLE ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        2.06    5.87    5.293  0.18( 0.18) 0.98       0.4      52.00 
       2        1.75    9.53    3.769  0.18( 0.18) 0.98       0.5      51.00 
     TOTAL AREA(ACRES) =         0.5 
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   COMPUTED CONFLUENCE ESTIMATES ARE AS FOLLOWS: 
   PEAK FLOW RATE(CFS) =        2.06  Tc(MIN.) =    5.870 
   EFFECTIVE AREA(ACRES) =      0.45  AREA-AVERAGED Fm(INCH/HR) =  0.18 
   AREA-AVERAGED Fp(INCH/HR) =  0.18  AREA-AVERAGED Ap =  0.98 
   TOTAL AREA(ACRES) =        0.5 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     53.00 =     288.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     81.00 IS CODE =  53 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE NATURAL MOUNTAIN CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4046.70  DOWNSTREAM(FEET) =   4044.00 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   116.00   CHANNEL SLOPE =  0.0233 
   SLOPE ADJUSTMENT CURVE USED: 
   EFFECTIVE SLOPE = .0233 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   CHANNEL FLOW THRU SUBAREA(CFS) =       2.06 
   FLOW VELOCITY(FEET/SEC) =   1.09 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   TRAVEL TIME(MIN.) =   1.78   Tc(MIN.) =    7.65 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     81.00 =     404.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     81.00 TO NODE     81.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    7.65 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  4.398 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.07      0.57     0.100    69 
   NATURAL POOR COVER 
   "BARREN"                   C        0.01      0.18     1.000    91 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.34 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.213 
   SUBAREA AREA(ACRES) =    0.08      SUBAREA RUNOFF(CFS) =    0.31 
   EFFECTIVE AREA(ACRES) =      0.53   AREA-AVERAGED Fm(INCH/HR) =  0.16 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap =  0.86 
   TOTAL AREA(ACRES) =        0.6       PEAK FLOW RATE(CFS) =       2.06 
   NOTE: PEAK FLOW RATE DEFAULTED TO UPSTREAM VALUE 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.6  TC(MIN.) =      7.65 
   EFFECTIVE AREA(ACRES) =      0.53  AREA-AVERAGED Fm(INCH/HR)=  0.16 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap = 0.864 
   PEAK FLOW RATE(CFS)   =       2.06 
 
   ** PEAK FLOW RATE TABLE ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        2.06    7.65    4.398  0.19( 0.16) 0.86       0.5      52.00 
       2        1.76   11.41    3.323  0.19( 0.16) 0.88       0.6      51.00 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH Engineers 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 25-YEAR STORM ANALYSIS, NODE 81                                          * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX5-2.DAT                                          
   TIME/DATE OF STUDY: 13:29 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   25.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.3300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     51.00 TO NODE     53.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   240.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.70  DOWNSTREAM(FEET) =   4046.70 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    9.534 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  4.820 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   NATURAL POOR COVER 
   "BARREN"                   C        0.24      0.18     1.000    91    9.53 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  1.000 
   SUBAREA RUNOFF(CFS) =      1.00 
   TOTAL AREA(ACRES) =      0.24   PEAK FLOW RATE(CFS) =      1.00 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     53.00 IS CODE =  10 
 ---------------------------------------------------------------------------- 
   >>>>>MAIN-STREAM MEMORY COPIED ONTO MEMORY BANK # 1 <<<<< 
 ============================================================================ 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     52.00 TO NODE     53.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   288.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4055.60  DOWNSTREAM(FEET) =   4046.70 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.870 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  6.769 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.87 
   NATURAL POOR COVER 
   "BARREN"                   C        0.29      0.18     1.000    91   10.14 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.970 
   SUBAREA RUNOFF(CFS) =      1.78 
   TOTAL AREA(ACRES) =      0.30   PEAK FLOW RATE(CFS) =      1.78 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     53.00 IS CODE =  11 
 ---------------------------------------------------------------------------- 
   >>>>>CONFLUENCE MEMORY BANK # 1 WITH THE MAIN-STREAM MEMORY<<<<< 
 ============================================================================ 
 
   ** MAIN STREAM CONFLUENCE DATA ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        1.78    5.87    6.769  0.18( 0.18) 0.97       0.3      52.00 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     53.00 =     288.00 FEET. 
 
   ** MEMORY BANK #  1 CONFLUENCE DATA ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        1.00    9.53    4.820  0.18( 0.18) 1.00       0.2      51.00 
   LONGEST FLOWPATH FROM NODE     51.00 TO NODE     53.00 =     240.00 FEET. 
 
   ** PEAK FLOW RATE TABLE ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        2.66    5.87    6.769  0.18( 0.18) 0.98       0.4      52.00 
       2        2.26    9.53    4.820  0.18( 0.18) 0.98       0.5      51.00 
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     TOTAL AREA(ACRES) =         0.5 
 
   COMPUTED CONFLUENCE ESTIMATES ARE AS FOLLOWS: 
   PEAK FLOW RATE(CFS) =        2.66  Tc(MIN.) =    5.870 
   EFFECTIVE AREA(ACRES) =      0.45  AREA-AVERAGED Fm(INCH/HR) =  0.18 
   AREA-AVERAGED Fp(INCH/HR) =  0.18  AREA-AVERAGED Ap =  0.98 
   TOTAL AREA(ACRES) =        0.5 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     53.00 =     288.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     81.00 IS CODE =  53 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE NATURAL MOUNTAIN CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4046.70  DOWNSTREAM(FEET) =   4044.00 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   116.00   CHANNEL SLOPE =  0.0233 
   SLOPE ADJUSTMENT CURVE USED: 
   EFFECTIVE SLOPE = .0233 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   CHANNEL FLOW THRU SUBAREA(CFS) =       2.66 
   FLOW VELOCITY(FEET/SEC) =   1.18 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   TRAVEL TIME(MIN.) =   1.63   Tc(MIN.) =    7.50 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     81.00 =     404.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     81.00 TO NODE     81.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    7.50 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  5.700 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.07      0.57     0.100    69 
   NATURAL POOR COVER 
   "BARREN"                   C        0.01      0.18     1.000    91 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.34 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.213 
   SUBAREA AREA(ACRES) =    0.08      SUBAREA RUNOFF(CFS) =    0.41 
   EFFECTIVE AREA(ACRES) =      0.53   AREA-AVERAGED Fm(INCH/HR) =  0.16 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap =  0.86 
   TOTAL AREA(ACRES) =        0.6       PEAK FLOW RATE(CFS) =       2.66 
   NOTE: PEAK FLOW RATE DEFAULTED TO UPSTREAM VALUE 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.6  TC(MIN.) =      7.50 
   EFFECTIVE AREA(ACRES) =      0.53  AREA-AVERAGED Fm(INCH/HR)=  0.16 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap = 0.864 
   PEAK FLOW RATE(CFS)   =       2.66 
 
   ** PEAK FLOW RATE TABLE ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        2.66    7.50    5.700  0.19( 0.16) 0.86       0.5      52.00 
       2        2.30   11.26    4.290  0.19( 0.16) 0.88       0.6      51.00 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH Engineers 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 100-YEAR STORM ANALYSIS, NODE 81                                         * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX5-2.DAT                                          
   TIME/DATE OF STUDY: 13:43 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =  100.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) III ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     51.00 TO NODE     53.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   240.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.70  DOWNSTREAM(FEET) =   4046.70 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    9.534 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  6.632 
   SUBAREA Tc AND LOSS RATE DATA(AMC III): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
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        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   NATURAL POOR COVER 
   "BARREN"                   C        0.24      0.06     1.000    98    9.53 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.06 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  1.000 
   SUBAREA RUNOFF(CFS) =      1.42 
   TOTAL AREA(ACRES) =      0.24   PEAK FLOW RATE(CFS) =      1.42 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     53.00 IS CODE =  10 
 ---------------------------------------------------------------------------- 
   >>>>>MAIN-STREAM MEMORY COPIED ONTO MEMORY BANK # 1 <<<<< 
 ============================================================================ 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     52.00 TO NODE     53.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   288.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4055.60  DOWNSTREAM(FEET) =   4046.70 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.870 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  9.314 
   SUBAREA Tc AND LOSS RATE DATA(AMC III): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.27     0.100    86    5.87 
   NATURAL POOR COVER 
   "BARREN"                   C        0.29      0.06     1.000    98   10.14 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.06 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.970 
   SUBAREA RUNOFF(CFS) =      2.50 
   TOTAL AREA(ACRES) =      0.30   PEAK FLOW RATE(CFS) =      2.50 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     53.00 IS CODE =  11 
 ---------------------------------------------------------------------------- 
   >>>>>CONFLUENCE MEMORY BANK # 1 WITH THE MAIN-STREAM MEMORY<<<<< 
 ============================================================================ 
 
   ** MAIN STREAM CONFLUENCE DATA ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        2.50    5.87    9.314  0.06( 0.06) 0.97       0.3      52.00 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     53.00 =     288.00 FEET. 
 
   ** MEMORY BANK #  1 CONFLUENCE DATA ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        1.42    9.53    6.632  0.06( 0.06) 1.00       0.2      51.00 
   LONGEST FLOWPATH FROM NODE     51.00 TO NODE     53.00 =     240.00 FEET. 
 
   ** PEAK FLOW RATE TABLE ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        3.73    5.87    9.314  0.06( 0.06) 0.98       0.4      52.00 
       2        3.19    9.53    6.632  0.06( 0.06) 0.98       0.5      51.00 
     TOTAL AREA(ACRES) =         0.5 
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   COMPUTED CONFLUENCE ESTIMATES ARE AS FOLLOWS: 
   PEAK FLOW RATE(CFS) =        3.73  Tc(MIN.) =    5.870 
   EFFECTIVE AREA(ACRES) =      0.45  AREA-AVERAGED Fm(INCH/HR) =  0.06 
   AREA-AVERAGED Fp(INCH/HR) =  0.06  AREA-AVERAGED Ap =  0.98 
   TOTAL AREA(ACRES) =        0.5 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     53.00 =     288.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     53.00 TO NODE     81.00 IS CODE =  53 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE NATURAL MOUNTAIN CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4046.70  DOWNSTREAM(FEET) =   4044.00 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   116.00   CHANNEL SLOPE =  0.0233 
   SLOPE ADJUSTMENT CURVE USED: 
   EFFECTIVE SLOPE = .0233 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   CHANNEL FLOW THRU SUBAREA(CFS) =       3.73 
   FLOW VELOCITY(FEET/SEC) =   1.32 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   TRAVEL TIME(MIN.) =   1.46   Tc(MIN.) =    7.33 
   LONGEST FLOWPATH FROM NODE     52.00 TO NODE     81.00 =     404.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     81.00 TO NODE     81.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    7.33 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  7.972 
   SUBAREA LOSS RATE DATA(AMC III): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.07      0.27     0.100    86 
   NATURAL POOR COVER 
   "BARREN"                   C        0.01      0.06     1.000    98 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.15 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.213 
   SUBAREA AREA(ACRES) =    0.08      SUBAREA RUNOFF(CFS) =    0.57 
   EFFECTIVE AREA(ACRES) =      0.53   AREA-AVERAGED Fm(INCH/HR) =  0.06 
   AREA-AVERAGED Fp(INCH/HR) =  0.07  AREA-AVERAGED Ap =  0.86 
   TOTAL AREA(ACRES) =        0.6       PEAK FLOW RATE(CFS) =       3.76 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.6  TC(MIN.) =      7.33 
   EFFECTIVE AREA(ACRES) =      0.53  AREA-AVERAGED Fm(INCH/HR)=  0.06 
   AREA-AVERAGED Fp(INCH/HR) =  0.07  AREA-AVERAGED Ap = 0.864 
   PEAK FLOW RATE(CFS)   =       3.76 
 
   ** PEAK FLOW RATE TABLE ** 
    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER 
    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE 
       1        3.76    7.33    7.972  0.07( 0.06) 0.86       0.5      52.00 
       2        3.30   11.07    5.973  0.07( 0.06) 0.88       0.6      51.00 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH Engineers 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 2-YEAR STORM ANALYSIS                                                    * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX6.DAT                                            
   TIME/DATE OF STUDY: 14:00 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    2.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.5870 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     61.00 TO NODE     62.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   233.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4056.30  DOWNSTREAM(FEET) =   4048.00 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.242 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  3.234 
   SUBAREA Tc AND LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
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        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.81     0.100    50    5.24 
   NATURAL POOR COVER 
   "BARREN"                   C        0.18      0.37     1.000    80    9.05 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.37 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.953 
   SUBAREA RUNOFF(CFS) =      0.49 
   TOTAL AREA(ACRES) =      0.19   PEAK FLOW RATE(CFS) =      0.49 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     62.00 TO NODE     63.00 IS CODE =  52 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE NATURAL VALLEY CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4048.00  DOWNSTREAM(FEET) =   4045.20 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   117.00   CHANNEL SLOPE =  0.0239 
   NOTE: CHANNEL FLOW OF 1. CFS WAS ASSUMED IN VELOCITY ESTIMATION 
   CHANNEL FLOW THRU SUBAREA(CFS) =       0.49 
   FLOW VELOCITY(FEET/SEC) =   2.32 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   TRAVEL TIME(MIN.) =   0.84   Tc(MIN.) =    6.08 
   LONGEST FLOWPATH FROM NODE     61.00 TO NODE     63.00 =     350.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     63.00 TO NODE     63.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    6.08 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  2.914 
   SUBAREA LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.10      0.81     0.100    50 
   NATURAL POOR COVER 
   "BARREN"                   C        0.62      0.37     1.000    80 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.38 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.875 
   SUBAREA AREA(ACRES) =    0.72      SUBAREA RUNOFF(CFS) =    1.67 
   EFFECTIVE AREA(ACRES) =      0.91   AREA-AVERAGED Fm(INCH/HR) =  0.34 
   AREA-AVERAGED Fp(INCH/HR) =  0.38  AREA-AVERAGED Ap =  0.89 
   TOTAL AREA(ACRES) =        0.9       PEAK FLOW RATE(CFS) =       2.11 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.9  TC(MIN.) =      6.08 
   EFFECTIVE AREA(ACRES) =      0.91  AREA-AVERAGED Fm(INCH/HR)=  0.34 
   AREA-AVERAGED Fp(INCH/HR) =  0.38  AREA-AVERAGED Ap = 0.891 
   PEAK FLOW RATE(CFS)   =       2.11 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 5-YEAR STORM ANALYSIS                                                    * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX6.DAT                                            
   TIME/DATE OF STUDY: 14:11 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    5.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     61.00 TO NODE     62.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   233.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4056.30  DOWNSTREAM(FEET) =   4048.00 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.242 
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   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  4.573 
   SUBAREA Tc AND LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.81     0.100    50    5.24 
   NATURAL POOR COVER 
   "BARREN"                   C        0.18      0.37     1.000    80    9.05 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.37 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.953 
   SUBAREA RUNOFF(CFS) =      0.72 
   TOTAL AREA(ACRES) =      0.19   PEAK FLOW RATE(CFS) =      0.72 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     62.00 TO NODE     63.00 IS CODE =  52 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE NATURAL VALLEY CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4048.00  DOWNSTREAM(FEET) =   4045.20 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   117.00   CHANNEL SLOPE =  0.0239 
   NOTE: CHANNEL FLOW OF 1. CFS WAS ASSUMED IN VELOCITY ESTIMATION 
   CHANNEL FLOW THRU SUBAREA(CFS) =       0.72 
   FLOW VELOCITY(FEET/SEC) =   2.32 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   TRAVEL TIME(MIN.) =   0.84   Tc(MIN.) =    6.08 
   LONGEST FLOWPATH FROM NODE     61.00 TO NODE     63.00 =     350.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     63.00 TO NODE     63.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    6.08 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  4.121 
   SUBAREA LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.10      0.81     0.100    50 
   NATURAL POOR COVER 
   "BARREN"                   C        0.62      0.37     1.000    80 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.38 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.875 
   SUBAREA AREA(ACRES) =    0.72      SUBAREA RUNOFF(CFS) =    2.46 
   EFFECTIVE AREA(ACRES) =      0.91   AREA-AVERAGED Fm(INCH/HR) =  0.34 
   AREA-AVERAGED Fp(INCH/HR) =  0.38  AREA-AVERAGED Ap =  0.89 
   TOTAL AREA(ACRES) =        0.9       PEAK FLOW RATE(CFS) =       3.10 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.9  TC(MIN.) =      6.08 
   EFFECTIVE AREA(ACRES) =      0.91  AREA-AVERAGED Fm(INCH/HR)=  0.34 
   AREA-AVERAGED Fp(INCH/HR) =  0.38  AREA-AVERAGED Ap = 0.891 
   PEAK FLOW RATE(CFS)   =       3.10 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 10-YEAR STORM ANALYSIS                                                   * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX6.DAT                                            
   TIME/DATE OF STUDY: 14:19 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   10.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.0400 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     61.00 TO NODE     62.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   233.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4056.30  DOWNSTREAM(FEET) =   4048.00 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.242 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  5.729 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
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        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.24 
   NATURAL POOR COVER 
   "BARREN"                   C        0.18      0.18     1.000    91    9.05 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.953 
   SUBAREA RUNOFF(CFS) =      0.95 
   TOTAL AREA(ACRES) =      0.19   PEAK FLOW RATE(CFS) =      0.95 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     62.00 TO NODE     63.00 IS CODE =  52 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE NATURAL VALLEY CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4048.00  DOWNSTREAM(FEET) =   4045.20 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   117.00   CHANNEL SLOPE =  0.0239 
   NOTE: CHANNEL FLOW OF 1. CFS WAS ASSUMED IN VELOCITY ESTIMATION 
   CHANNEL FLOW THRU SUBAREA(CFS) =       0.95 
   FLOW VELOCITY(FEET/SEC) =   2.32 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   TRAVEL TIME(MIN.) =   0.84   Tc(MIN.) =    6.08 
   LONGEST FLOWPATH FROM NODE     61.00 TO NODE     63.00 =     350.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     63.00 TO NODE     63.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    6.08 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  5.163 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.10      0.57     0.100    69 
   NATURAL POOR COVER 
   "BARREN"                   C        0.62      0.18     1.000    91 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.19 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.875 
   SUBAREA AREA(ACRES) =    0.72      SUBAREA RUNOFF(CFS) =    3.24 
   EFFECTIVE AREA(ACRES) =      0.91   AREA-AVERAGED Fm(INCH/HR) =  0.17 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap =  0.89 
   TOTAL AREA(ACRES) =        0.9       PEAK FLOW RATE(CFS) =       4.09 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.9  TC(MIN.) =      6.08 
   EFFECTIVE AREA(ACRES) =      0.91  AREA-AVERAGED Fm(INCH/HR)=  0.17 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap = 0.891 
   PEAK FLOW RATE(CFS)   =       4.09 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 25-YEAR STORM ANALYSIS                                                   * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX6.DAT                                            
   TIME/DATE OF STUDY: 14:25 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   25.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.3300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     61.00 TO NODE     62.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   233.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4056.30  DOWNSTREAM(FEET) =   4048.00 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.242 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  7.327 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.24 
   NATURAL POOR COVER 
   "BARREN"                   C        0.18      0.18     1.000    91    9.05 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.953 
   SUBAREA RUNOFF(CFS) =      1.22 
   TOTAL AREA(ACRES) =      0.19   PEAK FLOW RATE(CFS) =      1.22 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     62.00 TO NODE     63.00 IS CODE =  52 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE NATURAL VALLEY CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4048.00  DOWNSTREAM(FEET) =   4045.20 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   117.00   CHANNEL SLOPE =  0.0239 
   CHANNEL FLOW THRU SUBAREA(CFS) =       1.22 
   FLOW VELOCITY(FEET/SEC) =   2.41 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   TRAVEL TIME(MIN.) =   0.81   Tc(MIN.) =    6.05 
   LONGEST FLOWPATH FROM NODE     61.00 TO NODE     63.00 =     350.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     63.00 TO NODE     63.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    6.05 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  6.627 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.10      0.57     0.100    69 
   NATURAL POOR COVER 
   "BARREN"                   C        0.62      0.18     1.000    91 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.19 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.875 
   SUBAREA AREA(ACRES) =    0.72      SUBAREA RUNOFF(CFS) =    4.19 
   EFFECTIVE AREA(ACRES) =      0.91   AREA-AVERAGED Fm(INCH/HR) =  0.17 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap =  0.89 
   TOTAL AREA(ACRES) =        0.9       PEAK FLOW RATE(CFS) =       5.29 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.9  TC(MIN.) =      6.05 
   EFFECTIVE AREA(ACRES) =      0.91  AREA-AVERAGED Fm(INCH/HR)=  0.17 
   AREA-AVERAGED Fp(INCH/HR) =  0.19  AREA-AVERAGED Ap = 0.891 
   PEAK FLOW RATE(CFS)   =       5.29 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 100-YEAR STORM ANALYSIS                                                  * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX6.DAT                                            
   TIME/DATE OF STUDY: 14:31 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =  100.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) III ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     61.00 TO NODE     62.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   233.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4056.30  DOWNSTREAM(FEET) =   4048.00 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.242 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) = 10.082 
   SUBAREA Tc AND LOSS RATE DATA(AMC III): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.27     0.100    86    5.24 
   NATURAL POOR COVER 
   "BARREN"                   C        0.18      0.06     1.000    98    9.05 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.06 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.953 
   SUBAREA RUNOFF(CFS) =      1.71 
   TOTAL AREA(ACRES) =      0.19   PEAK FLOW RATE(CFS) =      1.71 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     62.00 TO NODE     63.00 IS CODE =  52 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE NATURAL VALLEY CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4048.00  DOWNSTREAM(FEET) =   4045.20 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   117.00   CHANNEL SLOPE =  0.0239 
   CHANNEL FLOW THRU SUBAREA(CFS) =       1.71 
   FLOW VELOCITY(FEET/SEC) =   2.58 (PER LACFCD/RCFC&WCD HYDROLOGY MANUAL) 
   TRAVEL TIME(MIN.) =   0.76   Tc(MIN.) =    6.00 
   LONGEST FLOWPATH FROM NODE     61.00 TO NODE     63.00 =     350.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     63.00 TO NODE     63.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    6.00 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  9.174 
   SUBAREA LOSS RATE DATA(AMC III): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.10      0.27     0.100    86 
   NATURAL POOR COVER 
   "BARREN"                   C        0.62      0.06     1.000    98 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.07 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.875 
   SUBAREA AREA(ACRES) =    0.72      SUBAREA RUNOFF(CFS) =    5.91 
   EFFECTIVE AREA(ACRES) =      0.91   AREA-AVERAGED Fm(INCH/HR) =  0.06 
   AREA-AVERAGED Fp(INCH/HR) =  0.06  AREA-AVERAGED Ap =  0.89 
   TOTAL AREA(ACRES) =        0.9       PEAK FLOW RATE(CFS) =       7.47 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.9  TC(MIN.) =      6.00 
   EFFECTIVE AREA(ACRES) =      0.91  AREA-AVERAGED Fm(INCH/HR)=  0.06 
   AREA-AVERAGED Fp(INCH/HR) =  0.06  AREA-AVERAGED Ap = 0.891 
   PEAK FLOW RATE(CFS)   =       7.47 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 



 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 2-YEAR STORM ANALYSIS                                                    * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX7.DAT                                            
   TIME/DATE OF STUDY: 10:36 02/02/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    2.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.5870 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     71.00 TO NODE     72.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   201.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.80  DOWNSTREAM(FEET) =   4048.20 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.190 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  3.256 
   SUBAREA Tc AND LOSS RATE DATA(AMC  I ): 
 
 



    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.81     0.100    50    5.19 
   NATURAL POOR COVER 
   "BARREN"                   C        0.17      0.37     1.000    80    8.96 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.37 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.950 
   SUBAREA RUNOFF(CFS) =      0.47 
   TOTAL AREA(ACRES) =      0.18   PEAK FLOW RATE(CFS) =      0.47 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.2  TC(MIN.) =      5.19 
   EFFECTIVE AREA(ACRES) =      0.18  AREA-AVERAGED Fm(INCH/HR)=  0.35 
   AREA-AVERAGED Fp(INCH/HR) =  0.37  AREA-AVERAGED Ap = 0.950 
   PEAK FLOW RATE(CFS)   =       0.47 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 



Page 1of 2 EX7-5 emr 

 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 5-YEAR STORM ANALYSIS                                                    * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX7.DAT                                            
   TIME/DATE OF STUDY: 10:47 02/02/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    5.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     71.00 TO NODE     72.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   201.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.80  DOWNSTREAM(FEET) =   4048.20 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.190 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  4.604 
   SUBAREA Tc AND LOSS RATE DATA(AMC  I ): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.81     0.100    50    5.19 
   NATURAL POOR COVER 
   "BARREN"                   C        0.17      0.37     1.000    80    8.96 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.37 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.950 
   SUBAREA RUNOFF(CFS) =      0.69 
   TOTAL AREA(ACRES) =      0.18   PEAK FLOW RATE(CFS) =      0.69 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.2  TC(MIN.) =      5.19 
   EFFECTIVE AREA(ACRES) =      0.18  AREA-AVERAGED Fm(INCH/HR)=  0.35 
   AREA-AVERAGED Fp(INCH/HR) =  0.37  AREA-AVERAGED Ap = 0.950 
   PEAK FLOW RATE(CFS)   =       0.69 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 10-YEAR STORM ANALYSIS                                                   * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX7.DAT                                            
   TIME/DATE OF STUDY: 10:54 02/02/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   10.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.0400 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     71.00 TO NODE     72.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   201.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.80  DOWNSTREAM(FEET) =   4048.20 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.190 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  5.769 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.19 
   NATURAL POOR COVER 
   "BARREN"                   C        0.17      0.18     1.000    91    8.96 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.950 
   SUBAREA RUNOFF(CFS) =      0.91 
   TOTAL AREA(ACRES) =      0.18   PEAK FLOW RATE(CFS) =      0.91 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.2  TC(MIN.) =      5.19 
   EFFECTIVE AREA(ACRES) =      0.18  AREA-AVERAGED Fm(INCH/HR)=  0.17 
   AREA-AVERAGED Fp(INCH/HR) =  0.18  AREA-AVERAGED Ap = 0.950 
   PEAK FLOW RATE(CFS)   =       0.91 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 25-YEAR STORM ANALYSIS                                                   * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX7.DAT                                            
   TIME/DATE OF STUDY: 10:59 02/02/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   25.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.3300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     71.00 TO NODE     72.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   201.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.80  DOWNSTREAM(FEET) =   4048.20 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.190 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  7.378 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.19 
   NATURAL POOR COVER 
   "BARREN"                   C        0.17      0.18     1.000    91    8.96 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.18 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.950 
   SUBAREA RUNOFF(CFS) =      1.17 
   TOTAL AREA(ACRES) =      0.18   PEAK FLOW RATE(CFS) =      1.17 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.2  TC(MIN.) =      5.19 
   EFFECTIVE AREA(ACRES) =      0.18  AREA-AVERAGED Fm(INCH/HR)=  0.17 
   AREA-AVERAGED Fp(INCH/HR) =  0.18  AREA-AVERAGED Ap = 0.950 
   PEAK FLOW RATE(CFS)   =       1.17 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 100-YEAR STORM ANALYSIS                                                  * 
 * EXISTING/ UNDEVELOPED CONDITION                                          * 
  ************************************************************************** 
 
   FILE NAME: EX7.DAT                                            
   TIME/DATE OF STUDY: 10:30 02/02/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =  100.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) III ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0313 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     71.00 TO NODE     72.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   201.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.80  DOWNSTREAM(FEET) =   4048.20 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.190 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) = 10.152 
   SUBAREA Tc AND LOSS RATE DATA(AMC III): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.27     0.100    86    5.19 
   NATURAL POOR COVER 
   "BARREN"                   C        0.17      0.06     1.000    98    8.96 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.06 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.950 
   SUBAREA RUNOFF(CFS) =      1.63 
   TOTAL AREA(ACRES) =      0.18   PEAK FLOW RATE(CFS) =      1.63 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.2  TC(MIN.) =      5.19 
   EFFECTIVE AREA(ACRES) =      0.18  AREA-AVERAGED Fm(INCH/HR)=  0.06 
   AREA-AVERAGED Fp(INCH/HR) =  0.06  AREA-AVERAGED Ap = 0.950 
   PEAK FLOW RATE(CFS)   =       1.63 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 2-YEAR STORM ANALYSIS                                                    * 
 * DEVELOPED CONDITION (NODES 1-31)                                         * 
  ************************************************************************** 
 
   FILE NAME: PR1.DAT                                            
   TIME/DATE OF STUDY: 16:22 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    2.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.5870 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      1.00 TO NODE      2.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   198.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.70  DOWNSTREAM(FEET) =   4047.90 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.107 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  3.293 
   SUBAREA Tc AND LOSS RATE DATA(AMC  I ): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.81     0.100    50    5.11 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.02      0.81     0.500    50    6.54 
   CONDOMINIUMS               C        0.18      0.81     0.350    50    6.05 
   PUBLIC PARK                C        0.01      0.81     0.850    50    8.11 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.375 
   SUBAREA RUNOFF(CFS) =      0.59 
   TOTAL AREA(ACRES) =      0.22   PEAK FLOW RATE(CFS) =      0.59 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      2.00 TO NODE      3.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4047.90  DOWNSTREAM(FEET) =   4046.70 
   CHANNEL LENGTH THRU SUBAREA(FEET) =    53.00   CHANNEL SLOPE =  0.0226 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   0.60 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  3.122 
   SUBAREA LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   PUBLIC PARK                C        0.08      0.81     0.850    50 
   CONDOMINIUMS               C        0.01      0.81     0.350    50 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.794 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       0.69 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.18 
   AVERAGE FLOW DEPTH(FEET) =   0.33   TRAVEL TIME(MIN.) =   0.40 
   Tc(MIN.) =    5.51 
   SUBAREA AREA(ACRES) =     0.09       SUBAREA RUNOFF(CFS) =    0.20 
   EFFECTIVE AREA(ACRES) =      0.31     AREA-AVERAGED Fm(INCH/HR) =   0.40 
   AREA-AVERAGED Fp(INCH/HR) =   0.81  AREA-AVERAGED Ap =   0.50 
   TOTAL AREA(ACRES) =        0.3         PEAK FLOW RATE(CFS) =       0.76 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.34   FLOW VELOCITY(FEET/SEC.) =   2.21 
   LONGEST FLOWPATH FROM NODE      1.00 TO NODE      3.00 =     251.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      3.00 TO NODE      31.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4046.70  DOWNSTREAM(FEET) =   4044.00 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   116.00   CHANNEL SLOPE =  0.0233 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   1.00 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  2.825 
   SUBAREA LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.07      0.81     0.100    50 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.01      0.81     0.500    50 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.159 



Page 3 of 3 PR01-2 emr 

   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       0.86 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.28 
   AVERAGE FLOW DEPTH(FEET) =   0.35   TRAVEL TIME(MIN.) =   0.85 
   Tc(MIN.) =    6.36 
   SUBAREA AREA(ACRES) =     0.08       SUBAREA RUNOFF(CFS) =    0.20 
   EFFECTIVE AREA(ACRES) =      0.39     AREA-AVERAGED Fm(INCH/HR) =   0.35 
   AREA-AVERAGED Fp(INCH/HR) =   0.81  AREA-AVERAGED Ap =   0.43 
   TOTAL AREA(ACRES) =        0.4         PEAK FLOW RATE(CFS) =       0.87 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.36   FLOW VELOCITY(FEET/SEC.) =   2.30 
   LONGEST FLOWPATH FROM NODE      1.00 TO NODE      4.00 =     367.00 FEET. 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.4  TC(MIN.) =      6.36 
   EFFECTIVE AREA(ACRES) =      0.39  AREA-AVERAGED Fm(INCH/HR)=  0.35 
   AREA-AVERAGED Fp(INCH/HR) =  0.81  AREA-AVERAGED Ap = 0.426 
   PEAK FLOW RATE(CFS)   =       0.87 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 5-YEAR STORM ANALYSIS                                                    * 
 * DEVELOPED CONDITION (NODES 1-31)                                         * 
  ************************************************************************** 
 
   FILE NAME: PR1.DAT                                            
   TIME/DATE OF STUDY: 16:36 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    5.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      1.00 TO NODE      2.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   198.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.70  DOWNSTREAM(FEET) =   4047.90 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.107 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  4.656 
   SUBAREA Tc AND LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
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        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.81     0.100    50    5.11 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.02      0.81     0.500    50    6.54 
   CONDOMINIUMS               C        0.18      0.81     0.350    50    6.05 
   PUBLIC PARK                C        0.01      0.81     0.850    50    8.11 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.375 
   SUBAREA RUNOFF(CFS) =      0.86 
   TOTAL AREA(ACRES) =      0.22   PEAK FLOW RATE(CFS) =      0.86 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      2.00 TO NODE      3.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4047.90  DOWNSTREAM(FEET) =   4046.70 
   CHANNEL LENGTH THRU SUBAREA(FEET) =    53.00   CHANNEL SLOPE =  0.0226 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   0.60 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  4.432 
   SUBAREA LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   PUBLIC PARK                C        0.08      0.81     0.850    50 
   CONDOMINIUMS               C        0.01      0.81     0.350    50 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.794 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       1.02 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.36 
   AVERAGE FLOW DEPTH(FEET) =   0.38   TRAVEL TIME(MIN.) =   0.37 
   Tc(MIN.) =    5.48 
   SUBAREA AREA(ACRES) =     0.09       SUBAREA RUNOFF(CFS) =    0.31 
   EFFECTIVE AREA(ACRES) =      0.31     AREA-AVERAGED Fm(INCH/HR) =   0.40 
   AREA-AVERAGED Fp(INCH/HR) =   0.81  AREA-AVERAGED Ap =   0.50 
   TOTAL AREA(ACRES) =        0.3         PEAK FLOW RATE(CFS) =       1.12 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.39   FLOW VELOCITY(FEET/SEC.) =   2.44 
   LONGEST FLOWPATH FROM NODE      1.00 TO NODE      3.00 =     251.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      3.00 TO NODE     31.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4046.70  DOWNSTREAM(FEET) =   4044.00 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   116.00   CHANNEL SLOPE =  0.0233 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   1.00 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  4.043 
   SUBAREA LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.07      0.81     0.100    50 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.01      0.81     0.500    50 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.150 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       1.27 
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   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.52 
   AVERAGE FLOW DEPTH(FEET) =   0.41   TRAVEL TIME(MIN.) =   0.77 
   Tc(MIN.) =    6.25 
   SUBAREA AREA(ACRES) =     0.08       SUBAREA RUNOFF(CFS) =    0.28 
   EFFECTIVE AREA(ACRES) =      0.39     AREA-AVERAGED Fm(INCH/HR) =   0.35 
   AREA-AVERAGED Fp(INCH/HR) =   0.81  AREA-AVERAGED Ap =   0.43 
   TOTAL AREA(ACRES) =        0.4         PEAK FLOW RATE(CFS) =       1.30 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.41   FLOW VELOCITY(FEET/SEC.) =   2.51 
   LONGEST FLOWPATH FROM NODE      1.00 TO NODE     31.00 =     367.00 FEET. 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.4  TC(MIN.) =      6.25 
   EFFECTIVE AREA(ACRES) =      0.39  AREA-AVERAGED Fm(INCH/HR)=  0.35 
   AREA-AVERAGED Fp(INCH/HR) =  0.81  AREA-AVERAGED Ap = 0.426 
   PEAK FLOW RATE(CFS)   =       1.30 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 10-YEAR STORM ANALYSIS                                                   * 
 * DEVELOPED CONDITION (NODES 1-31)                                         * 
  ************************************************************************** 
 
   FILE NAME: PR1.DAT                                            
   TIME/DATE OF STUDY: 16:45 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   10.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.0400 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      1.00 TO NODE      2.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   198.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.70  DOWNSTREAM(FEET) =   4047.90 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.107 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  5.835 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.11 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.02      0.57     0.500    69    6.54 
   CONDOMINIUMS               C        0.18      0.57     0.350    69    6.05 
   PUBLIC PARK                C        0.01      0.57     0.850    69    8.11 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.375 
   SUBAREA RUNOFF(CFS) =      1.11 
   TOTAL AREA(ACRES) =      0.22   PEAK FLOW RATE(CFS) =      1.11 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      2.00 TO NODE      3.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4047.90  DOWNSTREAM(FEET) =   4046.70 
   CHANNEL LENGTH THRU SUBAREA(FEET) =    53.00   CHANNEL SLOPE =  0.0226 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   0.60 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  5.571 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   PUBLIC PARK                C        0.08      0.57     0.850    69 
   CONDOMINIUMS               C        0.01      0.57     0.350    69 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.794 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       1.32 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.53 
   AVERAGE FLOW DEPTH(FEET) =   0.42   TRAVEL TIME(MIN.) =   0.35 
   Tc(MIN.) =    5.46 
   SUBAREA AREA(ACRES) =     0.09       SUBAREA RUNOFF(CFS) =    0.41 
   EFFECTIVE AREA(ACRES) =      0.31     AREA-AVERAGED Fm(INCH/HR) =   0.28 
   AREA-AVERAGED Fp(INCH/HR) =   0.57  AREA-AVERAGED Ap =   0.50 
   TOTAL AREA(ACRES) =        0.3         PEAK FLOW RATE(CFS) =       1.48 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.43   FLOW VELOCITY(FEET/SEC.) =   2.64 
   LONGEST FLOWPATH FROM NODE      1.00 TO NODE      3.00 =     251.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      3.00 TO NODE     31.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4046.70  DOWNSTREAM(FEET) =   4044.00 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   116.00   CHANNEL SLOPE =  0.0233 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   1.00 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  5.109 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.07      0.57     0.100    69 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.01      0.57     0.500    69 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.150 
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   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       1.66 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.69 
   AVERAGE FLOW DEPTH(FEET) =   0.45   TRAVEL TIME(MIN.) =   0.72 
   Tc(MIN.) =    6.17 
   SUBAREA AREA(ACRES) =     0.08       SUBAREA RUNOFF(CFS) =    0.36 
   EFFECTIVE AREA(ACRES) =      0.39     AREA-AVERAGED Fm(INCH/HR) =   0.24 
   AREA-AVERAGED Fp(INCH/HR) =   0.57  AREA-AVERAGED Ap =   0.43 
   TOTAL AREA(ACRES) =        0.4         PEAK FLOW RATE(CFS) =       1.71 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.45   FLOW VELOCITY(FEET/SEC.) =   2.75 
   LONGEST FLOWPATH FROM NODE      1.00 TO NODE     31.00 =     367.00 FEET. 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.4  TC(MIN.) =      6.17 
   EFFECTIVE AREA(ACRES) =      0.39  AREA-AVERAGED Fm(INCH/HR)=  0.24 
   AREA-AVERAGED Fp(INCH/HR) =  0.57  AREA-AVERAGED Ap = 0.426 
   PEAK FLOW RATE(CFS)   =       1.71 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 25-YEAR STORM ANALYSIS                                                   * 
 * DEVELOPED CONDITION (NODES 1-31)                                         * 
  ************************************************************************** 
 
   FILE NAME: PR1.DAT                                            
   TIME/DATE OF STUDY: 16:51 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   25.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.3300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      1.00 TO NODE      2.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   198.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.70  DOWNSTREAM(FEET) =   4047.90 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.107 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  7.462 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.11 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.02      0.57     0.500    69    6.54 
   CONDOMINIUMS               C        0.18      0.57     0.350    69    6.05 
   PUBLIC PARK                C        0.01      0.57     0.850    69    8.11 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.375 
   SUBAREA RUNOFF(CFS) =      1.44 
   TOTAL AREA(ACRES) =      0.22   PEAK FLOW RATE(CFS) =      1.44 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      2.00 TO NODE      3.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4047.90  DOWNSTREAM(FEET) =   4046.70 
   CHANNEL LENGTH THRU SUBAREA(FEET) =    53.00   CHANNEL SLOPE =  0.0226 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   0.60 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  7.142 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   PUBLIC PARK                C        0.08      0.57     0.850    69 
   CONDOMINIUMS               C        0.01      0.57     0.350    69 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.794 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       1.71 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.68 
   AVERAGE FLOW DEPTH(FEET) =   0.46   TRAVEL TIME(MIN.) =   0.33 
   Tc(MIN.) =    5.44 
   SUBAREA AREA(ACRES) =     0.09       SUBAREA RUNOFF(CFS) =    0.54 
   EFFECTIVE AREA(ACRES) =      0.31     AREA-AVERAGED Fm(INCH/HR) =   0.28 
   AREA-AVERAGED Fp(INCH/HR) =   0.57  AREA-AVERAGED Ap =   0.50 
   TOTAL AREA(ACRES) =        0.3         PEAK FLOW RATE(CFS) =       1.91 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.48   FLOW VELOCITY(FEET/SEC.) =   2.80 
   LONGEST FLOWPATH FROM NODE      1.00 TO NODE      3.00 =     251.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      3.00 TO NODE     31.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4046.70  DOWNSTREAM(FEET) =   4044.00 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   116.00   CHANNEL SLOPE =  0.0233 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   1.00 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  6.583 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.07      0.57     0.100    69 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.01      0.57     0.500    69 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.150 
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   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       2.15 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.88 
   AVERAGE FLOW DEPTH(FEET) =   0.50   TRAVEL TIME(MIN.) =   0.67 
   Tc(MIN.) =    6.11 
   SUBAREA AREA(ACRES) =     0.08       SUBAREA RUNOFF(CFS) =    0.47 
   EFFECTIVE AREA(ACRES) =      0.39     AREA-AVERAGED Fm(INCH/HR) =   0.24 
   AREA-AVERAGED Fp(INCH/HR) =   0.57  AREA-AVERAGED Ap =   0.43 
   TOTAL AREA(ACRES) =        0.4         PEAK FLOW RATE(CFS) =       2.23 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.51   FLOW VELOCITY(FEET/SEC.) =   2.89 
   LONGEST FLOWPATH FROM NODE      1.00 TO NODE     31.00 =     367.00 FEET. 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.4  TC(MIN.) =      6.11 
   EFFECTIVE AREA(ACRES) =      0.39  AREA-AVERAGED Fm(INCH/HR)=  0.24 
   AREA-AVERAGED Fp(INCH/HR) =  0.57  AREA-AVERAGED Ap = 0.426 
   PEAK FLOW RATE(CFS)   =       2.23 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 100-YEAR STORM ANALYSIS                                                  * 
 * DEVELOPED CONDITION (NODES 1-31)                                         * 
  ************************************************************************** 
 
   FILE NAME: PR1.DAT                                            
   TIME/DATE OF STUDY: 16:57 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =  100.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) III ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      1.00 TO NODE      2.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   198.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.70  DOWNSTREAM(FEET) =   4047.90 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.107 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) = 10.267 
   SUBAREA Tc AND LOSS RATE DATA(AMC III): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 



Page 2of 3 PR01-100 emr 

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.27     0.100    86    5.11 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.02      0.27     0.500    86    6.54 
   CONDOMINIUMS               C        0.18      0.27     0.350    86    6.05 
   PUBLIC PARK                C        0.01      0.27     0.850    86    8.11 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.27 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.375 
   SUBAREA RUNOFF(CFS) =      2.01 
   TOTAL AREA(ACRES) =      0.22   PEAK FLOW RATE(CFS) =      2.01 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      2.00 TO NODE      3.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4047.90  DOWNSTREAM(FEET) =   4046.70 
   CHANNEL LENGTH THRU SUBAREA(FEET) =    53.00   CHANNEL SLOPE =  0.0226 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   0.60 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  9.864 
   SUBAREA LOSS RATE DATA(AMC III): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   PUBLIC PARK                C        0.08      0.27     0.850    86 
   CONDOMINIUMS               C        0.01      0.27     0.350    86 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.27 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.794 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       2.40 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.94 
   AVERAGE FLOW DEPTH(FEET) =   0.52   TRAVEL TIME(MIN.) =   0.30 
   Tc(MIN.) =    5.41 
   SUBAREA AREA(ACRES) =     0.09       SUBAREA RUNOFF(CFS) =    0.78 
   EFFECTIVE AREA(ACRES) =      0.31     AREA-AVERAGED Fm(INCH/HR) =   0.14 
   AREA-AVERAGED Fp(INCH/HR) =   0.27  AREA-AVERAGED Ap =   0.50 
   TOTAL AREA(ACRES) =        0.3         PEAK FLOW RATE(CFS) =       2.71 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.55   FLOW VELOCITY(FEET/SEC.) =   3.03 
   LONGEST FLOWPATH FROM NODE      1.00 TO NODE      3.00 =     251.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE      3.00 TO NODE     31.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4046.70  DOWNSTREAM(FEET) =   4044.00 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   116.00   CHANNEL SLOPE =  0.0233 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   1.00 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  9.149 
   SUBAREA LOSS RATE DATA(AMC III): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.07      0.27     0.100    86 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.01      0.27     0.500    86 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.27 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.150 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       3.04 
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   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   3.15 
   AVERAGE FLOW DEPTH(FEET) =   0.57   TRAVEL TIME(MIN.) =   0.61 
   Tc(MIN.) =    6.02 
   SUBAREA AREA(ACRES) =     0.08       SUBAREA RUNOFF(CFS) =    0.66 
   EFFECTIVE AREA(ACRES) =      0.39     AREA-AVERAGED Fm(INCH/HR) =   0.12 
   AREA-AVERAGED Fp(INCH/HR) =   0.27  AREA-AVERAGED Ap =   0.43 
   TOTAL AREA(ACRES) =        0.4         PEAK FLOW RATE(CFS) =       3.17 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.58   FLOW VELOCITY(FEET/SEC.) =   3.17 
   LONGEST FLOWPATH FROM NODE      1.00 TO NODE     31.00 =     367.00 FEET. 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.4  TC(MIN.) =      6.02 
   EFFECTIVE AREA(ACRES) =      0.39  AREA-AVERAGED Fm(INCH/HR)=  0.12 
   AREA-AVERAGED Fp(INCH/HR) =  0.27  AREA-AVERAGED Ap = 0.426 
   PEAK FLOW RATE(CFS)   =       3.17 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 2-YEAR STORM ANALYSIS                                                    * 
 * DEVELOPED CONDITION (NODES 11 TO 13)                                     * 
  ************************************************************************** 
 
   FILE NAME: PR11.DAT                                           
   TIME/DATE OF STUDY: 17:22 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    2.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.5870 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     11.00 TO NODE     12.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   267.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4056.30  DOWNSTREAM(FEET) =   4047.40 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    6.642 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  2.740 
   SUBAREA Tc AND LOSS RATE DATA(AMC  I ): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.06      0.81     0.500    50    7.18 
   CONDOMINIUMS               C        0.37      0.81     0.350    50    6.64 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.371 
   SUBAREA RUNOFF(CFS) =      0.94 
   TOTAL AREA(ACRES) =      0.43   PEAK FLOW RATE(CFS) =      0.94 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     12.00 TO NODE     13.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4047.40  DOWNSTREAM(FEET) =   4045.20 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   127.00   CHANNEL SLOPE =  0.0173 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   1.00 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  2.502 
   SUBAREA LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.11      0.81     0.100    50 
   CONDOMINIUMS               C        0.10      0.81     0.350    50 
   PUBLIC PARK                C        0.21      0.81     0.850    50 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.535 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       1.34 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.30 
   AVERAGE FLOW DEPTH(FEET) =   0.44   TRAVEL TIME(MIN.) =   0.92 
   Tc(MIN.) =    7.56 
   SUBAREA AREA(ACRES) =     0.42       SUBAREA RUNOFF(CFS) =    0.78 
   EFFECTIVE AREA(ACRES) =      0.85     AREA-AVERAGED Fm(INCH/HR) =   0.37 
   AREA-AVERAGED Fp(INCH/HR) =   0.81  AREA-AVERAGED Ap =   0.45 
   TOTAL AREA(ACRES) =        0.9         PEAK FLOW RATE(CFS) =       1.63 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.48   FLOW VELOCITY(FEET/SEC.) =   2.40 
   LONGEST FLOWPATH FROM NODE     11.00 TO NODE     13.00 =     394.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     13.00 TO NODE     13.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    7.56 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  2.502 
   SUBAREA LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.12      0.81     0.100    50 
   CONDOMINIUMS               C        0.03      0.81     0.350    50 
   PUBLIC PARK                C        0.14      0.81     0.850    50 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.488 
   SUBAREA AREA(ACRES) =    0.29      SUBAREA RUNOFF(CFS) =    0.55 
   EFFECTIVE AREA(ACRES) =      1.14   AREA-AVERAGED Fm(INCH/HR) =  0.37 
   AREA-AVERAGED Fp(INCH/HR) =  0.81  AREA-AVERAGED Ap =  0.46 
   TOTAL AREA(ACRES) =        1.1       PEAK FLOW RATE(CFS) =       2.18 
 ============================================================================ 



Page 3 of 3 PR11-2 emr 

   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        1.1  TC(MIN.) =      7.56 
   EFFECTIVE AREA(ACRES) =      1.14  AREA-AVERAGED Fm(INCH/HR)=  0.37 
   AREA-AVERAGED Fp(INCH/HR) =  0.81  AREA-AVERAGED Ap = 0.461 
   PEAK FLOW RATE(CFS)   =       2.18 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 5-YEAR STORM ANALYSIS                                                    * 
 * DEVELOPED CONDITION (NODES 11 TO 13)                                     * 
  ************************************************************************** 
 
   FILE NAME: PR11.DAT                                           
   TIME/DATE OF STUDY: 17:38 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    5.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     11.00 TO NODE     12.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   267.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4056.30  DOWNSTREAM(FEET) =   4047.40 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    6.642 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  3.874 
   SUBAREA Tc AND LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
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        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.06      0.81     0.500    50    7.18 
   CONDOMINIUMS               C        0.37      0.81     0.350    50    6.64 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.371 
   SUBAREA RUNOFF(CFS) =      1.38 
   TOTAL AREA(ACRES) =      0.43   PEAK FLOW RATE(CFS) =      1.38 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     12.00 TO NODE     13.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4047.40  DOWNSTREAM(FEET) =   4045.20 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   127.00   CHANNEL SLOPE =  0.0173 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   1.00 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  3.567 
   SUBAREA LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.11      0.81     0.100    50 
   CONDOMINIUMS               C        0.10      0.81     0.350    50 
   PUBLIC PARK                C        0.21      0.81     0.850    50 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.535 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       1.98 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.55 
   AVERAGE FLOW DEPTH(FEET) =   0.51   TRAVEL TIME(MIN.) =   0.83 
   Tc(MIN.) =    7.47 
   SUBAREA AREA(ACRES) =     0.42       SUBAREA RUNOFF(CFS) =    1.18 
   EFFECTIVE AREA(ACRES) =      0.85     AREA-AVERAGED Fm(INCH/HR) =   0.37 
   AREA-AVERAGED Fp(INCH/HR) =   0.81  AREA-AVERAGED Ap =   0.45 
   TOTAL AREA(ACRES) =        0.9         PEAK FLOW RATE(CFS) =       2.45 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.55   FLOW VELOCITY(FEET/SEC.) =   2.68 
   LONGEST FLOWPATH FROM NODE     11.00 TO NODE     13.00 =     394.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     13.00 TO NODE     13.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    7.47 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  3.567 
   SUBAREA LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.12      0.81     0.100    50 
   CONDOMINIUMS               C        0.03      0.81     0.350    50 
   PUBLIC PARK                C        0.14      0.81     0.850    50 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.488 
   SUBAREA AREA(ACRES) =    0.29      SUBAREA RUNOFF(CFS) =    0.83 
   EFFECTIVE AREA(ACRES) =      1.14   AREA-AVERAGED Fm(INCH/HR) =  0.37 
   AREA-AVERAGED Fp(INCH/HR) =  0.81  AREA-AVERAGED Ap =  0.46 
   TOTAL AREA(ACRES) =        1.1       PEAK FLOW RATE(CFS) =       3.28 
 ============================================================================ 
   END OF STUDY SUMMARY: 
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   TOTAL AREA(ACRES)     =        1.1  TC(MIN.) =      7.47 
   EFFECTIVE AREA(ACRES) =      1.14  AREA-AVERAGED Fm(INCH/HR)=  0.37 
   AREA-AVERAGED Fp(INCH/HR) =  0.81  AREA-AVERAGED Ap = 0.461 
   PEAK FLOW RATE(CFS)   =       3.28 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 10-YEAR STORM ANALYSIS                                                   * 
 * DEVELOPED CONDITION (NODES 11 TO 13)                                     * 
  ************************************************************************** 
 
   FILE NAME: PR11.DAT                                           
   TIME/DATE OF STUDY: 17:56 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   10.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.0400 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     11.00 TO NODE     12.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   267.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4056.30  DOWNSTREAM(FEET) =   4047.40 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    6.642 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  4.854 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.06      0.57     0.500    69    7.18 
   CONDOMINIUMS               C        0.37      0.57     0.350    69    6.64 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.371 
   SUBAREA RUNOFF(CFS) =      1.80 
   TOTAL AREA(ACRES) =      0.43   PEAK FLOW RATE(CFS) =      1.80 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     12.00 TO NODE     13.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4047.40  DOWNSTREAM(FEET) =   4045.20 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   127.00   CHANNEL SLOPE =  0.0173 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   1.00 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  4.494 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.11      0.57     0.100    69 
   CONDOMINIUMS               C        0.10      0.57     0.350    69 
   PUBLIC PARK                C        0.21      0.57     0.850    69 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.535 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       2.59 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.74 
   AVERAGE FLOW DEPTH(FEET) =   0.56   TRAVEL TIME(MIN.) =   0.77 
   Tc(MIN.) =    7.42 
   SUBAREA AREA(ACRES) =     0.42       SUBAREA RUNOFF(CFS) =    1.58 
   EFFECTIVE AREA(ACRES) =      0.85     AREA-AVERAGED Fm(INCH/HR) =   0.26 
   AREA-AVERAGED Fp(INCH/HR) =   0.57  AREA-AVERAGED Ap =   0.45 
   TOTAL AREA(ACRES) =        0.9         PEAK FLOW RATE(CFS) =       3.24 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.62   FLOW VELOCITY(FEET/SEC.) =   2.86 
   LONGEST FLOWPATH FROM NODE     11.00 TO NODE     13.00 =     394.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     13.00 TO NODE     13.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    7.42 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  4.494 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.12      0.57     0.100    69 
   CONDOMINIUMS               C        0.03      0.57     0.350    69 
   PUBLIC PARK                C        0.14      0.57     0.850    69 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.488 
   SUBAREA AREA(ACRES) =    0.29      SUBAREA RUNOFF(CFS) =    1.10 
   EFFECTIVE AREA(ACRES) =      1.14   AREA-AVERAGED Fm(INCH/HR) =  0.26 
   AREA-AVERAGED Fp(INCH/HR) =  0.57  AREA-AVERAGED Ap =  0.46 
   TOTAL AREA(ACRES) =        1.1       PEAK FLOW RATE(CFS) =       4.34 
 ============================================================================ 
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   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        1.1  TC(MIN.) =      7.42 
   EFFECTIVE AREA(ACRES) =      1.14  AREA-AVERAGED Fm(INCH/HR)=  0.26 
   AREA-AVERAGED Fp(INCH/HR) =  0.57  AREA-AVERAGED Ap = 0.461 
   PEAK FLOW RATE(CFS)   =       4.34 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 



Page 1 of 3 PR11-25 emr 

 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 25-STORM ANALYSIS                                                        * 
 * DEVELOPED CONDITION (NODES 11 TO 13)                                     * 
  ************************************************************************** 
 
   FILE NAME: PR11.DAT                                           
   TIME/DATE OF STUDY: 18:05 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   25.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.3300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0313 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     11.00 TO NODE     12.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   267.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4056.30  DOWNSTREAM(FEET) =   4047.40 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    6.642 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  6.208 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.06      0.57     0.500    69    7.18 
   CONDOMINIUMS               C        0.37      0.57     0.350    69    6.64 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.371 
   SUBAREA RUNOFF(CFS) =      2.32 
   TOTAL AREA(ACRES) =      0.43   PEAK FLOW RATE(CFS) =      2.32 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     12.00 TO NODE     13.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4047.40  DOWNSTREAM(FEET) =   4045.20 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   127.00   CHANNEL SLOPE =  0.0173 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   1.00 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  5.768 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.11      0.57     0.100    69 
   CONDOMINIUMS               C        0.10      0.57     0.350    69 
   PUBLIC PARK                C        0.21      0.57     0.850    69 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.535 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       3.36 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   2.88 
   AVERAGE FLOW DEPTH(FEET) =   0.62   TRAVEL TIME(MIN.) =   0.73 
   Tc(MIN.) =    7.38 
   SUBAREA AREA(ACRES) =     0.42       SUBAREA RUNOFF(CFS) =    2.07 
   EFFECTIVE AREA(ACRES) =      0.85     AREA-AVERAGED Fm(INCH/HR) =   0.26 
   AREA-AVERAGED Fp(INCH/HR) =   0.57  AREA-AVERAGED Ap =   0.45 
   TOTAL AREA(ACRES) =        0.9         PEAK FLOW RATE(CFS) =       4.22 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.68   FLOW VELOCITY(FEET/SEC.) =   3.07 
   LONGEST FLOWPATH FROM NODE     11.00 TO NODE     13.00 =     394.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     13.00 TO NODE     13.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    7.38 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  5.768 
   SUBAREA LOSS RATE DATA(AMC  II): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.12      0.57     0.100    69 
   CONDOMINIUMS               C        0.03      0.57     0.350    69 
   PUBLIC PARK                C        0.14      0.57     0.850    69 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.488 
   SUBAREA AREA(ACRES) =    0.29      SUBAREA RUNOFF(CFS) =    1.43 
   EFFECTIVE AREA(ACRES) =      1.14   AREA-AVERAGED Fm(INCH/HR) =  0.26 
   AREA-AVERAGED Fp(INCH/HR) =  0.57  AREA-AVERAGED Ap =  0.46 
   TOTAL AREA(ACRES) =        1.1       PEAK FLOW RATE(CFS) =       5.65 
 ============================================================================ 
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   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        1.1  TC(MIN.) =      7.38 
   EFFECTIVE AREA(ACRES) =      1.14  AREA-AVERAGED Fm(INCH/HR)=  0.26 
   AREA-AVERAGED Fp(INCH/HR) =  0.57  AREA-AVERAGED Ap = 0.461 
   PEAK FLOW RATE(CFS)   =       5.65 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 100-YEAR STORM ANALYSIS                                                  * 
 * DEVELOPED CONDITION (NODES 11 TO 13)                                     * 
  ************************************************************************** 
 
   FILE NAME: PR11.DAT                                           
   TIME/DATE OF STUDY: 18:55 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =  100.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) III ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     11.00 TO NODE     12.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   267.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4056.30  DOWNSTREAM(FEET) =   4047.40 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    6.642 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  8.541 
   SUBAREA Tc AND LOSS RATE DATA(AMC III): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   RESIDENTIAL 
   "5-7 DWELLINGS/ACRE"       C        0.06      0.27     0.500    86    7.18 
   CONDOMINIUMS               C        0.37      0.27     0.350    86    6.64 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.27 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.371 
   SUBAREA RUNOFF(CFS) =      3.27 
   TOTAL AREA(ACRES) =      0.43   PEAK FLOW RATE(CFS) =      3.27 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     12.00 TO NODE     13.00 IS CODE =  51 
 ---------------------------------------------------------------------------- 
   >>>>>COMPUTE TRAPEZOIDAL CHANNEL FLOW<<<<< 
   >>>>>TRAVELTIME THRU SUBAREA (EXISTING ELEMENT)<<<<< 
 ============================================================================ 
   ELEVATION DATA: UPSTREAM(FEET) =   4047.40  DOWNSTREAM(FEET) =   4045.20 
   CHANNEL LENGTH THRU SUBAREA(FEET) =   127.00   CHANNEL SLOPE =  0.0173 
   CHANNEL BASE(FEET) =    0.00   "Z" FACTOR =   3.000 
   MANNING'S FACTOR = 0.030   MAXIMUM DEPTH(FEET) =   1.00 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  7.987 
   SUBAREA LOSS RATE DATA(AMC III): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.11      0.27     0.100    86 
   CONDOMINIUMS               C        0.10      0.27     0.350    86 
   PUBLIC PARK                C        0.21      0.27     0.850    86 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.27 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.535 
   TRAVEL TIME COMPUTED USING ESTIMATED FLOW(CFS) =       4.75 
   TRAVEL TIME THRU SUBAREA BASED ON VELOCITY(FEET/SEC.) =   3.17 
   AVERAGE FLOW DEPTH(FEET) =   0.71   TRAVEL TIME(MIN.) =   0.67 
   Tc(MIN.) =    7.31 
   SUBAREA AREA(ACRES) =     0.42       SUBAREA RUNOFF(CFS) =    2.96 
   EFFECTIVE AREA(ACRES) =      0.85     AREA-AVERAGED Fm(INCH/HR) =   0.12 
   AREA-AVERAGED Fp(INCH/HR) =   0.27  AREA-AVERAGED Ap =   0.45 
   TOTAL AREA(ACRES) =        0.9         PEAK FLOW RATE(CFS) =       6.02 
 
   END OF SUBAREA CHANNEL FLOW HYDRAULICS: 
   DEPTH(FEET) =  0.78   FLOW VELOCITY(FEET/SEC.) =   3.34 
   LONGEST FLOWPATH FROM NODE     11.00 TO NODE     13.00 =     394.00 FEET. 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     13.00 TO NODE     13.00 IS CODE =  81 
 ---------------------------------------------------------------------------- 
   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<< 
 ============================================================================ 
   MAINLINE Tc(MIN.) =    7.31 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  7.987 
   SUBAREA LOSS RATE DATA(AMC III): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN 
   COMMERCIAL                 C        0.12      0.27     0.100    86 
   CONDOMINIUMS               C        0.03      0.27     0.350    86 
   PUBLIC PARK                C        0.14      0.27     0.850    86 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.27 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.488 
   SUBAREA AREA(ACRES) =    0.29      SUBAREA RUNOFF(CFS) =    2.05 
   EFFECTIVE AREA(ACRES) =      1.14   AREA-AVERAGED Fm(INCH/HR) =  0.13 
   AREA-AVERAGED Fp(INCH/HR) =  0.27  AREA-AVERAGED Ap =  0.46 
   TOTAL AREA(ACRES) =        1.1       PEAK FLOW RATE(CFS) =       8.07 
 ============================================================================ 
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   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        1.1  TC(MIN.) =      7.31 
   EFFECTIVE AREA(ACRES) =      1.14  AREA-AVERAGED Fm(INCH/HR)=  0.13 
   AREA-AVERAGED Fp(INCH/HR) =  0.27  AREA-AVERAGED Ap = 0.461 
   PEAK FLOW RATE(CFS)   =       8.07 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 2-YEAR STORM ANALYSIS                                                    * 
 * DEVELOPED CONDITION (NODES 21-22)                                        * 
  ************************************************************************** 
 
   FILE NAME: PR21.DAT                                           
   TIME/DATE OF STUDY: 19:06 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    2.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.5870 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     21.00 TO NODE     22.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   201.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.80  DOWNSTREAM(FEET) =   4048.20 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.190 
   *   2 YEAR RAINFALL INTENSITY(INCH/HR) =  3.256 
   SUBAREA Tc AND LOSS RATE DATA(AMC  I ): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.81     0.100    50    5.19 
   PUBLIC PARK                C        0.17      0.81     0.850    50    8.25 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.808 
   SUBAREA RUNOFF(CFS) =      0.42 
   TOTAL AREA(ACRES) =      0.18   PEAK FLOW RATE(CFS) =      0.42 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.2  TC(MIN.) =      5.19 
   EFFECTIVE AREA(ACRES) =      0.18  AREA-AVERAGED Fm(INCH/HR)=  0.66 
   AREA-AVERAGED Fp(INCH/HR) =  0.81  AREA-AVERAGED Ap = 0.808 
   PEAK FLOW RATE(CFS)   =       0.42 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 



 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 5-YEAR STORM ANALYSIS                                                    * 
 * DEVELOPED CONDITION (NODES 21-22)                                        * 
  ************************************************************************** 
 
   FILE NAME: PR21.DAT                                           
   TIME/DATE OF STUDY: 19:11 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =    5.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 0.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) I ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     21.00 TO NODE     22.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   201.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.80  DOWNSTREAM(FEET) =   4048.20 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.190 
   *   5 YEAR RAINFALL INTENSITY(INCH/HR) =  4.604 



   SUBAREA Tc AND LOSS RATE DATA(AMC  I ): 
    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.81     0.100    50    5.19 
   PUBLIC PARK                C        0.17      0.81     0.850    50    8.25 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.81 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.808 
   SUBAREA RUNOFF(CFS) =      0.64 
   TOTAL AREA(ACRES) =      0.18   PEAK FLOW RATE(CFS) =      0.64 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.2  TC(MIN.) =      5.19 
   EFFECTIVE AREA(ACRES) =      0.18  AREA-AVERAGED Fm(INCH/HR)=  0.66 
   AREA-AVERAGED Fp(INCH/HR) =  0.81  AREA-AVERAGED Ap = 0.808 
   PEAK FLOW RATE(CFS)   =       0.64 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 10-YEAR STORM ANALYSIS                                                   * 
 * DEVELOPED CONDITION (NODES 21-22)                                        * 
  ************************************************************************** 
 
   FILE NAME: PR21.DAT                                           
   TIME/DATE OF STUDY: 19:29 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   10.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.0400 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     21.00 TO NODE     22.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   201.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.80  DOWNSTREAM(FEET) =   4048.20 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.190 
   *  10 YEAR RAINFALL INTENSITY(INCH/HR) =  5.769 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.19 
   PUBLIC PARK                C        0.17      0.57     0.850    69    8.25 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.808 
   SUBAREA RUNOFF(CFS) =      0.86 
   TOTAL AREA(ACRES) =      0.18   PEAK FLOW RATE(CFS) =      0.86 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.2  TC(MIN.) =      5.19 
   EFFECTIVE AREA(ACRES) =      0.18  AREA-AVERAGED Fm(INCH/HR)=  0.46 
   AREA-AVERAGED Fp(INCH/HR) =  0.57  AREA-AVERAGED Ap = 0.808 
   PEAK FLOW RATE(CFS)   =       0.86 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 



Page 1 of 2 PR21-25 emr 

 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 25-YEAR STORM ANALYSIS                                                   * 
 * DEVELOPED CONDITION (NODES 21-22)                                        * 
  ************************************************************************** 
 
   FILE NAME: PR21.DAT                                           
   TIME/DATE OF STUDY: 19:41 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =   25.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.3300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) II ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0313 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     21.00 TO NODE     22.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   201.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.80  DOWNSTREAM(FEET) =   4048.20 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.190 
   *  25 YEAR RAINFALL INTENSITY(INCH/HR) =  7.378 
   SUBAREA Tc AND LOSS RATE DATA(AMC  II): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.57     0.100    69    5.19 
   PUBLIC PARK                C        0.17      0.57     0.850    69    8.25 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.57 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.808 
   SUBAREA RUNOFF(CFS) =      1.12 
   TOTAL AREA(ACRES) =      0.18   PEAK FLOW RATE(CFS) =      1.12 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.2  TC(MIN.) =      5.19 
   EFFECTIVE AREA(ACRES) =      0.18  AREA-AVERAGED Fm(INCH/HR)=  0.46 
   AREA-AVERAGED Fp(INCH/HR) =  0.57  AREA-AVERAGED Ap = 0.808 
   PEAK FLOW RATE(CFS)   =       1.12 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 
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 ____________________________________________________________________________ 
 **************************************************************************** 
              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE 
           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION) 
          (c) Copyright 1983-2016 Advanced Engineering Software (aes) 
              Ver. 23.0  Release Date: 07/01/2016  License ID 1542 
 

Analysis prepared by: 
TRANSTECH ENGINEERS 

 
  ************************** DESCRIPTION OF STUDY ************************** 
 * PIONEERTOWN PROJECT                                                      * 
 * 100-YEAR STORM ANALYSIS                                                  * 
 * DEVELOPED CONDITION (NODES 21-22)                                        * 
  ************************************************************************** 
 
   FILE NAME: PR21.DAT                                           
   TIME/DATE OF STUDY: 19:46 01/31/2025 
 ============================================================================ 
   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION: 
 ============================================================================ 
                     --*TIME-OF-CONCENTRATION MODEL*-- 
 
   USER SPECIFIED STORM EVENT(YEAR) =  100.00 
   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00 
   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.85 
   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL* 
 
   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.7000 
   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.8300 
 
   *ANTECEDENT MOISTURE CONDITION (AMC) III ASSUMED FOR RATIONAL METHOD* 
 
   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL* 
      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING 
      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR 
 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n) 
 ===  =====  =========  =================  ======  ===== ====== ===== ======= 
   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150 
 
   GLOBAL STREET FLOW-DEPTH CONSTRAINTS: 
     1. Relative Flow-Depth =  0.00 FEET 
        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb) 
     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S) 
   *SIZE PIPE WITH A FLOW CAPACITY GREATER THAN 
    OR EQUAL TO THE UPSTREAM TRIBUTARY PIPE.* 
   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED 
 
 **************************************************************************** 
   FLOW PROCESS FROM NODE     21.00 TO NODE     22.00 IS CODE =  21 
 ---------------------------------------------------------------------------- 
   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<< 
   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<< 
 ============================================================================ 
   INITIAL SUBAREA FLOW-LENGTH(FEET) =   201.00 
   ELEVATION DATA: UPSTREAM(FEET) =   4053.80  DOWNSTREAM(FEET) =   4048.20 
 
   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20 
   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    5.190 
   * 100 YEAR RAINFALL INTENSITY(INCH/HR) = 10.152 
   SUBAREA Tc AND LOSS RATE DATA(AMC III): 
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    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc 
        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.) 
   COMMERCIAL                 C        0.01      0.27     0.100    86    5.19 
   PUBLIC PARK                C        0.17      0.27     0.850    86    8.25 
   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.27 
   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.808 
   SUBAREA RUNOFF(CFS) =      1.61 
   TOTAL AREA(ACRES) =      0.18   PEAK FLOW RATE(CFS) =      1.61 
 ============================================================================ 
   END OF STUDY SUMMARY: 
   TOTAL AREA(ACRES)     =        0.2  TC(MIN.) =      5.19 
   EFFECTIVE AREA(ACRES) =      0.18  AREA-AVERAGED Fm(INCH/HR)=  0.22 
   AREA-AVERAGED Fp(INCH/HR) =  0.27  AREA-AVERAGED Ap = 0.808 
   PEAK FLOW RATE(CFS)   =       1.61 
 ============================================================================ 
 ============================================================================ 
   END OF RATIONAL METHOD ANALYSIS 



Area
2- 5- 10- 25- 100- (Ac)

EXIST. 63 2.11 3.10 4.09 5.29 7.47 0.91
PROP. 13 2.18 3.28 4.34 5.65 8.07 1.14

3.32% 5.81% 6.11% 6.81% 8.03% 25.27%

EXIST. 81 1.13 1.63 2.06 2.66 3.76 0.62
PROP. 31 0.87 1.30 1.71 2.23 3.17 0.39

-23.01% -20.25% -16.99% -16.17% -15.69% -37.10%

EXIST. 72 0.47 0.69 0.91 1.17 1.63 0.18
PROP. 22 0.42 0.64 0.86 1.12 1.61 0.18

-10.64% -7.25% -5.49% -4.27% -1.23% 0.00%

(*) - Rational Method

Area
2- 5- 10- 25- 100- (Ac)

3.24 4.73 6.15 7.95 11.23 1.53
3.05 4.58 6.05 7.88 11.24 1.53

-5.86% -3.17% -1.63% -0.88% 0.09% 0.00%

1 - Combined discharge for Nodes 63 and 81
2 - Combined discharge for Nodes 13 and 31

% Change

%Change

Table 1 - PIONEERTOWN PROJECT, HYDROLOGY CALCULATIONS*
SUMMARY OF RESULTS, PEAK FLOW RATES (cfs)

Table 2 - PIONEERTOWN PROJECT, HYDROLOGY CALCULATIONS*

STORM FREQUENCIES, YEARS
NODES

% Change

COMPARISON OF RESULTS, PEAK FLOW RATES (cfs)
STORM FREQUENCIES, YEARS

NODES

% Change

Exist. Condition, 1
Prop. Condition, 2



2 5 10 25 100 Area (Ac)

EXIST 72 0.47 0.69 0.91 1.17 1.63 0.18

PROP 22 0.42 0.64 0.86 1.12 1.61 0.18

-0.05 -0.05 -0.05 -0.05 -0.02 0

NODES

STORM FREQUENCIES, YEARS

COMPARISON OF RESULTS, PEAK FLOW RATES (cfs)

PIONEERTOWN PROJECT, HYDROLOGY CALCULATIONS, AREAC
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