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BYDATENO.

REVISIONS
SHEET             OF 8SCALE:

PROJECT  NUMBER

TOWN OF APPLE VALLEY

TECAYA ROAD

LOCATION:

DATEROBERT K. ALLARD    R.C.E. 85349

TOP OF BRASS CAP @ WEST 1/4 CORNER,
SECTION 4, T6N, R3W, S.B.M. PER CSFB
4219/287

ELEV=3134.910 (NGVD 29)

BENCHMARK:

Know what's

R

APN 0463-441-07

GENERAL NOTES:

PERMITS:
1. APPROXIMATE EARTHWORK QUANTITIES (FOR PERMIT PURPOSES ONLY):

2. NO BUILDING PERMIT SHALL BE ISSUED PRIOR TO THE GRADING BEING CERTIFIED.

3. RETAINING WALLS SHALL BE CONSTRUCTED TO TOWN OF APPLE VALLEY STANDARDS
OR WALL CALCULATIONS SHALL BE SUBMITTED TO THE TOWN OF APPLE VALLEY
BUILDING AND SAFETY DIVISION FOR APPROVAL. THE CONTRACTOR SHALL OBTAIN A
SEPARATE PERMIT TO CONSTRUCT RETAINING WALLS FROM THE TOWN OF APPLE
VALLEY BUILDING AND SAFETY DIVISION.

4. ENGINEERING DEPARTMENT APPROVAL DOES NOT INCLUDE WATER OR SEWER SYSTEM
APPROVAL OR ESTIMATE OF QUANTITIES.

NOTIFICATIONS:
1. THE CONTRACTOR SHALL NOTIFY UNDERGROUND SERVICE ALERT AT LEAST 48 HOURS

PRIOR TO EXCAVATION AT 811.

2. A SITE PRE-GRADING INSPECTION SHALL BE SCHEDULED AT LEAST 48 HOURS PRIOR TO
START OF GRADING.

3. NOTIFY THE TOWN OF APPLE VALLEY BUILDING AND SAFETY DIVISION TWO WORKING
DAYS PRIOR TO ALL NECESSARY INSPECTIONS.

4. CONTRACTOR SHALL CONTACT SOILS ENGINEER AND UNDERSIGNED ENGINEER TWO
WORKING DAYS PRIOR TO COMMENCEMENT OF GRADING OPERATIONS AND TWO DAYS
PRIOR FOR INSPECTIONS AND/OR STAKING SERVICES, AS APPLICABLE.

PRECAUTIONS AND RESPONSIBILITIES:
1. SLOPE STABILIZATION SHALL BE PROVIDED ON ALL SLOPES IN ACCORDANCE WITH THE

CALIFORNIA BUILDING CODE'S LATEST EDITION.

2. ALL OFFSITE IMPROVEMENTS SHALL BE CONSTRUCTED TO TOWN STANDARDS.

3. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PROTECT SURVEYING
MONUMENTS IN PLACE AND THE CONTRACTOR SHALL BE FINANCIALLY RESPONSIBLE
FOR RESETTING DAMAGED OR DESTROYED MONUMENTS.

4. NO GRADING/CONSTRUCTION SHALL COMMENCE PRIOR TO 7:00 A.M. EACH WORKING
DAY.

5. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO FAMILIARIZE HIMSELF WITH THE
JOB SITE AND THE LOCATION OF ALL UNDERGROUND FACILITIES SHOWN OR NOT
SHOWN ON THESE PLANS. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ANY
DAMAGE DONE TO EXISTING UTLIITIES THAT ARE SHOWN OR NOT SHOWN ON THESE
PLANS.

6. THE CONTRACTOR SHALL MAKE HIS OWN DETERMINATION OF THE AMOUNT OF
EARTHWORK INVOLVED BEFORE SUBMITTING A BID. THE ENGINEERS ESTIMATE OF
EARTHWORK QUANTITIES ARE TOTAL RAW VOLUME ONLY AND ARE TO BE USED FOR
GRADING PERMIT AND PLAN CHECK FEES ONLY.

7. THE CONTRACTOR SHALL OBTAIN A COPY OF AND BECOME FAMILIAR WITH ANY
PRELIMINARY SOILS INVESTIGATION REPORTS AND/OR ENGINEERING GEOLOGY
REPORT PREPARED FOR THIS PROJECT PRIOR TO COMMENCEMENT OF GRADING
OPERATIONS AND SHALL PROSECUTE AND COMPLETE HIS WORK IN ACCORDANCE WITH
THE RECOMMENDATIONS AND GRADING SPECIFICATIONS CONTAINED IN SUCH
REPORTS.

8. COMPACTION TEST REPORTS SHALL BE SUBMITTED TO THE TOWN OF APPLE VALLEY'S
BUILDING AND SAFETY DIVISION FOR APPROVAL PRIOR TO FOUNDATION INSPECTIONS.

9. THE CONTRACTOR SHALL HAVE STORM WATER POLLUTION PREVENTION PLAN BMP's
(BEST MANAGEMENT PRACTICES) IN PLACE PRIOR TO GRADING, AND SHALL MAINTAIN
THEM UNTIL FINAL INSPECTION.

10. APPROVAL OF PLANS BY THE TOWN OR ITS AGENTS DOES NOT RELIEVE THE
DEVELOPER FROM RESPONSIBILITY FOR CORRECTION OR ERROR AND OMISSION
DISCOVERED DURING CONSTRUCTION. UPON REQUEST THE REQUIRED PLAN
REVISIONS SHALL BE PROMPTLY SUBMITTED TO THE TOWN ENGINEER FOR APPROVAL.

11. AN APPROVED SET OF PLANS SHALL BE AT THE JOB SITE AT ALL TIMES.

12. AN AS-BUILT GRADING PLAN SHALL BE SUBMITTED TO THE TOWN ENGINEER FOR
APPROVAL.

EROSION CONTROL:
1. EROSION CONTROL (WIND AND WATER) SHALL INCLUDE:

a. PROVISIONS FOR CONTINUOUS WATERING DURING GRADING OPERATION TO
INCLUDE 24 HOUR ON-CALL OPERATOR OR AS DIRECTED BY TOWN STAFF.

b. UPON COMPLETION OF THE PROJECT, THE ENTIRE SITE IS TO BE TREATED WITH
MAGNESIUM CHLORIDE OR AS DIRECTED BY TOWN STAFF.

2. EROSION CONTROL DEVICES SHALL BE DETERMINED BY THE PROJECT'S ENGINEER OF
RECORD AND THE APPROVED S.W.P.P.P.

ON-SITE SEPTICSEWER SERVICE

WATER SERVICE LIBERTY

21760 OTTAWA ROAD

APPLE VALLEY, CA 92308

(760) 247-6484

TELEPHONE

1(888) 406-7063

APPLE VALLEY, CA 92308

191957 BEAR VALLEY ROAD

SPECTRUMCABLE MEDIA &

NATURAL GAS SOUTHERN CALIFORNIA GAS CO.

13525 12th STREET

CHINO, CA 91710

(909) 613-1537

(760) 951-3145

VOCTORVILLE, CA 92392

12353 HESPERIA ROAD

UTILITY PROVIDER LIST:

SOUTHERN CALIFORNIA EDISONELECTRICAL/POWER

(951) 653-1760
RIVERSIDE, CA 92507
6121N QUAIL VALLEY COURT
LOR GEOTECHNICAL GROUP, INC.

SOILS ENGINEER:

ARCHITECT:

CIVIL ENGINEER/PREPARED BY:

OWNER/DEVELOPER:

(909) 356-1815
FONTANA, CA 92335
16866 SEVILLE AVE
ALLARD ENGINEERING

STEENO DESIGN STUDIO INC.
11774 HESPERIA ROAD, SUITE B
HESPERIA, CA 92345
(760) 244-5001

PHELAN, CA 92329
PO BOX 292329
CRAFT QUARRY 1, LLC

NET AREA= 373,548 S.F. (8.58 AC)

SHEET 7  -  EROSION CONTROL PLAN

SHEET 5  -  UTILITY PLAN

SHEET 3  -  SECTIONS & DETAILS

SHEET 8  -  EROSION CONTROL DETAILS & NOTES

SHEET 2  -  PRECISE GRADING PLAN

SHEET 1  -  TITLE SHEET

INDEX SHEET

SITE STATISTICS:

APN               0463-441-07

GROSS AREA=

IMPERVIOUS AREA =

452,207 S.F. (10.38 AC)

191,710 S.F. (4.40 AC)

ABBREVIATIONS:

AC ACRES
ANG. PT. ANGLE POINT
APN ASSESSOR'S PARCEL NUMBER
BLDG BUILDING
CLF CHAIN LINK FENCE
CONC CONCRETE
CY CUBIC YARDS
EG EXISTING GRADE
ESMT. EASEMENT
EXIST. EXISTING
FG FINISHED GRADE
FL FLOW LINE
FS FINISHED SURFACE
GB GRADE BREAK
HP HIGH POINT
INV. INVERT OF PIPE
LP LOW POINT
LS LAND SURVEYOR
MAX MAXIMUM
MIN MINIMUM
PL PROPERTY
PM PARCEL MAP
PP POWER POLE
PROP. PROPOSED
RET. RETAINING
SW SIDEWALK
TC TOP OF CURB
TR TRACT
TRW TOP OF RETAINING WALL
TS TOP OF SLOPE
TYP. TYPICAL

SPECIFICATIONS:
1. ALL GRADING WORK SHOWN ON THIS PLAN SHALL BE DONE IN ACCORDANCE WITH THE

CALIFORNIA BUILDING CODE'S LATEST EDITION, OSHA, AND OTHER STATE LAWS AND
LOCAL ORDINANCES.

2. ALL GRADING SHALL CONFORM TO THE RECOMMENDATIONS AND REQUIREMENTS OF
THE PRELIMINARY SOILS REPORT DATED:

3. CLEAR ALL AREAS OF FILL OF VEGETATION TO A DEPTH OF SIX (6) INCHES OR MORE. NO
FILL IS TO BE PLACED UNTIL PREPARATION OF ORIGINAL GROUND IS APPROVED BY THE
SOILS ENGINEER, TOWN OR COUNTY INSPECTOR.

4. ALL ORGANIC SURFACE MATERIAL AND DEBRIS SHALL BE STRIPPED PRIOR TO ANY
GRADING OPERATIONS AND TRANSPORTED AWAY FROM ALL AREAS THAT ARE TO
RECEIVE STRUCTURES OR ENGINEERED FILL.

5. FOUNDATION BEARING VALUE SHALL BE AT LEAST 1800 PSF.

6. COMPACTION SHALL BE A MINIMUM OF NINETY PERCENT (90 %). COMPACTION TESTS
SHALL BE MADE FOR EACH 18-24 INCHES OF FILL.

7. FILL SHALL BE PLACED IN LIFTS OF SIX (6) INCHES TO EIGHT (8) INCHES (LOOSE) AND
SUFFICIENT MOISTURE ADDED AND MATERIAL COMPACTED TO ACHIEVE THE REQUIRED
PERCENT OF COMPACTION.

8. NO ROCKS GREATER THAN SIX (6") INCHES IN DIAMETER MAY BE PLACED IN FILL.

9. MAXIMUM CUT AND FILL SLOPES SHALL BE 2:1.

10. ALL GRADED AREAS SHALL SLOPE IN ACCORDANCE WITH THE CALIFORNIA BUILDING
CODE'S LATEST EDITION.

11. THE PROPERTY OWNER SHALL MAINTAIN ALL ONSITE DRYWELLS AND STORM DRAIN
SYSTEMS SUCH THAT TRAPPED WATER WILL PERCOLATE IN THE GROUND WITHIN (7)
SEVEN DAYS AFTER A STORM EVENT.

12. BUILDING PADS AND GRADING PLAN CERTIFICATION SHALL BE COMPLETED BY A
LICENSED ENGINEER AS REQURIED BY TOWN STAFF IN ACCORDANCE WITH THE
CALIFORNIA BUILDING CODE'S LATEST EDITION.

13. ALL BORROW LOCATIONS SHALL BE APPROVED BY THE TOWN OF APPLE VALLEY AND
THE SOILS ENGINEER.

14. CONDITIONS OF APPROVAL DATED ARE HEREBY MADE A PART OF THESE PLANS.

SPECIAL NOTES:
1. JOSHUA TREES SHALL BE PROTECTED IN PLACE.

INDEX MAP
SCALE: 1"=100'

NTS

SHEET 6  -  HORIZONTAL CONTROL PLAN

 1 CONSTRUCT 6" PCC CURB PER SAN BERNARDINO COUNTY STD. 116

 2 CONSTRUCT 6" PCC CURB & GUTTER PER SAN BERNARDINO COUNTY STD. 116

 3 CONSTRUCT 12" WIDE CONCRETE STEPPING STRIP

 4 CONSTRUCT 3' WIDE CONCRETE RIBBON GUTTER PER DETAIL ON SHEET 3

 5 CONSTRUCT 6.5" CONCRETE OVER 4" AGGREGATE BASE PER SOILS ENGINEER'S RECOMMENDATIONS

 6 CONSTRUCT 4" THICK CONCRETE SIDEWALK

 7 CONSTRUCT HANDICAPPED RAMP PER SPPWC STD. 111-4, TYPE 1

 8 INSTALL 4' LONG CONCRETE WHEEL STOP

 9 CONSTRUCT TRASH ENCLOSURE PER ARCHITECTURAL PLANS

10 INSTALL 18" SQUARE NDS DRAINAGE INLET, OR APPROVED EQUAL

11 INSTALL 18" HDPE DRAIN PIPE

12 INSTALL 12" PVC DRAIN PIPE

13 INSTALL CONTECH UNDERGROUND RETENTION SYSTEM PER DETAILS ON SHEET 4

14 CONSTRUCT 6' HIGH MASONRY WALL W/GABION CAGE SPACED 50' O.C. MAX. PER SEPARATE PERMIT

15 CONSTRUCT 6' HIGH WROUGHT IRON FENCING PER SEPARATE PERMIT

16 INSTALL SITE LIGHTING PER ARCHITECTURAL PLANS

17 INSTALL UNAUTHORIZED VEHICLES IN ACCESSIBLE PARKING SIGNAGE PER DETAIL ON SHEET 3

18 INSTALL ACCESSIBLE PARKING SPACE SIGNAGE PER DETAIL ON SHEET 3

19 CONSTRUCT 18" HDPE RISER WITH GRATE

CONSTRUCTION NOTES: QUANTITIES:

971 L.F.

495 L.F.

197 S.F.

1,388 L.F.

155,618 S.F.

1,707 S.F.

1 EA.

2 EA.

3 EA.

2 EA.

130 L.F.

40 L.F.

1 EA.

838 L.F.

1,600 L.F.

4 EA.

1 EA.

2 EA.

1AS SHOWN

TITLE SHEET

SHEET 4  -  CONTECH DETAILS

1 EA.

EARTHWORK:

CUT: 10,170 CU. YDS.
FILL: 410 CU. YDS.
EXPORT: 9,760 CU. YDS.
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40' 0 20' 40' 80'

SCALE: 1"=40'

 1 CONSTRUCT 6" PCC CURB PER SAN BERNARDINO COUNTY STD. 116

 2 CONSTRUCT 6" PCC CURB & GUTTER PER SAN BERNARDINO COUNTY STD. 116

 3 CONSTRUCT 12" WIDE CONCRETE STEPPING STRIP

 4 CONSTRUCT 3' WIDE CONCRETE RIBBON GUTTER PER DETAIL ON SHEET 3

 5 CONSTRUCT 6.5" CONCRETE OVER 4" AGGREGATE BASE PER SOILS ENGINEER'S RECOMMENDATIONS

 6 CONSTRUCT 4" THICK CONCRETE SIDEWALK

 7 CONSTRUCT HANDICAPPED RAMP PER SPPWC STD. 111-4, TYPE 1

 8 INSTALL 4' LONG CONCRETE WHEEL STOP

 9 CONSTRUCT TRASH ENCLOSURE PER ARCHITECTURAL PLANS

10 INSTALL 18" SQUARE NDS DRAINAGE INLET, OR APPROVED EQUAL

11 INSTALL 18" HDPE DRAIN PIPE

12 INSTALL 12" PVC DRAIN PIPE

13 INSTALL CONTECH UNDERGROUND RETENTION SYSTEM PER DETAILS ON SHEET 4

14 CONSTRUCT 6' HIGH MASONRY WALL W/GABION CAGE SPACED 50' O.C. MAX. PER SEPARATE PERMIT

15 CONSTRUCT 6' HIGH WROUGHT IRON FENCING PER SEPARATE PERMIT

16 INSTALL SITE LIGHTING PER ARCHITECTURAL PLANS

17 INSTALL UNAUTHORIZED VEHICLES IN ACCESSIBLE PARKING SIGNAGE PER DETAIL ON SHEET 3

18 INSTALL ACCESSIBLE PARKING SPACE SIGNAGE PER DETAIL ON SHEET 3

19 CONSTRUCT 18" HDPE RISER WITH GRATE

CONSTRUCTION NOTES:

21" = 40'

PRECISE GRADING PLAN



3AS SHOWN

SECTIONS & DETAILS

BYDATENO.

REVISIONS
SHEET             OF 8SCALE:

PROJECT  NUMBER

TOWN OF APPLE VALLEY

TECAYA ROAD

LOCATION:

DATEROBERT K. ALLARD    R.C.E. 85349

TOP OF BRASS CAP @ WEST 1/4 CORNER,
SECTION 4, T6N, R3W, S.B.M. PER CSFB
4219/287

ELEV=3134.910 (NGVD 29)

BENCHMARK:

Know what's

R

APN 0463-441-07

SCALE: HORIZ:1"=40'
VERT: 1"=4'

SCALE: HORIZ:1"=40'
VERT: 1"=4'

A
2

B
2

18" 18"

3'

8.33%8.33%

NOT TO SCALE

WALK

4
'

12'-0"
5'-0"

9'-0"
MIN.MIN.

6" CURB TYP.

70" SQ. INCH ACCESSIBILITY

INTERNATIONAL SYMBOL OF ACCESSIBILITY

SIGN PER 11B-502.6.1

M
IN

.

2
%

 M
A

X

S
L

O
P

E

1
8

'-0
" 

M
IN

.

4'
MIN.

2
'

2'-0" PARKING
OVERHANG TYP.

36" SQ. PER SECTION 11B-502.3.3.

3'

TYP.

ON PARALLEL CURB RAMPS,
DETECTABLE WARNINGS SHALL BE
PLACED ON THE TURNING SPACE AT
THE FLUSH TRANSISTION BETWEEN
THE STREET AND SIDEWALK
(11B-705.1.2.2 exception) CBC 2016

NO PARKING

WITHIN THE LOADING AND UNLOADING
ACCESS AISLE PAINT THE WORDS "NO
PARKING" IN WHITE LETTERS NO LESS
THAN 12" HIGH.

MAX.MAX.

MIN.

PAINTED BLUE BORDER (CBC2016 11B-502.3.3)

VAN STALL

CAR STALL

REFER TO SITE PLAN FOR
ALTERNATE LOCATION ON BLDG.

ACCESSIBLE
PARKING ONLY

2
2

"

17"

12" DIA. X 2' DEEP
CONCRETE FOOTING

6
'-8

"

1. THE INTERNATIONAL SYMBOL OF ACCESSIBILITY SHALL CONSIST OF A WHITE FIGURE ON A BLUE  BACKGROUND.  THE BLUE SHALL
BE EQUAL TO COLOR NO. 15090 IN FEDERAL STANDARD 599C.

2. EACH PARKING SPACE RESERVED FOR PERSONS WITH DISABILITIES SHALL BE IDENTIFIED BY A  REFLECTORIZED SIGN PERMANENTLY
POSTED IMMEDIATELY ADJACENT TO AND VISIBLE FROM  EACH STALL OR SPACE CONSISTING OF A PROFILE VIEW OF A WHEELCHAIR
WITH OCCUPANT IN  WHITE ON DARK BLUE BACKGROUND.  THE SIGN SHALL NOT BE SMALLER THAN 70 SQUARE INCHES IN  AREA
AND, WHEN IN A PATH OF TRAVEL, SHALL BE POSTED AT A MINIMUM HEIGHT OF 80" FROM  THE BOTTOM OF THE SIGN TO THE
PARKING SPACE FINISHED GRADE.   (FIGURE "A" BELOW)

3. AN ADDITIONAL SIGN SHALL ALSO BE POSTED, IN A CONSPICUOUS PLACE, AT EACH ENTRANCE TO  OFF-STREET PARKING
FACILITIES, OR IMMEDIATELY ADJACENT TO AND VISIBLE FROM EACH STALL  OR SPACE.  THE SIGN SHALL BE NOT LESS THAN 17"
BY 22" IN SIZE WITH LETTERING NOT LESS THAN 1"  IN HEIGHT.  (FIGURE "B" BELOW. H.  THE SURFACE OF EACH ACCESSIBLE
PARKING SPACE OR STALL SHALL HAVE A SURFACE  IDENTIFICATION DUPLICATING EITHER OF THE FOLLOWING SCHEMES:

BY OUTLINING OR PAINTING THE STALL OR SPACE IN BLUE AND OUTLINING ON THE GROUND IN THE STALL OR SPACE IN WHITE OR SUITABLE
CONTRASTING COLOR A PROFILE VIEW DEPICTING A WHEELCHAIR WITH OCCUPANT, OR BY OUTLINING A PROFILE VIEW OF A WHEELCHAIR WITH
OCCUPANT IN WHITE ON BLUE BACKGROUND  THE PROFILE VIEW SHALL BE LOCATED SO THAT IT IS VISIBLE TO A TRAFFIC ENFORCEMENT OFFICER
WHEN A VEHICLE IS PROPERLY PARKED IN THE SPACE AND SHALL BE 36" HIGH BY 36" WIDE.

2" SQ. STEEL POST,
FINISH PER SPECS.

1/4"  ALUMINUM  SIGN
UNAUTHORIZED VEHICLES
PARKED IN DESIGNATED

ACCESSIBLE SPACES
NOT DISPLAYING

DISTINGUISHING PLACARDS
OR SPECIAL LICENSE PLATES

ISSURED FOR PERSONS
WITH DISABILITIES

WILL BE TOWED AWAY AT
THE OWNERS EXPENSE.

TOWED VEHICLES MAY BE
RECLAIMED @

 _____________
OR BY TELEPHONING
_________________."

PROVIDE SIGN STATING:

"MINIMUM FINE $250"

INSTALLED BELOW THE

"ISA" SIGN

2
2

"

17"

A B

A B

NOT TO SCALE

"VAN ACCESSIBLE" SIGN

2% MAX SLOPE
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SCALE: 1"=40'

51" = 40'

UTILITY PLAN

1 INSTALL 2" DOMESTIC WATER SERVICE ASSEMBLY PER LIBERTY STD. DWG. NO. AV-202

2 INSTALL 1.5" PVC DOMESTIC WATER LINE

3 INSTALL 1.5" x 2" TEE

4 INSTALL REDUCED PRESSURE VALVE ASSEMBLY PER LIBERTY STD. DWG. NO. AV-314

5 INSTALL 2" PVC STUB & SHUT OFF VALVE

6 INSTALL 1.5" TEE

7 INSTALL 1.5" BEND

1 INSTALL 6" WATER SERVICE ASSEMBLY (FIRE SERVICE) LIBERTY, 6" PC350 DUCTILE IRON PIPE TO
BE INSTALLED UP TO R/W

2 INSTALL 6' DOUBLE CHECK DETECTOR ASSEMBLY (ABOVE GROUND) PER LIBERTY STD. DWG. NO.
AV-301

3 INSTALL 6" PVC 150 CLASS C900 DR18 FIRE LINE & D.I. FITTINGS W/ TRENCE, BACKFILL & FITTINGS
PER MANUFACTURER'S SPECIFICATIONS

4 INSTALL THRUST BLOCK PER LIBERTY STD. DWG. NO. AV-121

5 INSTALL FIRE HYDRANT (6" LATERAL) PER LIBERTY STD. DWG. NO. AV-102

6 INSTALL P.I.V.

7 INSTALL 6" GATE VALVE AND VALVE CAN PER LIBERTY STD. DWG. NO. AV-141

8 INSTALL THRUST BLOCK PER SAN BERNARDINO COUNTY SPECIAL DISTRICT STD. DWG. NO. H-2B

1 INSTALL 1,500 GAL. SEPTIC SYSTEM WITH SEEPAGE PITS PER ARCHITECTURAL PLANS

2 INSTALL 6" PVC SDR-36 SEWER LINE

3 INSTALL 6" WYE

4 INSTALL 6" SEWER CLEAN OUT

WATER CONSTRUCTION NOTES:

FIRE CONSTRUCTION NOTES:

SEWER CONSTRUCTION NOTES:

QUANTITIES:

1 EA.

620 L.F.

1 EA.

1 EA.

1 EA.

1 EA.

3 EA.

1 EA.

1 EA.

260 L.F.

3 EA.

2 EA.

1 EA.

1 EA.

4 EA.

1 EA.

380 L.F.

3 EA.

8 EA.


















