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Introduction

The project site is located southeast of the E Avenue as shown on Vicinity Map attached as
Appendix 1. The project site is designated by APN: 0415-181-26. Project site has an area of
1.61 acres (70,148 sf). Per CoH requirement a 20’ wide RoW dedication is required for
development half RoW of E Avenue, net site area after dedication is 1.42 acres (61,808 sf). In
existing condition, the site is undeveloped and drains in southeast direction towards existing
drainage channel.

In proposed condition 0.68-acre area (out of net 1.42-acre site area) of the site is to be
developed and graded towards storm water treatment basin as this area consists of
impervious area, rest 0.74-acre is undeveloped/undisturbed area with no impervious area
drains to the existing drainage channel sloping from western corner of the site towards the
southeastern corner of the site. No improvements are proposed in the existing drainage
channel and drainage easement.

One (1) fabrication & warehouse building of 4,998 sf area is proposed to be constructed on
the project site in the graded 0.68-acre. Refer Conceptual Grading Plan showing the location
of proposed building, driveway, E-Avenue and Bio- retention basin.

Scope
Scope of this report is given below:

o Peak Stormwater runoff — It is calculated for 10 and 100-year storm event. Runoff is
calculated per San Bernardino County Manual Section-D.

e Water Quality Storage Volume — Volume is calculated using the standard Water
Quality Management Plan template of City of Hesperia. The required volume is
provided in this report for comparison with the retention volume required due to the
development of the site.

e Storage required for Hydromodification — This volume is calculated using the Mojave
River Watershed Technical Guidance Document for Water Quality Management
Plans.

e Retention Storage Volume — There is no public stormwater drainage line in front of
the project site, so it is proposed to retain the additional volume generated by the
development of the site. The volume is calculated as per City of Hesperia criterion of
providing 13.5 cft of storage volume for every 100 sft of impervious area.

e Storage Volume —Maximum of the above-mentioned volume to be provided by onsite
retention basin for the necessary treatment and storage of runoff.

Area Breakup

Project site has net area of 1.42-acre after RoW dedication (gross area 1.61-acre). In existing
condition, the site is undeveloped and drains towards existing channel along western and
southern property line of the site.

A. In proposed condition 0.68-acre area of the site is to be developed/graded
with addition of 0.42-acre of impervious & building area, 0.26-acre landscape,
bio-retention area and permeable area. One (1) fabrication & warehouse
building is proposed on the project site. Storm runoff from the 0.68-acre site
will be routed from the site through pipes, onsite valley gutter and paved area
towards site design BMP and Bio-retention basin for treatment and necessary
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storage per Water Quality Management Plan and City of Hesperia
requirements.

B. Rest of the site consisting of 0.74-acre area has no impervious area and drains
towards existing drainage channel. This area consists of undeveloped site
area, existing drainage easement and drainage channel along southern
property line sloping from west to east.

Area breakup of the site is provided below:

S. No. Description Area (in Sq. ft.) | Area (in Acre)
1 Building area 4,998 0.11
2 Paved area 13,379 0.31

Landscape, Bio
retention, permeable
3 area 11,387 0.26
Undeveloped area &
Drainage easement

4 and channel area 32,044 0.74
Net site area 61,808 1.42
5 RoW Dedication 8,340 0.19
Gross site area 70,148 1.61

4. Topographic/Existing Information

In existing condition, the project site is undeveloped. On north and northwest, partially
developed E avenue exists, on east side there is an undeveloped property, on west, south and
southeast a drainage channel exists. In existing condition, the half RoW of E Avenue has 13’
to 18’ wide asphalt pavement (including shoulder) in front of the site. E Avenue has a
highpoint in front of the site and slopes in west and east direction from that highpoint. E
avenue slopes in west direction at an average slope of 4.0% and towards east direction at an
average slope of 2.6%.

The site slopes from northwest to southeast direction towards existing drainage channel.
There is an average fall of around 15’ through the project site. A drainage easement exists
along the south property line of the site. An existing drainage channel/stream passes through
the drainage easement sloping from west to east. The stream also receives runoff from
external catchment area west of the site (discussed in section 15 of this report).

5. FIRM Information
The project site lies in Zone X — Area determined to be outside of the 0.2% annual chance
Floodplain as shown on FIRM Number — 06071C6485J, Map revised on September 02, 2016.
Refer Appendix 2.

6. Rainfall
Rainfall depth for 10 & 100-year storm event is taken from NOAA Atlas 14, Volume 6, Version
2. The Rainfall depth is 0.644 inch for 10-year, 1 hour storm event and 1.11 inch for 100-year,
1 hour storm event. Refer Appendix 3.
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Soil Information

Soil information per NRCS website - The project site has Bryman Loamy Fine Sand and fall in
Hydrologic Soil Group C — Having slow infiltration rate when thoroughly wet. The Saturated
Hydraulic Conductivity — Ksat of the soils on the project site is 0.2 to 0.57 inch/hr. Refer
Appendix 4.

Drainage Area

In proposed condition 0.68-acre area of total net site area of 1.42-acre Drainage Area (DA#1)
is to be developed & graded and rest of 0.74-acre area is undisturbed and drains towards the
existing drainage channel. Description and drainage direction of this DA is given below:

Developed area of 0.68-acre is graded in natural drainage direction towards southeast corner
of the site. Runoff from building roof top is routed through the storm drain pipes to a Site
Design BMP — depressed permeable area of 467 sf having 0.50’ depth and 1.0’ deep amended
depth to provide 350 cf of storage volume. Overflow from Site design BMP drains to the Bio-
retention basin proposed along the southern property line of the site.

Remaining paved/impervious area is routed through onsite pavement and valley gutter to a
bio-retention basin for the required retention and treatment of the runoff per City of Hesperia
requirement.

Grade break is provided at the proposed driveway, so that the runoff is treated and stored on
the project site.

Rest 0.74-acre site has vacant/undeveloped area including existing drainage easement. This
area will drain to existing drainage channel and no stormwater treatment and retention is
proposed for this area as no impervious area is added in this area.

Refer Conceptual Grading plan in Appendix 8 for location of Bio-retention basin and onsite
grading.

Peak Stormwater Runoff

Peak runoff generated by the undeveloped and developed project site is calculated using the
County of San Bernardino County Manual Section-D. Runoff is calculated using the rational
method. Peak runoff is calculated using the following formula,

Qp=0.9 * (I-Fm) * DA, where

| - rainfall intensity

Fm — Maximum loss rate =ap * Fp

ap — pervious fraction of the project site

Fp - Infiltration capacity of soils on project site
DA — Drainage Area

Runoff reduction required to meet the Hydromodification performance criteria: The pre-
developed peak runoff is subtracted from the post-developed peak runoff as given below:

Qp-Hydro = 0.95 Qp-Post — Qp-Pre
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Peak runoff for 2-year, 10-year and 100-year, 1-hour storm event is tabulated in the table

below:
DA#1
Storm Antecedent Moisture Qp-Pre Qp-Post Qp-Hydro
event Conditions in cfs in cfs in cfs
2-Year Il 1.13 1.34 0.15
10-Year Il 2.22 2.55 0.20
100-Year Il 4.11 4.63 0.29

Refer Appendix 5 for detailed calculations.

Reduction in peak runoff is provided by Site design BMP and Bio-retention basin by retaining
the excess runoff due to the development of the project site.

10. Design Capture Volume
The Design Capture Volume (DCV) required for Stormwater treatment is calculated as per the
standard City of Hesperia Water Quality Management Plan Template.

DCV for DA#1 — 1,050 CFT, runoff is treated by Bio-retention basin.

Stormwater Treatment
Volume based treatment
Bio retention basin and Site design
Area Required BMP volume for treatment and
Description inacre | DCVin cft storage in cft
DA#1 0.68 1,050 4,635
No treatment required, draining to existing
Vacant area drainage channel passing through drainage
draining to easement along south property line of the site,
existing easement | 0.74 sloping from west to east
Total
(net site area) 1.42 1,050 4,635 (4,285+350)

Site design BMP — Storage volume calculation

Top Bottom | Ponding | Amended soil depth | Total
S. No area | Area depth (porosity- 0.25) storage
SF SF FT FT CF
1 652 467 0.50 1.0 350
Bio-Retention with underdrains — Storage volume calculation
S. Top Bottom Ponding | Amended | Gravel Soil Gravel Total
No | area | Area depth soil depth | depth porosity | porosity | Retention
SF SF FT FT FT CF
1 | 2,658 1,812 0.75 1.5 3.0 0.25 0.33 4,285
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DCV is calculated using the following equation:
DCV=A*C*a2*P6/12

Where, A — Area of Site, C — Runoff Coefficient, a2 — regression coefficient, 1.963 for 48 hours,
P6 — 6-hour mean precipitation depth

Refer the WQMP template for the project site submitted along with this report. Refer
Appendix 6.

Storage required for Hydromodification (10-year, 24-hour)

Storage volume required to meet the Hydromodification requirements is calculated using
“Mojave River Watershed Technical Guidance Document for Water Quality Management
Plans”. This volume is calculated using the rainfall depth of 2.52 inch due to 10-year and 24-
hour storm event. The storage volume for Hydromodification is calculated as 143 CFT using
the below given formula.

VHydro = 0.95 * VPost-developed — VPre-developed,

where VPost- developed is the volume generated by the developed project site and VPre-
developed is volume generated by undeveloped site.

Refer Appendix 7 for calculation of the Hydromodification volume.

Retention Storage Volume
E-Avenue in front of the project site doesn’t have any public storm drainage facility. So, a
retention basin is proposed to provide the necessary Storage Volume to retain the peak runoff
due to the development of the project site. The storage volume required for retention is
calculated as per City of Hesperia requirement of providing 13.5 cf storage volume for every
100 sf of impervious area.

Required storage volume for both the DA’s is given in the table below:

Stormwater Retention for 100-year 24-hour storm event
(13.5 cf/100 sf of impervious area)

Landscape/ Undeveloped Required
Areain | Impervious | permeable area | area/channel | retention volume
Description acre areain sf in sf in sf in cf
DA#1 (total graded
area) 0.68 18,377 11,387 2,481
Undisturbed area,
Drainage easement/
channel 0.74 - 32,044
Total
(net area) 1.42 18,377 11,387 32,044 2,481

13. Proposed Storage Volume

The storage volume calculated in above given sections from # 10 to 12 is compared in the
table below, and the maximum storage volume is proposed to be provided so that the
effective treatment and storage of the storm runoff is provided.
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DA DCV Req. Hydro- Req. Retention Volume Provided Bio-

modification Volume in | as per City of Hesperia retention and site
design BMP volume

CF CF CF CF

1,050 143 2,481 4,635

From above table it is clear that required maximum retention is 2,481 cubic feet and provided
retention of 4,635 cubic feet is more than the required storage volume.

14.

15.

Overflow from Onsite Retention basin

In case the proposed Bio-retention basin with under drains is full then the storm runoff is
proposed to over flow towards existing drainage channel southeast of the retention basin. An
overflow spillway is proposed at the southeast corner of the bio-retention basin.

Runoff from underdrains is drained towards the existing drainage easement through sd pipe.

Refer Appendix 8 for Conceptual Grading Plan for location of the proposed overflow spillway
and storm drain from underdrain from the retention basin.

External Catchment area and storm runoff

In existing condition, a drainage channel flows through the site along the western and
southern property line of the site. The drainage channel slopes from west to east and has an
average sloe of 2.20% through the project site.

The channel receives runoff from external catchment area from west and north direction. Per
preliminary analysis the details of the external catchment area are given below:

e The catchment area is delineated using US topo map and satellite imageries,
preliminary catchment area is coming around 2600 acres (4.0 square mile). Refer
following images from US topo map and satellite imageries for catchment area
delineation.

e Storm runoff reaches the drainage channel through 2 box culverts under railway line
(east of Hesperia Road).

e Catchment area includes area to the west of aqueduct.

e Travel length is approximately 30,000 ft and level difference is around 550 feet.
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Hydrological Analysis:

Soil type: Per NRCS reports, around 57% of soil consists of Hydrologic Soil Type A and rest 43%
consists of Hydrologic Soil Type C in this catchment area. Considering the satellite imageries,
a 45% paved area, 45% unpaved and 10% landscape area is considered to calculate weighted
curve number for the catchment area. Weighted curve number for the catchment area is
calculated as 81.

Rainfall Data: Rainfall data is collected from NOAA Atlas 14, Volume 6, Version 2 — An average
rainfall depth (considered average of 3 values — 1 at start of catchment area, second at middle
of catchment area and third at end of the area) of 3.01 inch has been considered for 10 year-
24-hour storm event and 5.17 inch for 100-year — 24-hour storm event.
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Peak runoff is calculated using Unit hydrograph (SCS) equation.
Length of catchment area: 30,000 feet
Slope: 1.83%

Lag time is calculated using NRCS (Mockus equation) Tlag: L*0.8 *(S+1)"0.7/(1900Y~0.5) in
hours

L —length in feet

S—1000/CN —-10

Y —slope in %

Time of concentration Tc - 5/3 (Tlag)

Per above equation Tlag — 3.45 hr

Tc—5.75hr

Time to peak (0.67Tc) Tp =3.85 hr

Qp (unit peak discharge/inch of runoff) — 484*A*Q/Tp
A =areain sq. mile

Q=1inch

Qp - 510.41 cfs/inch of runoff

Peak discharge Q (10- year-24-hour) — 677.2 cfs
Peak discharge Q (100- year-24-hour) — 1603.0 cfs

The peak runoff is on higher side and may reduce further if existing detention/retention
ponds upstream of the site are also considered.

E avenue watershed - 4 mi2, 10 yr storm
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E avenue watershed - 4 mi2, 100 yr storm
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Catchment area on north of E Avenue — A small catchment area north of E avenue has no
impact on the project site as the runoff flows through the existing ditch in the half RoW of
southern E avenue towards east.

Hydraulic Analysis — A preliminary hydraulic analysis is performed and it has been observed
that water elevation:

e At the northwest corner will be 3019.81 feet and at southeast corner of the site will
be around 3014.28 feet (for 10-year return period).

e At the northwest corner will be 3022.14 feet and at southeast corner of the site will
be around 3015.00 feet (for 100-year return period).

The central undeveloped part of the site has an existing level varying from 27 feet to 25 feet
and the is well above the highest flood elevation and will protect the developed area from
runoff in the drainage channel and proposed finished floor elevation of the building is 23.20
feet which is well above the flood elevation due to 10-year and 100-year peak runoff. So, the
building will have no impact from the storm runoff in the channel.

Refer existing drainage area sheet 1 of 4, showing the alignment of existing channel through
the site and existing grades in project site.

11
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National Flood Hazard Layer FIRMette Legend
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NOAA Atlas 14, Volume 6, Version 2

Location name: Hesperia, California, USA*
Latitude: 34.4481°, Longitude: -117.2815°

Elevation: m/ft**
* source: ESRI Maps
** source: USGS
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Sanja Perica, Sarah Dietz, Sarah Heim, Lillian Hiner, Kazungu Maitaria, Deborah Martin, Sandra
Pavlovic, Ishani Roy, Carl Trypaluk, Dale Unruh, Fenglin Yan, Michael Yekta, Tan Zhao, Geoffrey
Bonnin, Daniel Brewer, Li-Chuan Chen, Tye Parzybok, John Yarchoan

NOAA, National Weather Service, Silver Spring, Maryland

PF_tabular | PE_graphical | Maps_&_aerials

PF tabular

PDS-based point precipitation frequency estimates with 90% confidence intervals (in inches)1

Durati Average recurrence interval (years) |
uration
[ 1+ || 2 || 5 || 10 || 25 50 100 || 200 | 500 | 1000 |
5-min 0.086 0.120 0.166 0.205 0.261 0.305 0.352 0.403 0.473 0.530
(0.071-0.105)((0.099-0.146)(|(0.137-0.204)||(0.168-0.254)||(0.206-0.334)||(0.236-0.399)||(0.266-0.472)||(0.296-0.554)||(0.333-0.678)||(0.361-0.786)
10-min 0.123 0.171 0.238 0.294 0.374 0.438 0.505 0.577 0.678 0.760
(0.102-0.150)|[(0.142-0.210)(|(0.196-0.292)|[(0.240-0.364)||(0.295-0.478)||(0.339-0.572)|(0.381-0.676)(|(0.424-0.794)|[(0.478-0.972)|| (0.517-1.13)
15-min 0.148 0.207 0.288 0.356 0.452 0.529 0.611 0.698 0.820 0.919
(0.123-0.181)(|(0.171-0.254)(|(0.237-0.353)||(0.290-0.440)||(0.357-0.578)||(0.410-0.691)||(0.461-0.817)||(0.512-0.960)|| (0.578-1.18) || (0.625-1.36)
30-min 0.209 0.292 0.406 0.501 0.637 0.746 0.861 0.983 1.16 1.29
(0.173-0.256)|((0.241-0.357)|((0.334-0.498)||(0.409-0.620)|/(0.503-0.815)||(0.577-0.974)|| (0.650-1.15) || (0.722-1.35) || (0.814-1.66) || (0.881-1.92)
60-min 0.269 0.375 0.521 0.644 0.819 0.959 1.11 1.26 1.48 1.66
(0.222-0.329)(|(0.310-0.459)||(0.429-0.639)||(0.526-0.797)|| (0.647-1.05) || (0.742-1.25) || (0.835-1.48) || (0.928-1.74) || (1.05-2.13) || (1.13-2.47)
2hr 0.381 0.512 0.692 0.844 1.06 1.23 1.42 1.61 1.89 2.11
(0.315-0.466)|[(0.423-0.627)(/(0.570-0.849)|[ (0.689-1.04) || (0.838-1.36) || (0.955-1.61) || (1.07-1.90) || (1.18-2.22) || (1.33-2.70) || (1.43-3.12)
3-hr 0.469 0.621 0.831 1.01 1.26 1.46 1.68 1.91 2.23 2.48
(0.387-0.573)[(0.513-0.760)|| (0.684-1.02) || (0.824-1.25) || (0.997-1.61) || (1.13-1.91) || (1.27-2.25) || (1.40-2.62) || (1.57-3.20) || (1.69-3.69)
6-hr 0.645 0.847 1.12 1.36 1.69 1.96 2.24 2.54 2.97 3.31
(0.533-0.788)|| (0.700-1.04) || (0.926-1.38) || (1.11-1.68) || (1.34-2.16) || (1.52-2.56) || (1.69-3.00) || (1.87-3.50) || (2.09-4.26) || (2.25-4.91)
12-hr 0.829 1.1 1.49 1.81 2.26 2.62 2.99 3.39 3.94 4.39
(0.685-1.01) || (0.915-1.36) || (1.22-1.83) || (1.48-2.24) || (1.78-2.88) || (2.02-3.41) || (2.26-4.00) || (2.49-4.66) || (2.78-5.66) || (2.99-6.52)
24-hr 1.10 1.51 2.06 2.52 3.17 3.68 4.21 4.77 5.56 6.18
(0.980-1.27) || (1.34-1.74) || (1.82-2.38) || (2.21-2.94) || (2.68-3.81) || (3.05-4.52) || (3.41-5.30) || (3.76-6.18) || (4.20-7.50) || (4.52-8.64)
2-da 1.27 1.76 2.42 2.98 3.75 4.37 5.02 5.70 6.67 7.44
Y || (1.12-1.46) || (1.56-2.02) || (2.14-2.80) || (2.61-3.47) || (3.18-4.52) || (3.63-5.37) || (4.06-6.32) || (4.49-7.39) || (5.04-9.00) || (5.44-10.4)
3.da 1.37 1.90 2.64 3.26 4.12 4.81 5.53 6.30 7.38 8.26
Y || (1.21-1.57) || (1.69-2.20) || (2.33-3.05) || (2.85-3.79) || (3.49-4.96) || (3.99-5.91) || (4.48-6.96) || (4.96-8.16) || (5.58-9.96) || (6.03-11.5)
4-da 1.46 2.04 2.83 3.49 4.42 5.16 5.94 6.77 7.93 8.88
Y || (1.29-1.68) || (1.80-2.35) || (2.50-3.27) || (3.06-4.07) || (3.75-5.32) || (4.28-6.34) || (4.81-7.48) || (5.33-8.76) || (6.00-10.7) || (6.48-12.4)
7.da 1.59 2.22 3.07 3.78 4.79 5.59 6.42 7.31 8.56 9.56
Y || (1.41-1.83) || (1.96-2.56) || (2.71-3.55) || (3.32-4.41) || (4.06-5.77) || (4.64-6.87) || (5.20-8.09) || (5.76-9.47) || (6.47-11.5) || (6.98-13.3)
10-da 1.69 2.35 3.25 4.00 5.07 5.91 6.80 7.73 9.05 10.1
Y || (1.50-1.95) || (2.08-2.71) || (2.87-3.75) || (3.51-4.66) || (4.30-6.10) || (4.91-7.27) || (5.51-8.56) || (6.09-10.0) || (6.84-12.2) || (7.38-14.1)
20-da 1.97 2.76 3.83 4.74 6.03 7.06 8.14 9.28 10.9 12.2
Y || (1.75:2.27) || (2.44-3.18) || (3.38-4.42) || (4.15-5.52) || (5.11-7.26) || (5.86-8.68) || (6.59-10.2) || (7.31-12.0) || (8.23-14.7) || (8.88-17.0)
30-da 2.26 3.16 4.41 5.48 6.99 8.21 9.49 10.9 12.8 14.3
Y || (2.01-2.61) || (2.80-3.65) || (3.90-5.10) || (4.80-6.38) || (5.93-8.42) || (6.82-10.1) || (7.69-12.0) || (8.55-14.1) || (9.65-17.2) || (10.4-20.0)
45-da 2.66 3.72 5.19 6.46 8.29 9.78 11.3 13.0 15.4 17.3
Y || (2.36-3.07) || (3.29-4.28) || (4.58-6.00) || (5.66-7.52) || (7.03-9.98) || (8.12-12.0) || (9.19-14.3) || (10.3-16.9) || (11.6-20.8) || (12.6-24.1)
60-da 2.96 4.10 5.72 712 9.15 10.8 12.6 14.5 17.2 19.4
Y || (2.63-3.41) || (3.63-4.73) || (5.05-6.60) || (6.23-8.29) || (7.76-11.0) || (8.98-13.3) || (10.2-15.9) || (11.4-18.8) || (13.0-23.2) || (14.2-27.1)

1 Precipitation frequency (PF) estimates in this table are based on frequency analysis of partial duration series (PDS).
Numbers in parenthesis are PF estimates at lower and upper bounds of the 90% confidence interval. The probability that precipitation frequency estimates (for
a given duration and average recurrence interval) will be greater than the upper bound (or less than the lower bound) is 5%. Estimates at upper bounds are not
checked against probable maximum precipitation (PMP) estimates and may be higher than currently valid PMP values.

Please refer to NOAA Atlas 14 document for more information.
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Preface

Soil surveys contain information that affects land use planning in survey areas.
They highlight soil limitations that affect various land uses and provide information
about the properties of the soils in the survey areas. Soil surveys are designed for
many different users, including farmers, ranchers, foresters, agronomists, urban
planners, community officials, engineers, developers, builders, and home buyers.
Also, conservationists, teachers, students, and specialists in recreation, waste
disposal, and pollution control can use the surveys to help them understand,
protect, or enhance the environment.

Various land use regulations of Federal, State, and local governments may impose
special restrictions on land use or land treatment. Soil surveys identify soil
properties that are used in making various land use or land treatment decisions.
The information is intended to help the land users identify and reduce the effects of
soil limitations on various land uses. The landowner or user is responsible for
identifying and complying with existing laws and regulations.

Although soil survey information can be used for general farm, local, and wider area
planning, onsite investigation is needed to supplement this information in some
cases. Examples include soil quality assessments (http://www.nrcs.usda.gov/wps/
portal/nrcs/main/soils/health/) and certain conservation and engineering
applications. For more detailed information, contact your local USDA Service Center
(https://offices.sc.egov.usda.gov/locator/app?agency=nrcs) or your NRCS State Soil
Scientist (http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?
cid=nrcs142p2_053951).

Great differences in soil properties can occur within short distances. Some soils are
seasonally wet or subject to flooding. Some are too unstable to be used as a
foundation for buildings or roads. Clayey or wet soils are poorly suited to use as
septic tank absorption fields. A high water table makes a soil poorly suited to
basements or underground installations.

The National Cooperative Soil Survey is a joint effort of the United States
Department of Agriculture and other Federal agencies, State agencies including the
Agricultural Experiment Stations, and local agencies. The Natural Resources
Conservation Service (NRCS) has leadership for the Federal part of the National
Cooperative Soil Survey.

Information about soils is updated periodically. Updated information is available
through the NRCS Web Soil Survey, the site for official soil survey information.

The U.S. Department of Agriculture (USDA) prohibits discrimination in all its
programs and activities on the basis of race, color, national origin, age, disability,
and where applicable, sex, marital status, familial status, parental status, religion,
sexual orientation, genetic information, political beliefs, reprisal, or because all or a
part of an individual's income is derived from any public assistance program. (Not
all prohibited bases apply to all programs.) Persons with disabilities who require


http://www.nrcs.usda.gov/wps/portal/nrcs/main/soils/health/
http://www.nrcs.usda.gov/wps/portal/nrcs/main/soils/health/
https://offices.sc.egov.usda.gov/locator/app?agency=nrcs
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?cid=nrcs142p2_053951
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?cid=nrcs142p2_053951

alternative means for communication of program information (Braille, large print,
audiotape, etc.) should contact USDA's TARGET Center at (202) 720-2600 (voice
and TDD). To file a complaint of discrimination, write to USDA, Director, Office of
Civil Rights, 1400 Independence Avenue, S.W., Washington, D.C. 20250-9410 or
call (800) 795-3272 (voice) or (202) 720-6382 (TDD). USDA is an equal opportunity
provider and employer.
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How Soil Surveys Are Made

Soil surveys are made to provide information about the soils and miscellaneous
areas in a specific area. They include a description of the soils and miscellaneous
areas and their location on the landscape and tables that show soil properties and
limitations affecting various uses. Soil scientists observed the steepness, length,
and shape of the slopes; the general pattern of drainage; the kinds of crops and
native plants; and the kinds of bedrock. They observed and described many soil
profiles. A soil profile is the sequence of natural layers, or horizons, in a soil. The
profile extends from the surface down into the unconsolidated material in which the
soil formed or from the surface down to bedrock. The unconsolidated material is
devoid of roots and other living organisms and has not been changed by other
biological activity.

Currently, soils are mapped according to the boundaries of major land resource
areas (MLRAs). MLRAs are geographically associated land resource units that

share common characteristics related to physiography, geology, climate, water

resources, soils, biological resources, and land uses (USDA, 2006). Soil survey
areas typically consist of parts of one or more MLRA.

The soils and miscellaneous areas in a survey area occur in an orderly pattern that
is related to the geology, landforms, relief, climate, and natural vegetation of the
area. Each kind of soil and miscellaneous area is associated with a particular kind
of landform or with a segment of the landform. By observing the soils and
miscellaneous areas in the survey area and relating their position to specific
segments of the landform, a soil scientist develops a concept, or model, of how they
were formed. Thus, during mapping, this model enables the soil scientist to predict
with a considerable degree of accuracy the kind of soil or miscellaneous area at a
specific location on the landscape.

Commonly, individual soils on the landscape merge into one another as their
characteristics gradually change. To construct an accurate soil map, however, soil
scientists must determine the boundaries between the soils. They can observe only
a limited number of soil profiles. Nevertheless, these observations, supplemented
by an understanding of the soil-vegetation-landscape relationship, are sufficient to
verify predictions of the kinds of soil in an area and to determine the boundaries.

Soil scientists recorded the characteristics of the soil profiles that they studied. They
noted soil color, texture, size and shape of soil aggregates, kind and amount of rock
fragments, distribution of plant roots, reaction, and other features that enable them
to identify soils. After describing the soils in the survey area and determining their
properties, the soil scientists assigned the soils to taxonomic classes (units).
Taxonomic classes are concepts. Each taxonomic class has a set of soll
characteristics with precisely defined limits. The classes are used as a basis for
comparison to classify soils systematically. Soil taxonomy, the system of taxonomic
classification used in the United States, is based mainly on the kind and character
of soil properties and the arrangement of horizons within the profile. After the soil
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scientists classified and named the soils in the survey area, they compared the
individual soils with similar soils in the same taxonomic class in other areas so that
they could confirm data and assemble additional data based on experience and
research.

The objective of soil mapping is not to delineate pure map unit components; the
objective is to separate the landscape into landforms or landform segments that
have similar use and management requirements. Each map unit is defined by a
unique combination of soil components and/or miscellaneous areas in predictable
proportions. Some components may be highly contrasting to the other components
of the map unit. The presence of minor components in a map unit in no way
diminishes the usefulness or accuracy of the data. The delineation of such
landforms and landform segments on the map provides sufficient information for the
development of resource plans. If intensive use of small areas is planned, onsite
investigation is needed to define and locate the soils and miscellaneous areas.

Soil scientists make many field observations in the process of producing a soil map.
The frequency of observation is dependent upon several factors, including scale of
mapping, intensity of mapping, design of map units, complexity of the landscape,
and experience of the soil scientist. Observations are made to test and refine the
soil-landscape model and predictions and to verify the classification of the soils at
specific locations. Once the soil-landscape model is refined, a significantly smaller
number of measurements of individual soil properties are made and recorded.
These measurements may include field measurements, such as those for color,
depth to bedrock, and texture, and laboratory measurements, such as those for
content of sand, silt, clay, salt, and other components. Properties of each soll
typically vary from one point to another across the landscape.

Observations for map unit components are aggregated to develop ranges of
characteristics for the components. The aggregated values are presented. Direct
measurements do not exist for every property presented for every map unit
component. Values for some properties are estimated from combinations of other
properties.

While a soil survey is in progress, samples of some of the soils in the area generally
are collected for laboratory analyses and for engineering tests. Soil scientists
interpret the data from these analyses and tests as well as the field-observed
characteristics and the soil properties to determine the expected behavior of the
soils under different uses. Interpretations for all of the soils are field tested through
observation of the soils in different uses and under different levels of management.
Some interpretations are modified to fit local conditions, and some new
interpretations are developed to meet local needs. Data are assembled from other
sources, such as research information, production records, and field experience of
specialists. For example, data on crop yields under defined levels of management
are assembled from farm records and from field or plot experiments on the same
kinds of soil.

Predictions about soil behavior are based not only on soil properties but also on
such variables as climate and biological activity. Soil conditions are predictable over
long periods of time, but they are not predictable from year to year. For example,
soil scientists can predict with a fairly high degree of accuracy that a given soil will
have a high water table within certain depths in most years, but they cannot predict
that a high water table will always be at a specific level in the soil on a specific date.

After soil scientists located and identified the significant natural bodies of soil in the
survey area, they drew the boundaries of these bodies on aerial photographs and
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identified each as a specific map unit. Aerial photographs show trees, buildings,
fields, roads, and rivers, all of which help in locating boundaries accurately.



Soil Map

The soil map section includes the soil map for the defined area of interest, a list of
soil map units on the map and extent of each map unit, and cartographic symbols
displayed on the map. Also presented are various metadata about data used to
produce the map, and a description of each soil map unit.
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MAP INFORMATION

The soil surveys that comprise your AOI were mapped at
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause
misunderstanding of the detail of mapping and accuracy of soil
line placement. The maps do not show the small areas of
contrasting soils that could have been shown at a more detailed
scale.

Please rely on the bar scale on each map sheet for map
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL:
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator
projection, which preserves direction and shape but distorts
distance and area. A projection that preserves area, such as the
Albers equal-area conic projection, should be used if more
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as
of the version date(s) listed below.

Soil Survey Area: San Bernardino County, California, Mojave
River Area
Survey Area Data: Version 16, Aug 30, 2024

Soil map units are labeled (as space allows) for map scales
1:50,000 or larger.

Date(s) aerial images were photographed: Mar 17, 2022—Jun
12, 2022

The orthophoto or other base map on which the soil lines were
compiled and digitized probably differs from the background
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MAP LEGEND MAP INFORMATION

imagery displayed on these maps. As a result, some minor
shifting of map unit boundaries may be evident.
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Map Unit Legend

Map Unit Symbol Map Unit Name Acres in AOI Percent of AOI
107 BRYMAN LOAMY FINE SAND, 2.2 100.0%
5 TO 9 PERCENT SLOPES
Totals for Area of Interest 2.2 100.0%

Map Unit Descriptions

The map units delineated on the detailed soil maps in a soil survey represent the
soils or miscellaneous areas in the survey area. The map unit descriptions, along
with the maps, can be used to determine the composition and properties of a unit.

A map unit delineation on a soil map represents an area dominated by one or more
major kinds of soil or miscellaneous areas. A map unit is identified and named
according to the taxonomic classification of the dominant soils. Within a taxonomic

class there are precisely defined limits for the properties of the soils. On the
landscape, however, the soils are natural phenomena, and they have the
characteristic variability of all natural phenomena. Thus, the range of some

observed properties may extend beyond the limits defined for a taxonomic class.
Areas of soils of a single taxonomic class rarely, if ever, can be mapped without
including areas of other taxonomic classes. Consequently, every map unit is made

up of the soils or miscellaneous areas for which it is named and some minor

components that belong to taxonomic classes other than those of the major soils.

Most minor soils have properties similar to those of the dominant soil or soils in the
map unit, and thus they do not affect use and management. These are called
noncontrasting, or similar, components. They may or may not be mentioned in a
particular map unit description. Other minor components, however, have properties
and behavioral characteristics divergent enough to affect use or to require different

management. These are called contrasting, or dissimilar, components. They

generally are in small areas and could not be mapped separately because of the
scale used. Some small areas of strongly contrasting soils or miscellaneous areas
are identified by a special symbol on the maps. If included in the database for a

given area, the contrasting minor components are identified in the map unit
descriptions along with some characteristics of each. A few areas of minor
components may not have been observed, and consequently they are not

mentioned in the descriptions, especially where the pattern was so complex that it

was impractical to make enough observations to identify all the soils and

miscellaneous areas on the landscape.

The presence of minor components in a map unit in no way diminishes the

usefulness or accuracy of the data. The objective of mapping is not to delineate
pure taxonomic classes but rather to separate the landscape into landforms or
landform segments that have similar use and management requirements. The
delineation of such segments on the map provides sufficient information for the
development of resource plans. If intensive use of small areas is planned, however,
onsite investigation is needed to define and locate the soils and miscellaneous

areas.
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An identifying symbol precedes the map unit name in the map unit descriptions.
Each description includes general facts about the unit and gives important soil
properties and qualities.

Soils that have profiles that are almost alike make up a soil series. Except for
differences in texture of the surface layer, all the soils of a series have major
horizons that are similar in composition, thickness, and arrangement.

Soils of one series can differ in texture of the surface layer, slope, stoniness,
salinity, degree of erosion, and other characteristics that affect their use. On the
basis of such differences, a soil series is divided into soil phases. Most of the areas
shown on the detailed soil maps are phases of soil series. The name of a soil phase
commonly indicates a feature that affects use or management. For example, Alpha
silt loam, 0 to 2 percent slopes, is a phase of the Alpha series.

Some map units are made up of two or more major soils or miscellaneous areas.
These map units are complexes, associations, or undifferentiated groups.

A complex consists of two or more soils or miscellaneous areas in such an intricate
pattern or in such small areas that they cannot be shown separately on the maps.
The pattern and proportion of the soils or miscellaneous areas are somewhat similar
in all areas. Alpha-Beta complex, 0 to 6 percent slopes, is an example.

An association is made up of two or more geographically associated soils or
miscellaneous areas that are shown as one unit on the maps. Because of present
or anticipated uses of the map units in the survey area, it was not considered
practical or necessary to map the soils or miscellaneous areas separately. The
pattern and relative proportion of the soils or miscellaneous areas are somewhat
similar. Alpha-Beta association, 0 to 2 percent slopes, is an example.

An undifferentiated group is made up of two or more soils or miscellaneous areas
that could be mapped individually but are mapped as one unit because similar
interpretations can be made for use and management. The pattern and proportion
of the soils or miscellaneous areas in a mapped area are not uniform. An area can
be made up of only one of the major soils or miscellaneous areas, or it can be made
up of all of them. Alpha and Beta soils, 0 to 2 percent slopes, is an example.

Some surveys include miscellaneous areas. Such areas have little or no soil
material and support little or no vegetation. Rock outcrop is an example.

13
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San Bernardino County, California, Mojave River Area

107—BRYMAN LOAMY FINE SAND, 5 TO 9 PERCENT SLOPES

Map Unit Setting
National map unit symbol: hkrc
Elevation: 3,000 to 3,200 feet
Mean annual precipitation: 3 to 6 inches
Mean annual air temperature: 59 to 63 degrees F
Frost-free period: 180 to 280 days
Farmland classification: Prime farmland if irrigated

Map Unit Composition
Bryman and similar soils: 85 percent
Minor components: 15 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Bryman

Setting
Landform: Fan remnants
Landform position (two-dimensional): Backslope
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Alluvium derived from granite sources

Typical profile
H1 - 0 to 9 inches: loamy fine sand
H2 - 9 to 39 inches: sandy clay loam
H3 - 39 to 60 inches: loamy sand

Properties and qualities
Slope: 5 to 9 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Well drained
Capacity of the most limiting layer to transmit water (Ksat): Moderately high (0.20
to 0.57 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
Calcium carbonate, maximum content: 5 percent
Maximum salinity: Nonsaline to very slightly saline (0.0 to 2.0 mmhos/cm)
Available water supply, 0 to 60 inches: Moderate (about 6.9 inches)

Interpretive groups
Land capability classification (irrigated): 3e
Land capability classification (nonirrigated): 7e
Hydrologic Soil Group: C
Ecological site: RO30XF012CA - Sandy
Hydric soil rating: No

Minor Components

Cajon
Percent of map unit: 5 percent
Hydric soil rating: No
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Helendale
Percent of map unit: 5 percent
Hydric soil rating: No

Bryman, sloping
Percent of map unit: 5 percent
Hydric soil rating: No
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APPENDIX 5
PEAK STORMWATER RUNOFF



DA#1

Peak Runoff Peak Runoff Peak Runoff

Calculations - 2-year 1 | Calculations - 10-year Calculations - 100-
Description hour 1 hour year 1 hour

Pre Post Pre Post Pre Post

Open brush with poor | Open brush with poor | Open brush with poor
Surface Cover Cover Cover
Pervious CN 84 84 84 84 84 84
AMC Il Il Il Il Il Il
Infiltration Capacity
Fp ininch/hr 0.31 0.31 0.31 0.31 0.31 0.31
Pervious Fraction ap 1 0.52 1 0.52 1 0.52
Infiltration Fm in
inch/hr 0.31 0.161 0.31 0.161 0.31 0.161
Surface Landscape Urban Area | Landscape Urban Area | Landscape Urban Area
Pervious CN 69 69 69 69 69 69
AMC Il Il Il Il Il Il
Infiltration Capacity
Fp ininch/hr 0.56 0.56 0.56 0.56 0.56 0.56
Pervious Fraction ap 0 0.184 0 0.184 0 0.184
Infiltration Fm in
inch/hr 0.0 0.103 0.0 0.103 0.0 0.103
Total Fm in inch/hr 0.31 0.264 0.31 0.264 0.31 0.264

Rainfall Intensity
10-year, 1 100-year,
2-year, 1 hour 0.375 hour 0.644 | 1 hour 1.11
Slog-log 0.7 Slog-log 0.7 | Slog-log 0.7
lapre, inch/hr 1.19 lapre 2.05 | lapre 3.53
lapost, inch/hr 1.31 lapost 2.26 | lapost 3.89
Peak Runoff
Qp, pre, cfs 1.13 Qp, pre 2.22 | Qp, pre 4,11
Qp, post, cfs 1.34 Qp, post 2.55 | Qp, post 4.63
Qp hydro, Qp hydro,

Qp hydro, cfs 0.15 cfs 0.20 | cfs 0.29




Curve (1) Numbers of Hydrologic Soll-Cover Complexes For Pervious Areas-AMC I

Quality of il Gr
Cover Type (3) Cover (2) [TX B

NATURAL COVERS -

78 | 86 | 91 |9
(Rockland, eroded and graded land)

Chaparral, Broadleaf Poor 53 |70 | 80 |85
(Manzonita, ceanothus and scrub oak) Fair %0 | 63 | 75 |81
Good 31|57 |71 |78

Chaparral, Narrowleaf Poor 71 | 82 | 88 |91
(Chamise and redshank) Fair 55 | 72 | 81 |86
Grass, Annual or Perennial Poor 67 | 78 | 86 | 89

Good 38|61 |76 |80

Meadows or Cienegas Poor 63 |77 | 85 |88
(Areas with seasonally high water table, Falr 51 |70 | 80 |8
principal vegetation is sod forming grass) Good 30 |58 |71 |78

On% Poor | 62 | 76 | 88

ft wood shrubs - buckwheat, sage, etc.) Falr W6 |66 |77 | 83
Good 41 | 63 |75 |81

Woodland Poor 43 |66 |77 | 83
(Coniferous or broadleaf trees predominate. Fair 3% |60 |73 |79
Canopy density is at least 50 percent.) Good 25 |55 |70 |77

Woodland, Grass Poor 57 |73 |82 |8
(Coniferous or broadleaf trees with canopy Fair W | 65 | 77 |82
density from 20 to 50 percent) Good s |72 |7

URBAN COVERS -

Residential P Good |32 | 36 P 75
(Lawn, shrubs, etc.

Turf Poor 38 | 7% |83 |87
(irrigated and mowed grass) Fair % |65 |77 |82

Good 33|58 |72 |9
AGRICULTURAL COVERS -

Fallow 77 |8 |91 |9
(Land plowed but not tilled or seeded)

SAN BERNARDINO COUNTY CURVE NUMBERS
FOR
HYDROLOGY MANUAL PERVIOUS AREAS

Figure C-3 (lof2)

Pre-Developed Condition — CN shown in green

Post-Developed Condition — CN for Landscape shown in red



Ic LIMITATIONS:
I. Maximum length = 1000 Feet Te
2. Maximum areq = |0 Acres 5 -

o
90
80 £ e
H
70 N .
T g ) .
o FR
‘E T -
_ES‘;‘ 100 -
=!E =g 8=
o 40
0

waan ands

K
30 Undeveloped
Good Cover

23 Undeveloped
Fql;.I| Cover

8

8
Ry, In feat

(T) In minutes for

\

Difference in

Length (L) of initlol area In fest

L=H=Te=K-T¢'

Bl Development
? 80- Apartment
75- Mobile Home 30
8 65- Candominium .
60— Single Fomily-5,000 ft° Lot
T 40 - Single Family-1/4 Acre Lot 15
20~ Single Family -| Acre Lot
[] 10 - Single Family- 2 I/2 Acre Lot

EXAMPLE:

s (1) L= 550, H=8.0), KsSingle Family (5-T Duc)
Development, Te=12.6 min.

(2) L=550", He 80, K« Commercial
Development, Tca @ T min

SAN BERNARDINO COUNTY TIME OF CONCENTRATION

NOMOGRAPH
HYDROLOGY MANUAL FOR INITIAL SUBAREA

Figure D-1

150

Time of concentration
L
Time of concentration (Tc) In minutes for Single Family Development (5-7 DU/ac)

Pre-Developed Condition DA#1- Green Line- Tc — 11.5 min
Post-Developed Condition DA#1- Orange Line — Tc — 10.0 min
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Pre-Developed Condition — Fp- in Green

Post-Developed Condition — Fp- in Red (for proposed landscape)



APPENDIX 6
DESIGN CAPTURE VOLUME - STORMWATER QUALITY



DA#1 - WQCV

Site
Imperviousness i
Project Site Runoff Coefficient C=0.858*i3—-0.78 *i2+0.774 *i + 0.04
P6 mean storm rainfall depth P6 = P2yr,1hr * al
al for Mojave Watershed Desert Region Desert =1.2371
Drawdown time 48 hour
Regression coefficient for drawdown a2 1.963
Design Capture Volume DCV = Area site * C * a2* P6 / 12 cft
Site area 1.42 Acre
Landscape/undeveloped
area 1.0 Acre
i 0.297
C 0.22
P2yr,1hr 0.375
al 1.237
P6 0.464
a2 1.963

DCV 1049.4 cft




APPENDIX 7
STORAGE VOLUME FOR HYDROMODIFICATION



Area weighted CN

Description of Cover Pre Post
Open Brush with poor Cover CN 84 84
Area in sf 61,808 32,044
Industrial Landscaping CN 69 69
Area in sf 0 11,387
Pavement and Rooftop CN 98 98
Area in sf 0 18,377
Weighted CN 84.0 85.4

Storage Capacity - S = (1000 / CN DMA) - 10

Initial Abstraction-1la=0.2 *S

Storage Capacity
Sa pre DA#1 1.90
| pre DA#1 0.38
Sa post DA#1 1.71
| post DA#1 0.34

V =1/12 * Area site * (P10yr,24hr—1a )2 / (P10yr,24hr—la +S)

P10year, 24hr —2.52 inch

Vpre DA#1in cf 5,828
Vpost - DA#1 in cf 6,285
Vhydro - DA#1 in cf 143




APPENDIX 8

Plans — On site Drainage Area, Conceptual Grading
Plan and Conceptual WQMP
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