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1 PROJECT BACKGROUND

The applicant proposes to construct condominium development (“Project”) on an existing, currently
developed 9-acre industrial/commercial site. The Project includes proposed condominium buildings
(approx. 25 dwellings units per acre), garages, sidewalk, driveways, sanitary sewer, storm drain, proposed
new asphalt pavement, and landscape improvements.
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Figure 1: Vicinity Map — Not to Scale

Project Description and Purpose

The Project sits within APN No. 5279-027-001 — a portion of Lot 23, Tract No. 701, M.B. 16/110-11 and is
bordered by Walnut Grove Avenue to the east, the Lewis R. Lancaster Research Library to the south,
residential single-family homes to the west, and industrial commercial to the north. The total property area
is approximately 9.27 acres. The Site is currently developed as a nearly 100% impervious office site with
surface parking. The proposed development consists of XXX proposed for-sale residential condominium
units with associated amenity areas, drive aisles, walkways, and landscaping.

Existing site (pre-development) conditions

In the existing condition, the site was originally used as an office site. The site is generally flat. The existing
site runoff is generally contained within the site. There is an existing LA County Road Drain 163 storm drain
that runs from north of south in Walnut Grove Avenue and County Project 1226 Storm Drain that runs from
west to east within a storm drain easement along the south side of the property. Road Drain 163 discharges
into Project 1226 downstream of the site in Walnut Grove Avenue. Project 1226 discharges to the Rio
Hondo flood control channel, which in turn flows through the Whitter Narrows Reservoir and spreading
downstream ultimately confluencing with the Los Angeles River downstream of the Reservoir.
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Several existing private catch basins are scattered across the existing site. Approximately half the site,
generally the northerly portion, drains to an existing private underground storm drain system that connects
to the County Road Drain at approximate station 134+50 (mid-site). The southern approximately half of
the site drains to a separate private underground storm drain system that connects to the County Project
1226 storm drain. Since the existing private connection to the County storm drain system will be maintained
and connected to by the proposed storm drain systems, a County storm drain connection permit is not
anticipated. Both existing connections are 24-inch diameter pipes.

There is no on-site run-on or run-off that is apparent in the existing condition.

Proposed site (post-development) conditions

The drainage tributary area for hydrology and hydraulic analysis is approximately 9.27 acres. The tributary
area is broken up into two sub-areas: A-1 and B-1. See Table 1 below for a summary of the
pervious/impervious areas of the sub-areas.

Stormwater for the site will primarily sheet flow onsite and be collected by curb and gutter. These flows are
intercepted by 24” x 24” Jensen precast grated drop inlets or Jensen precast curb inlets. The stormwater
in each tributary area will be conveyed via 24” RCP storm drain to a hydrodynamic separator unit for
pretreatment before outfalling into an underground Contech CMP Detention System. This chamber will then
have a controlled outlet condition to a Contech MWS-L-8-8-V Modular Wetland System (MWS) unit. This
combination of pre-treatment, detention storage, and water quality treatment will be present in each
Tributary Area. Area A-1 will tie into the existing storm drain the connects to Road Drain 163 and Area B-1
will tie into the existing storm drain lateral along the southern property line that connects to Project 1226.

Table 1 — Summary of Project Areas

Tributary Area ID

Tributary Area (AC)

Tributary Impervious

Tributary Pervious

Area (AC) Area (AC)
A-1 4.59 3.90 0.69
B-1 4.68 3.98 0.70

2 HYDROLOGY CALCULATIONS

The Project proposes a storm drain collection and conveyance system comprised of 24” RCP pipe
throughout the site. Each tributary area will collect runoff via surface drains, convey this flow via this 24”
RCP lateral system, enter a hydrodynamic separator unit for pre-treatment, outfall into an underground
Contech CMP Detention system. This detention system will be sized for the 85"-percentile rainfall depth,
per LACPW requirements. Pipe sizes are designed to convey the 25-year rainfall depth.

Calculations for detention volumes and peak runoff values utilized Los Angeles County Public Works
HydroCalc software. The proposed BMP design utilized an 85" percentile rainfall depth of 0.90 inches, as
it exceeds the 0.75-inch rain event minimum. Tributary area A-1 has a total area of 4.59 acres with a project
imperviousness of approximately 85%. The 85™ percentile event for this area generates 17,400 cu. ft. of
volume to detain onsite. This value includes a biofiltration penalty factor of 1.5 to the total volume since that
is the chosen method for water quality treatment. The 25-year peak flow for this area is 10.22 cfs. This
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detained rainfall volume will gravity drain to a biofiltration modular wetland system prior to connect to the
existing storm drain main line in Walnut Grove Avenue.

Tributary area B-1 has a total area of 4.68 acres with a project imperviousness of approximately 85%. The
85" percentile event for this area generates 17,750 cu.ft. of volume to detain onsite. This value includes a
biofiltration penalty factor of 1.5 to the total volume since that is the chosen method for water quality
treatment. The 25-year rainfall depth peak flow for this area is 9.83 cfs. An existing analysis of the site
hydrology using HydroCalc and as-built plans for the existing site. The proposed drainage system matches
existing flow rates generated from the site. Existing and Proposed HydroCalc results and site calculations
can be seen in Attachment 1.

3 TECHNICAL FEASIBILITY SCREENING

The Project has limited horizontal space for large scale underground detention systems, as well as limited
elevation fall to design a drainage system that has the capability to drain via gravity to the existing storm
drain main line located in Walnut Grove Avenue. The 25-year max flow rate produced by this tributary area
is 10.217 cfs. This combination of flows still leaves capacity within the proposed 24” RCP line. Therefore,
it is assumed the proposed storm drain system has enough capacity to convey this existing offsite flow.
See Attachment 2 for model output of this data.

4 CONCLUSION

The proposed storm drain system for the Project is a hydrodynamic separator unit for pre-treatment,
Contech CMP Detention System for detention, and a Contech MWS-L-8-8-V MWS unit for biofiltration water
quality treatment. The entire system operates via gravity flowing and ties into existing storm drain
infrastructure located in Walnut Grove Avenue at rates less than existing. The project area is split into two
tributary areas, each with its own respective storm drain system as noted previously in this section. Tributary
area A-1 has an 85" percentile design storm volume of 17,400 cu. ft. and a 25-year rainfall depth event
peak flow of 10.22 cfs. Tributary B-1 has an 85™ percentile design storm volume of 17,750 cu. ft. and a 25-
year rainfall depth even peak flow of 9.83 cfs. See Attachment 2 for storm drain sizing calculations. The
Project will mitigate the required design storm volumes based on the storage volume provided by the two
Contech CMP Detention System. Table 2 below provides a summary of these results.

Table 2 — Tributary Area Detention Volume Summary Table

. LID BMP Tributary . .
Tributary Area Area (AC) Required Volume (CF) | Provided Volume (CF)
A-1 4.59 17,400 17,558
B-1 4.68 17,750 17,785
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ATTACHMENT 1

HYDROLOGY CALCULATIONS
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Peak Flow Hydrologic Analysis

File location: K:’ORA_LDEV/194053016 - Rosemead Condos/Reports/H&H/Calculations/Hydrocalc/Rosemead - A-1.pdf

Version: HydroCalc 1.0.3

Input Parameters

Project Name
Subarea ID

Rosemead
A-1 (EXISTING)

Area (ac) 4.93
Flow Path Length (ft) 626.0
Flow Path Slope (vft/hft) 0.012
50-yr Rainfall Depth (in) 6.0
Percent Impervious 0.9
Soil Type 6
Design Storm Frequency 25-yr
Fire Factor 0
LID False
Output Results
Modeled (25-yr) Rainfall Depth (in) 5.268
Peak Intensity (in/hr) 2.5201
Undeveloped Runoff Coefficient (Cu) 0.7886
Developed Runoff Coefficient (Cd) 0.8889
Time of Concentration (min) 8.0
Clear Peak Floy
Burned Peak Flow Rate (cfs) 11.0431
24-Hr Clear Runoff Volume (ac-ft) 1.7814
24-Hr Clear Runoff Volume (cu-ft) 77597.2879
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Peak Flow Hydrologic Analysis

File location: K:’ORA_LDEV/194053016 - Rosemead Condos/Reports/H&H/Calculations/Hydrocalc/Rosemead - B-1.pdf

Version: HydroCalc 1.0.3

Input Parameters

Project Name
Subarea ID

Rosemead
B-1 (EXISTING)

Area (ac) 4.34
Flow Path Length (ft) 294.0
Flow Path Slope (vft/hft) 0.05
50-yr Rainfall Depth (in) 6.0
Percent Impervious 0.9
Soil Type 6
Design Storm Frequency 25-yr
Fire Factor 0
LID False
Output Results
Modeled (25-yr) Rainfall Depth (in) 5.268
Peak Intensity (in/hr) 3.143
Undeveloped Runoff Coefficient (Cu) 0.8323
Developed Runoff Coefficient (Cd) 0.8932
Time of Concentration (min) 5.0
Clear Peak Floy
Burned Peak Flow Rate (cfs) 12.1844
24-Hr Clear Runoff Volume (ac-ft) 1.5683
24-Hr Clear Runoff Volume (cu-ft) 68317.2471
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Peak Flow Hydrologic Analysis

File location: K:’ORA_LDEV/194053016 - Rosemead Condos/Reports/H&H/Calculations/Hydrocalc/Rosemead Condos Report_Proposed

Version: HydroCalc 1.0.3

Input Parameters
Project Name

Rosemead Condos

Subarea 1D A-1

Area (ac) 4.59

Flow Path Length (ft) 543.0

Flow Path Slope (vft/hft) 0.008

85th Percentile Rainfall Depth (in) 0.9

Percent Impervious 0.85

Soil Type 6

Design Storm Frequency 85th percentile storm

Fire Factor 0

LID True

Output Results

Modeled (85th percentile storm) Rainfall Depth (in) 0.9

Peak Intensity (in/hr) 0.2313
Undeveloped Runoff Coefficient (Cu) 0.1
Developed Runoff Coefficient (Cd) 0.78

Time of Concentration (min) 30.0

Clear Peak Flow Rate (cfs) 0.8282

Burned Peak Flow Rate (cfs) 0.8282

24-Hr Clear Runoff Volume (ac-ft) 0.2663

24-Hr Clear Runoff Volume (cu-ft) 11599.9812
Biofiltration Factor Runoff Volume 17,400
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Peak Flow Hydrologic Analysis

File location: K:’ORA_LDEV/194053016 - Rosemead Condos/Reports/H&H/Calculations/Hydrocalc/Rosemead Condos Report_Proposed

Version: HydroCalc 1.0.3

Input Parameters
Project Name

Rosemead Condos

Subarea ID A-1
Area (ac) 4.59
Flow Path Length (ft) 543.0
Flow Path Slope (vft/hft) 0.008
50-yr Rainfall Depth (in) 6.0
Percent Impervious 0.85
Soil Type 6
Design Storm Frequency 25-yr
Fire Factor 0

LID False
Output Results

Modeled (25-yr) Rainfall Depth (in) 5.268
Peak Intensity (in/hr) 2.5201
Undeveloped Runoff Coefficient (Cu) 0.7886
Developed Runoff Coefficient (Cd) 0.8833
Time of Concentration (min) 8.0
Clear Peak Flow Rate (cfs) 10.2171
Burned Peak Flow Rate (cfs) 10.2171
24-Hr Clear Runoff Volume (ac-ft) 1.5885
24-Hr Clear Runoff Volume (cu-ft) 69196.8003
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Peak Flow Hydrologic Analysis

File location: K:’ORA_LDEV/194053016 - Rosemead Condos/Reports/H&H/Calculations/Hydrocalc/Rosemead Condos Report_Proposed

Version: HydroCalc 1.0.3

Input Parameters
Project Name

Rosemead Condos

Subarea 1D B-1

Area (ac) 4.68

Flow Path Length (ft) 698.0

Flow Path Slope (vft/hft) 0.015

85th Percentile Rainfall Depth (in) 0.9

Percent Impervious 0.85

Soil Type 6

Design Storm Frequency 85th percentile storm

Fire Factor 0

LID True

Output Results

Modeled (85th percentile storm) Rainfall Depth (in) 0.9

Peak Intensity (in/hr) 0.2244

Undeveloped Runoff Coefficient (Cu) 0.1

Developed Runoff Coefficient (Cd) 0.78

Time of Concentration (min) 32.0

Clear Peak Flow Rate (cfs) 0.8192

Burned Peak Flow Rate (cfs) 0.8192

24-Hr Clear Runoff Volume (ac-ft) 0.2715

24-Hr Clear Runoff Volume (cu-ft) 11827.4507
Biofiltration Factor Runoff Volume 17,750
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Peak Flow Hydrologic Analysis

File location: K:’ORA_LDEV/194053016 - Rosemead Condos/Reports/H&H/Calculations/Hydrocalc/Rosemead Condos Report_Proposed

Version: HydroCalc 1.0.3

Input Parameters
Project Name

Rosemead Condos

Subarea 1D B-1
Area (ac) 4.68

Flow Path Length (ft) 698.0

Flow Path Slope (vft/hft) 0.015

50-yr Rainfall Depth (in) 6.0

Percent Impervious 0.85

Soil Type 6

Design Storm Frequency 25-yr

Fire Factor 0

LID False
Output Results

Modeled (25-yr) Rainfall Depth (in) 5.268

Peak Intensity (in/hr) 2.3844
Undeveloped Runoff Coefficient (Cu) 0.7745
Developed Runoff Coefficient (Cd) 0.8812
Time of Concentration (min) 9.0

Clear Peak Flow Rate (cfs) 9.8328
Burned Peak Flow Rate (cfs) 9.8328
24-Hr Clear Runoff Volume (ac-ft) 1.6196
24-Hr Clear Runoff Volume (cu-ft) 70549.2467
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ATTACHMENT 2

STORM DRAIN SIZING CALCULATIONS
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Channel Report

Hydraflow Express Extension for Autodesk® Civil 3D® by Autodesk, Inc. Wednesday, Sep 25 2024

A-1 (24-in RCP) 25-Year

Circular Highlighted
Diameter (ft) = 2.00 Depth (ft) = 2.00
Q (cfs) = 22.62
Area (sqft) = 3.14
Invert Elev (ft) = 100.00 Velocity (ft/s) = 7.20
Slope (%) = 1.00 Wetted Perim (ft) = 6.28
N-Value = 0.013 Crit Depth, Yc (ft) = 1.70
Top Width (ft) = 0.00
Calculations EGL (ft) = 2.81
Compute by: Q vs Depth
No. Increments =10
Elev (ft) Section Depth (ft)
103.00 3.00
102.50 2.50
102.00 2.00
101.50 1.50
10.217 cfs / \
Prop. A-1 _‘r\ \
101.00 \ 1.00
100.50 \ / 0.50
100.00 0.00
6.547 cfs /
(Ex. offsite) —
(15" RCP full flow)
99.50 — -0.50
0 1 2 3 4

Reach (ft)
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PROJECT SUMMARY
CALCULATION DETAILS

+ LOADING = HS20/HS25

+ APPROX. LINEAR FOOTAGE = 621 LF

STORAGE SUMMARY

= STORAGE VOLUME REQUIRED = 17,400 CF
» PIPE STORAGE VOLUME = 17,558 CF

* BACKFILL STORAGE VOLUME = 0 CF

» TOTAL STORAGE PROVIDED = 17,558 CF

PIPE DETAILS

* DIAMETER = 72"

- CORRUGATION = 5x1

- GAGE = 16

= COATING = ALT2

* WALL TYPE = SOLID

* BARREL SPACING = 36"

BACKEFILL DETAILS

* WIDTH AT ENDS = 12"
+ ABOVE PIPE = 0"

- WIDTH AT SIDES = 12"
- BELOW PIPE = 0"

NOTES

* ALL RISER AND STUB DIMENSIONS ARE TO
CENTERLINE. ALL ELEVATIONS, DIMENSIONS, AND
LOCATIONS OF RISERS AND INLETS, SHALL BE
VERIFIED BY THE ENGINEER OF RECORD PRIOR TO
RELEASING FOR FABRICATION.

* ALL FITTINGS AND REINFORCEMENT COMPLY WITH
ASTM A998

« ALL RISERS AND STUBS ARE NNNW._ X A\m.. CORRUGATION
AND 16 GAGE UNLESS OTHERWISE NOTED.

* RISERS TO BE FIELD TRIMMED TO GRADE.

* QUANTITY OF PIPE SHOWN DOES NOT PROVIDE
EXTRA PIPE FOR CONNECTING THE SYSTEM TO
EXISTING PIPE OR DRAINAGE STRUCTURES. OUR
SYSTEM AS DETAILED PROVIDES NOMINAL INLET
AND/OR OUTLET PIPE STUB FOR CONNECTION TO
EXISTING DRAINAGE FACILITIES. IF ADDITIONAL PIPE
IS NEEDED IT IS THE RESPONSIBILITY OF THE
CONTRACTOR.

« BAND TYPE TO BE DETERMINED UPON FINAL DESIGN.

* THE PROJECT SUMMARY IS REFLECTIVE OF THE
DYODS DESIGN, QUANTITIES ARE APPROX. AND
SHOULD BE VERIFIED UPON FINAL DESIGN AND
APPROVAL. FOR EXAMPLE, TOTAL EXCAVATION DOES
NOT CONSIDER ALL VARIABLES SUCH AS SHORING
AND ONLY ACCOUNTS FOR MATERIAL WITHIN THE
ESTIMATED EXCAVATION FOOTPRINT.

* THESE DRAWINGS ARE FOR CONCEPTUAL PURPOSES
AND DO NOT REFLECT ANY LOCAL PREFERENCES OR
REGULATIONS. PLEASE CONTACT YOUR LOCAL
CONTECH REP FOR MODIFICATIONS.
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PROJECT SUMMARY
CALCULATION DETAILS

+ LOADING = HS20/HS25

+ APPROX. LINEAR FOOTAGE = 629 LF

STORAGE SUMMARY

= STORAGE VOLUME REQUIRED = 17,750 CF
» PIPE STORAGE VOLUME = 17,785 CF

* BACKFILL STORAGE VOLUME = 0 CF

» TOTAL STORAGE PROVIDED = 17,785 CF

PIPE DETAILS

* DIAMETER = 72"

- CORRUGATION = 5x1

- GAGE = 16

= COATING = ALT2

* WALL TYPE = SOLID

* BARREL SPACING = 36"

BACKEFILL DETAILS

* WIDTH AT ENDS = 24"
+ ABOVE PIPE = 0"

= WIDTH AT SIDES = 24"
- BELOW PIPE = 0"

NOTES

* ALL RISER AND STUB DIMENSIONS ARE TO
CENTERLINE. ALL ELEVATIONS, DIMENSIONS, AND
LOCATIONS OF RISERS AND INLETS, SHALL BE
VERIFIED BY THE ENGINEER OF RECORD PRIOR TO
RELEASING FOR FABRICATION.

* ALL FITTINGS AND REINFORCEMENT COMPLY WITH
ASTM A998

« ALL RISERS AND STUBS ARE NNNW._ X A\m.. CORRUGATION
AND 16 GAGE UNLESS OTHERWISE NOTED.

* RISERS TO BE FIELD TRIMMED TO GRADE.

* QUANTITY OF PIPE SHOWN DOES NOT PROVIDE
EXTRA PIPE FOR CONNECTING THE SYSTEM TO
EXISTING PIPE OR DRAINAGE STRUCTURES. OUR
SYSTEM AS DETAILED PROVIDES NOMINAL INLET
AND/OR OUTLET PIPE STUB FOR CONNECTION TO
EXISTING DRAINAGE FACILITIES. IF ADDITIONAL PIPE
IS NEEDED IT IS THE RESPONSIBILITY OF THE
CONTRACTOR.

« BAND TYPE TO BE DETERMINED UPON FINAL DESIGN.

* THE PROJECT SUMMARY IS REFLECTIVE OF THE
DYODS DESIGN, QUANTITIES ARE APPROX. AND
SHOULD BE VERIFIED UPON FINAL DESIGN AND
APPROVAL. FOR EXAMPLE, TOTAL EXCAVATION DOES
NOT CONSIDER ALL VARIABLES SUCH AS SHORING
AND ONLY ACCOUNTS FOR MATERIAL WITHIN THE
ESTIMATED EXCAVATION FOOTPRINT.

* THESE DRAWINGS ARE FOR CONCEPTUAL PURPOSES
AND DO NOT REFLECT ANY LOCAL PREFERENCES OR
REGULATIONS. PLEASE CONTACT YOUR LOCAL
CONTECH REP FOR MODIFICATIONS.
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TABLE 1:
MIN. | CORR.
DIAMETER, D | coVER | PROFILE
6"-10" 12" 11/2" x 1/4"
12"48" 12" 223" x1/2"
>48"-96" 12" 3" x1" 5" x 1"
>06" D/8 3"x1", 5" x 1"

COVER DEPTH
SEE TABLE 1)

(FOR MIN. COVER, —

STRUCTURAL BACKFILL MUST EXTEND TO
LIMITS OF THE TABLE

TOTAL HEIGHT OF COMPACTED COVER FOR
CONVENTIONAL HIGHWAY LOADS IS MEASURED
FROM TOP OF PIPE TO BOTTOM OF FLEXIBLE

PAVEMENT OR TOP OF RIGID PAVEMENT

ULTRAFLO ALSO AVAILABLE FOR SIZES 18" - 120"

WITH 3/4"x 3/4"x 7 1/2" CORRUGATION

PRDLDEDED D ©

TABLE 2: SOLID STANDARD

X

SITE ENGINEER.

A ABOVE DETAIL ISA
/\\\ RECOMMENDATION. CONSULT

DN ND
KKK
A

TRENCH

EMBANKMENT FOR ADDITIONAL INFORMATION.

@m__.r ENVELOPE

MINIMUM WIDTH DEPENDS ON SITE CONDITIONS AND ENGINEERING JUDGEMENT

CMP DETENTION AND CMP DRAINAGE STANDARD BACKFILL SPECIFICATIONS

MATERIAL LOCATION

MATERIAL SPECIFICATION

DESCRIPTION

FILL ENVELOPE WIDTH

PER ENGINEER OF RECORD

MINIMUM TRENCH WIDTH MUST ALLOW ROOM FOR PROPER COMPACTION OF
HAUNCH MATERIALS UNDER THE PIPE.
THE SUGGESTED MINIMUM TRENCH WIDTH, OR EOR RECOMMENDATION:
PIPE=12" D+ 16"
PIPE > 12": 15D + 12"

MINIMUM EMBANKMENT WIDTH (IN FEET) FOR INITIAL FILL ENVELOPE:
PIPE < 24": 3.0D
PIPE 24" - 144" D + 4'0"
PIPE > 144": D + 100"

FOUNDATION

AASHTO 26.5.2 OR PER ENGINEER OF RECORD

PRIOR TO PLACING THE BEDDING, THE FOUNDATION MUST BE CONSTRUCTED TO A UNIFORM AND STABLE GRADE. IN THE EVENT THAT UNSUITABLE
FOUNDATION MATERIALS ARE ENCOUNTERED DURING EXCAVATION, THEY SHALL BE REMOVED AND FOUNDATION BROUGHT BACK TO GRADE WITH AFILL
MATERIAL APPROVED BY THE ENGINEER OF RECORD.

BEDDING

AASHTO M 43: 3, 357, 4, 467, 5, 56, 57
(APPROVED REGIONAL EQUIVALENTS INCLUDE CA-7)

ENGINEER OF RECORD TO DETERMINE IF BEDDING IS REQUIRED. PIPE MAY BE PLACED ON THE TRENCH BOTTOM OF A RELATIVELY LOOSE, NATIVE SUITABLE
WELL GRADED GRANULAR MATERIAL THAT IS ROUGHLY SHAPED TO FIT THE BOTTOM OF THE PIPE, 2" MIN DEPTH. THE BEDDING MATERIAL MAY BE SUITABLE
FOUNDATION SOILS CONFORMING TO AASHTO SOIL CLASSIFICATIONS A1, A2, OR A3 WITH MAXIMUM PARTICLE SIZE OF 3" PER AASHTO 26.3.8.1

CORRUGATED METAL PIPE

CRITICAL BACKFILL

AASHTO M 145: A-1, A-2,A-3

BACKFILL

AASHTO M 145: A-1, A-2, A-3

HAUNCH ZONE MATERIAL SHALL BE HAND SHOVELED OR SHOVEL SLICED INTO PLACE TO ALLOW FOR PROPER COMPACTION WITHOUT SOFT SPOTS.
BACKFILL SHALL BE PLACED IN 8" +/- LOOSE LIFTS AND COMPACTED TO 90% STANDARD PROCTOR PER AASHTO T 99. BACKFILL SHALL BE PLACED SUCH THAT
THERE IS NO MORE THAN A THREE LIFT (24") DIFFERENTIAL BETWEEN ANY OF THE PIPES AT ANY TIME DURING THE BACKFILL PROCESS. THE BACKFILL
SHOULD BE ADVANCED ALONG THE LENGTH OF THE SYSTEM TO AVOID DIFFERENTIAL LOADING. WELL
GRADED GRANULAR MATERIAL WHICH MAY CONTAIN SMALL AMOUNTS OF SILT OR CLAY AND MAXIMUM PARTICLE SIZE OF 3" (PER AASHTO 26.3.8.1 AND
12.4-1.3)

COVER MATERIAL

UP TO MIN. COVER - SEE 5AAND 5B ABOVE
ABOVE MIN. COVER - PER ENGINEER OF RECORD

COVER MATERIAL MAY INCLUDE NON-BITUMINOUS, GRANULAR ROAD BASE MATERIAL WITHIN MIN COVER LIMITS

RIGID OR FLEXIBLE PAVEMENT (IF

PER ENGINEER OF RECORD

FLEXIBLE PAVEMENT SHOULD NOT BE COUNTED AS PART OF THE FILL HEIGHT OVER THE CMP. FINAL BACKFILL MATERIAL SELECTION AND COMPACTION

APPLICABLE) REQUIREMENTS SHALL FOLLOW THE PROJECT PLANS AND SPECIFICATIONS PER THE ENGINEER OF RECORD.
OPTIONAL SIDE GEOTEXTILE NONE GEOTEXTILE LAYER IS RECOMMENDED ON SIDES OF EXCAVATION TO PREVENT SOIL MIGRATION.
OPTIONAL GEOTEXTILE BETWEEN NONE IF SOIL TYPES DIFFER AT ANY POINT ABOVE PIPE INVERT, A GEOTEXTILE LAYER IS RECOMMENDED TO BE PLACED BETWEEN THE LAYERS TO PREVENT SOIL

LAYERS

MIGRATION.

NOTES:
FOR MULTIPLE BARREL INSTALLATIONS, THE RECOMMENDED STANDARD SPACING BETWEEN PARALLEL PIPE RUNS SHALL BE THE PIPE DIAMETER /2 BUT NO LESS THAN 12" FOR DIAMETERS <72". FOR 72" AND LARGER DIAMETERS, THE MINIMUM
SPACING IS 36". CONTACT YOUR CONTECH REPRESENTATIVE FOR NONSTANDARD SPACING.

APPROVED REGIONAL EQUIVALENTS FOR SECTION 5A INCLUDE CA-7, CODOT #67, MIDOT 2G, 34G, OR 21AA STONE OR GRAVEL,; #8; #57; MIDOT 8A, 2G, 3G, 34G.

MANUFACTURER RECOMMENDED BACKFILL

NOT TO SCALE

3. BACKFILL USING CONTROLLED LOW-STRENGTH MATERIAL
(CLSM, "FLASH FILL" OR "FLOWABLE FILL") MAY BE USED WHEN
THE SPACING BETWEEN THE PIPES WILL NOT ALLOW FOR
PLACEMENT AND ADEQUATE COMPACTION OF THE BACKFILL.
CONTACT CONTECH FOR FURTHER EVALUATION.

< N
NN, NN GEOTECHNICAL EOR FOR PROJECT
R R RESULT FROM A CHANGE IN THE SURROUNDING
DL > SPECIFIC BACKFILL REQUIREMENTS. | - gNy|RONMENT OVER A PERIOD OF TIME. PLEASE REFER TO

THE CORRUGATED METAL PIPE DETENTION DESIGN GUIDE

: o RN
o o . KRR
IN GEOGRAPHIES WITH ', " » /X /%7 INSTALLATION NOTES
. — SALTING. SEE NN
.. /" INSTALLATION NOTE 4 KK 1. WHEN PLACING THE FIRST LIFTS OF BACKFILL IT IS
L R N IMPORTANT TO MAKE SURE THAT THE BACKFILL IS PROPERLY

KK COMPACTED UNDER AND AROUND THE PIPE HAUNCHES.
N
///\\\///\ 2. OTHERALTERNATE BACKFILL MATERIAL MAY BE ALLOWED
///\// DEPENDING ON SITE SPECIFIC CONDITICNS, AS APPROVED BY

4. IF SALTING AGENTS FOR SNOW AND ICE REMOVAL ARE USED
ON OR NEAR THE PROJECT, A GEOMEMBRANE BARRIER IS
RECOMMENDED OVER THE UPPER HALF OF THE PIPE. THE
GEOMEMBRANE LINER IS INTENDED TO HELP PROTECT THE
SYSTEM FROM THE POTENTIAL ADVERSE EFFECTS THAT MAY

S provesd
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TEMPORARY COVERFOR
CONSTRUCTION LOADS

HEIGHT

OF
COVER

]

FINISHED
GRADE

14

CONSTRUCTION LOADS

FOR TEMPORARY CONSTRUCTION VEHICLE LOADS, AN EXTRAAMOUNT OF COMPACTED COVER MAY BE REQUIRED OVER

THE TOP OF THE PIPE. THE HEIGHT-OF-COVER SHALL MEET THE MINIMUM REQUIREMENTS SHOWN IN THE TABLE BELOW.
THE USE OF HEAVY CONSTRUCTION EQUIPMENT NECESSITATES GREATER PROTECTION FOR THE PIPE THAN FINISHED

GRADE COVER MINIMUMS FOR NORMAL HIGHWAY TRAFFIC.

PIPE SPAN, AXLE LOADS (kips)
INCHES 1850 | 5075 | 75-110 | 110-150
MINIMUM COVER (FT)
12-42 20 25 30 3.0
48-72 3.0 3.0 35 4.0
78-120 3.0 35 40 40 BA
126-144 35 4.0 45 45

*MINIMUM COVER MAY VARY, DEPENDING ON LOCAL CONDITIONS.

THE CONTRACTOR MUST PROVIDE THE ADDITIONAL

COVER REQUIRED TO AVOID DAMAGE TO THE PIPE. MINIMUM COVER IS MEASURED FROM THE TOP OF THE PIPE TO
THE TOP OF THE MAINTAINED CONSTRUCTION ROADWAY SURFACE.

CONSTRUCTION LOADING DIAGRAM

SCALE: N.T.S.

OPENING IN
PROTECTION

SPECIFICATION FOR DESIGNED DETENTION SYSTEM

SCOPE
THIS SPECIFICATION COVERS THE MANUFACTURE AND INSTALLATION OF
THE DESIGNED DETENTION SYSTEM DETAILED IN THE PROJECT PLANS.

MATERIAL
THE MATERIAL SHALL CONFORM TO THE APPLICABLE REQUIREMENTS
LISTED BELOW:

ALUMINIZED TYPE 2 STEEL COILS SHALL CONFORM TO THE
REQUIREMENTS OF AASHTO M-274 OR ASTM A-92.

THE GALVANIZED STEEL COILS SHALL CONFORM TO THE
REQUIREMENTS OF AASHTO M-218 OR ASTM A-929.

THE POLYMER COATED STEEL COILS SHALL CONFORM TO THE
REQUIREMENTS OF AASHTO M-246 ORASTM A-742.

THE ALUMINUM COILS SHALL CONFORM TO THE APPLICABLE
OF AASHTO M-197 OR ASTM B-744.

CONSTRUCTION LOADS
CONSTRUCTION LOADS MAY BE HIGHER THAN FINAL LOADS. FOLLOW THE
MANUFACTURER'S OR NCSPA GUIDELINES.

NOTE

THESE DRAWINGS ARE FOR CONCEPTUAL
PURPOSES AND DO NOT REFLECT ANY LOCAL
PREFERENCES OR REGULATIONS. PLEASE
CONTACT YOUR LOCAL CONTECH REP FOR
MODIFICATIONS,

PIPE
THE PIPE SHALL BE MANUFACTURED IN ACCORDANCE TO THE APPLICABLE
REQUIREMENTS LISTED BELOW:

ALUMINIZED TYPE 2: AASHTO M-36 OR ASTM A-760
GALVANIZED: AASHTO M-36 OR ASTM A-760
AFFQLCMERE COATED: AASHTO M-245 OR ASTM A-762

ALUMINUM: AASHTO M-196 OR ASTM B-745
APPLICABLE
HANDLING AND ASSEMBLY
SHALL BE IN ACCORDANCE WITH NCSP'S (NATIONAL CORRUGATED STEEL
ARRBIEABBDCIATION) FOR ALUMINIZED TYPE 2, GALVANIZED OR POLYMER
COATED STEEL. SHALL BE INACCORDANCE WITH THE MANUFACTURER'S
RECOMMENDATIONS FOR ALUMINUM PIPE.
REQUIREMENTS
INSTALLATION
SHALL BE IN ACCORDANCE WITH AASHTO STANDARD SPECIFICATIONS FOR
HIGHWAY BRIDGES, SECTION 26, DIVISION Il DIVISION Il OR ASTM A-798 (FOR
ALUMINIZED TYPE 2, GALVANIZED OR POLYMER COATED STEEL) ORASTM
B-788 (FOR ALUMINUM PIPE) AND IN CONFORMANCE WITH THE PROJECT
PLANS AND SPECIFICATIONS. IF THERE ARE ANY INCONSISTENCIES OR
CONFLICTS THE CONTRACTOR SHOULD DISCUSS AND RESOLVE WITH THE
SITE ENGINEER.

IT IS ALWAYS THE RESPONSIBILITY OF THE CONTRACTOR TO FOLLOW OSHA
GUIDELINES FOR SAFE PRACTICES.

GASKET MATERIAL
SUFFICIENT TO PREVENT
SLAB FROM BEARING ON

RISER TO BE PROVIDED BY

#4 DIAGONAL TRIM

A
ACCESS CASTING TO BE
PROVIDED AND INSTALLED
BY CONTRACTOR.

|

@ CMP|RISER

CONTRACTOR. oB t

SECTION VIEW

o

R (TYP. 4 PLACES),
SEE NOTE 7.

SLAB FOR
CASTING

INTERRUPTED BAR
REPLACEMENT, SEE
NOTE 6.

STANDARD
REINFORCING,
SEE TABLE

ROUND OPTION PLAN VIEW

NOTES:

N

DESIGN LOAD HS25,

@

EARTH COVER = 1' MAX.

~

. CONCRETE STRENGTH = 3,500 psi

o

=3

REINFORCING TABLE

. DESIGN IN ACCORDANCE WITH AASHTO, 17th EDITION

. REINFORCING STEEL = ASTM A615, GRADE 60.

. PROVIDE ADDITIONAL REINFORCING AROUND

OPENINGS EQUAL TO THE BARS INTERRUPTED,
HALF EACH SIDE. ADDITIONAL BARS TO BE IN

THE SAME PLANE.

2 CMP **BEARING
RISER A zB REINFORCING PRESSURE
(PSF)
N o on 26 #5 @ 12" OCEW 2,410
x4 #5 @ 12" OCEW 1,780
30 246" 3 #5 @ 12" OCEW 2,120
46" X 46" #5 @ 12" OCEW 1,530
4 3 ¢5 51 g #5@ 10" OCEW 1,890
= X5 #5 @ 10" OCEW 1,350
W @ o C56" 56| #5 @ 10" OCEW 1,720
=a X 56" #5 @ 9" OCEW 1,210
o
o 48" @6 6 50 #5 @ 9" OCEW 1,600
= X6 #5 @ 8" OCEW 1,100
** ASSUMED SOIL BEARING CAPACITY
\ A ,
#4 DIAGONAL TRIM - _
BAR (TYP. 4 PLACES), —
SEENOTE 7.
2" COVER
(TYP) =
v
f 1]
OPENING IN
PROTECTION _| .
SLAB FOR £ I
CASTING
d
STANDARD
REINFORCING B / INTERRUPTED BAR
SEE TABLE REPLACEMENT,
SEE NOTE 6.

SQUARE OPTION PLAN VIEW

7. TRIM OPENING WITH DIAGONAL #4 BARS, EXTEND
BARS A MINIMUM OF 12" BEYOND OPENING, BEND
BARS AS REQUIRED TO MAINTAIN BAR COVER.

©

PROTECTION SLAB AND ALL MATERIALS TO BE
PROVIDED AND INSTALLED BY CONTRACTOR.

©

DETAIL DESIGN BY DELTA ENGINEERING, BINGHAMTON, NY.

MANHOLE CAP DETAIL
SCALE: N.T.S.

S provesd
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CMP DETENTION INSTALLATION GUIDE

PROPER INSTALLATION OF A FLEXIBLE UNDERGROUND DETENTION SYSTEM
WILL ENSURE LONG-TERM PERFORMANCE. THE CONFIGURATION OF THESE
SYSTEMS OFTEN REQUIRES SPECIAL CONSTRUCTION PRACTICES THAT
DIFFER FROM CONVENTIONAL FLEXIBLE PIPE CONSTRUCTION. CONTECH
ENGINEERED SOLUTIONS STRONGLY SUGGESTS SCHEDULING A
PRE-CONSTRUCTION MEETING WITH YOUR LOCAL SALES ENGINEER TO
DETERMINE IF ADDITIONAL MEASURES, NOT COVERED IN THIS GUIDE, ARE
APPROPRIATE FOR YOUR SITE.

FOUNDATION

CONSTRUCT A FOUNDATION THAT CAN SUPPORT THE DESIGN LOADING
APPLIED BY THE PIPE AND ADJACENT BACKFILL WEIGHT AS WELL AS MAINTAIN
ITS INTEGRITY DURING CONSTRUCTION.

IF SOFT OR UNSUITABLE SOILS ARE ENCOUNTERED, REMOVE THE POOR SOILS

DOWN TO A SUITABLE DEPTH AND THEN BUILD UP TO THE APPROPRIATE
ELEVATION WITH A COMPETENT BACKFILL MATERIAL. THE STRUCTURAL FILL
MATERIAL GRADATION SHOULD NOT ALLOW THE MIGRATION OF FINES, WHICH
CAN CAUSE SETTLEMENT OF THE DETENTION SYSTEM OR PAVEMENT ABOVE.
IF THE STRUCTURAL FILL MATERIAL IS NOT COMPATIBLE WITH THE
UNDERLYING SOILS AN ENGINEERING FABRIC SHOULD BE USED AS A
SEPARATOR. IN SOME CASES, USING A STIFF REINFORCING GEOGRID
REDUCES OVER EXCAVATION AND REPLACEMENT FILL QUANTITIES.

COVER
GEOGRID WASN'T USED
72,

<

GEOGRID USED TO REDUCE
THE AMOUNT OF UNDERCUT

BACKFILL

R
ESHS evmanarent

o
N/

UNDERCUT AND REPLACE

UNSUITABLE SOILS

GRADE THE FOUNDATION SUBGRADE TO A UNIFORM OR SLIGHTLY SLOPING
GRADE. IF THE SUBGRADE IS CLAY OR RELATIVELY NON-POROUS AND THE
CONSTRUCTION SEQUENCE WILL LAST FOR AN EXTENDED PERIOD OF TIME,
IT IS BEST TO SLOPE THE GRADE TO ONE END OF THE SYSTEM. THIS WILL
ALLOW EXCESS WATER TO DRAIN QUICKLY, PREVENTING SATURATION OF THE
SUBGRADE.

GEOMEMBRANE BARRIER

THE RESISTIVITY OF A PROJECT SITE MAY CHANGE OVER TIME DUE TO THE USE

OF VARIOUS SALTING, DE-ICING, AND AGRICULTURAL AGENTS APPLIED ON OR
NEAR THE AREA. TO MITIGATE THE POTENTIAL IMPACT OF THESE AGENTS, AN
HDPE MEMBRANE LINER WILL BE INSTALLED ON THE CROWN OF EACH PIPE,
CREATING AN IMPERMEABLE BARRIER. THIS MEASURE IS DESIGNED TO

PROTECT THE SYSTEM FROM ENVIRONMENTAL CHANGES THAT COULD LEAD TO

PREMATURE CORROSION AND REDUCE THE OVERALL SERVICE LIFE.

20U PE INPERVESBLE

FoR 12055
02 AND >

IN-SITU TRENCH WALL

IF EXCAVATION IS REQUIRED, THE TRENCH WALL NEEDS TO BE CAPABLE OF
SUPPORTING THE LOAD THAT THE PIPE SHEDS AS THE SYSTEM IS LOADED. IF

SOILS ARE NOT CAPABLE OF SUPPORTING THESE LOADS, THE PIPE CAN DEFLECT.

PERFORM A SIMPLE SOIL PRESSURE CHECK USING THE APPLIED LOADS TO
DETERMINE THE LIMITS OF EXCAVATION BEYOND THE SPRING LINE OF THE
OUTER MOST PIPES.

IN MOST CASES THE REQUIREMENTS FOR A SAFE WORK ENVIRONMENT AND

PROPER BACKFILL PLACEMENT AND COMPACTION TAKE CARE OF THIS CONCERN.

BACKFILL - WELL GRADED
3 GRANULAR AND SVALLER

EMBANKMENT
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BEDDING - WELL GRADED
GRANULAR AND SMALLER

(ABOVE AND BELOW
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BACKFILL PLACEMENT

MATERIAL SHALL BE WORKED INTO THE PIPE HAUNCHES BY MEANS OF
SHOVEL-SLICING, RODDING, AIR TAMPER, VIBRATORY ROD, OR OTHER EFFECTIVE
METHODS.

MAXIMUM UNBALANCE LIMITED
TO 2 LIFTS (APPROX. 167

S S AL LRI

S SRS SRR
N N NI
IRRYRLRRIRRIILRIRRIIRIR

8" LOOSE LIFTS BEDDING

IF AASHTO T99 PROCEDURES ARE DETERMINED INFEASIBLE BY THE
GEOTECHNICAL ENGINEER OF RECORD, COMPACTION IS CONSIDERED
ADEQUATE WHEN NO FURTHER YIELDING OF THE MATERIAL IS OBSERVED
UNDER THE COMPACTOR, OR UNDER FOOT, AND THE GEOTECHNICAL
ENGINEER OF RECORD (OR REPRESENTATIVE THEREOF) IS SATISFIED WITH
THE LEVEL OF COMPACTION.

FOR LARGE SYSTEMS, CONVEYOR SYSTEMS, BACKHOES WITH LONG
REACHES OR DRAGLINES WITH STONE BUCKETS MAY BE USED TO PLACE
BACKFILL. ONCE MINIMUM COVER FOR CONSTRUCTION LOADING ACROSS
THE ENTIRE WIDTH OF THE SYSTEM IS REACHED, ADVANCE THE EQUIPMENT
TO THE END OF THE RECENTLY PLACED FILL, AND BEGIN THE SEQUENCE
AGAIN UNTIL THE SYSTEM IS COMPLETELY BACKFILLED. THIS TYPE OF
CONSTRUCTION SEQUENCE PROVIDES ROOM FOR STOCKPILED BACKFILL
DIRECTLY BEHIND THE BACKHOE, AS WELL AS THE MOVEMENT OF
CONSTRUCTION TRAFFIC. MATERIAL STOCKPILES ON TOP OF THE

BACKFILLED DETENTION SYSTEM SHOULD BE LIMITED TO 8- TO 10-FEET HIGH

AND MUST PROVIDE BALANCED LOADING ACROSS ALL BARRELS. TO
DETERMINE THE PROPER COVER OVER THE PIPES TO ALLOW THE

MOVEMENT OF CONSTRUCTION EQUIPMENT SEE TABLE 1, OR CONTACT YOUR

LOCAL CONTECH SALES ENGINEER.

TYPICAL BACKFILL SEQUENCE

X GEOTEXTILE SEPARATION

BEDDING) WITH UNIFORMLY
GRADED BEDDING LAYER.

WHEN FLOWABLE FILL IS USED, YOU MUST PREVENT PIPE FLOATATION.
TYPICALLY, SMALL LIFTS ARE PLACED BETWEEN THE PIPES AND THEN
ALLOWED TO SET-UP PRIOR TO THE PLACEMENT OF THE NEXT LIFT. THE
ALLOWABLE THICKNESS OF THE CLSM LIFT IS A FUNCTION OF A PROPER
BALANCE BETWEEN THE UPLIFT FORCE OF THE CLSM, THE OPPOSING
WEIGHT OF THE PIPE, AND THE EFFECT OF OTHER RESTRAINING
MEASURES. THE PIPE CAN CARRY LIMITED FLUID PRESSURE WITHOUT
PIPE DISTORTION OR DISPLACEMENT, WHICH ALSO AFFECTS THE CLSM
LIFT THICKNESS. YOUR LOCAL CONTECH SALES ENGINEER CAN HELP
DETERMINE THE PROPER LIFT THICKNESS

STAGE POURS AS REQUIRED TO
CONTROL FLOATATION AND PIPE
DISTORTION/DISPLACEMENT
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'WEIGHTED PIPE WITH MOBILE
CONCRETE BARRIERS

(OR OTHER REMOVABLE WEIGHTS)
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CONSTRUCTION LOADING

TYPICALLY, THE MINIMUM COVER SPECIFIED FOR APROJECT ASSUMES H-20
LIVE LOAD. BECAUSE CONSTRUCTION LOADS OFTEN EXCEED DESIGN LIVE
LOADS, INCREASED TEMPORARY MINIMUM COVER REQUIREMENTS ARE
NECESSARY. SINCE CONSTRUCTION EQUIPMENT VARIES FROM JOB TO JOB,
IT IS BEST TO ADDRESS EQUIPMENT SPECIFIC MINIMUM COVER
REQUIREMENTS WITH YOUR LOCAL CONTECH SALES ENGINEER DURING
YOUR PRE-CONSTRUCTION MEETING

ADDITIONAL CONSIDERATIONS

BECAUSE MOST SYSTEMS ARE CONSTRUCTED BELOW-GRADE, RAINFALL
CAN RAPIDLY FILL THE EXCAVATION; POTENTIALLY CAUSING FLOATATION
AND MOVEMENT OF THE PREVIOUSLY PLACED PIPES. TO HELP MITIGATE
POTENTIAL PROBLEMS, IT IS BEST TO START THE INSTALLATION AT THE
DOWNSTREAM END WITH THE OUTLET ALREADY CONSTRUCTED TO ALLOW
A ROUTE FOR THE WATER TO ESCAPE. TEMPORARY DIVERSION MEASURES
MAY BE REQUIRED FOR HIGH FLOWS DUE TO THE RESTRICTED NATURE OF
THE OUTLET PIPE.

CATCHBASIN
INLET

WATER —___ PAVED PARKING LOT

WATER ELEVATION IN
DETENTION SYSTEM

FINISHED FUNCTIONING SYSTEM

L— ouTLET CoNTROL

CMP DETENTION SYSTEM INSPECTION AND
MAINTENANCE

UNDERGROUND STORMWATER DETENTION AND INFILTRATION SYSTEMS MUST
BE INSPECTED AND MAINTAINED AT REGULAR INTERVALS FOR PURPOSES OF
PERFORMANCE AND LONGEVITY.

INSPECTION

INSPECTION IS THE KEY TO EFFECTIVE MAINTENANCE OF CMP DETENTION
SYSTEMS AND IS EASILY PERFORMED. CONTECH RECOMMENDS ONGOING,
ANNUAL INSPECTIONS. SITES WITH HIGH TRASH LOAD OR SMALL QUTLET
CONTROL ORIFICES MAY NEED MORE FREQUENT INSPECTIONS. THE RATE AT
WHICH THE SYSTEM COLLECTS POLLUTANTS WILL DEPEND MORE ON SITE
SPECIFIC ACTIVITIES RATHER THAN THE SIZE OR CONFIGURATION OF THE
SYSTEM.

INSPECTIONS SHOULD BE PERFORMED MORE OFTEN IN EQUIPMENT
WASHDOWN AREAS, IN CLIMATES WHERE SANDING AND/OR SALTING
OPERATIONS TAKE PLACE, AND IN OTHER VARIOUS INSTANCES IN WHICH ONE
WOULD EXPECT HIGHER ACCUMULATIONS OF SEDIMENT OR ABRASIVE/
CORROSIVE CONDITIONS. ARECORD OF EACH INSPECTION IS TO BE
MAINTAINED FOR THE LIFE OF THE SYSTEM

MAINTENANCE

CMP DETENTION SYSTEMS SHOULD BE CLEANED WHEN AN INSPECTION
REVEALS ACCUMULATED SEDIMENT OR TRASH IS CLOGGING THE DISCHARGE
ORIFICE.

ACCUMULATED SEDIMENT AND TRASH CAN TYPICALLY BE EVACUATED
THROUGH THE MANHOLE OVER THE QUTLET ORIFICE. IF MAINTENANCE IS NOT
PERFORMED AS RECOMMENDED, SEDIMENT AND TRASH MAY ACCUMULATE IN
FRONT OF THE OUTLET ORIFICE. MANHOLE COVERS SHOULD BE SECURELY
SEATED FOLLOWING CLEANING ACTIVITIES. CONTECH SUGGESTS THAT ALL
SYSTEMS BE DESIGNED WITH AN ACCESS/INSPECTION MANHOLE SITUATED AT
OR NEAR THE INLET AND THE OUTLET ORIFICE. SHOULD IT BE NECESSARY TO
GET INSIDE THE SYSTEM TO PERFORM MAINTENANCE ACTIVITIES, ALL
APPROPRIATE PRECAUTIONS REGARDING CONFINED SPACE ENTRY AND OSHA
REGULATIONS SHOULD BE FOLLOWED.

ANNUAL INSPECTIONS ARE BEST PRACTICE FOR ALL UNDERGROUND SYSTEMS.
DURING THIS INSPECTION, IF EVIDENCE OF SALTING/DE-ICING AGENTS IS
OBSERVED WITHIN THE SYSTEM, IT IS BEST PRACTICE FOR THE SYSTEM TO BE
RINSED, INCLUDING ABOVE THE SPRING LINE SOON AFTER THE SPRING THAW
AS PART OF THE MAINTENANCE PROGRAM FOR THE SYSTEM.

MAINTAINING AN UNDERGROUND DETENTION OR INFILTRATION SYSTEM IS
EASIEST WHEN THERE IS NO FLOW ENTERING THE SYSTEM. FOCR THIS
REASON, IT ISA GOOD IDEA TO SCHEDULE THE CLEANOUT DURING DRY
WEATHER.

THE FOREGOING INSPECTION AND MAINTENANCE EFFORTS HELP ENSURE
UNDERGROUND PIPE SYSTEMS USED FOR STORMWATER STORAGE CONTINUE
TO FUNCTION AS INTENDED BY IDENTIFYING RECOMMENDED REGULAR
INSPECTION AND MAINTENANCE PRACTICES. INSPECTION AND MAINTENANCE
RELATED TO THE STRUCTURAL INTEGRITY OF THE PIPE OR THE SOUNDNESS
OF PIPE JOINT CONNECTIONS IS BEYOND THE SCOPE OF THIS GUIDE
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SITE SPECIFIC DATA

PROJECT NUMBER

194053016

PROJECT NAME

Rosemead Condos

PROJECT LOCATION

Rosemead, CA

STRUCTURE ID

TREATMENT REQUIRED

TREATMENT FLOW (CFS)
PRETREATMENT LOADING RATE (6PM/SF) 2.1 GPM/SF
WETLAND MEDIA LOADING RATE (GPM/SE) 1.0
PEAK BYPASS REQUIRED (CFS) — IF APPLICABLE (CFS)

PIPE DATA IE. MATERIAL DIAMETER
INLET PIPE 1
INLET PIPE 2
OUTLET PIPE

PRETREATMENT | BIOFILTRATION | DISCHARGE

RIM ELEVATION
SURFACE LOAD | PEDESTRIAN
NOTES:

* PRELIMINARY ONLY - NOT FOR CONSTRUCTION

INSTALLATION NOTES

1.

CONTRACTOR TO PROVIDE ALL LABOR, EQUIPMENT, MATERIALS
AND INCIDENTALS REQUIRED TO OFFLOAD AND INSTALL THE
SYSTEM AND APPURTENANCES IN ACCORDANCE WITH THIS
DRAWING AND THE MANUFACTURER'S SPECIFICATIONS, UNLESS
OTHERWISE STATED IN MANUFACTURER'S CONTRACT.

UMIT MUST BE INSTALLED ON LEVEL BASE. MANUFACTURER
RECOMMENDS A MINIMUM 6" LEVEL ROCK BASE UNLESS
SPECIFIED BY THE PROJECT ENGINEER. CONTRACTOR IS
RESPONSIBLE FOR VERIFYING PROJECT ENGINEER'S
RECOMMENDED BASE SPECIFICATIONS.

CONTRACTOR 10 SUPPLY AND INSTALL ALL EXTERNAL
CONNECTING PIPES. ALL PIPES MUST BE FLUSH WITH INSIDE
SURFACE OF CONCRETE (PIPES CANNOT INTRUDE BEYOND
FLUSH). INVERT OF OUTFLOW PIPE MUST BE FLUSH WITH
DISCHARGE CHAMBER FLOOR. ALL PIPES SHALL BE SEALED

WATERTIGHT PER MANUFACTURER'S STANDARD CONNECTION DETAIL.

CONTRACTOR RESPONSIBLE FOR CONTACTING CONTECH FOR
ACTIVATION OF UNIT. MANUFACTURER’S WARRANTY IS VOID
WITHOUT PROPER ACTIVATION BY A CONTECH REPRESENTATIVE.
VERTICAL HEIGHT VARIES BASED ON SITE SPECIFIC
REQUIREMENTS.

WETLANDMEDIA~]

LEFT END VIEW

VERTICAL
&0 " UNDERDRAN
PATENTED~ MANIFOLD
PATENTED VEGETATION~—_
VOID AREA PLANT
ESTABLISHMENT
MEDA
S
PRE-FILTER~
CARTRIDGE
OUTLET PIPE
SEE NOTES  CURB INLET DOWN LINE SEE NOTES
PLAN VIEW
 I— RN/FG

T T
| S——————

[———BYPASS OVERFLOW WEIR
|_—FLOW CONTROL RISER

IE our

ELEVATION VIEW

RIGHT END VIEW

PROPRIETARY AND CONFIDENTAL:

THE INFORMATION CONTAINED IN THIS DOCUMENT /S THE SOLE

PROPERTY OF CONTECH AND ITS COMPANIES,  THIS DOCUMENT,

PE At s T 7 et S |NOR ANY PART THEREOF, MAY BE USED, REPRODUCED OR MODIFIED)
rogow AENTS o°  |IN ANY MANNER WITH OUT THE WRITTEN CONSENT OF CONTECH.

CsNTECH

ENGINEERED SOLUTIONS LLC
www.ContechES.com

MWS-L-8-8-V
STORMWATER BIOFILTRATION SYSTEM
STANDARD DETAIL
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