











Mission San Marcos Industrial Park Preliminary Hydrology Report

2 INTRODUCTION

The proposed Mission San Marcos Industrial Park is located north of E Mission Road between Falcon Place
and Mulberry Drive. The proposed development will replace the current industrial site with three new
industrial buildings. The overall site drainage and outlet location are maintained between the existing and
proposed conditions. Existing culverts convey the site and upstream development flows under E Mission
Road to a disturbed riparian forest which ultimately discharges to San Marcos Creek.

FIGURE 2-1 — PROJECT VICINITY

VICINITY MAP

NOT TO SCALE

2.1 PREVIOUS STUDIES

Several studies have been produced for the project site, including a previous conceptual drainage study
for an alternative site plan, an infiltration summary and a preliminary constraints report. These Studies
were reviewed as part of a general site review and utilized in the overall design of the site.

The Infiltration Summary prepared by LGC Geotechnical, Inc. in July 2021 indicated that the site has
extremely low infiltration rates, shallow bedrock and shallow depth to groundwater.

The Preliminary Constraints Report for the Mulberry Drive Drainage Project prepared by Rocks Biological
Consulting in April 2021 provides summary results of a preliminary constraints survey focused on
biological constraints observed on-site.

2.2 EXISTING CONDITIONS AND SITE RECONNAISSANCE

The existing site consists of an undisturbed hill, four industrial buildings, and work yards. The site has an
average slope if 1% except for the hill which has a maximum slope of 2:1. The site sheet flows to inlets
and drainage swales which discharge to an existing 8'x4’ triple reinforced concrete box (RCB) culvert
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FIGURE 2-3 — PRELIMINARY SITE PLAN
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Appendix E:

References:
1.0ff-Site Storm Drain Information

2. Drainage Concept Study of the Industrial site
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1. INTRODUCTION

The subject site consists of approximately 10.83 gross acres of land located in the City of San Marcos,
California. The project site is bounded to the north by an open space area and an existing residential site,
to the east by existing commercial/industrial sites, to the west by existing commercial/industrial sites, and to
the south by East Mission Road. The subjecty property currently consists of four industrial buildings, work
yards, and an undisturbed mound area.

The purpose of this study is to determine the increase in peak storm flow generated from a proposed
industrial development, and to provide a conceptual design of detention system to mitigate the increase
in storm runoff. The area of the subject site is within the jurisdiction of the City of San Marcos, which is within
San Diego County. Therefore, the San Diego County Hydrology Manual is used as a guildance in this study.
This study will analyze and compare the 100-Year storm event for the existing and proposed conditions, and
the outcomes will be used to size the detention system.

The computer program used to perform hydrologic calculations in this study is CivilCadd/Civil Design
Engineering Software. Civil Design’s Rational Method program was used to determine the peak runoffs and
hydrograph for the drainage areas, and the Civil Design’s Flood Hydrograph Routing Program was used o
determine the adequate size of detention system.

2. HYDROLOGIC ANALYSIS

In the existing condition, the subject site is averaging 1% from north to south towards East Mission Road, with
the exception of the undisturbed mound area which has a maximum slope of 2:1. Based on available as-
built drawings, satellite imagery, and topographic data, majority of the onsite drainage is collected by
drainage swales and drain inlets, and discharges directly to the existing 8'x4’ triple reinforece concrete box
culvert near middle of the southern property boundary. A portion of the onsite runoff drains to either the
adjacent properties or East Mission Road (node 102, node 402, and node 502). Refer to Existing Condifion
Rational Method Map in Attachment A for details.

Based on the Infiltration Summary prepared by LGC Geotechnical, Inc., dated July 22,2021, the subject site
has extremely low infiltration rates, shallow bedrock and shallow detph to groundwater. Therefore, it is
recommended against by the geotechnical engineer to implement infiliration facility for the proposed
project.

Approximately 700cfs of offsite runon generated from the northern region of the subject site will not be
included in this study per discussions with the client Caprock Partners. Based upon discucssions with the City
of San Marcos officials, the conveyance system downstream of the subject site is inadequate to convey
the peak storm flow for the master drainage area. This issue is also not a part of this study.
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Drainage Area Acreage (Acres) 100-year Peak Flow (CFS)
A 0.53 1.4
B 8.08 27.0
C 1.67 7.5
D 0.10 0.7
E 0.45 2.8
Total 10.83 39.5

In the proposed condition, the subject site is modeled as an industrial site in order to take the most
conservative approach for impervious area in the hydrologic calculations. Increase in impervious area and
change in site grading will increase the total peak storm flow from 39.5¢fs to 72.0cfs. To mitigate the
increase in peak storm flow, an underground detention basin is proposed near the entrance of the subject
site to detain the additional runoff. The outflow from the detention basin will be restricted by a 27" diameter
orifice and ultimately discharges to the existing 8'x4’ triple reinforced concrete box culvert via a 30"

diameter pipe.

Drainage Area

Acreage (Acres)

100-year Peak Flow (CFS)

A

10.83

72.0

2.2.1 MITIGATED PEAK STORM FLOWS

A 50'Wx100'Lx5"H underground detention system with a 90% porosity is proposed at the entrance of the
subject site fo mitigate the increase in peak storm flow. The inflow to the basin will be the unmitigated peak
flow of a 100-year storm event, and the outflow from the basin will be restricted by a 27" orifice. An 1" initial
depth is assumed in this routing analysis to reservse space for potential water quality needs. Based on the
results, the proposed detention system is able to reduce the peak flow from 72.0 cfs to 37.0 cfs, which is a
2.5 cfs reduction as compared to the existing condition.

Drainage Area Acreage (Acres) Existing (CFS) Propose(céFI:;mgated Delta (CFS)
A 10.83 39.5 37.0 -2.5

3. CONCLUSION

Based upon the analysis performed within this study, the proposed detention system will adequately detain
the increased runoff emanating from the onsite areas of the project in the proposed condition for a
100-year storm event. This will result in no net increase in runoff from the project site as compared to the

existing conditon.
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Attachment A
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	SUMMARY 
	SUMMARY 
	Preliminary engineering services including hydrology, hydraulics and water quality management have been provided for the purpose of securing entitlements for three industrial buildings located on 10.83 acres in the City of San Marcos. The project location is located north of E Mission Road between Falcon Place and Mulberry Drive. 
	Previous studies are summarized as part of this report. Preliminary sizing of the onsite retention and water quality facilities are outlined for the purposes of site planning and identification of required infrastructure. 
	March 2024 
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	INTRODUCTION 
	INTRODUCTION 
	The proposed Mission San Marcos Industrial Park is located north of E Mission Road between Falcon Place and Mulberry Drive. The proposed development will replace the current industrial site with three new industrial buildings. The overall site drainage and outlet location are maintained between the existing and proposed conditions. Existing culverts convey the site and upstream development flows under E Mission Road to a disturbed riparian forest which ultimately discharges to San Marcos Creek. 
	FIGURE 2-1 – PROJECT VICINITY 
	Figure
	2.1 PREVIOUS STUDIES 
	Several studies have been produced for the project site, including a previous conceptual drainage study for an alternative site plan, an infiltration summary and a preliminary constraints report. These Studies were reviewed as part of a general site review and utilized in the overall design of the site. 
	The Infiltration Summary prepared by LGC Geotechnical, Inc. in July 2021 indicated that the site has extremely low infiltration rates, shallow bedrock and shallow depth to groundwater. 
	The Preliminary Constraints Report for the Mulberry Drive Drainage Project prepared by Rocks Biological Consulting in April 2021 provides summary results of a preliminary constraints survey focused on biological constraints observed on-site. 
	2.2 EXISTING CONDITIONS AND SITE RECONNAISSANCE 
	2.2 EXISTING CONDITIONS AND SITE RECONNAISSANCE 
	The existing site consists of an undisturbed hill, four industrial buildings, and work yards. The site has an average slope if 1% except for the hill which has a maximum slope of 2:1. The site sheet flows to inlets and drainage swales which discharge to an existing 8’x4’ triple reinforced concrete box (RCB) culvert 
	Page 2 
	September 2023 
	PreliminaryHydrologyReport Mission San Marcos IndustrialPark 
	located in the middle of the southern boundary of the site near Mission Road as shown in Figure 2-3. The existing site has approximately 6.24 ac of impervious and 3.63 ac of pervious. 
	Offsite flows of approximately 700 cfs are generated from northern developments. The flows are discharged from an energy dissipator, as shown in Figure 2-2, at the northeastern corner of the lot and sheet flow through the site. Flooding onsite has been documented and is attributed to the offsite flows. This project is planning to convey the offsite flows through the eastern edge of the site. It consists of culvert RCBs which would ultimately drain to the existing triple RCB culverts on the project site. The
	FIGURE 2-2 – OFFSITE ENERGY DISSIPATOR 
	Figure
	2.3 PROPOSED IMPROVEMENTS 
	The proposed industrial park will replace the current buildings and work yards with three new industrial buildings. The existing hill in the northwest corner will be maintained as is. A basin located near the southern boundary of the site will treat water quality and the hydromodification flows before ultimately discharging into the public storm drain facilities in E Mission Road. The proposed development will slightly increase the impervious surface to 6.41 acs and 3.46 pervious from 6.24 acs and 3.63 acs 
	March 2024 
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	FIGURE 2-3 – PRELIMINARY SITE PLAN 
	Figure
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	HYDROLOGY 
	The hydrology study was performed for the existing and proposed conditions of the site following the San Diego County Hydrology Manual (SDCHM) (June 2003). Drainage boundaries were identified within the site based off drainage patterns and concentration points, as depicted in the Existing and Proposed Condition Hydrology Maps located in Appendix A of the report. The proposed project has been analyzed to determine the peak runoff flow for 100-year, 6-hour rainfall event using the Rational. The time of concen
	3.1 RATIONAL METHOD 
	As mentioned above, runoff from the project site was calculated for the 100-year, 6-hour storm event. Runoff was calculated using the Rational Method which is given by the following equation: 
	Q=CxIxA 
	Where: 
	Q = Flow rate in cubic feet per second (cfs) C = Runoff coefficient I = Rainfall Intensity in inches per hour (in/hr) A = Drainage basin area in acres, (ac) 
	3.2 RUNOFF COEFFICIENT 
	The Runoff Coefficient, C, for the existing and proposed conditions were selected using Table 3-1 which is included in Appendix B of the SDCHM. The soil type is Type C and D and the existing and proposed site consists of natural and commercial development. Runoff coefficient ranging from 0.30 to 0.85 were applied for the rational method calculation. Mixed land use and soil type subareas use a weighted runoff coefficient. 
	3.3 RAINFALL INTENSITY 
	The 6-hour storm rainfall amount (P6) and the 24-hour storm rainfall amount (P24) were read from the isopluvial maps provided in Appendix B and included in Appendix B of this report. Intensity was calculated using the following equation: 
	-0.645 
	7.44 P
	6 
	D

	I= 
	Where: 
	P6 = adjusted 6-hour storm rainfall amount (see discussion below) D = duration in minutes (use Tc) 
	The Time of Concentration (Tc) is the time required for runoff to flow from the most remote part of the drainage area to the point of interest. Tc was determined following Section 3.1.4 of the SDCHM. 
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	3.4 RESULTS 
	The overall imperviousness of the site slightly increased, approximately 2-3% increase from the existing to the proposed condition, but storm drain created a shorter time of concentration increases the peak flow for the proposed condition. 
	A biofiltration and hydromodification basin is located on the south boundary of the site and will mitigate the flow by 2.33 cfs to below the existing condition. A NRCS hydrograph was created and inputted into Bentley’s PondPack to route the flows and determine the mitigated flowrate. Results of this analysis can be found in Appendix C. 
	TABLE 3-1 – UNMITI100-YEAR PEAK FLOW DATA 
	Condition 
	Condition 
	Condition 
	Area (ac) 
	Unmitigated Peak Flow (cfs) 
	Mitigated Peak Flow (cfs) 

	Existing 
	Existing 
	9.9 
	41.8 
	41.8 

	Proposed 
	Proposed 
	9.9 
	43.97 
	41.6 


	4 WATER QUALITY AND HYDROMODIFICATION 
	The site is located near San Marcos Groundwater Basin, and it is estimated that the depth to the groundwater is approximately 7-feet. Additionally, the soil type for the site is predominately type C and D (low infiltration capacity) so it was determined that infiltration for the site was not feasible. Therefore, a combination of water treatment and water detention was designed to meeting the project’s needs. 
	Located in the south boundary of the site, a two (2) tier basin system was designed. The Storm water enters on the western half of the basin which is a water quality basin that the water will percolate down into a 6” underdrain with a 2” orifice that connects to the eastern half. At the top there is a weir that is designed to store the required treatment volume. The storm water overflows into a detention basin portion of the basin. The basin outlets through a cmp riser with several orifices that vary the fl
	5 HYDRAULIC DESIGN 
	The proposed riser in the biofiltration was assessed to determine that it has capacity to pass the 100-year event without overtopping the basin. The headwater elevation for the riser was calculated using Bentley’s PondPack, Appendix C includes the calculations results. Design of the offsite and onsite facilities will account for the shallow groundwater during final design. 
	6 CONCLUSION 
	DEA engineers performed a hydrology and hydraulics analysis for Mission San Marcos Industrial Park. The results show that the designed mitigation measures the proposed site mitigates proposed conditions flows to be below the existing condition. Flood mitigation measures are achieved through the biofiltration/hydromodification basin and underground storage facilities. 
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	Hydrograph Volume (ac-ft) 
	Time to Peak (min) 
	Peak Flow (ft³/s) 

	Node Summary Label 
	Node Summary Label 
	Scenario 
	Return Event (years) 
	Hydrograph Volume (ac-ft) 
	Time to Peak (min) 
	Peak Flow (ft³/s) 

	Pond Summary Label Scenario 
	Pond Summary Label Scenario 
	Return Event (years) 
	Hydrograph Volume (ac-ft) 
	Time to Peak (min) 
	Peak Flow (ft³/s) 
	Maximum Water Surface Elevation (ft) 
	Maximum Pond Storage (ac-ft) 


	Basin A2 (IN) Basin A2 (OUT) 
	Basin A2 (IN) Basin A2 (OUT) 
	Basin A2 (IN) Basin A2 (OUT) 
	100 Year Storm Event 100 Year Storm Event 
	0 0 
	5.933 5.894 
	72.000 84.000 
	43.97 41.55 
	(N/A) 5.54 
	(N/A) 1.328 
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	Subsection: Read Hydrograph Scenario: 100 Year Storm Event Label: Area A2 
	Peak Discharge 43.97 ft³/s Time to Peak 72.000 min Hydrograph Volume 5.933 ac-ft 
	HYDROGRAPH ORDINATES (ft³/s) Output Time Increment = 7.200 min Time on left represents time for first value in each row. 
	Time Flow Flow Flow Flow Flow (min) (ft³/s) (ft³/s) (ft³/s) (ft³/s) (ft³/s) 
	0.000 36.000 72.000 108.000 144.000 180.000 216.000 252.000 288.000 324.000 360.000 
	0.000 36.000 72.000 108.000 144.000 180.000 216.000 252.000 288.000 324.000 360.000 
	0.000 36.000 72.000 108.000 144.000 180.000 216.000 252.000 288.000 324.000 360.000 
	0.00 21.33 43.97 29.90 12.75 5.94 2.78 1.47 0.98 0.49 0.00 
	1.32 29.02 43.53 25.06 10.99 4.84 2.27 1.37 0.88 0.39 (N/A) 
	4.84 36.06 40.89 20.23 9.23 4.32 1.76 1.27 0.78 0.29 (N/A) 
	8.35 40.89 37.82 17.37 8.13 3.81 1.66 1.17 0.68 0.20 (N/A) 
	13.63 43.53 33.86 14.51 7.04 3.30 1.56 1.07 0.59 0.10 (N/A) 
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	Subsection: Time vs. Elevation Scenario: 100 Year Storm Event Label: Basin A2 (OUT) 
	Time vs. Elevation (ft) 
	Output Time increment = 3.000 min Time on left represents time for first value in each row. 
	Time Elevation Elevation Elevation Elevation Elevation (min) (ft) (ft) (ft) (ft) (ft) 
	0.000 
	0.000 
	0.000 
	0.00 
	0.02 
	0.07 
	0.18 
	0.36 

	15.000 
	15.000 
	0.65 
	1.16 
	3.14 
	3.47 
	3.53 

	30.000 
	30.000 
	3.57 
	3.61 
	3.66 
	3.71 
	3.77 

	45.000 
	45.000 
	3.83 
	3.89 
	3.96 
	4.10 
	4.36 

	60.000 
	60.000 
	4.62 
	4.88 
	5.10 
	5.27 
	5.38 

	75.000 
	75.000 
	5.45 
	5.50 
	5.53 
	5.54 
	5.53 

	90.000 
	90.000 
	5.52 
	5.49 
	5.46 
	5.42 
	5.38 

	105.000 
	105.000 
	5.34 
	5.29 
	5.24 
	5.19 
	5.13 

	120.000 
	120.000 
	5.07 
	5.02 
	4.96 
	4.90 
	4.84 

	135.000 
	135.000 
	4.77 
	4.69 
	4.62 
	4.55 
	4.48 

	150.000 
	150.000 
	4.41 
	4.33 
	4.25 
	4.17 
	4.08 

	165.000 
	165.000 
	4.00 
	3.97 
	3.95 
	3.93 
	3.91 

	180.000 
	180.000 
	3.88 
	3.86 
	3.84 
	3.83 
	3.81 

	195.000 
	195.000 
	3.79 
	3.78 
	3.76 
	3.75 
	3.73 

	210.000 
	210.000 
	3.72 
	3.71 
	3.70 
	3.68 
	3.67 

	225.000 
	225.000 
	3.66 
	3.65 
	3.64 
	3.63 
	3.63 

	240.000 
	240.000 
	3.62 
	3.61 
	3.60 
	3.60 
	3.59 

	255.000 
	255.000 
	3.59 
	3.58 
	3.58 
	3.57 
	3.57 

	270.000 
	270.000 
	3.57 
	3.56 
	3.56 
	3.56 
	3.55 

	285.000 
	285.000 
	3.55 
	3.55 
	3.55 
	3.54 
	3.54 

	300.000 
	300.000 
	3.54 
	3.54 
	3.53 
	3.53 
	3.53 

	315.000 
	315.000 
	3.53 
	3.53 
	3.53 
	3.52 
	3.52 

	330.000 
	330.000 
	3.52 
	3.52 
	3.52 
	3.52 
	3.51 

	345.000 
	345.000 
	3.51 
	3.51 
	3.51 
	3.51 
	3.51 

	360.000 
	360.000 
	3.51 
	3.50 
	3.50 
	3.50 
	3.50 

	375.000 
	375.000 
	3.50 
	3.50 
	3.49 
	3.48 
	3.47 

	390.000 
	390.000 
	3.46 
	3.45 
	3.44 
	3.43 
	3.42 

	405.000 
	405.000 
	3.41 
	3.41 
	3.40 
	3.39 
	3.38 

	420.000 
	420.000 
	3.37 
	3.36 
	3.35 
	3.34 
	3.33 

	435.000 
	435.000 
	3.32 
	3.31 
	3.31 
	3.30 
	3.29 

	450.000 
	450.000 
	3.28 
	3.27 
	3.26 
	3.25 
	3.24 

	465.000 
	465.000 
	3.23 
	3.23 
	3.22 
	3.21 
	3.20 

	480.000 
	480.000 
	3.19 
	3.18 
	3.17 
	3.17 
	3.16 

	495.000 
	495.000 
	3.15 
	3.14 
	3.13 
	3.12 
	3.11 

	510.000 
	510.000 
	3.10 
	3.10 
	3.09 
	3.08 
	3.07 

	525.000 
	525.000 
	3.06 
	3.05 
	3.05 
	3.04 
	3.03 

	540.000 
	540.000 
	3.02 
	3.01 
	3.00 
	2.93 
	2.82 

	555.000 
	555.000 
	2.72 
	2.62 
	2.53 
	2.44 
	2.35 

	570.000 
	570.000 
	2.27 
	2.20 
	2.12 
	2.05 
	1.99 

	585.000 
	585.000 
	1.92 
	1.86 
	1.81 
	1.75 
	1.70 

	600.000 
	600.000 
	1.65 
	1.61 
	1.56 
	1.52 
	1.48 

	615.000 
	615.000 
	1.44 
	1.40 
	1.37 
	1.34 
	1.31 

	630.000 
	630.000 
	1.28 
	1.25 
	1.22 
	1.19 
	1.17 
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	Subsection: Time vs. Elevation Scenario: 100 Year Storm Event Label: Basin A2 (OUT) 
	Time vs. Elevation (ft) 
	Output Time increment = 3.000 min Time on left represents time for first value in each row. 
	Time 
	Time 
	Time 
	Elevation 
	Elevation 
	Elevation 
	Elevation 
	Elevation 

	(min) 
	(min) 
	(ft) 
	(ft) 
	(ft) 
	(ft) 
	(ft) 

	645.000 
	645.000 
	1.15 
	1.12 
	1.10 
	1.08 
	1.06 

	660.000 
	660.000 
	1.05 
	1.03 
	1.01 
	1.00 
	1.00 

	675.000 
	675.000 
	1.00 
	0.99 
	0.99 
	0.99 
	0.99 

	690.000 
	690.000 
	0.99 
	0.98 
	0.98 
	0.98 
	0.98 

	705.000 
	705.000 
	0.98 
	0.97 
	0.97 
	0.97 
	0.97 

	720.000 
	720.000 
	0.97 
	0.97 
	0.96 
	0.96 
	0.96 

	735.000 
	735.000 
	0.96 
	0.96 
	0.95 
	0.95 
	0.95 

	750.000 
	750.000 
	0.95 
	0.95 
	0.95 
	0.94 
	0.94 

	765.000 
	765.000 
	0.94 
	0.94 
	0.94 
	0.93 
	0.93 

	780.000 
	780.000 
	0.93 
	0.93 
	0.93 
	0.93 
	0.92 

	795.000 
	795.000 
	0.92 
	0.92 
	0.92 
	0.92 
	0.91 

	810.000 
	810.000 
	0.91 
	0.91 
	0.91 
	0.91 
	0.91 

	825.000 
	825.000 
	0.90 
	0.90 
	0.90 
	0.90 
	0.90 

	840.000 
	840.000 
	0.90 
	0.89 
	0.89 
	0.89 
	0.89 

	855.000 
	855.000 
	0.89 
	0.89 
	0.88 
	0.88 
	0.88 

	870.000 
	870.000 
	0.88 
	0.88 
	0.88 
	0.87 
	0.87 

	885.000 
	885.000 
	0.87 
	0.87 
	0.87 
	0.86 
	0.86 

	900.000 
	900.000 
	0.86 
	0.86 
	0.86 
	0.86 
	0.86 

	915.000 
	915.000 
	0.85 
	0.85 
	0.85 
	0.85 
	0.85 

	930.000 
	930.000 
	0.85 
	0.84 
	0.84 
	0.84 
	0.84 

	945.000 
	945.000 
	0.84 
	0.84 
	0.83 
	0.83 
	0.83 

	960.000 
	960.000 
	0.83 
	0.83 
	0.83 
	0.82 
	0.82 

	975.000 
	975.000 
	0.82 
	0.82 
	0.82 
	0.82 
	0.81 

	990.000 
	990.000 
	0.81 
	0.81 
	0.81 
	0.81 
	0.81 

	1,005.000 
	1,005.000 
	0.81 
	0.80 
	0.80 
	0.80 
	0.80 

	1,020.000 
	1,020.000 
	0.80 
	0.80 
	0.79 
	0.79 
	0.79 

	1,035.000 
	1,035.000 
	0.79 
	0.79 
	0.79 
	0.79 
	0.78 

	1,050.000 
	1,050.000 
	0.78 
	0.78 
	0.78 
	0.78 
	0.78 

	1,065.000 
	1,065.000 
	0.77 
	0.77 
	0.77 
	0.77 
	0.77 

	1,080.000 
	1,080.000 
	0.77 
	0.77 
	0.76 
	0.76 
	0.76 

	1,095.000 
	1,095.000 
	0.76 
	0.76 
	0.76 
	0.76 
	0.75 

	1,110.000 
	1,110.000 
	0.75 
	0.75 
	0.75 
	0.75 
	0.75 

	1,125.000 
	1,125.000 
	0.75 
	0.74 
	0.74 
	0.74 
	0.74 

	1,140.000 
	1,140.000 
	0.74 
	0.74 
	0.74 
	0.73 
	0.73 

	1,155.000 
	1,155.000 
	0.73 
	0.73 
	0.73 
	0.73 
	0.73 

	1,170.000 
	1,170.000 
	0.72 
	0.72 
	0.72 
	0.72 
	0.72 

	1,185.000 
	1,185.000 
	0.72 
	0.72 
	0.71 
	0.71 
	0.71 

	1,200.000 
	1,200.000 
	0.71 
	0.71 
	0.71 
	0.71 
	0.71 

	1,215.000 
	1,215.000 
	0.70 
	0.70 
	0.70 
	0.70 
	0.70 

	1,230.000 
	1,230.000 
	0.70 
	0.70 
	0.69 
	0.69 
	0.69 

	1,245.000 
	1,245.000 
	0.69 
	0.69 
	0.69 
	0.69 
	0.68 

	1,260.000 
	1,260.000 
	0.68 
	0.68 
	0.68 
	0.68 
	0.68 

	1,275.000 
	1,275.000 
	0.68 
	0.68 
	0.67 
	0.67 
	0.67 


	Bentley Systems, Inc. Haestad Methods Solution 
	Bentley Systems, Inc. Haestad Methods Solution 
	Bentley Systems, Inc. Haestad Methods Solution 
	PondPack CONNECT Edition 

	Basin Routing.ppc 
	Basin Routing.ppc 
	Center 
	[10.02.00.01] 

	3/25/2024 
	3/25/2024 
	27 Siemon Company Drive Suite 200 W 
	Page 6 of 18 

	TR
	Watertown, CT 06795 USA +1-203-755-1666 


	Subsection: Time vs. Elevation Scenario: 100 Year Storm Event Label: Basin A2 (OUT) 
	Time vs. Elevation (ft) 
	Output Time increment = 3.000 min Time on left represents time for first value in each row. 
	Time Elevation Elevation Elevation Elevation Elevation (min) (ft) (ft) (ft) (ft) (ft) 
	1,290.000 1,305.000 1,320.000 1,335.000 1,350.000 1,365.000 1,380.000 1,395.000 1,410.000 1,425.000 1,440.000 
	1,290.000 1,305.000 1,320.000 1,335.000 1,350.000 1,365.000 1,380.000 1,395.000 1,410.000 1,425.000 1,440.000 
	1,290.000 1,305.000 1,320.000 1,335.000 1,350.000 1,365.000 1,380.000 1,395.000 1,410.000 1,425.000 1,440.000 
	0.67 0.66 0.66 0.65 0.65 0.64 0.63 0.63 0.62 0.61 0.61 
	0.67 0.66 0.66 0.65 0.64 0.64 0.63 0.63 0.62 0.61 (N/A) 
	0.67 0.66 0.66 0.65 0.64 0.64 0.63 0.62 0.62 0.61 (N/A) 
	0.67 0.66 0.65 0.65 0.64 0.64 0.63 0.62 0.62 0.61 (N/A) 
	0.67 0.66 0.65 0.65 0.64 0.63 0.63 0.62 0.62 0.61 (N/A) 
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	Subsection: Time vs. Volume Scenario: 100 Year Storm Event Label: Basin A2 
	Time vs. Volume (ac-ft) 
	Output Time increment = 3.000 min Time on left represents time for first value in each row. 
	Time Volume Volume Volume Volume Volume (min) (ac-ft) (ac-ft) (ac-ft) (ac-ft) (ac-ft) 
	0.000 
	0.000 
	0.000 
	0.000 
	0.001 
	0.005 
	0.011 
	0.023 

	15.000 
	15.000 
	0.042 
	0.066 
	0.081 
	0.130 
	0.141 

	30.000 
	30.000 
	0.147 
	0.154 
	0.162 
	0.260 
	0.398 

	45.000 
	45.000 
	0.546 
	0.701 
	0.781 
	0.831 
	0.923 

	60.000 
	60.000 
	1.020 
	1.108 
	1.181 
	1.236 
	1.274 

	75.000 
	75.000 
	1.299 
	1.315 
	1.325 
	1.328 
	1.327 

	90.000 
	90.000 
	1.322 
	1.313 
	1.302 
	1.289 
	1.275 

	105.000 
	105.000 
	1.260 
	1.244 
	1.228 
	1.210 
	1.192 

	120.000 
	120.000 
	1.173 
	1.154 
	1.135 
	1.115 
	1.093 

	135.000 
	135.000 
	1.070 
	1.045 
	1.020 
	0.993 
	0.968 

	150.000 
	150.000 
	0.942 
	0.914 
	0.885 
	0.854 
	0.823 

	165.000 
	165.000 
	0.794 
	0.786 
	0.777 
	0.770 
	0.733 

	180.000 
	180.000 
	0.682 
	0.633 
	0.586 
	0.540 
	0.497 

	195.000 
	195.000 
	0.456 
	0.418 
	0.381 
	0.347 
	0.314 

	210.000 
	210.000 
	0.283 
	0.253 
	0.225 
	0.198 
	0.172 

	225.000 
	225.000 
	0.163 
	0.161 
	0.160 
	0.158 
	0.157 

	240.000 
	240.000 
	0.155 
	0.154 
	0.153 
	0.152 
	0.151 

	255.000 
	255.000 
	0.150 
	0.149 
	0.149 
	0.148 
	0.147 

	270.000 
	270.000 
	0.147 
	0.146 
	0.146 
	0.145 
	0.145 

	285.000 
	285.000 
	0.144 
	0.144 
	0.143 
	0.143 
	0.143 

	300.000 
	300.000 
	0.142 
	0.142 
	0.142 
	0.141 
	0.141 

	315.000 
	315.000 
	0.141 
	0.140 
	0.140 
	0.140 
	0.139 

	330.000 
	330.000 
	0.139 
	0.139 
	0.139 
	0.138 
	0.138 

	345.000 
	345.000 
	0.138 
	0.138 
	0.137 
	0.137 
	0.137 

	360.000 
	360.000 
	0.137 
	0.137 
	0.136 
	0.136 
	0.136 

	375.000 
	375.000 
	0.136 
	0.135 
	0.134 
	0.132 
	0.131 

	390.000 
	390.000 
	0.129 
	0.128 
	0.126 
	0.125 
	0.123 

	405.000 
	405.000 
	0.122 
	0.120 
	0.119 
	0.117 
	0.116 

	420.000 
	420.000 
	0.114 
	0.113 
	0.111 
	0.110 
	0.108 

	435.000 
	435.000 
	0.107 
	0.105 
	0.104 
	0.102 
	0.101 

	450.000 
	450.000 
	0.099 
	0.098 
	0.097 
	0.095 
	0.094 

	465.000 
	465.000 
	0.092 
	0.091 
	0.089 
	0.088 
	0.087 

	480.000 
	480.000 
	0.085 
	0.084 
	0.082 
	0.082 
	0.082 

	495.000 
	495.000 
	0.082 
	0.081 
	0.081 
	0.081 
	0.081 

	510.000 
	510.000 
	0.081 
	0.081 
	0.081 
	0.081 
	0.081 

	525.000 
	525.000 
	0.081 
	0.081 
	0.081 
	0.081 
	0.081 

	540.000 
	540.000 
	0.081 
	0.080 
	0.080 
	0.080 
	0.079 

	555.000 
	555.000 
	0.078 
	0.077 
	0.077 
	0.076 
	0.075 

	570.000 
	570.000 
	0.075 
	0.074 
	0.073 
	0.073 
	0.072 

	585.000 
	585.000 
	0.072 
	0.071 
	0.071 
	0.070 
	0.070 

	600.000 
	600.000 
	0.070 
	0.069 
	0.069 
	0.068 
	0.068 

	615.000 
	615.000 
	0.068 
	0.068 
	0.067 
	0.067 
	0.067 

	630.000 
	630.000 
	0.067 
	0.066 
	0.066 
	0.066 
	0.066 
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	Subsection: Time vs. Volume Scenario: 100 Year Storm Event Label: Basin A2 
	Time vs. Volume (ac-ft) 
	Output Time increment = 3.000 min Time on left represents time for first value in each row. 
	Time 
	Time 
	Time 
	Volume 
	Volume 
	Volume 
	Volume 
	Volume 

	(min) 
	(min) 
	(ac-ft) 
	(ac-ft) 
	(ac-ft) 
	(ac-ft) 
	(ac-ft) 

	645.000 
	645.000 
	0.065 
	0.065 
	0.065 
	0.065 
	0.065 

	660.000 
	660.000 
	0.065 
	0.065 
	0.064 
	0.064 
	0.064 

	675.000 
	675.000 
	0.064 
	0.064 
	0.064 
	0.064 
	0.064 

	690.000 
	690.000 
	0.063 
	0.063 
	0.063 
	0.063 
	0.063 

	705.000 
	705.000 
	0.063 
	0.063 
	0.063 
	0.062 
	0.062 

	720.000 
	720.000 
	0.062 
	0.062 
	0.062 
	0.062 
	0.062 

	735.000 
	735.000 
	0.062 
	0.061 
	0.061 
	0.061 
	0.061 

	750.000 
	750.000 
	0.061 
	0.061 
	0.061 
	0.061 
	0.061 

	765.000 
	765.000 
	0.060 
	0.060 
	0.060 
	0.060 
	0.060 

	780.000 
	780.000 
	0.060 
	0.060 
	0.060 
	0.060 
	0.059 

	795.000 
	795.000 
	0.059 
	0.059 
	0.059 
	0.059 
	0.059 

	810.000 
	810.000 
	0.059 
	0.059 
	0.058 
	0.058 
	0.058 

	825.000 
	825.000 
	0.058 
	0.058 
	0.058 
	0.058 
	0.058 

	840.000 
	840.000 
	0.058 
	0.057 
	0.057 
	0.057 
	0.057 

	855.000 
	855.000 
	0.057 
	0.057 
	0.057 
	0.057 
	0.057 

	870.000 
	870.000 
	0.056 
	0.056 
	0.056 
	0.056 
	0.056 

	885.000 
	885.000 
	0.056 
	0.056 
	0.056 
	0.056 
	0.056 

	900.000 
	900.000 
	0.055 
	0.055 
	0.055 
	0.055 
	0.055 

	915.000 
	915.000 
	0.055 
	0.055 
	0.055 
	0.055 
	0.054 

	930.000 
	930.000 
	0.054 
	0.054 
	0.054 
	0.054 
	0.054 

	945.000 
	945.000 
	0.054 
	0.054 
	0.054 
	0.054 
	0.053 

	960.000 
	960.000 
	0.053 
	0.053 
	0.053 
	0.053 
	0.053 

	975.000 
	975.000 
	0.053 
	0.053 
	0.053 
	0.052 
	0.052 

	990.000 
	990.000 
	0.052 
	0.052 
	0.052 
	0.052 
	0.052 

	1,005.000 
	1,005.000 
	0.052 
	0.052 
	0.052 
	0.051 
	0.051 

	1,020.000 
	1,020.000 
	0.051 
	0.051 
	0.051 
	0.051 
	0.051 

	1,035.000 
	1,035.000 
	0.051 
	0.051 
	0.051 
	0.051 
	0.050 

	1,050.000 
	1,050.000 
	0.050 
	0.050 
	0.050 
	0.050 
	0.050 

	1,065.000 
	1,065.000 
	0.050 
	0.050 
	0.050 
	0.050 
	0.049 

	1,080.000 
	1,080.000 
	0.049 
	0.049 
	0.049 
	0.049 
	0.049 

	1,095.000 
	1,095.000 
	0.049 
	0.049 
	0.049 
	0.049 
	0.049 

	1,110.000 
	1,110.000 
	0.048 
	0.048 
	0.048 
	0.048 
	0.048 

	1,125.000 
	1,125.000 
	0.048 
	0.048 
	0.048 
	0.048 
	0.048 

	1,140.000 
	1,140.000 
	0.047 
	0.047 
	0.047 
	0.047 
	0.047 

	1,155.000 
	1,155.000 
	0.047 
	0.047 
	0.047 
	0.047 
	0.047 

	1,170.000 
	1,170.000 
	0.047 
	0.046 
	0.046 
	0.046 
	0.046 

	1,185.000 
	1,185.000 
	0.046 
	0.046 
	0.046 
	0.046 
	0.046 

	1,200.000 
	1,200.000 
	0.046 
	0.046 
	0.046 
	0.045 
	0.045 

	1,215.000 
	1,215.000 
	0.045 
	0.045 
	0.045 
	0.045 
	0.045 

	1,230.000 
	1,230.000 
	0.045 
	0.045 
	0.045 
	0.045 
	0.044 

	1,245.000 
	1,245.000 
	0.044 
	0.044 
	0.044 
	0.044 
	0.044 

	1,260.000 
	1,260.000 
	0.044 
	0.044 
	0.044 
	0.044 
	0.044 

	1,275.000 
	1,275.000 
	0.044 
	0.043 
	0.043 
	0.043 
	0.043 
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	Subsection: Time vs. Volume Scenario: 100 Year Storm Event Label: Basin A2 
	Time vs. Volume (ac-ft) 
	Output Time increment = 3.000 min Time on left represents time for first value in each row. 
	Time Volume Volume Volume Volume Volume (min) (ac-ft) (ac-ft) (ac-ft) (ac-ft) (ac-ft) 
	1,290.000 1,305.000 1,320.000 1,335.000 1,350.000 1,365.000 1,380.000 1,395.000 1,410.000 1,425.000 1,440.000 
	1,290.000 1,305.000 1,320.000 1,335.000 1,350.000 1,365.000 1,380.000 1,395.000 1,410.000 1,425.000 1,440.000 
	1,290.000 1,305.000 1,320.000 1,335.000 1,350.000 1,365.000 1,380.000 1,395.000 1,410.000 1,425.000 1,440.000 
	0.043 0.043 0.042 0.042 0.041 0.041 0.041 0.040 0.040 0.040 0.039 
	0.043 0.043 0.042 0.042 0.041 0.041 0.041 0.040 0.040 0.039 (N/A) 
	0.043 0.043 0.042 0.042 0.041 0.041 0.041 0.040 0.040 0.039 (N/A) 
	0.043 0.042 0.042 0.042 0.041 0.041 0.040 0.040 0.040 0.039 (N/A) 
	0.043 0.042 0.042 0.042 0.041 0.041 0.040 0.040 0.040 0.039 (N/A) 
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	Subsection: Elevation vs. Volume Curve 
	Subsection: Elevation vs. Volume Curve 
	Subsection: Elevation vs. Volume Curve 
	Scenario: 100 Year Storm Event 

	Label: Basin A2 
	Label: Basin A2 

	Elevation-Volume 
	Elevation-Volume 

	Pond Elevation 
	Pond Elevation 
	Pond Volume 

	(ft) 
	(ft) 
	(ac-ft) 


	0.00 
	0.00 
	0.00 
	0.000 

	1.00 
	1.00 
	0.064 

	3.17 
	3.17 
	0.082 

	3.42 
	3.42 
	0.122 

	3.67 
	3.67 
	0.164 

	3.92 
	3.92 
	0.767 

	4.17 
	4.17 
	0.855 

	4.42 
	4.42 
	0.945 

	4.67 
	4.67 
	1.037 

	4.92 
	4.92 
	1.122 

	5.17 
	5.17 
	1.204 

	5.42 
	5.42 
	1.288 

	5.67 
	5.67 
	1.374 

	5.92 
	5.92 
	1.462 

	6.17 
	6.17 
	1.553 
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	Subsection: Volume Void Adjustments Scenario: 100 Year Storm Event Label: Basin A2 
	Volume Complete Filled With Material (Adjust Volumes for Voids) 
	Void Space = 100.0 % 
	Elevation (Headwater) Volume (Total) Volume (Adjusted) (ft) (ac-ft) (ac-ft) 
	0.00 
	0.00 
	0.00 
	0.000 
	0.000 

	1.00 
	1.00 
	0.064 
	0.064 

	3.17 
	3.17 
	0.082 
	0.082 

	3.42 
	3.42 
	0.122 
	0.122 

	3.67 
	3.67 
	0.164 
	0.164 

	3.92 
	3.92 
	0.767 
	0.767 

	4.17 
	4.17 
	0.855 
	0.855 

	4.42 
	4.42 
	0.945 
	0.945 

	4.67 
	4.67 
	1.037 
	1.037 

	4.92 
	4.92 
	1.122 
	1.122 

	5.17 
	5.17 
	1.204 
	1.204 

	5.42 
	5.42 
	1.288 
	1.288 

	5.67 
	5.67 
	1.374 
	1.374 

	5.92 
	5.92 
	1.462 
	1.462 

	6.17 
	6.17 
	1.553 
	1.553 
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	Subsection: Outlet Input Data Scenario: 100 Year Storm Event Label: User Entry Outlet 
	Requested Pond Water Surface Elevations 
	Minimum (Headwater) 0.00 ft Increment (Headwater) 0.50 ft Maximum (Headwater) 6.17 ft 
	Outlet Connectivity 
	Structure Type Outlet ID Direction Outfall E1 E2 (ft) (ft) 
	User Defined Table Tailwater Settings 
	User Defined Table Tailwater Settings 
	User Defined Table Tailwater Settings 
	User Defined Rating Table - 1 Tailwater 
	Forward 
	TW 
	0.00 (N/A) 
	6.17 (N/A) 
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	Subsection: Outlet Input Data Scenario: 100 Year Storm Event Label: User Entry Outlet 
	Structure ID: User Defined Rating Table - 1 Structure Type: User Defined Table 
	Elevation Flow (ft) (ft³/s) 
	0.00 
	0.00 
	0.00 
	0.00 

	1.00 
	1.00 
	0.03 

	3.17 
	3.17 
	0.24 

	3.42 
	3.42 
	0.25 

	3.67 
	3.67 
	0.25 

	3.92 
	3.92 
	16.00 

	4.17 
	4.17 
	16.50 

	4.42 
	4.42 
	17.80 

	4.67 
	4.67 
	18.50 

	4.92 
	4.92 
	22.20 

	5.17 
	5.17 
	28.00 

	5.42 
	5.42 
	35.00 

	5.67 
	5.67 
	52.76 

	5.92 
	5.92 
	49.90 

	6.17 
	6.17 
	58.00 


	Structure ID: TW Structure Type: TW Setup, DS Channel 
	Tailwater Type Free Outfall 
	Convergence Tolerances 
	Maximum Iterations 30 Tailwater Tolerance 
	0.01 ft
	0.01 ft
	(Minimum) Tailwater Tolerance 
	0.50 ft
	(Maximum) Headwater Tolerance 
	0.01 ft
	(Minimum) Headwater Tolerance 
	0.50 ft

	(Maximum) Flow Tolerance (Minimum) 0.001 ft³/s Flow Tolerance (Maximum) 10.000 ft³/s 
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	Subsection: Elevation-Volume-Flow Table (Pond) Scenario: 100 Year Storm Event Label: Basin A2 
	Infiltration 
	Infiltration Method 
	No Infiltration
	(Computed) 
	Initial Conditions 
	Elevation (Water Surface, 
	Elevation (Water Surface, 
	0.00 ft

	Initial) Volume (Initial) 0.000 ac-ft Flow (Initial Outlet) 0.00 ft³/s Flow (Initial Infiltration) 0.00 ft³/s Flow (Initial, Total) 0.00 ft³/s Time Increment 3.000 min 
	Elevation Outflow Storage Area Infiltration Flow (Total) 2S/t + O (ft) (ft³/s) (ac-ft) (ft²) (ft³/s) (ft³/s) (ft³/s) 
	0.00 
	0.00 
	0.00 
	0.00 
	0.000 
	0.000 
	0.00 
	0.00 
	0.00 

	0.50 
	0.50 
	0.02 
	0.032 
	0.000 
	0.00 
	0.02 
	15.58 

	1.00 
	1.00 
	0.03 
	0.064 
	0.000 
	0.00 
	0.03 
	31.15 

	1.50 
	1.50 
	0.08 
	0.068 
	0.000 
	0.00 
	0.08 
	33.14 

	2.00 
	2.00 
	0.13 
	0.072 
	0.000 
	0.00 
	0.13 
	35.14 

	2.50 
	2.50 
	0.18 
	0.076 
	0.000 
	0.00 
	0.18 
	37.13 

	3.00 
	3.00 
	0.22 
	0.080 
	0.000 
	0.00 
	0.22 
	39.12 

	3.50 
	3.50 
	0.25 
	0.136 
	0.000 
	0.00 
	0.25 
	65.95 

	4.00 
	4.00 
	16.16 
	0.795 
	0.000 
	0.00 
	16.16 
	401.04 

	4.50 
	4.50 
	18.02 
	0.975 
	0.000 
	0.00 
	18.02 
	489.81 

	5.00 
	5.00 
	24.06 
	1.148 
	0.000 
	0.00 
	24.06 
	579.78 

	5.50 
	5.50 
	40.68 
	1.316 
	0.000 
	0.00 
	40.68 
	677.44 

	6.00 
	6.00 
	52.49 
	1.491 
	0.000 
	0.00 
	52.49 
	774.27 

	6.17 
	6.17 
	58.00 
	1.553 
	0.000 
	0.00 
	58.00 
	809.50 
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	Subsection: Level Pool Pond Routing Summary Label: Basin A2 (IN) 
	Subsection: Level Pool Pond Routing Summary Label: Basin A2 (IN) 
	Subsection: Level Pool Pond Routing Summary Label: Basin A2 (IN) 
	Scenario: 100 Year Storm Event 

	Infiltration Infiltration Method (Computed) Initial Conditions Elevation (Water Surface, Initial) Volume (Initial) Flow (Initial Outlet) Flow (Initial Infiltration) Flow (Initial, Total) Time Increment 
	Infiltration Infiltration Method (Computed) Initial Conditions Elevation (Water Surface, Initial) Volume (Initial) Flow (Initial Outlet) Flow (Initial Infiltration) Flow (Initial, Total) Time Increment 
	No Infiltration 0.00 ft 0.000 ac-ft 0.00 ft³/s 0.00 ft³/s 0.00 ft³/s 3.000 min 

	Inflow/Outflow Hydrograph Summary Flow (Peak In) 43.97 ft³/s Flow (Peak Outlet) 41.55 ft³/s 
	Inflow/Outflow Hydrograph Summary Flow (Peak In) 43.97 ft³/s Flow (Peak Outlet) 41.55 ft³/s 
	Time to Peak (Flow, In) Time to Peak (Flow, Outlet) 
	72.000 min 84.000 min 

	Elevation (Water Surface, Peak) Volume (Peak) Mass Balance (ac-ft) Volume (Initial) Volume (Total Inflow) Volume (Total Infiltration) Volume (Total Outlet Outflow) Volume (Retained) Volume (Unrouted) Error (Mass Balance) 
	Elevation (Water Surface, Peak) Volume (Peak) Mass Balance (ac-ft) Volume (Initial) Volume (Total Inflow) Volume (Total Infiltration) Volume (Total Outlet Outflow) Volume (Retained) Volume (Unrouted) Error (Mass Balance) 
	5.54 ft 1.328 ac-ft 0.000 ac-ft 5.933 ac-ft 0.000 ac-ft 5.894 ac-ft 0.039 ac-ft 0.000 ac-ft 0.0 % 
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	Subsection: Pond Inflow Summary Scenario: 100 Year Storm Event Label: Basin A2 (IN) 
	Summary for Hydrograph Addition at 'Basin A2' 
	Upstream Link Upstream Node <Catchment to Outflow Node> Area A2 
	Node Inflows 
	Inflow Type 
	Inflow Type 
	Inflow Type 
	Element 
	Volume (ac-ft) 
	Time to Peak (min) 
	Flow (Peak) (ft³/s) 

	Flow (From) 
	Flow (From) 
	Area A2 
	5.933 
	72.000 
	43.97 

	Flow (In) 
	Flow (In) 
	Basin A2 
	5.933 
	72.000 
	43.97 
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	1. PURPOSE AND SCOPE 
	This study is for the Mulberry Drive Storm Drain Improvement Project located north of East Mission Road and west of Mulberry Drive, in the City of San Marcos, within San Diego County, California. 
	The purpose of this Hydrology/Hydraulic Report is to demonstrate that the proposed storm drain system is designed to provide adequate flood protection without adversely impacting existing off-site drainage systems and adjacent properties. 
	The scope of this analysis includes: 
	1. 
	1. 
	1. 
	Review the hydrology maps and calculated 100-year flowrate from the City’s Hydrology Study Map studied by Kimley-Horn and Associates, Identify the Q100 value reach to the project location. 

	2. 
	2. 
	Perform a hydraulic analysis of the proposed storm drain system for the 100year storm event, and ensure the storm drain system has adequate capacity to convey runoff to the existing storm drain system. 
	-


	3. 
	3. 
	Provide proposed storm drain improvement plan details. 

	4. 
	4. 
	Provide reference of Off-Site Storm Drain Information and Conceptual Drainage Study of Commercial Site 


	2. EXISTING SITE DESCRIPTION AND CONDITION 
	There is a 12’ x 39’ concrete storm drain drop inlet located north of East Mission Road connected to 4-8’x4’ RCB storm drain boxes which convey runoff under East Mission Road south to a natural channel. An existing 36” CMP storm drain with inlets carries commercial site (Approximately 10.83 acres) runoff to the 12’x39’ concrete inlet. 
	An energy dissipater with 3-66” CIPP storm drain system north of the project was built in 2014 as part of the Mulberry Residential Development. It releases 693.37 cfs runoff toward to the project. There are several off-site drainage swales and slope drains flow toward to the site. The total off-site area from northern region run-on to the subject site is 226.16 acres, and 100-year storm peak flow is 713.43 cfs. For Hydrology Map refer to Appendix B. 
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	3. PROPOSED PROJECT DESCRIOTION 
	The drainage improvement is located on the east side of East Mission Road & west side of the Mulberry Drive. The proposed storm drain alignment will be parallel to the Mulberry Drive, following from north dot south direction. An existing commercial area is between the proposed storm drain and Mulberry Drive. 
	The proposed project is to construct an approximately 880 linear feet of a subsurface storm drain system proceeding from north to the south towards East Mission Road. The proposed improvement consists of a 12’x4’ RCB storm drain main with manholes, drainage inlets and other local storm drains. The RCB downstream will connect to the existing 12’ x 39’ concrete drop inlet, the upstream will extend to a transition inlet structure connected to the energy dissipator. 
	As previously mentioned, there is an existing commercial site (10.83-acre area) on the west of the proposed RCB, the runoff of the area will not include in the RCB capacity analysis. The site is going to developed as an industrial site. The hydrology analysis of the site development is not a part of this study. A preliminary drainage concept study of the site in Appendix E is as reference only. The study shows that the 100-year storm runoff in existing condition. The three existing catch basin inlets in sub
	4. HYDROLOGY 
	The Hydrology Map of this study is based on the City of San Marcos Department of Public Works, it was studied by Kimley-Horn and Associates, shown in the Appendix 
	B. The project was designed for 100-year frequency flood protection. The total area and the 100-year storm flowrate for each location has been labeled. The upstream of the storm drain total 100-year flowrate is 713.43 cfs. 
	5. HYDRAULIC 
	Water Surface Pressure Gradient Package -“WSPG” program Version 14.01 was used for Hydraulic Grade Line calculations of the proposed storm drain system. 
	6. CONCLUSION 
	In conclusion, this report demonstrates that the proposed storm drain system is adequately designed for 100-year storm event. 
	D:\Plots\SANMARCOS-WSPG\San Marco Off-Site Storm Drain Hydrology Report.doc 
	Figure
	The proposed storm drain improvement plan will be designed under the City of San Marcos stormwater requirements and will be approved by the city. 
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	Vicinity Map 
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	Hydrology Maps 
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	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	832.550 
	832.550 
	600.680 
	3.125 
	603.805 
	720.93 
	10.03 
	1.56 
	605.37 
	.18 
	3.13 26.00 
	4.000 26.000 
	.00 
	3 
	1.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	7.393 
	7.393 
	.0035 
	.0046 
	.03 
	3.31 
	1.06 3.65 
	.014 .00 
	.00 
	BOX 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	839.943 
	839.943 
	600.706 
	3.278 
	603.983 
	720.93 
	9.56 
	1.42 
	605.40 
	.16 
	3.13 26.00 
	4.000 26.000 
	.00 
	3 
	1.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	36.536 
	36.536 
	.0035 
	.0041 
	.15 
	3.44 
	.99 3.65 
	.014 .00 
	.00 
	BOX 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	876.480 
	876.480 
	600.833 
	3.438 
	604.271 
	720.93 
	9.12 
	1.29 
	605.56 
	.15 
	3.13 26.00 
	4.000 26.000 
	.00 
	3 
	1.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	73.750 
	73.750 
	.0035 
	.0037 
	.28 
	3.59 
	.92 3.65 
	.014 .00 
	.00 
	BOX 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	950.230 
	950.230 
	601.090 
	3.546 
	604.636 
	720.93 
	8.84 
	1.21 
	605.85 
	.00 
	3.13 26.00 
	4.000 26.000 
	.00 
	3 
	1.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	2.000 
	2.000 
	.0050 
	.0037 
	.01 
	3.55 
	.88 3.18 
	.014 .00 
	.00 
	BOX 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	952.230 
	952.230 
	601.100 
	3.539 
	604.639 
	720.93 
	8.86 
	1.22 
	605.86 
	4.00 
	3.13 26.00 
	4.000 26.000 
	.00 
	3 
	1.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	13.588 
	13.588 
	.0072 
	.0038 
	.05 
	4.00 
	.88 2.77 
	.014 .00 
	.00 
	BOX 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	965.818 
	965.818 
	601.197 
	3.374 
	604.571 
	720.93 
	9.29 
	1.34 
	605.91 
	4.00 
	3.13 26.00 
	4.000 26.000 
	.00 
	3 
	1.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	5.942 
	5.942 
	.0072 
	.0043 
	.03 
	4.00 
	.95 2.77 
	.014 .00 
	.00 
	BOX 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	971.760 
	971.760 
	601.240 
	3.285 
	604.525 
	720.93 
	9.54 
	1.41 
	605.94 
	4.00 
	3.13 26.00 
	4.000 26.000 
	.00 
	3 
	1.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	HYDRAULIC JUMP 
	HYDRAULIC JUMP 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	971.760 
	971.760 
	601.240 
	2.970 
	604.210 
	720.93 
	10.55 
	1.73 
	605.94 
	4.00 
	3.13 26.00 
	4.000 26.000 
	.00 
	3 
	1.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	1.401 
	1.401 
	.0072 
	.0059 
	.01 
	4.00 
	1.15 2.77 
	.014 .00 
	.00 
	BOX 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	973.161 
	973.161 
	601.250 
	2.979 
	604.229 
	720.93 
	10.52 
	1.72 
	605.95 
	4.00 
	3.13 26.00 
	4.000 26.000 
	.00 
	3 
	1.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	6.839 
	6.839 
	.0072 
	.0056 
	.04 
	4.00 
	1.14 2.77 
	.014 .00 
	.00 
	BOX 


	FILE: SANMARCOS.WSW W S P G W -CIVILDESIGN Version 14.01 PAGE Program Package Serial Number: 1265 
	WATER SURFACE PROFILE LISTING Date: 9-22-2022 Time: 7:52: 9 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, 12'X 4' RCB DESIGNED BY DEA, BY 09-22-2022 100-YEAR STORM ************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	980.000 
	980.000 
	601.299 
	3.125 
	604.424 
	720.93 
	10.03 
	1.56 
	605.99 
	.00 
	3.13 
	26.00 
	4.000 
	26.000 
	.00 
	3 
	1.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	2.216 
	2.216 
	.0002 
	.0046 
	.01 
	3.13 
	1.06 
	4.00 
	.014 
	.00 
	.00 
	BOX 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	982.216 
	982.216 
	601.299 
	3.278 
	604.577 
	720.93 
	9.56 
	1.42 
	606.00 
	.00 
	3.13 
	26.00 
	4.000 
	26.000 
	.00 
	3 
	1.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	3.784 
	3.784 
	.0002 
	.0043 
	.02 
	3.28 
	.99 
	4.00 
	.014 
	.00 
	.00 
	BOX 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	986.000 
	986.000 
	601.300 
	3.373 
	604.673 
	720.93 
	9.29 
	1.34 
	606.01 
	4.00 
	3.13 
	26.00 
	4.000 
	26.000 
	.00 
	3 
	1.0 

	TR
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	WALL 
	WALL 
	ENTRANCE 

	TR
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	986.000 
	986.000 
	601.300 
	5.307 
	606.607 
	720.93 
	3.48 
	.19 
	606.80 
	11.54 
	2.20 
	39.00 
	12.000 
	39.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	2.000 
	2.000 
	.0000 
	.0002 
	.00 
	16.85 
	.27 
	.00 
	.014 
	.00 
	.00 
	RECTANG 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	988.000 
	988.000 
	601.300 
	5.307 
	606.607 
	720.93 
	3.48 
	.19 
	606.80 
	.00 
	2.20 
	39.00 
	12.000 
	39.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	12.000 
	12.000 
	.0000 
	.0002 
	.00 
	5.31 
	.27 
	.00 
	.014 
	.00 
	.00 
	RECTANG 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1000.000 
	1000.000 
	601.300 
	5.310 
	606.610 
	720.93 
	3.48 
	.19 
	606.80 
	.00 
	2.20 
	39.00 
	12.000 
	39.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	HYDRAULIC JUMP 
	HYDRAULIC JUMP 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1000.000 
	1000.000 
	601.300 
	3.634 
	604.934 
	720.93 
	16.53 
	4.24 
	609.18 
	2.13 
	4.82 
	12.00 
	4.000 
	12.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	66.700 
	66.700 
	.0078 
	.0082 
	.55 
	5.77 
	1.53 
	3.69 
	.014 
	.00 
	.00 
	RECTANG 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1066.700 
	1066.700 
	601.820 
	3.612 
	605.432 
	720.93 
	16.63 
	4.30 
	609.73 
	.00 
	4.82 
	12.00 
	4.000 
	12.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	JUNCT STR 
	JUNCT STR 
	.0076 
	.0095 
	2.40 
	5.77 
	1.54 
	.014 
	.00 
	.00 
	RECTANG 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1319.810 
	1319.810 
	603.740 
	3.300 
	607.040 
	718.93 
	18.15 
	5.12 
	612.16 
	.00 
	4.81 
	12.00 
	4.000 
	12.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	JUNCT STR 
	JUNCT STR 
	.0080 
	.0112 
	.68 
	3.30 
	1.76 
	.014 
	.00 
	.00 
	RECTANG 

	FILE: SANMARCOS.WSW 
	FILE: SANMARCOS.WSW 
	W S P G W -CIVILDESIGN Version 14.01 
	PAGE 3 

	TR
	Program Package Serial Number: 
	1265 


	WATER SURFACE PROFILE LISTING Date: 9-22-2022 Time: 7:52: 9 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, 12'X 4' RCB 
	DESIGNED BY DEA, BY 09-22-2022 100-YEAR STORM ************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	1380.800 
	1380.800 
	604.230 
	3.182 
	607.412 
	716.43 
	18.76 
	5.47 
	612.88 
	.00 
	4.80 
	12.00 
	4.000 12.000 
	.00 
	0 .0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	85.914 
	85.914 
	.0081 
	.0126 
	1.08 
	3.18 
	1.85 3.63 
	.014 .00 
	.00 
	RECTANG 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	1466.714 
	1466.714 
	604.924 
	3.036 
	607.960 
	716.43 
	19.67 
	6.01 
	613.96 
	.00 
	4.80 
	12.00 
	4.000 12.000 
	.00 
	0 .0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	71.750 
	71.750 
	.0081 
	.0145 
	1.04 
	3.04 
	1.99 3.63 
	.014 .00 
	.00 
	RECTANG 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	1538.465 
	1538.465 
	605.503 
	2.895 
	608.398 
	716.43 
	20.63 
	6.61 
	615.00 
	.00 
	4.80 
	12.00 
	4.000 12.000 
	.00 
	0 .0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	61.535 
	61.535 
	.0081 
	.0166 
	1.02 
	2.89 
	2.14 3.63 
	.014 .00 
	.00 
	RECTANG 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	1600.000 
	1600.000 
	606.000 
	2.760 
	608.760 
	716.43 
	21.63 
	7.27 
	616.03 
	.00 
	4.80 
	12.00 
	4.000 12.000 
	.00 
	0 .0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	JUNCT STR 
	JUNCT STR 
	.0063 
	.0187 
	.50 2.76 
	2.29 
	.014 .00 
	.00 
	RECTANG 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	1626.980 
	1626.980 
	606.170 
	2.659 
	608.829 
	713.43 
	22.36 
	7.76 
	616.59 
	.00 
	4.79 
	12.00 
	4.000 12.000 
	.00 
	0 .0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	JUNCT STR 
	JUNCT STR 
	.0064 
	.0434 
	9.63 2.66 
	2.42 
	.014 .00 
	.00 
	RECTANG 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	1848.820 
	1848.820 
	607.600 
	1.735 
	609.335 
	698.37 
	33.54 
	17.47 
	626.80 
	.00 
	4.72 
	12.00 
	4.000 12.000 
	.00 
	0 .0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	9.580 
	9.580 
	.0063 
	.0691 
	.66 
	1.74 
	4.49 3.90 
	.014 .00 
	.00 
	RECTANG 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	1858.401 
	1858.401 
	607.661 
	1.704 
	609.365 
	698.37 
	19.51 
	5.91 
	615.28 
	.00 
	3.25 
	21.00 
	12.000 21.000 
	.00 
	0 .0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-


	TRANS STR 
	TRANS STR 
	.2098 
	.0577 
	1.65 1.70 
	2.63 
	.030 .00 
	.00 
	BOX 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | | 
	| 

	1887.000 
	1887.000 
	613.660 
	2.100 
	615.760 
	698.37 
	11.09 
	1.91 
	617.67 
	.00 
	2.56 
	30.00 
	15.000 30.000 
	.00 
	0 .0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|-|
	-
	-
	-

	|
	-



	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-1 
	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-1 
	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-1 

	T2 DESIGNED BY DEA, BY 09-26-2022 
	T2 DESIGNED BY DEA, BY 09-26-2022 

	T3 100-YEAR STORM 
	T3 100-YEAR STORM 

	SO 
	SO 
	1000.000 604.990 
	1 
	607.040 

	R 
	R 
	1000.000 604.990 
	1 
	.013 
	.000 

	R 
	R 
	1004.090 608.300 
	1 
	.013 
	.000 

	SH 
	SH 
	1004.090 608.300 
	1 
	608.300 

	CD 
	CD 
	1 
	4 
	0 
	.000 
	1.500 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	4 
	4 
	0 
	.000 
	2.000 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	5 
	4 
	0 
	.000 
	3.000 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	6 
	4 
	0 
	.000 
	1.250 
	.000 
	.000 
	.000 
	.000 

	Q 
	Q 
	2.000 
	.0 


	FILE: LAT1.WSW W S P G W -CIVILDESIGN Version 14.01 PAGE Program Package Serial Number: 1265 WATER SURFACE PROFILE LISTING Date: 9-26-2022 Time:11:36:35 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-1 DESIGNED BY DEA, BY 09-26-2022 100-YEAR STORM ************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1000.000 
	1000.000 
	604.990 
	2.050 
	607.040 
	2.00 
	1.13 
	.02 
	607.06 
	.00 
	.53 
	.00 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.680 
	.680 
	.8093 
	.0004 
	.00 
	2.05 
	.00 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1000.680 
	1000.680 
	605.540 
	1.500 
	607.040 
	2.00 
	1.13 
	.02 
	607.06 
	.00 
	.53 
	.00 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.169 
	.169 
	.8093 
	.0003 
	.00 
	1.50 
	.00 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1000.849 
	1000.849 
	605.677 
	1.360 
	607.037 
	2.00 
	1.19 
	.02 
	607.06 
	.00 
	.53 
	.87 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.096 
	.096 
	.8093 
	.0003 
	.00 
	1.36 
	.15 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1000.945 
	1000.945 
	605.755 
	1.280 
	607.035 
	2.00 
	1.24 
	.02 
	607.06 
	.00 
	.53 
	1.06 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.080 
	.080 
	.8093 
	.0004 
	.00 
	1.28 
	.18 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1001.025 
	1001.025 
	605.820 
	1.213 
	607.033 
	2.00 
	1.31 
	.03 
	607.06 
	.00 
	.53 
	1.18 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.068 
	.068 
	.8093 
	.0004 
	.00 
	1.21 
	.20 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1001.094 
	1001.094 
	605.875 
	1.155 
	607.030 
	2.00 
	1.37 
	.03 
	607.06 
	.00 
	.53 
	1.26 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.017 
	.017 
	.8093 
	.0004 
	.00 
	1.16 
	.22 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1001.110 
	1001.110 
	605.889 
	1.155 
	607.044 
	2.00 
	1.37 
	.03 
	607.07 
	.00 
	.53 
	1.26 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	HYDRAULIC JUMP 
	HYDRAULIC JUMP 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1001.110 
	1001.110 
	605.889 
	.207 
	606.096 
	2.00 
	13.57 
	2.86 
	608.96 
	.00 
	.53 
	1.03 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.089 
	.089 
	.8093 
	.2014 
	.02 
	.21 
	6.34 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1001.200 
	1001.200 
	605.961 
	.214 
	606.175 
	2.00 
	12.90 
	2.58 
	608.76 
	.00 
	.53 
	1.05 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.359 
	.359 
	.8093 
	.1748 
	.06 
	.21 
	5.91 
	.15 
	.013 
	.00 
	.00 
	PIPE 


	FILE: LAT1.WSW W S P G W -CIVILDESIGN Version 14.01 PAGE Program Package Serial Number: 1265 
	WATER SURFACE PROFILE LISTING Date: 9-26-2022 Time:11:36:35 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-1 DESIGNED BY DEA, BY 09-26-2022 100-YEAR STORM ************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1001.559 
	1001.559 
	606.252 
	.221 
	606.473 
	2.00 
	12.30 
	2.35 
	608.82 
	.00 
	.53 
	1.06 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.313 
	.313 
	.8093 
	.1527 
	.05 
	.22 
	5.54 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1001.872 
	1001.872 
	606.505 
	.229 
	606.734 
	2.00 
	11.72 
	2.13 
	608.87 
	.00 
	.53 
	1.08 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.277 
	.277 
	.8093 
	.1333 
	.04 
	.23 
	5.20 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1002.148 
	1002.148 
	606.729 
	.236 
	606.965 
	2.00 
	11.18 
	1.94 
	608.90 
	.00 
	.53 
	1.09 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.243 
	.243 
	.8093 
	.1163 
	.03 
	.24 
	4.87 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1002.391 
	1002.391 
	606.925 
	.244 
	607.169 
	2.00 
	10.66 
	1.76 
	608.93 
	.00 
	.53 
	1.11 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.215 
	.215 
	.8093 
	.1016 
	.02 
	.24 
	4.56 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1002.607 
	1002.607 
	607.099 
	.252 
	607.352 
	2.00 
	10.16 
	1.60 
	608.95 
	.00 
	.53 
	1.12 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.190 
	.190 
	.8093 
	.0887 
	.02 
	.25 
	4.28 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1002.796 
	1002.796 
	607.253 
	.261 
	607.514 
	2.00 
	9.69 
	1.46 
	608.97 
	.00 
	.53 
	1.14 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.169 
	.169 
	.8093 
	.0776 
	.01 
	.26 
	4.01 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1002.965 
	1002.965 
	607.390 
	.270 
	607.660 
	2.00 
	9.24 
	1.33 
	608.98 
	.00 
	.53 
	1.15 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.150 
	.150 
	.8093 
	.0678 
	.01 
	.27 
	3.76 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.115 
	1003.115 
	607.511 
	.279 
	607.790 
	2.00 
	8.81 
	1.20 
	609.00 
	.00 
	.53 
	1.17 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.134 
	.134 
	.8093 
	.0592 
	.01 
	.28 
	3.52 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.250 
	1003.250 
	607.620 
	.288 
	607.908 
	2.00 
	8.40 
	1.10 
	609.00 
	.00 
	.53 
	1.18 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.118 
	.118 
	.8093 
	.0517 
	.01 
	.29 
	3.30 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	FILE: LAT1.WSW 
	FILE: LAT1.WSW 
	W S P G W -CIVILDESIGN Version 14.01 
	PAGE 
	3 

	TR
	Program Package Serial Number: 
	1265 


	WATER SURFACE PROFILE LISTING Date: 9-26-2022 Time:11:36:35 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-1 
	DESIGNED BY DEA, BY 09-26-2022 100-YEAR STORM ************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.368 
	1003.368 
	607.715 
	.298 
	608.013 
	2.00 
	8.01 
	1.00 
	609.01 
	.00 
	.53 
	1.20 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.105 
	.105 
	.8093 
	.0452 
	.00 
	.30 
	3.09 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.473 
	1003.473 
	607.801 
	.308 
	608.109 
	2.00 
	7.63 
	.91 
	609.01 
	.00 
	.53 
	1.21 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.093 
	.093 
	.8093 
	.0395 
	.00 
	.31 
	2.89 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.566 
	1003.566 
	607.876 
	.319 
	608.195 
	2.00 
	7.28 
	.82 
	609.02 
	.00 
	.53 
	1.23 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.084 
	.084 
	.8093 
	.0345 
	.00 
	.32 
	2.71 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.649 
	1003.649 
	607.943 
	.329 
	608.272 
	2.00 
	6.94 
	.75 
	609.02 
	.00 
	.53 
	1.24 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.072 
	.072 
	.8093 
	.0302 
	.00 
	.33 
	2.54 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.721 
	1003.721 
	608.001 
	.341 
	608.343 
	2.00 
	6.62 
	.68 
	609.02 
	.00 
	.53 
	1.26 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.065 
	.065 
	.8093 
	.0264 
	.00 
	.34 
	2.38 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.786 
	1003.786 
	608.054 
	.352 
	608.406 
	2.00 
	6.31 
	.62 
	609.02 
	.00 
	.53 
	1.27 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.056 
	.056 
	.8093 
	.0230 
	.00 
	.35 
	2.23 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.842 
	1003.842 
	608.099 
	.364 
	608.464 
	2.00 
	6.02 
	.56 
	609.03 
	.00 
	.53 
	1.29 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.048 
	.048 
	.8093 
	.0202 
	.00 
	.36 
	2.09 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.891 
	1003.891 
	608.139 
	.377 
	608.516 
	2.00 
	5.74 
	.51 
	609.03 
	.00 
	.53 
	1.30 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.042 
	.042 
	.8093 
	.0176 
	.00 
	.38 
	1.95 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.933 
	1003.933 
	608.173 
	.390 
	608.563 
	2.00 
	5.47 
	.46 
	609.03 
	.00 
	.53 
	1.32 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.037 
	.037 
	.8093 
	.0154 
	.00 
	.39 
	1.83 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	FILE: LAT1.WSW 
	FILE: LAT1.WSW 
	W S P G W -CIVILDESIGN Version 14.01 
	PAGE 
	4 

	TR
	Program Package Serial Number: 
	1265 

	TR
	WATER SURFACE PROFILE LISTING 
	Date: 9-26-2022 
	Time:1
	1:36:35 

	TR
	SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-1 

	TR
	DESIGNED BY DEA, BY 09-26-2022 

	TR
	100-YEAR STORM 


	************************************************************************************************************************** ******** 
	| Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1003.970 
	1003.970 
	608.203 
	.403 
	608.606 
	2.00 
	5.21 
	.42 
	609.03 
	.00 
	.53 
	1.33 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.031 
	.031 
	.8093 
	.0135 
	.00 
	.40 
	1.71 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.000 
	1004.000 
	608.227 
	.417 
	608.644 
	2.00 
	4.97 
	.38 
	609.03 
	.00 
	.53 
	1.34 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.025 
	.025 
	.8093 
	.0118 
	.00 
	.42 
	1.60 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.025 
	1004.025 
	608.247 
	.432 
	608.680 
	2.00 
	4.74 
	.35 
	609.03 
	.00 
	.53 
	1.36 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.021 
	.021 
	.8093 
	.0103 
	.00 
	.43 
	1.50 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.046 
	1004.046 
	608.264 
	.447 
	608.712 
	2.00 
	4.52 
	.32 
	609.03 
	.00 
	.53 
	1.37 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.016 
	.016 
	.8093 
	.0091 
	.00 
	.45 
	1.40 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.062 
	1004.062 
	608.277 
	.463 
	608.741 
	2.00 
	4.31 
	.29 
	609.03 
	.00 
	.53 
	1.39 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.013 
	.013 
	.8093 
	.0079 
	.00 
	.46 
	1.31 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.075 
	1004.075 
	608.288 
	.479 
	608.767 
	2.00 
	4.11 
	.26 
	609.03 
	.00 
	.53 
	1.40 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.009 
	.009 
	.8093 
	.0069 
	.00 
	.48 
	1.23 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.083 
	1004.083 
	608.295 
	.496 
	608.791 
	2.00 
	3.92 
	.24 
	609.03 
	.00 
	.53 
	1.41 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.006 
	.006 
	.8093 
	.0061 
	.00 
	.50 
	1.15 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.089 
	1004.089 
	608.299 
	.513 
	608.813 
	2.00 
	3.74 
	.22 
	609.03 
	.00 
	.53 
	1.42 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.001 
	.001 
	.8093 
	.0053 
	.00 
	.51 
	1.07 
	.15 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.090 
	1004.090 
	608.300 
	.533 
	608.833 
	2.00 
	3.55 
	.20 
	609.03 
	.00 
	.53 
	1.44 
	1.500 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-



	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-2 
	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-2 
	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-2 

	T2 DESIGNED BY DEA, BY 09-26-2022 
	T2 DESIGNED BY DEA, BY 09-26-2022 

	T3 100-YEAR STORM 
	T3 100-YEAR STORM 

	SO 
	SO 
	1000.000 605.610 
	1 
	607.680 

	R 
	R 
	1000.000 605.610 
	1 
	.013 
	.000 

	R 
	R 
	1005.610 607.080 
	1 
	.013 
	.000 

	SH 
	SH 
	1005.610 607.080 
	1 
	607.0800 

	CD 
	CD 
	1 
	4 
	0 
	.000 
	1.250 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	4 
	4 
	0 
	.000 
	2.000 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	5 
	4 
	0 
	.000 
	3.000 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	6 
	4 
	0 
	.000 
	1.500 
	.000 
	.000 
	.000 
	.000 

	Q 
	Q 
	2.500 
	.0 


	FILE: LAT2.WSW W S P G W -CIVILDESIGN Version 14.01 PAGE Program Package Serial Number: 1265 WATER SURFACE PROFILE LISTING Date: 9-26-2022 Time:11:40:38 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-2 DESIGNED BY DEA, BY 09-26-2022 100-YEAR STORM ************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1000.000 
	1000.000 
	605.610 
	2.070 
	607.680 
	2.50 
	2.04 
	.06 
	607.74 
	.00 
	.63 
	.00 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	3.147 
	3.147 
	.2620 
	.0015 
	.00 
	2.07 
	.00 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1003.147 
	1003.147 
	606.435 
	1.250 
	607.685 
	2.50 
	2.04 
	.06 
	607.75 
	.00 
	.63 
	.00 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.416 
	.416 
	.2620 
	.0014 
	.00 
	1.25 
	.00 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1003.563 
	1003.563 
	606.544 
	1.134 
	607.678 
	2.50 
	2.14 
	.07 
	607.75 
	.00 
	.63 
	.73 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.234 
	.234 
	.2620 
	.0014 
	.00 
	1.13 
	.30 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1003.797 
	1003.797 
	606.605 
	1.066 
	607.671 
	2.50 
	2.24 
	.08 
	607.75 
	.00 
	.63 
	.89 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.181 
	.181 
	.2620 
	.0015 
	.00 
	1.07 
	.35 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1003.978 
	1003.978 
	606.652 
	1.011 
	607.664 
	2.50 
	2.35 
	.09 
	607.75 
	.00 
	.63 
	.98 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.155 
	.155 
	.2620 
	.0016 
	.00 
	1.01 
	.40 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.133 
	1004.133 
	606.693 
	.962 
	607.655 
	2.50 
	2.47 
	.09 
	607.75 
	.00 
	.63 
	1.05 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.142 
	1004.142 
	606.695 
	.918 
	607.614 
	2.50 
	2.59 
	.10 
	607.72 
	.00 
	.63 
	1.10 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	HYDRAULIC JUMP 
	HYDRAULIC JUMP 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.142 
	1004.142 
	606.695 
	.396 
	607.092 
	2.50 
	7.49 
	.87 
	607.96 
	.00 
	.63 
	1.16 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.181 
	.181 
	.2620 
	.0295 
	.01 
	.40 
	2.46 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.324 
	1004.324 
	606.743 
	.410 
	607.153 
	2.50 
	7.12 
	.79 
	607.94 
	.00 
	.63 
	1.17 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.239 
	.239 
	.2620 
	.0258 
	.01 
	.41 
	2.29 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.563 
	1004.563 
	606.806 
	.425 
	607.231 
	2.50 
	6.79 
	.71 
	607.95 
	.00 
	.63 
	1.18 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.209 
	.209 
	.2620 
	.0226 
	.00 
	.43 
	2.14 
	.23 
	.013 
	.00 
	.00 
	PIPE 


	FILE: LAT2.WSW W S P G W -CIVILDESIGN Version 14.01 PAGE Program Package Serial Number: 1265 
	WATER SURFACE PROFILE LISTING Date: 9-26-2022 Time:11:40:38 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-2 DESIGNED BY DEA, BY 09-26-2022 100-YEAR STORM ************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1004.772 
	1004.772 
	606.860 
	.440 
	607.300 
	2.50 
	6.47 
	.65 
	607.95 
	.00 
	.63 
	1.19 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.178 
	.178 
	.2620 
	.0198 
	.00 
	.44 
	2.00 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1004.949 
	1004.949 
	606.907 
	.456 
	607.363 
	2.50 
	6.17 
	.59 
	607.95 
	.00 
	.63 
	1.20 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.154 
	.154 
	.2620 
	.0174 
	.00 
	.46 
	1.87 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1005.104 
	1005.104 
	606.947 
	.472 
	607.419 
	2.50 
	5.88 
	.54 
	607.96 
	.00 
	.63 
	1.21 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.129 
	.129 
	.2620 
	.0152 
	.00 
	.47 
	1.75 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1005.233 
	1005.233 
	606.981 
	.489 
	607.470 
	2.50 
	5.61 
	.49 
	607.96 
	.00 
	.63 
	1.22 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.106 
	.106 
	.2620 
	.0134 
	.00 
	.49 
	1.63 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1005.339 
	1005.339 
	607.009 
	.507 
	607.516 
	2.50 
	5.35 
	.44 
	607.96 
	.00 
	.63 
	1.23 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.085 
	.085 
	.2620 
	.0117 
	.00 
	.51 
	1.53 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1005.424 
	1005.424 
	607.031 
	.526 
	607.557 
	2.50 
	5.10 
	.40 
	607.96 
	.00 
	.63 
	1.23 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.070 
	.070 
	.2620 
	.0103 
	.00 
	.53 
	1.43 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1005.494 
	1005.494 
	607.050 
	.545 
	607.595 
	2.50 
	4.86 
	.37 
	607.96 
	.00 
	.63 
	1.24 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.053 
	.053 
	.2620 
	.0090 
	.00 
	.55 
	1.33 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1005.547 
	1005.547 
	607.064 
	.565 
	607.629 
	2.50 
	4.63 
	.33 
	607.96 
	.00 
	.63 
	1.24 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.037 
	.037 
	.2620 
	.0080 
	.00 
	.57 
	1.24 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1005.584 
	1005.584 
	607.073 
	.586 
	607.659 
	2.50 
	4.42 
	.30 
	607.96 
	.00 
	.63 
	1.25 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.022 
	.022 
	.2620 
	.0070 
	.00 
	.59 
	1.16 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	FILE: LAT2.WSW 
	FILE: LAT2.WSW 
	W S P G W -CIVILDESIGN Version 14.01 
	PAGE 
	3 

	TR
	Program Package Serial Number: 
	1265 

	TR
	WATER SURFACE PROFILE LISTING 
	Date: 9-26-2022 
	Time:1
	1:40:38 

	TR
	SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-2 

	TR
	DESIGNED BY DEA, BY 09-26-2022 

	TR
	100-YEAR STORM 


	************************************************************************************************************************** ******** 
	************************************************************************************************************************** ******** 
	| Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 

	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1005.606 
	1005.606 
	607.079 
	.608 
	607.687 
	2.50 
	4.21 
	.28 
	607.96 
	.00 
	.63 
	1.25 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.004 
	.004 
	.2620 
	.0061 
	.00 
	.61 
	1.08 
	.23 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1005.610 
	1005.610 
	607.080 
	.633 
	607.713 
	2.50 
	4.01 
	.25 
	607.96 
	.00 
	.63 
	1.25 
	1.250 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-



	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-3 
	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-3 
	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-3 

	T2 DESIGNED BY DEA, BY 09-26-2022 
	T2 DESIGNED BY DEA, BY 09-26-2022 

	T3 100-YEAR STORM 
	T3 100-YEAR STORM 

	SO 
	SO 
	1000.000 607.170 
	1 
	607.430 

	R 
	R 
	1000.000 607.170 
	1 
	.013 
	.000 

	R 
	R 
	1004.960 609.400 
	1 
	.013 
	.000 

	SH 
	SH 
	1004.960 609.400 
	1 
	609.400 

	CD 
	CD 
	1 
	4 
	0 
	.000 
	2.000 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	2 
	4 
	0 
	.000 
	1.000 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	3 
	4 
	0 
	.000 
	3.000 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	4 
	4 
	0 
	.000 
	1.250 
	.000 
	.000 
	.000 
	.000 

	Q 
	Q 
	3.000 
	.0 


	FILE: LAT3.WSW W S P G W -CIVILDESIGN Version 14.01 PAGE Program Package Serial Number: 1265 WATER SURFACE PROFILE LISTING Date: 9-26-2022 Time:11:45: 0 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-3 DESIGNED BY DEA, BY 09-26-2022 100-YEAR STORM ************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1000.000 
	1000.000 
	607.170 
	.259 
	607.429 
	3.00 
	12.56 
	2.45 
	609.88 
	.00 
	.60 
	1.34 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.212 
	.212 
	.4496 
	.1334 
	.03 
	.26 
	5.25 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1000.212 
	1000.212 
	607.265 
	.261 
	607.526 
	3.00 
	12.36 
	2.37 
	609.90 
	.00 
	.60 
	1.35 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.631 
	.631 
	.4496 
	.1220 
	.08 
	.26 
	5.13 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1000.843 
	1000.843 
	607.549 
	.270 
	607.819 
	3.00 
	11.79 
	2.16 
	609.98 
	.00 
	.60 
	1.37 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.545 
	.545 
	.4496 
	.1065 
	.06 
	.27 
	4.81 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1001.389 
	1001.389 
	607.794 
	.279 
	608.073 
	3.00 
	11.24 
	1.96 
	610.03 
	.00 
	.60 
	1.39 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.472 
	.472 
	.4496 
	.0931 
	.04 
	.28 
	4.51 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1001.861 
	1001.861 
	608.007 
	.289 
	608.296 
	3.00 
	10.72 
	1.78 
	610.08 
	.00 
	.60 
	1.41 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.416 
	.416 
	.4496 
	.0813 
	.03 
	.29 
	4.23 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1002.277 
	1002.277 
	608.193 
	.298 
	608.492 
	3.00 
	10.22 
	1.62 
	610.11 
	.00 
	.60 
	1.42 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.363 
	.363 
	.4496 
	.0709 
	.03 
	.30 
	3.97 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1002.639 
	1002.639 
	608.357 
	.308 
	608.665 
	3.00 
	9.74 
	1.47 
	610.14 
	.00 
	.60 
	1.44 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.320 
	.320 
	.4496 
	.0619 
	.02 
	.31 
	3.72 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1002.959 
	1002.959 
	608.500 
	.318 
	608.818 
	3.00 
	9.29 
	1.34 
	610.16 
	.00 
	.60 
	1.46 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.280 
	.280 
	.4496 
	.0540 
	.02 
	.32 
	3.48 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.239 
	1003.239 
	608.626 
	.329 
	608.955 
	3.00 
	8.86 
	1.22 
	610.17 
	.00 
	.60 
	1.48 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.248 
	.248 
	.4496 
	.0472 
	.01 
	.33 
	3.27 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	FILE: LAT3.WSW 
	FILE: LAT3.WSW 
	W S P G W -CIVILDESIGN Version 14.01 
	PAGE 
	2 

	TR
	Program Package Serial Number: 
	1265 


	WATER SURFACE PROFILE LISTING Date: 9-26-2022 Time:11:45: 0 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-3 DESIGNED BY DEA, BY 09-26-2022 
	100-YEAR STORM ************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.487 
	1003.487 
	608.738 
	.340 
	609.078 
	3.00 
	8.44 
	1.11 
	610.18 
	.00 
	.60 
	1.50 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.217 
	.217 
	.4496 
	.0412 
	.01 
	.34 
	3.06 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.704 
	1003.704 
	608.835 
	.352 
	609.187 
	3.00 
	8.05 
	1.01 
	610.19 
	.00 
	.60 
	1.52 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.192 
	.192 
	.4496 
	.0361 
	.01 
	.35 
	2.87 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1003.896 
	1003.896 
	608.922 
	.364 
	609.286 
	3.00 
	7.68 
	.92 
	610.20 
	.00 
	.60 
	1.54 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.170 
	.170 
	.4496 
	.0315 
	.01 
	.36 
	2.69 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1004.066 
	1004.066 
	608.998 
	.376 
	609.374 
	3.00 
	7.32 
	.83 
	610.21 
	.00 
	.60 
	1.56 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.148 
	.148 
	.4496 
	.0275 
	.00 
	.38 
	2.52 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1004.215 
	1004.215 
	609.065 
	.389 
	609.454 
	3.00 
	6.98 
	.76 
	610.21 
	.00 
	.60 
	1.58 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.131 
	.131 
	.4496 
	.0240 
	.00 
	.39 
	2.36 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1004.346 
	1004.346 
	609.124 
	.402 
	609.526 
	3.00 
	6.65 
	.69 
	610.21 
	.00 
	.60 
	1.60 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.115 
	.115 
	.4496 
	.0210 
	.00 
	.40 
	2.21 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1004.461 
	1004.461 
	609.176 
	.415 
	609.591 
	3.00 
	6.34 
	.62 
	610.22 
	.00 
	.60 
	1.62 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.097 
	.097 
	.4496 
	.0183 
	.00 
	.42 
	2.07 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1004.558 
	1004.558 
	609.219 
	.430 
	609.649 
	3.00 
	6.05 
	.57 
	610.22 
	.00 
	.60 
	1.64 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.087 
	.087 
	.4496 
	.0160 
	.00 
	.43 
	1.94 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1004.645 
	1004.645 
	609.258 
	.444 
	609.702 
	3.00 
	5.77 
	.52 
	610.22 
	.00 
	.60 
	1.66 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.073 
	.073 
	.4496 
	.0140 
	.00 
	.44 
	1.82 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	FILE: LAT3.WSW 
	FILE: LAT3.WSW 
	W S P G W -CIVILDESIGN Version 14.01 
	PAGE 
	3 

	TR
	Program Package Serial Number: 
	1265 

	TR
	WATER SURFACE PROFILE LISTING 
	Date: 9-26-2022 
	Time:1
	1:45: 
	0 

	TR
	SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-3 

	TR
	DESIGNED BY DEA, BY 09-26-2022 

	TR
	100-YEAR STORM 


	************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| 
	L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.719 
	1004.719 
	609.291 
	.459 
	609.750 
	3.00 
	5.50 
	.47 
	610.22 
	.00 
	.60 
	1.68 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.061 
	.061 
	.4496 
	.0123 
	.00 
	.46 
	1.70 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.780 
	1004.780 
	609.319 
	.475 
	609.794 
	3.00 
	5.24 
	.43 
	610.22 
	.00 
	.60 
	1.70 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.052 
	.052 
	.4496 
	.0107 
	.00 
	.48 
	1.59 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.831 
	1004.831 
	609.342 
	.491 
	609.833 
	3.00 
	5.00 
	.39 
	610.22 
	.00 
	.60 
	1.72 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.042 
	.042 
	.4496 
	.0094 
	.00 
	.49 
	1.49 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.873 
	1004.873 
	609.361 
	.508 
	609.869 
	3.00 
	4.77 
	.35 
	610.22 
	.00 
	.60 
	1.74 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.032 
	.032 
	.4496 
	.0082 
	.00 
	.51 
	1.40 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.905 
	1004.905 
	609.375 
	.526 
	609.901 
	3.00 
	4.54 
	.32 
	610.22 
	.00 
	.60 
	1.76 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.025 
	.025 
	.4496 
	.0072 
	.00 
	.53 
	1.31 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.930 
	1004.930 
	609.386 
	.544 
	609.931 
	3.00 
	4.33 
	.29 
	610.22 
	.00 
	.60 
	1.78 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.017 
	.017 
	.4496 
	.0063 
	.00 
	.54 
	1.22 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.947 
	1004.947 
	609.394 
	.563 
	609.957 
	3.00 
	4.13 
	.27 
	610.22 
	.00 
	.60 
	1.80 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.011 
	.011 
	.4496 
	.0055 
	.00 
	.56 
	1.15 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.958 
	1004.958 
	609.399 
	.582 
	609.981 
	3.00 
	3.94 
	.24 
	610.22 
	.00 
	.60 
	1.82 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-


	.002 
	.002 
	.4496 
	.0048 
	.00 
	.58 
	1.07 
	.19 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| | 
	| 
	| 

	1004.960 
	1004.960 
	609.400 
	.604 
	610.004 
	3.00 
	3.75 
	.22 
	610.22 
	.00 
	.60 
	1.84 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|-|
	-
	-

	-|
	-

	|
	-



	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-4 
	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-4 
	T1 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-4 

	T2 DESIGNED BY DEA, BY 09-26-2022 
	T2 DESIGNED BY DEA, BY 09-26-2022 

	T3 100-YEAR STORM 
	T3 100-YEAR STORM 

	SO 
	SO 
	1000.000 608.600 
	1 
	609.330 

	R 
	R 
	1000.000 608.600 
	1 
	.013 
	.000 

	R 
	R 
	1033.550 611.190 
	1 
	.013 
	.000 

	R 
	R 
	1063.980 613.550 
	1 
	.013 
	.000 

	SH 
	SH 
	1063.980 613.550 
	1 
	613.550 

	CD 
	CD 
	1 
	4 
	0 
	.000 
	2.000 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	2 
	4 
	0 
	.000 
	1.000 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	3 
	4 
	0 
	.000 
	3.000 
	.000 
	.000 
	.000 
	.000 

	CD 
	CD 
	4 
	4 
	0 
	.000 
	1.250 
	.000 
	.000 
	.000 
	.000 

	Q 
	Q 
	15.060 
	.0 


	FILE: LAT4.WSW W S P G W -CIVILDESIGN Version 14.01 PAGE Program Package Serial Number: 1265 WATER SURFACE PROFILE LISTING Date: 9-26-2022 Time:11:51: 5 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-4 DESIGNED BY DEA, BY 09-26-2022 100-YEAR STORM ************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1000.000 
	1000.000 
	608.600 
	.704 
	609.304 
	15.06 
	15.25 
	3.61 
	612.92 
	.00 
	1.40 
	1.91 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	13.707 
	13.707 
	.0772 
	.0598 
	.82 
	.70 
	3.74 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1013.707 
	1013.707 
	609.658 
	.723 
	610.381 
	15.06 
	14.70 
	3.36 
	613.74 
	.00 
	1.40 
	1.92 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	11.639 
	11.639 
	.0772 
	.0532 
	.62 
	.72 
	3.55 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1025.347 
	1025.347 
	610.557 
	.749 
	611.306 
	15.06 
	14.02 
	3.05 
	614.36 
	.00 
	1.40 
	1.94 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	8.203 
	8.203 
	.0772 
	.0467 
	.38 
	.75 
	3.32 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1033.550 
	1033.550 
	611.190 
	.776 
	611.966 
	15.06 
	13.37 
	2.77 
	614.74 
	.00 
	1.40 
	1.95 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	2.400 
	2.400 
	.0776 
	.0426 
	.10 
	.78 
	3.10 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1035.951 
	1035.951 
	611.376 
	.786 
	612.162 
	15.06 
	13.13 
	2.68 
	614.84 
	.00 
	1.40 
	1.95 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	5.558 
	5.558 
	.0776 
	.0390 
	.22 
	.79 
	3.02 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1041.509 
	1041.509 
	611.807 
	.815 
	612.622 
	15.06 
	12.52 
	2.43 
	615.06 
	.00 
	1.40 
	1.97 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	4.436 
	4.436 
	.0776 
	.0342 
	.15 
	.82 
	2.82 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1045.945 
	1045.945 
	612.151 
	.844 
	612.995 
	15.06 
	11.94 
	2.21 
	615.21 
	.00 
	1.40 
	1.98 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	3.580 
	3.580 
	.0776 
	.0300 
	.11 
	.84 
	2.63 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1049.525 
	1049.525 
	612.429 
	.875 
	613.304 
	15.06 
	11.38 
	2.01 
	615.32 
	.00 
	1.40 
	1.98 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	2.929 
	2.929 
	.0776 
	.0264 
	.08 
	.88 
	2.46 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1052.454 
	1052.454 
	612.656 
	.908 
	613.564 
	15.06 
	10.85 
	1.83 
	615.39 
	.00 
	1.40 
	1.99 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	2.433 
	2.433 
	.0776 
	.0232 
	.06 
	.91 
	2.29 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	FILE: LAT4.WSW 
	FILE: LAT4.WSW 
	W S P G W -CIVILDESIGN Version 14.01 
	PAGE 
	2 

	TR
	Program Package Serial Number: 
	1265 


	WATER SURFACE PROFILE LISTING Date: 9-26-2022 Time:11:51: 5 SAN MARCOS OFF-SITE STORM DRAIN ANALYSIS, LAT-4 DESIGNED BY DEA, BY 09-26-2022 
	100-YEAR STORM ************************************************************************************************************************** ******** | Invert | Depth | Water | Q | Vel Vel | Energy | Super |Critical|Flow Top|Height/|Base Wt| |No Wth 
	Station | Elev | (FT) | Elev | (CFS) | (FPS) Head | Grd.El.| Elev | Depth | Width |Dia.-FT|or I.D.| ZL |Prs/Pip -|--|--|--|--|--|--|--|--|--|--|--|--|--| L/Elem |Ch Slope | | | | SF Ave| HF |SE Dpth|Froude N|Norm Dp | "N" | X-Fall| ZR |Type Ch *********|*********|********|*********|*********|*******|*******|*********|*******|********|********|*******|*******|***** |******* 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1054.888 
	1054.888 
	612.845 
	.942 
	613.787 
	15.06 
	10.35 
	1.66 
	615.45 
	.00 
	1.40 
	2.00 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	2.032 
	2.032 
	.0776 
	.0204 
	.04 
	.94 
	2.14 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1056.920 
	1056.920 
	613.002 
	.977 
	613.980 
	15.06 
	9.86 
	1.51 
	615.49 
	.00 
	1.40 
	2.00 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	1.668 
	1.668 
	.0776 
	.0180 
	.03 
	.98 
	1.99 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1058.587 
	1058.587 
	613.132 
	1.015 
	614.147 
	15.06 
	9.41 
	1.37 
	615.52 
	.00 
	1.40 
	2.00 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	1.391 
	1.391 
	.0776 
	.0158 
	.02 
	1.02 
	1.85 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1059.979 
	1059.979 
	613.240 
	1.054 
	614.294 
	15.06 
	8.97 
	1.25 
	615.54 
	.00 
	1.40 
	2.00 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	1.141 
	1.141 
	.0776 
	.0140 
	.02 
	1.05 
	1.72 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1061.119 
	1061.119 
	613.328 
	1.095 
	614.423 
	15.06 
	8.55 
	1.14 
	615.56 
	.00 
	1.40 
	1.99 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.923 
	.923 
	.0776 
	.0123 
	.01 
	1.10 
	1.60 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1062.042 
	1062.042 
	613.400 
	1.138 
	614.538 
	15.06 
	8.15 
	1.03 
	615.57 
	.00 
	1.40 
	1.98 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	|
	-


	.717 
	.717 
	.0776 
	.0109 
	.01 
	1.14 
	1.49 
	.67 
	.013 
	.00 
	.00 
	PIPE 

	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 
	| 

	1062.760 
	1062.760 
	613.455 
	1.184 
	614.639 
	15.06 
	7.77 
	.94 
	615.58 
	.00 
	1.40 
	1.97 
	2.000 
	.000 
	.00 
	0 
	.0 

	-|
	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
	-

	-|
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	1.INTRODUCTION 
	1.1PROJECTSITEDESCRIPTION 
	Thesubjectsiteconsistsofapproximately10.83grossacresoflandlocatedintheCityofSanMarcos, California.Theprojectsiteisboundedtothenorthbyanopenspaceareaandanexistingresidentialsite, totheeastbyexistingcommercial/industrialsites,tothewestbyexistingcommercial/industrialsites,andto thesouthbyEastMissionRoad.Thesubjectypropertycurrentlyconsistsoffourindustrialbuildings,work yards,andanundisturbedmoundarea. 
	1.2PURPOSEANDMETHODOLOGY 
	Thepurposeofthisstudyistodeterminetheincreaseinpeakstormflowgeneratedfromaproposed industrialdevelopment,andtoprovideaconceptualdesignofdetentionsystemtomitigatetheincrease instormrunoff.TheareaofthesubjectsiteiswithinthejurisdictionoftheCityofSanMarcos,whichiswithin SanDiegoCounty.Therefore,theSanDiegoCountyHydrologyManualisusedasaguildanceinthisstudy. Thisstudywillanalyzeandcomparethe100-Yearstormeventfortheexistingandproposedconditions,and theoutcomeswillbeusedtosizethedetentionsystem. 
	ThecomputerprogramusedtoperformhydrologiccalculationsinthisstudyisCivilCadd/CivilDesign EngineeringSoftware.CivilDesign’sRationalMethodprogramwasusedtodeterminethepeakrunoffsand hydrographforthedrainageareas,andtheCivilDesign’sFloodHydrographRoutingProgramwasusedto determinetheadequatesizeofdetentionsystem. 
	2.HYDROLOGICANALYSIS 
	2.1EXISTINGCONDITION 
	Intheexistingcondition,thesubjectsiteisaveraging1%fromnorthtosouthtowardsEastMissionRoad,with theexceptionoftheundisturbedmoundareawhichhasamaximumslopeof2:1.Basedonavailableasbuiltdrawings,satelliteimagery,andtopographicdata,majorityoftheonsitedrainageiscollectedby drainageswalesanddraininlets,anddischargesdirectlytotheexisting8’x4’triplereinforececoncretebox culvertnearmiddleofthesouthernpropertyboundary.Aportionoftheonsiterunoffdrainstoeitherthe adjacentpropertiesorEastMissionRoad(node102,node402,andnode
	-

	BasedontheInfiltrationSummarypreparedbyLGCGeotechnical,Inc.,datedJuly22,2021,thesubjectsite hasextremelylowinfiltrationrates,shallowbedrockandshallowdetphtogroundwater.Therefore,itis recommendedagainstbythegeotechnicalengineertoimplementinfiltrationfacilityfortheproposed project. 
	Approximately700cfsofoffsiterunongeneratedfromthenorthernregionofthesubjectsitewillnotbe includedinthisstudyperdiscussionswiththeclientCaprockPartners.BasedupondiscucssionswiththeCity ofSanMarcosofficials,theconveyancesystemdownstreamofthesubjectsiteisinadequatetoconvey thepeakstormflowforthemasterdrainagearea.Thisissueisalsonotapartofthisstudy. 
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	DrainageArea 
	DrainageArea 
	DrainageArea 
	Acreage(Acres) 
	100-yearPeak Flow(CFS) 

	A 
	A 
	0.53 
	1.4 

	B 
	B 
	8.08 
	27.0 

	C 
	C 
	1.67 
	7.5 

	D 
	D 
	0.10 
	0.7 

	E 
	E 
	0.45 
	2.8 

	Total 
	Total 
	10.83 
	39.5 


	2.2PROPOSEDCONDITION 
	Intheproposedcondition,thesubjectsiteismodeledasanindustrialsiteinordertotakethemost conservativeapproachforimperviousareainthehydrologiccalculations.Increaseinimperviousareaand changeinsitegradingwillincreasethetotalpeakstormflowfrom39.5cfsto72.0cfs.Tomitigatethe increaseinpeakstormflow,anundergrounddetentionbasinisproposedneartheentranceofthesubject sitetodetaintheadditionalrunoff.Theoutflowfromthedetentionbasinwillberestrictedbya27”diameter orificeandultimatelydischargestotheexisting8’x4’triplereinforced
	DrainageArea 
	DrainageArea 
	DrainageArea 
	Acreage(Acres) 
	100-yearPeak Flow(CFS) 

	A 
	A 
	10.83 
	72.0 


	2.2.1MITIGATEDPEAKSTORMFLOWS 
	A50’Wx100’Lx5’Hundergrounddetentionsystemwitha90%porosityisproposedattheentranceofthe subjectsitetomitigatetheincreaseinpeakstormflow.Theinflowtothebasinwillbetheunmitigatedpeak flowofa100-yearstormevent,andtheoutflowfromthebasinwillberestrictedbya27”orifice.An1’initial depthisassumedinthisroutinganalysistoreservsespaceforpotentialwaterqualityneeds.Basedonthe results,theproposeddetentionsystemisabletoreducethepeakflowfrom72.0cfsto37.0cfs,whichisa 2.5cfsreductionascomparedtotheexistingcondition. 
	DrainageArea 
	DrainageArea 
	DrainageArea 
	Acreage(Acres) 
	Existing(CFS) 
	Proposed,Mitigated (CFS) 
	Delta(CFS) 

	A 
	A 
	10.83 
	39.5 
	37.0 
	-2.5 


	3.CONCLUSION 
	Basedupontheanalysisperformedwithinthisstudy,theproposeddetentionsystemwilladequatelydetain theincreasedrunoffemanatingfromtheonsiteareasoftheprojectintheproposedconditionfora 100-yearstormevent.Thiswillresultinnonetincreaseinrunofffromtheprojectsiteascomparedtothe existingconditon. 
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