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August 27, 2021 
 
 

Project No. 18186-01 
 
To: Hofmann Management Company 
 c/o TRG Land Design 
 898 Production Place 
 Newport Beach, California 92663 
 
Attention:  Mr. Mark Rogers 
 
Subject: Preliminary Geotechnical Evaluation and Planning Study, Proposed Residential 

Development at Travertine, City of La Quinta, California 

In accordance with your authorization, NMG Geotechnical, Inc. (NMG) has performed a 
preliminary geotechnical evaluation and planning study for the proposed Travertine mixed-use 
development in the city of La Quinta, California. We have reviewed the grading plan prepared by 
ProActive Engineering Consultants, received by NMG on May 20, 2019, in light of the 
geotechnical conditions at the site in order to provide geotechnical recommendations for the 
proposed grading and development. This report will also be used for preparation of the project 
Environmental Impact Report (EIR). 
 
Prior subsurface investigations have been performed at and adjacent to the site by various 
consultants (Appendix A). In addition, NMG conducted geophysical surveys at three locations, 
performed geologic mapping of the site, and completed an infiltration study for the two proposed 
water quality basins in the eastern portion of the site. The infiltration study included drilling of 
seven hollow-stem- auger borings to depths of 20 to 40 feet, percolation testing in five of the 
borings, laboratory testing, and evaluation of design infiltration rates. The collected data was 
compiled and are the basis for our findings, conclusions, and recommendations presented in this 
report. The 200-scale grading plan was used as the base map to present boring and test pit locations 
and geologic mapping for the site (Preliminary Geotechnical Map: Plates 1 and 2). The 200-scale 
grading and topographic maps and test pit data were also utilized to prepare an Approximate Rock 
Distribution Map (Plate 3). 
 
This report presents our findings and provides preliminary remedial grading and foundation design 
recommendations for the proposed development concept. Based on our findings, we conclude that 
the proposed development is feasible provided it is designed, graded and constructed in accordance 
with the preliminary geotechnical recommendations in this report. Additional geotechnical 
exploration, review, and analysis may need to be performed during the future design phases and 
as rough grading plans become available. The recommendations provided herein will then be 
confirmed and/or updated as necessary based on our findings.  
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If you have any questions regarding this report, please contact our office. We appreciate the 
opportunity to provide our services. 
 
Respectfully submitted, 
 
NMG GEOTECHNICAL, INC. 
 
 
 
Anthony Zepeda, CEG 2681     Shahrooz "Bob" Karimi, RCE 54250 
Project Geologist      Principal Engineer 
 
 
 
Terri Wright, CEG 1342 
Principal Geologist 
 
TW/AZ/SBK/grd 
 
Distribution:  (1) Addressee (E-Mail) 
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 1.0 INTRODUCTION 

1.1 Purpose and Scope of Work 

NMG Geotechnical, Inc. (NMG) has prepared this report of geotechnical evaluation and planning-
level study for the proposed Travertine mixed-use development in the city of La Quinta, California. 
We have reviewed the proposed grading and development in light of the geotechnical conditions 
at the site in order to provide preliminary geotechnical recommendations for the proposed grading 
and development. This report will also serve as the technical Appendix G for the EIR. 
 
We have reviewed the grading plan prepared by ProActive Engineering, received by NMG on 
May 20, 2019. The grading plan was used as the base map for our Preliminary Geotechnical Map 
(Plates 1 and 2) to present the geologic mapping and locations of geotechnical borings, percolation 
test borings, seismic lines, and test pits at the site. The 200-scale grading and topographic maps 
and test pit data were also utilized to prepare an Approximate Rock Distribution Map (Plate 3). 
 
Our scope of work was as follows: 
 
• Acquisition, review and compilation of available geologic/geotechnical reports and maps for 

the subject site and surrounding area. A reference list and definitions of terms used in this 
report are included in Appendix A.  

• The 200-scale Preliminary Geotechnical Map (Plates 1 and 2) provides a compilation of the 
boring and test pit locations at and adjacent to the site from this and previous geotechnical 
studies. Boring and test pit logs by NMG and others are included in Appendix B. 

• Review of historic aerial photographs dating back to the late 1940s and historic topographic 
maps dating back to the early 1900s. A list of reviewed photographs is included in Appendix A. 

• Geologic mapping of alluvial fans and exposures of bedrock in the mountains and hills adjacent 
to the proposed development. Geologic field mapping was performed on May 9 and 10, 2019. 
The geologic mapping is presented on the Preliminary Geotechnical Map (Plates 1 and 2).  

• A geophysical study was performed on May 9, 2019 to evaluate the rippability potential of the 
onsite materials at the anticipated locations of the deepest cuts. The approximate locations of 
the seismic lines are provided on the Preliminary Geotechnical Map (Plates 1 and 2). The 
complete geophysical refraction study is included in Appendix E. 

• An infiltration study was performed August 9 through 12, 2021, that included drilling and 
sampling of seven hollow-stem-auger borings at the two proposed water quality basins in the 
eastern portion of the site. Percolation testing was performed in five of the borings in general 
conformance with the Riverside County Design Handbook for Low Impact Development Best 
Management Practices. The boring logs are included in Appendix B. The percolation test data 
are presented in Appendix F. 

• An Approximate Rock Distribution Map (Plate 3) was prepared based on the percentages of 
boulders (oversize) recorded in the test pits to show the amount of oversize that may be 
generated during grading. 
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• Laboratory testing by NMG included moisture density, grain size and collapse testing. We also 
reviewed laboratory test results by others, including grain size distribution, consolidation, 
maximum density, optimum moisture content, permeability, expansion index, and corrosion 
potential. Laboratory test results by NMG and others are included in Appendix C, the in-situ 
moisture and density test results are included on the boring logs in Appendix B. 

• Evaluation of faulting and seismicity in accordance with the 2019 California Building Code 
(CBC) and the current standard of practice. Seismic design parameters are included in 
Section 3.16 and the data in Appendix D. 

• Geotechnical evaluation and analysis of the compiled data with respect to the proposed 
development. Geologic analysis included preparation of the geotechnical map and review of 
prior data compiled for this report. Geotechnical analysis included evaluation of rippability, 
rock (oversize) quantification, groundwater, settlement, slope stability, infiltration rate 
calculation, and development of preliminary grading recommendations. This task also included 
review of the preliminary grading plan in light of the geotechnical conditions. Geotechnical 
grading recommendations are included in Sections 3.2 to 3.7, and the General Earthwork and 
Grading Specifications are provided in Appendix G. 

• Preparation of this report with our findings, conclusions, and preliminary recommendations 
for the subject development.  

1.2 Site Location and Description  

The approximately 855-acre site is located in the southern most portion of the City of La Quinta. 
The property is accessed from the east, via a gate and dirt road over the levee from the western 
end of 62nd Avenue (Plate 2). The site consists of east-facing mountain-front alluvial fan, sloping 
gently at approximately 3 to 6 percent toward the east. Existing elevations vary from a high of 270 
feet above mean sea level (msl) in the west, to a low of 30 feet above msl in the east near 62nd 
Avenue. Locally, where 62nd Avenue and Madison Avenue are proposed to cross the existing 
levee, elevations at the toes of the levee are below sea level (-10 feet msl). The highest elevation 
within the boundary of the grading is 455 feet msl in the southwest corner where two water tanks 
are proposed.  
 
Site drainage sheet flows over the land surface toward existing washes and ultimately drains to the 
east. These flows historically made their way into the Whitewater River located 7 miles to the east 
of the site; however, a levee was constructed with infiltration ponds (Thomas E. Levy Groundwater 
Replenishment Facility) west of the levee. Surface flows are now impounded and infiltrate into 
the Coachella Valley groundwater basin. 
 
An abandoned vineyard is present within the central portion of the site. Miscellaneous remnants 
of this operation are still present, consisting of trellises, root balls, irrigation-related pipelines and 
well pads, and scattered rock piles likely generated during grading of the vineyard. The remainder 
of the site is essentially in its native condition, with sparse vegetation and abundant cobbles and 
boulders at the surface.  
 
There were limited utilities noted during our site reconnaissance, including overhead electric and 
remnants of water/irrigation, which previously supplied water for the vineyard. A water line is 
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present along 62nd Avenue, crossing the existing levee, which supplies water to the Thomas E. 
Levy Groundwater Replenishment Facility east of the project area.  

1.3 Proposed Conceptual Development and Grading 

The proposed project covers an area of approximately 855 acres and will be comprised of a variety 
of land uses. Residential land uses will range from low to medium density (1.5 to 8.5 dwelling units 
per acre) and total up to 1,200 dwelling units of varying product types. A resort/spa facility is 
planned in the northern portion of the community to serve residents, tourists and recreational 
visitors. The facility features a 45,000 square foot boutique hotel with a 175-seat restaurant, 97,500 
square feet of lodging to allow 100 villas, and an 8,700 square foot spa and wellness center.  
 
A 4-hole golf practice facility with a clubhouse is planned in the southeast portion of the site and 
will include a driving range, tracking bays, putting course, pro-shop, restaurant and bar, banquet 
and restaurant facility to be shared with wedding garden facilities. Bike lanes, pedestrian 
walkways, and a Travertine community trail system is proposed throughout the community. 
Recreational open space uses include picnic tables, barbeques, tot lot playground, two community 
parks and staging facilities for the regional interpretive trail. 
 
Proposed grading will consist of design cuts and fills up to 40 and 60 feet thick, respectively. The 
preliminary grading plan shows cut and fill slopes within the interior of the project at 3H:1V 
(horizontal to vertical) inclinations or flatter, up to 80 feet high. The perimeter slopes of the project 
are at inclinations of 2H:1V or flatter, up to 30 feet high. There will be perimeter flood protection 
along the western and southern boundaries, that consists of a raised edge condition (2H:1V slope) 
with armored lining to protect against scour and erosion. 
 
There will be two paved public access roads and a paved emergency access road. Both 62nd Avenue 
and Madison Street extensions will include grading adjacent to and over the existing flood control 
levee, from the east and north, respectively. Jefferson Street will also be extended to the north 
(Plate 1), to connect to the Coral Canyon portion of Jefferson Street, ultimately connecting to 
58th Avenue. Madison Street will be the emergency access, to connect to 60 Avenue and used by 
CVWD for access to their facilities. 62nd Avenue will be the main entrance to the site and the 
existing approach on the eastern side of the levee will be lengthened to soften grade with 
embankments likely supported with retaining structures. Additionally, culvert/arch crossings are 
anticipated to support the roadway extensions on the west side of the levee at 62nd Avenue and the 
south side of the levee for Madison Street. The alignment of Jefferson Street will cross over the 
Guadalupe dike at the northwest corner of the project, and may also include culvert/arch crossings. 

1.4 Site History and Prior Investigations/Grading 

Based on historic aerial photographs dating back to the 1940s and historic topographic maps dating 
back to the early 1900s, the following site history can be detailed:  
 
• The earliest topographic map reviewed was from 1904. The natural drainages and dry creeks 

appear roughly in the same location as today. The map indicates very little development of 
structures and roadways within the Coachella Valley area. 
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• In 1949, the site appears to be in its natural condition and predates the flood control levee (Dike 
No. 4) to the east. Visible lineaments representing the shoreline of ancient Lake Cahuilla are 
evident in the photographs. Other geomorphic features, such as the Martinez Landslide and 
varying-age alluvial fans and desert varnish/pavement are visible. The site remained in this 
condition through the 1950s. 

• By 1977, the flood control levee and associated control/conveyance levees were constructed. 
No infiltration ponds were yet constructed. The remainder of the project area appears to be in 
its native condition.  

• By 1998, a portion of the site was being utilized for agriculture (vineyard) and appears to 
generally be in the present-day condition.  
 

• Between 2006 and 2009, the Thomas E. Levy groundwater replenishment infiltration ponds 
were graded on the western side of the flood control levee. 

 
We have compiled and reviewed the data from numerous geotechnical studies performed at and 
near the site. A summary of the reports obtained and the investigations performed is presented 
below. A complete reference list is provided in Appendix A. The boring and test pit logs by others 
are included in Appendix B and the laboratory test results by others in Appendix C.  
 
• Sladden Engineering (2001) performed a geotechnical evaluation of the existing levee (Dike 

No. 4 Flood Control Levee) adjacent to the development. The evaluation included excavation 
of 10 hollow-stem-auger borings to depths of 11.5 to 46.5 feet.  

• URS Corporation (2002) performed a geotechnical investigation near the site for the proposed 
recharge facility. Their investigation included 12 hollow-stem borings to depths of 26.5 to 28 
feet, 8 test pits to depths of 11 to 15 feet, installation of two groundwater wells and geotechnical 
laboratory testing. 

• Sladden Engineering (2005a) performed a geotechnical exploration for adjacent development 
immediately north of the subject site ("Coral Canyon" Development). This exploration 
included drilling of 12 hollow-stem-auger borings to depths of 8.0 to 30.5 feet. 

• Earth Systems Southwest (2007b) performed a geotechnical exploration for the proposed 
extension of Madison Street. This study included excavation of four hollow-stem-auger 
borings, laboratory testing, and preparation of the report. 

• Earth Systems Southwest (2007c) performed infiltration testing for storm water facilities 
proposed for the Travertine project. This study included excavation of seven hollow-stem-
auger borings, in-situ infiltration testing, collection of surface samples, laboratory testing, and 
preparation of a report summarizing their findings.  

• Earth Systems Southwest (2007d) later prepared a geotechnical engineering report for the 
Travertine project, which included a field exploration consisting of excavation of 49 test pits 
ranging in depth from 7 to 26 feet below existing grade, sample collection, and laboratory 
testing. This report includes the bulk of the data utilized during our review and development 
of the preliminary geotechnical recommendations provided herein. 
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1.5 Field Exploration  

Our field exploration started with two days of site reconnaissance and geologic mapping performed 
on May 9 and 10, 2019. The geologic mapping is shown on the Preliminary Geotechnical Map 
(Plates 1 and 2) utilizing the existing topography and rough grading plan as the base map. The map 
represents a compilation of the regional geologic mapping, along with aerial photograph 
interpretation and site-specific mapping.  
 
A seismic refraction survey was performed onsite within areas of the deepest planned cuts in order 
to review rippability and the potential presence of buried granitic rock. The survey consisted of 
three seismic lines ranging from 350 to 470 feet long with geophone spacing ranging from 7.5 to 
10 feet apart. The locations of the seismic lines are shown on the Preliminary Geotechnical Map 
(Plates 1 and 2) and the complete seismic refraction survey report is included in Appendix E. 
 
Additional field exploration was performed on August 9 and 10, 2021 in the southeast portion of 
the site, where two water quality basins are proposed near 62nd Avenue. This work included 
drilling, logging, and sampling of seven 8-inch-diameter hollow-stem borings (H-1, H-2, P-1 
through P-5) to depths between 20 and 40 feet below ground surface with a truck-mounted drill 
rig. Samples were taken using the Standard Penetration Test (SPT) (1.38-inch inside-diameter) 
and modified California split-barrel ring sampler (2.5-inch inside-diameter). The samplers were 
driven into the soil with a 140-pound automatic safety hammer, free-falling 30 inches on the truck-
mounted rig. The drive samples were also used to obtain a measure of resistance of the soil to 
penetration (recorded as blows-per-foot on our geotechnical boring log). Representative bulk 
samples of onsite soil were collected from the drill cuttings and SPT samples. Relatively 
undisturbed samples were also collected using the modified California split barrel ring sampler. 
The borings were backfilled with cuttings and tamped for compaction. The approximate locations 
of these and prior borings are shown on the Geotechnical Map (Plates 1 and 2). The boring logs 
are included in Appendix B. 
 
Percolation testing was performed in five borings (P-1 through P-5) on August 10 and 12, 2021 in 
general conformance with the Riverside County Whitewater River Region Stormwater Quality 
Best Management Practice Design Handbook for Low Impact Development (2014). This method 
was approved by the city for use on the Travertine site prior to the work being performed. Two-
inch-diameter slotted PVC pipe and granular sand (No. 3) backfill (annular space) was installed 
within the borings to prevent caving of the native sandy soils during testing. A 4,000-gallon heavy-
duty water truck was used to supply water during testing. Percolation test results are discussed in 
Section 2.11 and presented in Appendix F. 

1.6 Laboratory Testing   

Due to the dry clean sandy nature of the alluvial soils at the site, undisturbed samples were difficult 
to collect. Therefore, the majority of laboratory testing was performed on selected bulk and 
disturbed soil samples. The testing performed included: 
 
• Moisture content and dry density as possible; 
• Grain size; and 
• Collapse tests. 
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Laboratory tests were conducted in general conformance with applicable ASTM standards. 
Laboratory test results by NMG and others are presented in Appendix C. In-situ moisture and dry 
density results are included on the geotechnical boring logs (Appendix B). 
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2.0 GEOTECHNICAL FINDINGS 

2.1  Geologic Setting and Soil Mapping  

The site is situated on substantial alluvial fan deposits at the base of the Santa Rosa Mountains, 
located within the Peninsular Range geomorphic province of southern California. The project area 
lies along the west side of Coachella Valley, approximately 14 miles northwest of the Salton Sea. 
The site is situated west of ancient Lake Cahuilla that once inundated the Coachella Valley. 
Bedrock is exposed along the northern perimeter and southwest corner of the site and consists of 
Mesozoic-age plutonic (granitic) rocks. Bedrock units present in the adjacent Santa Rosa 
Mountains to the west include both Mesozoic-age granitic rock and Pre-Cenozoic-age granitic and 
metamorphic rocks. Surficial deposits include numerous generations of Quaternary-age alluvial 
fan deposits. 
 
Soil mapping by the U.S. Department of Agriculture (USDA, 2020) only covers portions of the 
project area. We have used the existing available data and modified/extended the soil mapping to 
cover the project area based on the soil types presented in the USDA mapping and our field 
mapping. Figure 2 presents the combined soils mapping. The granitic bedrock outcrops and 
elevated older alluvial fan deposits largely composed of cobbles and boulders have been 
designated as Rock Outcrop and Rubble Land, respectively, in the USDA mapping. The lower-
lying younger alluvial fans and active wash materials are also designated as the Carrizo stony sand 
and Carsitas gravelly sand. This material is generally granular and subject to erosion. 

2.2  Earth Units 

The site is generally underlain by young and old alluvial fan deposits. Locally along the project 
perimeter, granitic bedrock is mapped. Undocumented artificial fill associated with grading of 
flood control levees and the abandoned vineyard are present at the site. Mapped earth units within 
the development area are described below, in the order of oldest to youngest. The approximate 
limits of the earth units are shown on the Preliminary Geotechnical Map (Plates 1 and 2). The earth 
units were based on regional mapping by others (Figures 3 and 4; Dibblee, 2008 and CGS, 2012), 
and site-specific mapping by Earth Systems Southwest (2007d). NMG refined the units based on 
review of aerial photographs and field mapping.  
 
Granitic Bedrock (gr): Exposed Mesozoic-age granitic bedrock is mapped within the adjacent 
mountains to the west-southwest and in the north-south trending ridgeline at the north end of the 
project area. The medium-grained, massive to foliated, granitic rock was found to be highly 
fractured and jointed near-surface with veins of feldspar and quartz. The Santa Rosa Mountains to 
the west expose granitic and metamorphic bedrock that are the source of the fan deposits that 
underlie the subject site. 
 
Older Alluvial Fan Deposits (Qof) were predominately mapped along the central and 
southwestern portions of the project area within the elevated fans. This unit was assigned based on 
fan morphology, relative elevation, magnitude of channel incision, and strong desert pavement and 
varnish development (Christenson and Purcell, 1985). While many generations of older alluvial 
fans may be present across the project area, we have designated this unit to represent older fans 
outside of the active alluvial fan.  
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Based on test pits excavated and geotechnically logged by Earth Systems Southwest (2007d), TP-
30 through TP-32 and TP-39 encountered this earth unit. The material was found to generally 
consist of light brown to white well-graded fine to coarse sands (SW) with trace to little gravel 
that were dry and medium dense. The percentage of larger rock (cobbles and boulders) was found 
to generally range from 20 to 30 percent with an abundance near-surface (80+ percent) at some 
locations, likely representing the desert pavement. Based on our review of the site-specific data, 
there is no distinct correlation between earth unit and presence/quantity of cobbles and boulders. 
This is likely more closely linked to mountain-front proximity. An Approximate Rock Distribution 
Map (Plate 3) was prepared to distinguish the limits and distribution of oversize material (boulders 
over 12 inches in the maximum diameter) based on the existing test pit logs and field descriptions. 
 
Younger Alluvial Fan Deposits (Qyf) were mapped across the majority of the project area and is 
the most prevalent earth unit within the development area. The younger alluvial fans were 
generally found to have little to no desert pavement or varnish development, mild channel incision, 
and a braided channel drainage pattern. Based on our mapping, the fan deposits include rocks of 
both granitic and metamorphic composition that are very hard and not weathered. These rocks are 
primarily rounded to subangular, cobble to small boulder (12- to 24-inch) size over much of the 
site, and with boulders up to 2 to 4 feet in the fans to the west. 
 
This unit was encountered in all exploratory trenches by Earth Systems Southwest, except TP-30 
through TP-32 and TP-39. The material was found to generally consist of light brown to white 
well-graded fine to coarse sand (SW) with trace to some gravel, locally with trace to little fines 
(silts and clays). Additionally, some of the material was found to consist of fine to coarse sandy 
gravel (GW). The sands and gravels were dry to damp, medium dense to dense, and friable. The 
test pit logs indicate that the percentage of cobbles and boulders was found to generally range from 
2 to 50 percent, with a number of locations as high as 60 to 80 percent. The amount and size of 
boulders generally decreased to the east, away from the mountains. 
 
The younger alluvial fan deposits were found in our borings drilled in the eastern portion of the 
site near the future basins and the 62nd Avenue extension. Borings H-1 and H-2 were drilled to 
depths of 40 feet and encountered primarily gray to brownish-gray fine to coarse sands (SW, SP, 
SW-SM) with gravelly sand layers (SW/GW) that were between 5 and 10 feet thick. Continuous 
sampling performed to depths of 20 to 23 feet below the bottom of the basins did not encounter 
clayey or silty confining layers. Five borings P-1 through P-5 that were drilled to depths of 20 to 
30 feet, also encountered similar younger alluvial fan deposits.  
 
Undocumented Artificial Fills (Afu): There are several generations of artificial fill onsite, 
including undocumented fill associated with vineyard and flood control levee grading. No test pits 
or exploration was performed within vineyard artificial fill. The fill appears to be of relatively 
minor thickness and of similar composition to the alluvial fans. More significant grading appears 
to have been performed along the western and southern perimeters of the vineyard where the 
natural drainage courses were realigned. This portion of artificial fill appears to have a large 
concentration of cobbles and boulders, likely to protect the vineyard from scour and heavy flows 
during rain. Additional piles of undocumented artificial fills are present at the northwestern portion 
of the vineyard and appear to be composed largely of cobbles and boulders.  
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Other artificial fills exist along the eastern perimeters of the site (future 62nd Avenue extension), 
where flood control levees were constructed under the jurisdiction of the Bureau of Reclamation. 
The levee is constructed with sloping sides, approximately 2H:1V, and 30 to 35 feet above the 
adjacent natural elevations. A geotechnical study that included field exploration and borings was 
performed to evaluate the soil conditions within the levee and underlying native soils to determine 
the adequacy of the levee (Sladden, 2001). The soils were reportedly found to be an inconsistent 
mixture of brown silty sand (SM) and sandy silt (ML) with scattered gravel. The fill materials were 
found to be generally very firm, dense, dry to moist and adequate for levee support (Sladden, 
2001). The report also indicates that the core was typically siltier than the soils exposed on the 
embankment. No report documenting the original construction of levee was available for our 
review.  

2.3 Laboratory Testing and Soil Properties 

Based on our limited exploration, the matrix materials within the younger alluvial fan deposits 
encountered in the borings predominantly consisted of clean sands with gravel and varying amount 
of silt. The majority of the driven samples during our exploration were disturbed due to the 
presence of gravels and the dry nature of the sandy soils. The in-place moisture contents varied 
between 0.3 and 7.3 percent. Dry densities were obtained in eleven of the 63 samples and the 
densities varied between 116.7 and 126.5 pcf. In addition, blow counts generally varied between 
20 and 80 blows per foot. 
 
Moisture contents and dry densities for the flood control levee fill ranged from 0.5 to 8.7 percent 
and 95 to 129 pcf, respectively (Sladden, 2001). Blow counts reportedly ranged from 26 to 100+ 
blows per foot. 
 
Grain Size Distribution: Grain-size distribution tests were conducted by NMG and others on bulk 
and/or ring samples. These samples were classified as poorly or well-graded sands with fines 
contents (passing Sieve No. 200) of 13 percent or less with a Unified Soil Classification System 
(USCS) of SW, SP or SW-SM. Note that it is likely most cobbles and boulders were screened out 
during sample collection and preparation. The grain size analysis represents the matrix materials 
(clay, silt, sand, and gravel) and should be reviewed with the associated test pit log for a more 
complete representation of the earth units. 
 
Grain-size distribution tests for the flood control levee fill were conducted on 69 bulk and/or ring 
samples. Sixty-six of these samples were classified as silty or clayey sands with fines contents in 
the range of 13 to 49 percent (USCS classification of SM or SC). Three of the samples were 
classified as sandy silt (USCS classification of ML) with fines contents in the range of 52 to 56 
percent.  
 
Maximum Density and Optimum Moisture Content: The results of the maximum dry density 
testing by others indicate that the near-surface soils at depths of 0 to 5 feet have maximum dry 
densities ranging from 115.5 to 131.0 pcf with optimum moisture contents ranging from 3 to 12 
percent. 
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Maximum dry density testing of the flood control levee fill indicated that the near-surface soils at 
depths of 0 to 5 feet have maximum dry densities ranging from 131 to 134 pcf with optimum 
moisture contents ranging from 7 to 8 percent. 
 
Consolidation/Collapse: NMG performed hydro-consolidation tests on two relatively 
undisturbed ring samples collected at depths of 20 to 30 feet.  Hydro-consolidation potential of the 
samples was estimated under the vertical load of 3.2 ksf, which is near or above the existing 
overburden pressures of the samples. The estimated hydro-consolidation potential of the samples 
ranged from 1.4 to 1.6 percent, which is considered to be moderate. 
 
The consolidation test results for the flood control levee fill indicated a collapse potential of less 
than 3.1 percent and swell potential of less than 0.1 percent upon addition of water at 0.575 and 
0.72 kips per square foot (ksf) (Sladden, 2001). The report concluded that the higher collapse 
potential in the samples may have been attributed to the sample disturbance resulting from very 
high blow counts during collection. Consolidation testing of onsite materials was not performed 
during prior studies. The results of the consolidation tests are included in Appendix C. 
 
Corrosivity: Laboratory testing of the soil samples indicated that the onsite soils and those of the 
flood control levee are considered to be corrosive to severely corrosive to ferrous metals. Soluble 
sulfate exposure of levee soils is classified as "S0" per Table 19.3.1.1 of ACI-318-14. (Sladden, 
2001). 

2.4 Groundwater and Surface Water/Flood Potential  

Groundwater: The subject site lies within the East Whitewater River sub-basin of the Colorado 
River groundwater basin. Groundwater has not been encountered in borings or test pits excavated 
during any of the prior exploratory work. Based on our review of Coachella Valley Water District 
(CVWD) engineering report, groundwater is at great depth, approximate elevation of -75 feet 
below msl (CVWD, 2019). Ongoing replenishment has substantially increased the groundwater 
table over the past decade. Due to the location and elevation of the existing replenishment facility 
immediately east of the project area, we do not expect groundwater elevations to rise within 50 
feet of the planned development.  
 
There are several known water wells onsite within the Thomas E. Levy Groundwater 
Replenishment Facility. These well locations and groundwater levels were obtained from CVWD 
and are shown on Plates 1 and 2. Based on data from CVWD, the groundwater in the wells near 
62nd Avenue extension varied from 84 to 124.5 feet in depth (or elevations of -75 to -80 feet below 
msl) on December 16, 2019. The groundwater levels in wells near Madison Avenue were 
approximately 60 feet deep (or elevation of -80 feet below msl) on December 18, 2019.  
 
Surface Water and Flood Potential: Currently, the U.S. Federal Emergency Management 
Agency (FEMA) mapping does not cover the project area west of Dike No. 4. We understand that 
the flooding potential and associated hazards are being reviewed by the project hydrologist and 
that the development elevations will be situated above anticipated flood elevations, and appropriate 
scour and erosion protection will provided on the project perimeter slopes. 



  18186-01 
August 27, 2021 

210827 update report 11 
NMG 

2.5 Regional Faulting and Seismicity 

Faulting: A bedrock fault is mapped within the project area in the northern portion of the site 
extending toward the south and buried under the alluvial fan (Rogers, 1965 and Earth Systems 
Southwest, 2007d). This fault was also shown on the Technical Background Report of the Safety 
Element of the La Quinta 2035 General Plan (Earth Consultants International, 2010) as an inactive 
fault. There are no faults mapped at the site by other published maps (Dibblee, 2008 and CGS, 
2012). The site is not located within a fault-rupture hazard zone as defined by the Alquist-Priolo 
Special Studies Zones Act (CGS, 2018) or within an active or potentially active fault zone defined 
by Riverside County (2021).  
 
There are several regionally active faults that could produce an earthquake that results in strong 
ground shaking at the site. The closest seismically active faults are the San Andreas Fault located 
9.8 miles to the northeast, and the San Jacinto Fault located 14.8 miles southwest, as shown on 
Figure 5. The other regionally active, more distant faults that could produce ground shaking at the 
site include, but are not limited to, the Elsinore Fault and Brawley Seismic Zone.  
 
Seismicity: Properties in southern California are subject to seismic hazards of varying degrees, 
depending upon the proximity, degree of activity, and capability of nearby faults. These hazards 
can be primary (i.e., directly related to the energy release of an earthquake such as surface rupture 
and ground shaking) or secondary (i.e., related to the effect of earthquake energy on the physical 
world, which can cause phenomena such as liquefaction and ground lurching). Since there are no 
active faults at the site, the potential for primary ground rupture is considered very low. The 
primary seismic hazard for this site is ground shaking due to a future earthquake on one of the 
major regional active faults listed above. 
 
Using the USGS computer program (USGS, 2020) and the site coordinates of 33.60143 degrees 
north latitude and -116.26159 degrees west longitude, the controlling fault for the site is the San 
Andreas Fault, with the maximum moment magnitude of 7.7 MW.  
 
Based on the 2019 CBC and underlying site soil conditions, the site may be classified as Site 
Class D. 
 
Secondary Seismic Hazards: Both the City of La Quinta Technical Background Report to the 
Safety Element of the 2035 General Plan (Earth Consultants International, 2010) and Riverside 
County (2021) provide mapping of potential secondary seismic hazards, such as liquefaction 
susceptibility and earthquake-induced slope instability. Zones of potentially liquefiable soil, as 
defined by the County of Riverside, are included on Figure 6 and indicate low to very low 
liquefaction susceptibility. Based on the depth to groundwater summarized in Section 2.4, the 
liquefaction potential at the site is considered very low. Mass movements and slope stability are 
discussed in detail in Section 2.6.  
 
The potential for other secondary seismic hazards, such as tsunami and seiche, are considered very 
low as the site is located away from bodies of water and at elevation greater than 50 feet above 
msl.  
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2.6 Slope Stability and Mass Movements 

Permanent Structural Slopes: There are planned 3H:1V cut and fill slopes up to 80 feet high that 
will be cut from and/or underlain by alluvial fan materials. The proposed slopes are anticipated to 
be globally stable and likely surficially unstable or subject to erosion due to the lack of fines and 
cohesion in the native soils. Detailed slope stability analysis will need to be performed at the 
design-level study. (See further discussions in Section 3.7.) 
 
Temporary Slopes: Temporary excavations may expose varying earth materials, including both 
compacted and undocumented fills, and alluvial fan deposits. Temporary slopes in alluvial fans 
are anticipated to be subject to failure due to the sandy nature of the alluvium and lack of cohesion. 
A detailed slope stability analysis will need to be performed at the design-level study.  
 
Mass Movements and Natural Slopes: The Martinez Rockslide is located south of the site. The 
rockslide spans over 4.5 miles in length and broke away from the mountainside at an elevation of 
6,320 feet above msl, from the top of the Santa Rosa Mountains. It deposited and came to a stop 
onto the flatter desert floor. The toe area consists of a bouldery landslide material with a slope that 
is 200 to 300 feet above the adjacent alluvial fan. One study by Bock (1977) tentatively dated the 
rockslide as Holocene due to remnants of older alluvial fan material beneath the toe of the slide. It 
is hypothesized that the initiating force was a large seismic event located near Martinez Mountain. 
The development has been set back approximately 900 feet from the toe of the rockslide. Based 
on the setback distance and lack of potential energy and upslope materials, we do not anticipate 
the rockslide will have any impact to the project. However, due to the steep slope at the toe of the 
rockslide and presence of cobbles and boulders, rockfall hazard exists within the setback area.  
 
The granitic bedrock ridge at the north end of the development was found to generally be fractured 
and jointed and has been mapped as a potential rockfall hazard (Earth Consultants International, 
2010). In general, the plan set indicates 100-foot offset from this bedrock ridge. 
 
Rockfall hazard review and/or analysis should be performed at a later date for both locations 
discussed above once plans are further developed to evaluate this hazard and provide mitigation 
recommendations (i.e., impact walls or berms/channels) if required. 

2.7  Settlement  

Based upon our review of the existing subsurface data and laboratory data, the near-surface soil at 
the site generally consists of weathered, low density and/or porous material and undocumented fill 
material. This unsuitable soil is prone to significant collapse and/or consolidation and has poor 
bearing properties. Below this zone, the native materials appear to be dense, as reported by the 
high blow counts on the boring logs from adjacent projects. The amount of potential settlement 
can vary significantly over the site due to variations in subsurface conditions and depths of planned 
cuts and fills. In conducting our preliminary settlement evaluation, we have assumed that remedial 
removals will be implemented to remove the undocumented fill materials and weathered alluvial 
fan deposits; that fill loading will be a maximum of 60 feet over existing ground; and structures 
will be of low-rise wood-framed construction (one to two stories).  
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We anticipate the total consolidation settlement at the completion of grading to be on the order of 
1 to 1 ½ inches. The differential settlement is then expected to be on the order of ¾-inch over a 
40-foot span.  

2.8  Regional Subsidence 

Regional land subsidence as a result of groundwater withdrawal in the Coachella Valley has been 
studied by the U.S. Geological Survey over the past 25 years (USGS, 2014). Since the 1900s, 
increasing agricultural, domestic, and municipal groundwater withdrawal has lowered the water 
table in Coachella Valley as much as 50 vertical feet, which in turn resulted in wide spread land 
subsidence. Water levels were measured between 1995 and 2010 and found that groundwater 
levels were the lowest recorded in 2010. The majority of this measured subsidence occurred in the 
central portions of the city of La Quinta, north of 60th Avenue, where up to 2 feet was recorded. 
Interferometric Synthetic Aperture Radar detection indicated that land-surface elevation changes 
within the project area ranged from 0 to approximately 1.3 inches. Additionally, the study has 
noted that groundwater levels within the La Quinta area have shown recovery coinciding with 
increased groundwater replenishment at the Thomas E. Levy Facility beginning in mid-2009. As 
CVWD continues to monitor and maintain groundwater replenishment and reduce reliance on 
groundwater resources through water-supply management, we anticipate that regional subsidence 
will continue to decline. 

2.9  Erosion Potential and Scour Protection 

The alluvial fan deposits onsite are sandy with generally less than 10 percent fines and are 
considered highly erodible when exposed to environmental elements without protection. Design 
cut and fill slopes will need to have surface protection and proper drainage devices. Please note 
that the design cut slopes are laid back to 3H:1V inclination or flatter to reduce the potential for 
slope instability and erosion. To reduce the erosion and surficial slumping potential of the graded 
slopes, permanent manufactured slopes should be protected from erosion by planting with 
appropriate ground cover or by placing suitable erosion protection (i.e., jute matting, polymer 
coating, etc.). These measures should be applied as soon as is practical. 
 
The perimeter slopes are designed at 2H:1V and will require additional measures to reduce the 
erosion and scour potential in order to protect the slopes from flood waters. We understand that 
scour protection will be designed to depths on the order of 20 feet. Rip-rap or other surface 
protection will be provided on the slope face below the potential flood levels. These mitigation 
measures will be designed during future site-specific hydrological studies by others.  

2.10 Rippability and Oversize Rocks 

A seismic refraction study (Appendix E) was performed within the alluvial fan deposits at the 
locations of the deepest planned cuts, as shown on the Preliminary Geotechnical Maps (Plates 1 
and 2). In general, the primary wave velocities recorded in the uppermost 20 feet of alluvial fan 
material ranged from 1,500 to 2,500 feet per second (fps) Below 20 feet, velocities were 
consistently higher, generally 2,500 to 3,500 fps to our total study depth of 80 feet. Additionally, 
test pits were previously performed across the site to total depths of up to 25 feet with a track-
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mounted Deere 370C excavator. This work encountered refusal in 6 of 49 total test pit excavations 
due to large boulders. 
 
While the materials are generally considered rippable, considerable oversize rocks may be 
generated from the alluvial fan deposits. An Approximate Rock Distribution Map (Plate 3) was 
prepared to distinguish the limits and distribution of oversize material (boulders over 12 inches in 
the maximum diameter) that are anticipated to be encountered during grading in each of the cut or 
remedial removal areas. These percentages are based on the visual observations by Earth Systems 
Southwest (2007d) personnel while performing the excavator test pits onsite. Based on preliminary 
calculations, we anticipate that a significant amount of oversize rocks will need to be crushed to 
complete the proposed grading. With additional rock quality testing (hardness, durability, etc.), we 
anticipate that the crushed material should meet the Greenbook specifications for Crushed 
Aggregate Base (CAB). The rock may also be crushed to use as gravel or cobble sizes for use in 
erosion protection. It is unlikely the rock could be broken to use as rip-rap since the majority of 
the rock is smaller than the typical rip-rap material.  

2.11  Infiltration Testing  

There are two water quality basins planned at the site, a 2.5-acre basin north of 62nd Avenue and a 
10-acre basin located south of 62nd Avenue. The basins have proposed finish grade elevations, 
which are 15 to 30 feet below existing grade. Two borings (H-1 and H-2) were drilled to 40 feet 
bgs, or approximately 20 to 23 feet below the bottom of the proposed basins. Samples below the 
bottom of the proposed basin elevation were taken continuously with alternating ring samples and 
SPTs in order to verify that there were no fine-grained confining layers within the effective depths 
of the basins, per City of La Quinta Engineering Bulletin #06-16.  
 
Five additional borings (P-1 through P-5) were drilled to depths of 20 to 30 feet bgs (or 3 to 7 feet 
below the bottom of the future basins) for percolation testing. Two-inch diameter slotted PVC pipe 
and granular sand (No. 3) backfill (annular space) was installed within the borings to prevent 
caving of the native sandy soils during percolation testing. 
 
The Boring Percolation Tests were performed in P-1 through P-5 on August 10 and 12, 2021 in 
general conformance with the Riverside County Whitewater River Region Stormwater Quality 
Best Management Practice Design Handbook for Low Impact Development (2014). Per discussion 
with the City, they have allowed for preliminary testing and infiltration rate determination to be 
performed using the established County of Riverside methods.  
 
Initial testing was performed to confirm the "sandy soil criteria," after the pre-soaking period. The 
final measurements at the end of testing were used to convert percolation rates to infiltration rates 
using the equations presented in the County design handbook. The field test data sheets that include 
percolation rates are provided in Appendix F. 
 
The calculated infiltration rates are tabulated below and include rates with a factor-of-safety of 3, 
as required. The infiltration test results are representative of the location and depth the tests were 
performed. Due to the inherent variation of subsurface conditions, infiltration rates could vary 
substantially across the site. 
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Boring No. Tested Depth (ft.) Infiltration  
Rate (in./hr.) 

Infiltration  
Rate (in./hr.) with Factor 

of Safety 
P-1 21 to 23.5 18.0 6.0 
P-2 19 to 23.5 26.7 8.9 
P-3 18.5 to 20  26.6 8.9 
P-4 21.5 to 24.5 43.7 14.6 
P-5 26.5 to 29.5 19.3 6.4 

2.12  Earthwork Bulking/Shrinking and Subsidence 

The loss or gain of volume (shrink/bulk) of excavated natural materials and recompaction as fill 
varies according to earth material type and location. This volume change is represented as percent 
shrinkage (volume loss) and as percent bulking (volume gain) after recompaction of a unit volume 
of cut in this same material in its natural state. The onsite materials will have varying shrinkage or 
bulking characteristics. We anticipate that mass excavation and remedial removals will result in a 
10 and 15 percent shrinkage, respectively. Note that the onsite materials have little to abundant 
cobbles and boulders. Crushing will be required to generate fill materials, as discussed in Section 
2.10. Crushing rock may result in bulking on the order of 15 percent. 
 
Ground subsidence at the site is estimated to be on the order of 0.2 foot. 



  18186-01 
August 27, 2021 

210827 update report 16 
NMG 

3.0 CONCLUSION AND PRELIMINARY RECOMMENDATIONS 

3.1 General Conclusion and Recommendation 

Based on our study, the site is considered geotechnically suitable for the proposed residential 
development provided the preliminary geotechnical recommendations in this report are implemented 
during design, grading and construction. This report should also serve as the geotechnical appendix 
for the project EIR.  
 
Geotechnical observation/testing and mapping during grading is essential to verify the anticipated 
conditions and evaluate the recommended remedial design measures. The recommendations in this 
report are considered minimum and may be superseded by more restrictive requirements of others. 
These preliminary recommendations will need to be confirmed and updated as necessary during 
the design phase and through additional geotechnical investigation, testing and analysis. 

3.2 Earthwork and Grading Specifications 

Grading and excavations should be performed in accordance with the City of La Quinta Code and 
regulations and the General Earthwork and Grading Specifications in Appendix G. Clearing and 
grubbing of the site should include removal of any pavement or concrete, turf, landscaping, 
miscellaneous trash and debris, and disposal of deleterious material offsite. After removals and/or 
overexcavation, the bottoms should be scarified and moisture-conditioned prior to placement of 
fill. Fill should be placed in nearly horizontal loose lifts less than 8 inches in thickness, moisture-
conditioned and compacted to a minimum relative compaction of 90 percent (per ASTM D1557). 
Fills placed against ground sloping more than 5H:1V should be keyed and benched into competent 
material as the new fill is placed.  
 
Onsite soil materials are generally considered suitable to be used as fill materials. As noted, the onsite 
materials have little to abundant cobbles and boulders. Crushing may be required to generate fill 
material, as discussed in Section 3.5. 
 
The soil engineering properties of imported soil (if any) should be evaluated to determine if any 
of the recommendations provided herein will need modification.  

3.3 Remedial Grading and Overexcavation  

Remedial Removals: Unsuitable earth materials should be removed prior to placement of 
compacted fill. Unsuitable materials at the site include undocumented fills and weathered alluvial 
fan deposits. Removal depths in native soils across the site should extend 4 feet below existing 
grade. Locally, where thicker undocumented fills are located, remedial removals should extend 
deeper to remove the fill and unsuitable native soils. Removal bottoms should expose competent 
native material and should be reviewed and accepted by the geotechnical consultant prior to 
placement of fill.  
 
Grading over the levee for the proposed 62nd Avenue extension should bench into competent 
existing fills on the sides with minimal removals on the top (1 to 2 feet). Grading on the levee fill 
should be performed under the direction of the Bureau of Reclamation representatives.  
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Overexcavation: The proposed grading is anticipated to expose cut and fill transitions at finish 
grade. Shallow fill areas and cut portions of lots should be overexcavated and replaced with 
compacted fill to provide a minimum of 4 feet of uniform fill cap over each lot. Streets should be 
overexcavated 2 feet below subgrade to provide uniform fill below the pavement section. 
Alternatively, streets may be overexcavated 2 feet below the deepest utility to reduce the amount 
of oversize materials encountered and facilitate utility excavation/installation. 

3.4 Rippability 

Based on the geophysical studies and prior excavation work performed onsite, the alluvial fan 
earth units are anticipated to be rippable/excavatable with conventional earthmoving equipment 
(i.e., scrapers, excavators and backhoes). Seismic refraction surveys indicate the primary wave 
velocities vary from 1,200 fps near-surface to 3,500 fps at depth. Excavation difficulty due to the 
abundancy of cobbles and boulders should be expected. The geophysical results are provided in 
Appendix E. 
 
Buried hard granitic rock out-crops were not encountered at the location of the seismic surveys. 
However, small exposures of granitic bedrock may be encountered locally along the northern 
perimeter of the site, adjacent to the southernmost proposed tank site. This rock may not be 
rippable with conventional earth-moving equipment; requiring larger bulldozers, excavators and 
rock breaking equipment.  

3.5 Oversize Rock Crushing 

We anticipate there will be more oversize rocks generated during grading than can be placed in 
the onsite fills. The Approximate Rock Distribution Map (Plate 3) shows the approximate 
percentages of oversize rocks/boulders by area that will be generated from different areas at the 
site during mass excavation and remedial grading. Therefore, we anticipate that rock crushing may 
be needed during the grading operations. For crushing purposes, we anticipate that the planned 
operations should be to break the oversize boulders of 1 to 4 feet in maximum dimension down to 
make fill materials with the crushed product. We understand that larger boulders may need to be 
pre-broken, down to 2.5 to 3 feet in diameter prior to crushing. We anticipate the rocks could be 
crushed to make aggregate base materials or other rock products, but would need laboratory testing 
to confirm. 

3.6 Placement of Oversize Material 

Oversize rocks larger than 12 inches in the maximum diameter should not be placed in the upper 
10 feet of design fills or within 2 feet below the deepest utility in the streets. Oversized rocks 
greater than 24 inches in the maximum diameter will need to be placed in windrows in the deeper 
fills. Rocks that have a maximum diameter greater than approximately 4 feet should either be 
broken with pneumatic hammers and/or crushers prior to placement in windrows, or they should 
be handled by special placement as individual rocks in deep fill areas. The Grading and Earthwork 
Specifications in Appendix G include a detail for placement of oversize rocks. 
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3.7 Slope Stabilization  

General Slope Stability: As discussed previously, the proposed slopes, as shown on the 
preliminary grading plan, are anticipated to be grossly stable under static and pseudo-static loading 
conditions, provided the remedial removals recommended in this report are performed and the 
slopes are adequately compacted. 
 
The onsite native materials consist of highly erodible, cohesionless materials that contain oversize 
material. In order to reduce the potential rockfall hazard, and to help with surficial stability, 
stabilization fills are recommended for cut slopes at the site. Preliminary sizing of stabilization fill 
keys are a minimum depth of 4 feet and 15 feet wide for slopes up to 40 feet high, with the width 
increasing to 20 feet for those greater than 40 feet in height.  
 
During grading, slope excavations and any backcuts or keyway excavations should be mapped and 
evaluated by the geotechnical consultant to verify the anticipated conditions. If the conditions are 
different than anticipated, geotechnical analysis should be performed and the remedial grading 
measures modified as necessary. The excavations should be evaluated and accepted by the 
geotechnical consultant prior to placement of compacted fill.  
 
The reworked onsite soils are anticipated to provide adequate strength for the gross stability of the 
proposed fill slopes at the proposed slope inclination of 2H:1V and flatter. A base fill key should 
be provided for these fill slopes. The depth of the key should be a minimum of 2 feet into competent 
material, at least 15 feet wide, and have a one-foot tilt back into the slope. Fill slopes are anticipated 
to be stable as designed provided they are constructed in accordance with the details provided in 
our General Grading and Earthwork Specifications (Appendix G). Fill slopes and stabilization fills 
should be overbuilt approximately 3 feet thick and trimmed back to the proposed slope face in 
order to provide a uniform compacted slope face. Slopes will be subject to surficial erosion and 
should be planted as soon as practical.  
 
Temporary Slope Stability: Temporary slopes will be created as a result of the backcuts for 
recommended stabilization fill keys. The actual stability of the backcuts will depend on many 
factors, including the geologic conditions and the amount of time the excavation remains exposed. 
Excavations should not be left open for long periods of time and should be backfilled as soon as 
practical (i.e., backfilled prior to the weekend or holiday, if possible). Extra care and attention 
should be provided while grading next to adjacent properties. 
 
The backcut should be "slope-boarded" on a routine basis so that the geotechnical consultant can 
map the slope carefully during excavation and help to notify the project team of critically unstable 
areas. This will also allow those working below the excavation to observe any potential failures.  
 
Mass Movements and Natural Slopes: The development has been set back approximately 900 
feet from the toe of the Martinez Rockslide. Based on the setback distance and lack of potential 
energy and upslope materials, we do not anticipate the rockslide to have any adverse impact on 
the project. However, due to the steep slope at the toe of the rockslide and presence of cobbles and 
boulders, a rockfall hazard exists within the setback area.  
 



  18186-01 
August 27, 2021 

210827 update report 19 
NMG 

The granitic bedrock ridge at the north end of the development, was found to generally be fractured 
and jointed and has been mapped as a potential rockfall hazard (Earth Consultants International, 
2010).  
 
Rockfall hazard analysis should be performed at a later date for both locations discussed above 
once plans are further developed in order to evaluate this hazard and provide mitigation 
recommendations (i.e., impact walls or berms/channels) if required. 

3.8  Groundwater Conditions  

Based on review of the existing groundwater data, we anticipate groundwater to remain deep below 
the site, in excess of 50 feet. Groundwater is not anticipated to be encountered during grading or 
construction at the site. 

3.9 Settlement  

As discussed in Section 2.7, the total settlement as a result of fill placement in the areas underlain by 
native alluvial fan deposits, is estimated to be on the order of 1 to 1½ inches. The differential 
settlement is anticipated to be on the order of ¾-inch over a span of 40 feet.  

 
The amount of anticipated settlement will also depend on the type of foundation(s) selected. 
Additional evaluation will need to be performed once the actual design grades, foundation type, 
foundation loads and layouts are known. 

3.10 Foundation Design 

The design of foundation and slabs is the purview of the project structural engineer. Following 
completion of grading operations, the onsite soils at the site are anticipated to have "very low" to 
"low" expansion potential.  
 
An allowable bearing pressure of 1,800 psf may be assumed for foundations in compacted fill soils 
having a minimum depth of 12 inches below the lowest adjacent grade with a minimum width of 
12 inches. The allowable bearing pressure may be increased for each additional foot of width 
and/or depth by 300 psf up to a maximum of 3,000 psf.  
 
The allowable bearing pressure may be increased by one-third for wind and seismic loading. The 
allowable bearing pressure may also be applied to post-tensioned and mat slabs, if needed for 
design. The footings of freestanding structures (including walls and pilasters) should have a 
minimum embedment depth of 24 inches into approved soils.  
 
For lateral resistance against sliding, a friction coefficient of 0.38 may be used at the soil-
foundation interface. This value may be increase by one-third for wind and seismic loading. 
 
For non-post-tensioned slabs-on-grade and foundations, in accordance with Wire Reinforcement 
Institute (WRI) method (per the 2019 California Building Code), an effective Plasticity Index of 
15 is considered appropriate for the upper 15 feet of soil. For such slabs, we recommend a 
minimum embedment of 18 inches below the lowest adjacent grade for the perimeter footings.  
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The slabs should also be designed to satisfy the settlement criteria presented in Section 3.9 of these 
recommendations.  

3.11  Storm Water Infiltration Feasibility 

Based on our evaluation and analysis as described herein, we conclude that onsite storm water 
infiltration is geotechnically feasible. As discussed in Section 2.11, a minimum factor-of-safety 
of 3 has been applied to the results for preliminary design purposes. Per City of La Quinta 
Engineering Bulletin #06-16, the maximum allowable rate for retention basin design is two inches 
per hour. The infiltration rates obtained from testing exceed the maximum allowable rate dictated 
by the City; varying between 6.0 and 14.6 inches per hour. In addition, the two borings (H-1 and 
H-2) drilled with continuous sampling to a depth of 20 to 23 feet below the bottom of the proposed 
basins encountered sandy and gravelly alluvium without a confining layer.  

Infiltration systems should be constructed per the recommendations outlined in the Riverside 
County Whitewater River Region Stormwater Quality Best Management Practice Design 
Handbook for Low Impact Development (2014. Special care should be taken so as to limit 
disturbance to native soils utilized as the infiltration surface in a manner that may affect infiltration 
performance. Proper and routine maintenance should be provided for the infiltration systems. 

3.12 Trench Excavations and Backfill 

Excavations should conform to all applicable safety requirements. Trench excavations are 
anticipated to expose varying earth units, including fill and native alluvial fan deposits. 
Excavations should be considered Type C soils per Cal/OSHA regulations and should be excavated 
at 1.5H:1V or flatter, with no vertical excavation near the bottom. If the excavations cannot be 
made within the subject site, temporary shoring would be needed. The shoring would likely require 
shields or lagging for potential caving sands. Clean sands were encountered through the project, 
with caving conditions noted in some exploratory test pits.  
 
Native soils should be suitable for use as trench backfill. The cobbly materials may be difficult to 
use without mixing with cleaner sands and/or screening the rock. Cobbles larger than 3 inches in 
size should not be placed within the pipe zone. Trenches, including interior utility lines, should be 
either backfilled with native soil and compacted to 90 percent relative compaction, or backfilled with 
clean sand (SE 30 or better), which can be densified with water jetting and flooding. Trenches 
excavated next to structures and foundations should also be properly backfilled and compacted to 
provide full lateral support and reduce settlement potential. 

3.13 Lateral Earth Pressures 

The recommended lateral earth pressures for the drained onsite materials are as follows: 
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Equivalent Fluid Pressure (psf/ft) 

Conditions Level 2:1 Sloping 
Active 35 50 
At-Rest 55 -- 
Passive 400 230 sloping down 

 
These parameters are based on a soil internal friction angle of 33 degrees and soil unit weight of 120 
pcf. The above parameters do not apply for backfill that is highly expansive.  
 
To design an unrestrained retaining wall, such as a cantilever wall, the active earth pressure may 
be used. For a restrained retaining wall, such as a vault, basement or at restrained wall corners, the 
at-rest pressure should be used. Passive pressure is used to compute lateral soils resistance 
developed against lateral structural movement. Passive pressure may be increased by one-third for 
wind and seismic loading. Future landscaping/planting and improvements adjacent to retaining 
walls should also be taken into account in the design of the retaining walls. Excessive soil 
disturbance, trenches (excavation and backfill), future landscaping adjacent to footings, and over-
saturation can adversely impact retaining structures and result in reduced lateral resistance.  
 
For sliding resistance, the friction coefficient of 0.40 may be used at the concrete and soil interface. 
This value may be increased by one-third for wind and seismic loading. The passive resistance is 
taken into account only if it is ensured that the soil against embedded structure will remain intact 
with time. The retaining walls will also need to be designed for additional lateral loads if other 
structures or walls are planned within a 1H:1V projection.  
 
The seismic lateral earth pressure for walls retaining more than 6 feet of soil may be estimated to 
be an additional 15 pcf for active and at-rest conditions. The earthquake soil pressure has a 
triangular distribution and is added to the static pressures. For the active and at-rest conditions, the 
additional earthquake loading is zero at the top and maximum at the base. The seismic lateral earth 
pressure does not apply to walls retaining less than 6 feet of soil (2016 CBC Section 1803.5.12). 
 
Retaining structures should be waterproofed and provided with suitable backdrain systems to 
reduce the potential hydrostatic pressure on the walls. Figure 7 presents alternatives for wall-
backdrain systems. Specific drainage connections, outlets and avoiding open joints should be 
considered for the retaining wall design.  

3.14  Preliminary Pavement Design 

A preliminary pavement section based on assumed R-value of 40 and Traffic Index (TI) of 7 for 
the main drive areas and roadways and TI of 4 for residential streets and parking lots, consists of 
4 inches of asphalt concrete over 7 inches of aggregate base and 3 inches of asphalt concrete over 
4 inches of aggregate base, respectively. The final pavement section recommendations should be 
based on the anticipated Traffic Index (TI) of the roadways and the R-value of the subgrade soils. 
Pavement design and construction should be performed in accordance with the requirements of the 
City of La Quinta and the Greenbook. 
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3.15 Structural Setbacks 

The footings of structures (including retaining walls) located above descending slopes should be 
setback from the slope face. The setback distance is measured from the outside edge of the footing 
bottom along a horizontal line to the face of the slope. The table below summarizes the minimum 
setback criteria for structures above descending slopes.  
 

Structural Setback Requirements  
for Footings Above Descending Slopes 

Slope Height [H]  
(feet) 

Minimum Setback  
from Slope Face (feet) 

Less than 10 5 
10 to 20 ½ * H 
20 to 30 10 

30 to 120 ⅓ * H  
More than 120 40 

3.16 Seismic Design Guidelines 

The following table summarizes the seismic design criteria for the subject site. The seismic design 
parameters are developed in accordance with ASCE 7-16 and 2019 CBC (Appendix D). Please 
note that considering the proposed structures and the anticipated structural periods, site-specific 
ground hazard analysis was not performed for the site. The seismic design coefficient, Cs, should 
be determined per the parameters provided below and using equation 12.8-2 of ASCE 7-16.  
 

Selected Seismic Design Parameters 
from 2019 CBC/ASCE 7-16 

Seismic Design  
Values 

Reference 

Latitude 33.60143 North  

Longitude -116.26159 West  
Controlling Seismic Source San Andreas Fault USGS, 2020 
Distance to Controlling Seismic Source 9.8 mi USGS, 2020 
Site Class per Table 20.3-1 of ASCE 7-16 D  

Spectral Acceleration for Short Periods (Ss) 1.5 g SEA/OSHPD, 2020 
Spectral Accelerations for 1-Second Periods (S1) 0.58 g SEA/OSHPD, 2020 
Site Coefficient Fa, Table 11.4-1 of ASCE 7-16 1.0 SEA/OSHPD, 2020 
Site Coefficient Fv, Table 11.4-2 of ASCE 7-16 1.72  

Design Spectral Response Acceleration at Short 
Periods (SDS) from Equation 11.4-3 of ASCE 7-16  1.0 g SEA/OSHPD, 2020 

Design Spectral Response Acceleration at 1-Second 
Period (SD1) from Equation 11.4-4 of ASCE 7-16 0.67 g  

TS, SD1/ SDS, Section 11.4.6 of ASCE 7-16  0.67 sec  
TL, Long-Period Transition Period 8 sec SEA/OSHPD, 2020 
Peak Ground Acceleration (PGAM) Corrected for Site 
Class Effects from Equation 11.8-1 of ASCE 7-16 0.58 g SEA/OSHPD, 2020 

Seismic Design Category, Section 11.6 of ASCE 7-16 D  
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3.17 Subdrains 

Backdrains should be provided for stabilization fills at 30-foot-vertical intervals with outlets every 
100 feet through the slope face. Backdrains should consist of 4-inch perforated Schedule 40 PVC 
pipe inserted into a minimum of 3 cubic feet per linear foot of ¾-inch gravel wrapped in geotextile 
filter fabric (Mirafi 140N or equivalent). Backdrain details are included in the General Earthwork 
and Grading Specifications (Appendix G). During grading, additional subdrains may be necessary 
for areas where seepage is encountered. 
 
Proper surface drainage, such as a concrete V-ditch, should also be provided along the top of 
walls. Downdrains (outlets) for surface drainage should not be tied into the subdrain system for 
walls. (They should be outlet separately.)   
 
Protection of Subdrain Outlets: The outlet pipe should be protected by installation of devices 
per exhibit labeled "Subdrain Outlet Marker Detail" in the Grading and Earthwork Specifications 
(Appendix G). This will allow the pipe outlets to be protected in the future during landscaping and 
make them easier to find, if necessary. 

3.18 Expansion Potential 

Based on the onsite soil properties, the expansion potential is anticipated to generally range from 
"Very Low" to "Low." Additional laboratory testing should be performed following completion of 
grading operations to determine the expansion potential of the near-surface soils. 

3.19 Cement Type and Corrosivity 

Based on prior laboratory testing on adjacent projects, the soluble sulfates exposure in the onsite 
soils are anticipated to be classified as "S0" to "S1" per Table 19.3.1.1 of ACI-318-14. Structural 
concrete elements in contact with soil include footings and building slabs-on-grade. Concrete mix 
for these elements may be preliminarily based on the "S1" soluble sulfate exposure class of Table 
19.3.2.1 in ACI-318-14. Other American Concrete Institute (ACI) guidelines for structural 
concrete are recommended. 
 
Also, the site soils are anticipated to be corrosive to very corrosive to ferrous metals and may also 
be deleterious to copper. Where metals will be in contact with onsite soils for a long period of time 
(such as buried iron or steel pipe), corrosion-control measures should be taken to prolong their life. 
 
Additional laboratory testing should be performed following completion of grading operations to 
determine the corrosion potential of onsite soils and to provide recommendations for corrosion 
protection. 

3.20 Exterior Concrete  

Exterior concrete elements, such as curb and gutter, driveways, sidewalks and patios, are 
susceptible to lifting and cracking when constructed over expansive soil. Please also note that 
reducing concrete problems is often a function of proper slab design, concrete mix design, 
placement, and curing/finishing practices. Adherence to guidelines of the ACI is recommended. 
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Also, the amount of post-construction watering, or lack thereof, can have a very significant impact 
on the adjacent concrete flatwork. 
 
For reducing the potential effects of expansive soils, we recommend a combination of 
presaturation of subgrade soils; reinforcement; moisture barriers/drains; and a sublayer of granular 
material. Though these types of measures may not completely eliminate adverse impacts, 
application of these measures can significantly reduce the impacts from post-construction 
expansion of soil. The degrees and combinations of these measures will depend upon the expansion 
potential of the subgrade soil, moisture migration potential, feasibility of the measures, and the 
economics of the measures versus the benefits. These factors should be weighed by the project 
owner determining the measures to be applied on a project-by-project basis, subject to the 
requirements of the local building/grading department.  
 
The following table provides our recommendations for varying expansion characteristics of 
subgrade soils. Additional considerations are also provided after the table. We recommend that the 
"Low" category be preliminarily used during design of the project.  
 

TYPICAL RECOMMENDATIONS  
FOR CONCRETE FLATWORK/HARDSCAPE 

 Expansion Potential (Index) 

Recommendations Very Low 
(< 20) 

Low 
(20 – 50) 

Medium 
(51 – 90) 

High 
(91 – 130) 

Very High 
(> 130) 

Slab Thickness (Min.): 
Nominal thickness except 
where noted. 

4" 4" 4" 4" 4" Full 

Subbase: Thickness of sand or 
gravel layer below concrete N/A N/A Optional 2" – 4" 2" – 4" 

Presaturation: Degree of 
optimum moisture content 
(opt.) and depth of saturation 

Pre-wet 
Only 

1.1 x opt. 
to 6" 

1.2 x opt. 
to 12" 

1.3 x opt. 
to 18" 

1.4 x opt. 
to 24" 

Joints: Maximum spacing of 
control joints. Joint should be 
¼ of total thickness 

10' 10' 8' 6' 6' 

Reinforcement: Rebar or 
equivalent welded wire mesh 
placed near mid-height of slab 

N/A N/A 

Optional 
(WWF 6 x 6 

– 
W1.4xW1.4) 

No. 3 rebar, 
24" O.C. both 

ways or 
equivalent 
wire mesh 

No. 3 rebar, 
24" O.C. 

both ways 

Restraint: Slip dowels across 
cold joints; between sidewalk 
and curb 

N/A N/A Optional Across cold 
joints 

Across cold 
joints (and 
into curb) 

 
The procedure and timing of presaturation should be carefully planned in advance of construction.  
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Design and maintenance of proper surface drainage is also very important. If the concrete will be 
subject to heavy loading from cars/trucks or other heavy objects, thicker slabs should be used. The 
above recommendations typically are not applied to curb and gutter. 

3.21 Slope Maintenance and Protection 

To reduce the erosion and surficial slumping potential of the graded slopes, permanent 
manufactured slopes should be protected from erosion by planting with appropriate ground cover 
or by placing suitable erosion protection (i.e., jute matting, polymer coating, etc.). These measures 
should be applied as soon as is practical. Proper drainage should be designed and maintained to 
collect surface waters and direct them away from slopes. A rodent-control program should be 
established and maintained as well, in order to reduce the potential for damage related to 
burrowing. In addition, the design and construction of improvements and landscaping should also 
provide appropriate drainage measures.  

3.22 Surface Drainage 

Surface drainage should be carefully taken into consideration during all grading, landscaping, and 
building construction. Positive surface drainage should be provided to direct surface water away 
from structures and slopes and toward the street or suitable drainage devices. Ponding of water 
adjacent to the structures or tops of slopes should not be allowed. Paved areas should be provided 
with adequate drainage devices, gradients, and curbing to reduce run-off flowing from paved areas 
onto adjacent unpaved areas. 

3.23 Additional Geotechnical Investigation and Plan Reviews  

Additional geotechnical evaluation and investigation are recommended during the design phase of 
work. This additional analysis and investigation would occur after entitlement, when grading and 
building plans are in progress or finalized, and before obtaining grading permits. NMG has solely 
relied upon the observations and laboratory testing of others, we recommend additional 
exploratory borings and test pits to verify the findings of others. Additionally, percolation testing 
conforming with current city/county standards may need to be performed. 
 
Also, additional borings will be needed along the proposed extension of 62nd Avenue in order to 
evaluate the underlying native soils within the vicinity of the proposed improvements. 
 
NMG should also review the project plans during the design phase, including but not limited to, 
rough and precise grading, foundation, retaining walls (if any), and street and utility plans. 

Geotechnical review reports will be prepared for these plan reviews, which will be submitted to 
the City for review and approval (if required). 

3.24 Geotechnical Observation and Testing During Grading and Construction 

Geotechnical observation and testing should be performed by the geotechnical consultant during 
the following phases of grading and construction: 

• During site preparation and clearing; 
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• During earthwork operations, including remedial removals and pad overexcavation; 
• During all fill placement; 
• During temporary excavations and slope stabilization measures; 
• During installation of subdrains; 
• Upon completion of any excavation for buildings or retaining walls, prior to pouring concrete; 
• During slab and pavement subgrade preparation, prior to pouring of concrete; 
• During and after installation of subdrains for retaining walls; 
• During placement of backfill for utility trenches and retaining walls; and 
• When any unusual soil conditions are encountered.  
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4.0 LIMITATIONS 

This report has been prepared for the exclusive use of our client, Hofmann Management Company, 
within the specific scope of services requested by our client for the planning study discussed in 
this report. This report or its contents should not be used or relied upon for other projects or 
purposes or by other parties without the written consent of NMG. Our methodology for this study 
is based on local geotechnical standards of practice, care, and requirements of governing agencies. 
No warranty or guarantee, express or implied is given.  
 
The findings, conclusions, and recommendations are professional opinions based on 
interpretations and inferences made from geologic and engineering data from specific locations 
and depths, observed or collected at a given time. By nature, geologic conditions can be very 
different in between points, and can also change over time. Our conclusions and recommendations 
are subject to verification and/or modification with more exploration and/or during grading and 
construction when more subsurface conditions are exposed.  
 
NMG's expertise and scope of services did not include assessment of potential subsurface 
environmental contaminants or environmental health hazards. 
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DEFINITIONS 

 
Active (Fault): A fault that is likely to have another earthquake sometime in the future. Faults are 
commonly considered active if they have moved one or more times in the last 11,700 years.  

Alluvial Fan: A conical, depositional landform found along mountain fronts of arid and semiarid 
regions.  

Artificial Fill: Earth material used to fill in a depression or hole, create mounds or otherwise man-
made fills to change natural grades. 

Backcut: An inclined temporary excavation associated with the construction of a stabilization fill 
key. A backcut typically begins at the top of a natural and/or design slope and extends down to the 
toe of slope, terminating at the back of design keyway. 

Bedrock: Relatively hard, solid rock that commonly underlies soft rock, sediment, or soil. May 
also be exposed at the earth's surface, known as an outcrop.  

Blow Count: Number of blows by a 140-pound hammer, free-falling a distance of 30 inches, 
required to drive a sampler 12 inches into the ground. Also, a measure of soil resistance to 
penetration. 

Boring: A circular excavation utilizing revolving tooling.  

Boulder: A rock or rock fragment with size greater than 12 inches (considered oversize material 
for use in this report).  

Braided Channel: A stream/channel consisting of numerous intertwining channels.  

Cenozoic: A time span on the geologic time scale beginning about 66 million years ago, following 
the Mesozoic era. 

Cobble: A rock or rock fragment with size larger than 2.5 inches and up to boulder size. 

Desert Pavement: A layer of coarse pebbles and cobbles created by the removal of finer material 
through wind erosion.  

Desert Varnish: An orange to black coating found on rock surfaces exposed to the sun in arid 
environments. The varnish collects on the exposed surface rocks over time and indicates relatively 
older alluvial deposits. 

Erosion: The processes of weathering and transport of sediment. The process of abrasion or 
wearing away by wind, water, or other natural agents. 

Expansion Potential: A measure to define the severity of risk of soil or sedimentary rock 
movement to foundation/slab due to shrink or swell. Expansive soils typically swell when wet or 
shrink when dry. 

Fault: A fracture or discontinuity within blocks of the earth's crust on which displacement or 
movement on either side has occurred relative to one another. 
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Fault-Rupture Hazard Zone: A regulatory zone surrounding the surface traces of active faults. 
Wherever an active fault exists that has potential for surface rupture, a structure for human 
occupancy cannot be placed over the fault and must be set back a minimum distance from the fault. 

Front Cut: An inclined temporary excavation associated with the construction of a stabilization 
fill key. A front cut typically begins near the toe of the design slope and extends down to the front 
of the design key. Similar to a backcut but occurs on the toe side of a slope. 

fps: Feet per second is a unit/measurement of both speed and velocity. 

Geomorphology: The study of the character and origin of landforms, such as mountains, valleys, 
etc., on the surface of the earth.  

Geophysical Survey: Surveys using various earth sensing instrumentation to collect data below 
the earth's surface.  

Granitic Bedrock: Crystalline bedrock that largely consists of light-colored silicates (quartz) and 
feldspars; an intrusive igneous rock. 

Groundwater Basin: An area or region underlain by permeable earth materials capable of 
furnishing a supply of groundwater to wells.  

Hollow-Stem Auger: An auger-type drill rig typically used during geotechnical explorations and 
groundwater monitoring well construction. Auger flights consist of a hollow stem that acts as a 
temporary casing, allowing for collection of samples through the stem or for setting a groundwater 
monitoring device.  

Hydraulic Conductivity: A factor relating to groundwater flow; it is a coefficient that takes into 
account the permeability of soil and viscosity of a fluid (water).  

Inactive (Fault): California Geological Survey (CGS) indicates that a fault may be presumed 
seismically inactive (or pre-Holocene) if it does not break Holocene-age formations. CGS also 
suggests a fault that lacks evidence for surface displacement within Holocene time (the past 11,700 
years) should not necessarily be considered inactive. 

Infiltration Rate: Calculated rate from the percolation test results, usually in accordance with an 
agency's technical guidance document. 

ksf: Kips per square foot is a unit/measurement of pressure. A kip is a unit of force (1,000-pound 
force) used by engineers to measure loads. 

Liquefaction: A process by which saturated sediments (i.e., alluvium, alluvial fan) temporarily 
lose strength and act as a fluid. This effect can be caused by earthquake shaking in saturated, 
unconsolidated, sandy alluvium.  

Mass Movement: Also called mass wasting, is the downslope movement of rock or soil under the 
direct influence of gravity.  

Mesozoic: A time span on the geologic time scale – from between approximately 252 to 66 million 
years ago.  

Metamorphic (rock): Rock formed by the alteration of preexisting rock deep within the earth 
(remaining in solid state) by heat, pressure, and/or chemically active fluids.  
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Moment Magnitude (Mw): Magnitude characterizes the relative size of an earthquake based on 
measurement of the maximum motion recorded by a seismograph. This measures earthquake 
magnitude based on the total energy released by an earthquake. The Moment Magnitude scale, 
based on the concept of seismic moment, is uniformly applicable to all sizes of earthquakes but is 
more difficult to compute than other types.  

Overexcavation: Soil or bedrock excavated below finish-grade elevations in design cut areas.  

Percolation Testing: A field test used to determine the soil-water absorption rate to assist in the 
design of septic drain field or stormwater infiltration devices. Testing involves measurement of 
known water volume dissipation over time.  

pcf: Pounds per cubic foot is a measurement of the density of materials. 

Primary Ground Rupture: Offset of the ground surface associated with a main/major fault when 
earthquake rupture occurs along the fault.  

Primary Wave (P-wave): The fastest seismic wave in the earth, which travel by compression and 
expansion ("push-pull") of the medium.  

Quaternary: The latest period of geologic time up to and including the present. The Quaternary 
includes the Pleistocene and Holocene Epochs, and ranges from approximately 2.58 million years 
ago to the present.  

Refraction (Geophysics): A geophysical survey that uses seismographs and geophones on the 
ground surface to record seismic waves through layers of rock/soil in order to characterize the 
subsurface geology.  

Remedial Removal: Grading necessary to remove and/or mitigate unsuitable soils prior to 
placement of compacted fill and/or construction of foundations or structures.  

Rockslide: The rapid slide of a mass of rock downslope along planes of weakness.  

Seiche: The sloshing of a closed body of water (i.e., lakes, ponds, reservoirs) from earthquake 
shaking.  

Seismic Line: A series of geophones on the ground surface used to collect geophysical data. 

Slope Stability Analysis: The mathematical measure of the relative factor-of-safety against both 
global and surficial failure of slope material. Global failure involves either rotational or 
translational failure along planes/surfaces of weakness. Surficial failure includes the outer surface 
of the slope soil (generally 3 to 4 feet measured perpendicular to slope face) that may be affected 
by erosion, weathering, and gravity. 

Stabilization Fill Key/Keyway: A design excavation into competent material at the toe of slope, 
in which compacted fill is placed to resist lateral pressure and replace slope materials with uniform 
compacted fill.  

Subsidence: Down-warping or settlement of an area of the earth's surface. Regional subsidence 
can occur due to oil and/or groundwater withdrawal.  
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Test Pit/Trench: A mechanical excavation (backhoe, excavator) used to conduct subsurface 
geotechnical exploration. Typically consists of an open-pit or trench used for 
geologic/geotechnical evaluation and sample collection.  

Tsunami: A great sea wave produced especially by a submarine earth movement, earthquake, or 
volcanic eruption.  

USCS: Unified Soil Classification System is a system used in engineering and geology to describe 
the texture and grain-size of soil and is represented by a two-letter symbol (i.e. CL, ML, SC, etc.). 
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Young Alluvial Fan Deposits (Qyf)

@ 5': Gray fine to coarse SAND with silt, damp, medium dense,
highly friable, trace fine gravel.

@ 10': Gray fine to coarse SAND with silt, damp, medium dense,
highly friable, trace fine gravel, some gravel in upper rings.

@ 15': Gray silty fine to coarse SAND, damp, dense, friable, slighly
more silt than above.

@ 20': Gray silty fine to coarse SAND, damp, dense, friable.

@ 21.5': Brownish gray silty fine to coarse SAND, damp, dense,
rock in tip.

@ 23': Gray fine to coarse SAND with silt, damp, very dense,
friable, trace to few fine to coarse gravel.

@ 24.5': Grayish brown fine to coarse SAND with silt, damp, dense,
friable.
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@ 26': Gray fine to coarse SAND with silt, damp, medium dense,
friable, trace rootlets, trace to few fine to coarse gravel.

@ 27.5': Gray fine to coarse SAND with silt, damp, dense, friable.

@ 29': Gray fine to coarse SAND with silt, damp, dense, rootlets
concentrated in silty lenses, trace to few fine to coarse gravel.

@ 30.5': Gray fine to coarse SAND with silt, damp, dense, friable.

@ 32': Gray fine to coarse SAND with silt, damp, dense, friable.

@ 33.5': Gray fine to coarse SAND with silt, damp, dense, friable.

@ 35': Gray fine to coarse SAND with silt, damp, dense, friable,
trace to few fine to coarse gravel.

@ 36.5': Gray fine to coarse SAND with silt, damp, dense, friable,
trace gravel.

@ 38': Gray fine to coarse SAND with silt, damp, dense, highly
friable, trace to few fine to coarse gravel. No ring sample recovery.

Notes:
Total Depth: 40 Feet.
No Groundwater Encountered.
Backfilled with Cuttings and Tamped.
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Young Alluvial Fan Deposits (Qyf)

@ 5': Gray fine to coarse SAND/GRAVEL, damp, medium dense,
highly friable.

@ 7.5': Driller noted gravel.

@ 10': Gray fine to coarse SAND, damp, dense, highly friable.

@ 15': Gray fine to coarse SAND, damp, dense, highly friable.

@ 17': Gray fine to coarse SAND, damp, dense, highly friable.

@ 18.5': Gray fine to coarse SAND, damp, dense, highly friable,
trace to few gravel.

@ 20': Gray fine to coarse SAND, damp, dense, highly friable,
some lenses of cleaner sand.

@ 21.5': Gray fine to coarse SAND, damp, dense, highly friable.

@ 23': Gray fine to coarse SAND, damp, dense, highly friable, trace
to few gravel.

@ 24.5': Gray fine to coarse SAND, damp, dense, highly friable,
trace gravel.

SW/GM

SW

24

43

40

50

24

43

31

60

D-1

D-2

B-1

D-3

D-4

SPT-1

D-5

SPT-2

D-6

GS

0.5

0.5

0.7

0.6

0.6

0.7

0.7

1.0

0.8

Date(s)
Drilled

Drilling
Company

Drill Rig
Type

Sampling
Method(s)

Approximate Groundwater Depth:

Comments

Modified California, Bulk

CME75 Hollow Stem

2R Drilling, Inc.

8/10/21 Logged
By

Drill Bit
Size/Type

Hammer
Data

10"

ZKH

140 lbs. @ 30 inch drop

Approximate Ground
Surface Elevation (ft)

Total Depth
Drilled (ft) 40.0

50.0  msl

Sheet 1 of 2

  H-2

No Groundwater Encountered.

T
yp

e

E
le

va
tio

n
 (

ft)

SAMPLES OTHER
TESTS

and
REMARKS

U
S

C
S

D
ep

th
 (

ft)

D
ry

D
en

si
ty

 (
p

cf
)

M
oi

st
ur

e
C

on
te

nt
 (

%
)

MATERIAL  DESCRIPTION

G
ra

ph
ic

 L
o

g

B
lo

w
s

pe
r 

fo
ot

N
um

b
er

La Quinta, CA
PROJECT NO.  18186-01

LOG  OF  BORING
Hofmann / La Quinta - Travertine

0

5

10

15

20

25

50

40

30

R
ep

or
t:

 H
O

LL
O

W
 S

T
E

M
;  

P
ro

je
ct

: 
18

18
6-

0
1.

G
P

J;
  D

at
a 

T
em

pl
at

e
: N

M
G

_G
IN

T
_2

01
6

.G
D

T
; 

 P
rin

te
d:

 8
/3

0/
2

1



@ 26': Gray fine to coarse SAND, damp, dense, highly friable, trace
gravel, rock in tip.

@ 27': No Recovery, rock.

@ 29': Gray fine to coarse SAND, damp, very dense, highly friable.

@ 30.5': Gray fine to coarse SAND, damp, very dense, highly
friable.

@ 32': Gray fine to coarse SAND, damp, very dense, some fine
gravel, highly friable.

@ 33.5': Gray fine SAND, damp, dense, friable, more silt than
above.

@ 35': Gray fine to coarse SAND, damp, very dense, trace to few
gravel.

@ 36.5': Gray fine to coarse SAND, damp, very dense, friable,
trace fine gravel.

@ 38': Gray fine to coarse SAND, damp, very dense, friable, trace
fine gravel.

Notes:
Total Depth: 40 Feet.
No Groundwater Encountered.
Backfilled with Cuttings and Tamped.

SW48

82/9"

50/1"

89

28

70

27

58

28

55

SPT-3

D-7

SPT-4

D-8

SPT-5

D-9

SPT-6

D-10

SPT-7

D-11

117.5

GS

CN

0.9

0.5

0.8

0.8

0.8

1.0

0.8

1.0

Hofmann / La Quinta - Travertine       La Quinta, CA   H-2 Sheet 2 of 2

Template: HOLLOW STEM;  Prj ID: 18186-01.GPJ;  Printed: 8/30/21

T
yp

e

E
le

va
tio

n
 (

ft)

SAMPLES OTHER
TESTS

and
REMARKS

U
S

C
S

D
ep

th
 (

ft)

D
ry

D
en

si
ty

 (
p

cf
)

M
oi

st
ur

e
C

on
te

nt
 (

%
)

MATERIAL  DESCRIPTION

G
ra

ph
ic

 L
o

g

B
lo

w
s

pe
r 

fo
ot

N
um

b
er

La Quinta, CA

PROJECT NO.  18186-01

LOG  OF  BORING
Hofmann / La Quinta - Travertine

25

30

35

40

45

50

55

20

10

0

R
ep

or
t:

 H
O

LL
O

W
 S

T
E

M
;  

P
ro

je
ct

: 
18

18
6-

0
1.

G
P

J;
  D

at
a 

T
em

pl
at

e
: N

M
G

_G
IN

T
_2

01
6

.G
D

T
; 

 P
rin

te
d:

 8
/3

0/
2

1



Surface: Access Road.
Young Alluvial Fan Deposits (Qyf)

@ 5': Gray fine to coarse SAND, damp, dense, friable, trace to few
gravel.

@ 10': Gray fine to coarse SAND with silt, damp, medium dense,
friable.

@ 15': Gray fine to coarse SAND with silt, damp, dense, friable,
trace gravel, upper rings have olive brown silty sand.

@ 20': No ring sample recovery.

@ 21.5': Olive gray fine to coarse SAND with silt, damp, very
dense, interlayered silt lenses.

Notes:
Total Depth: 23 Feet.
No Groundwater Encountered.
2-inch Diameter Slotted Well Pipe Installed.
Annular Space Backfilled with #3 Sand.
Percolation Testing Conducted on 8/10/21.
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Surface: Access Road.
Young Alluvial Fan Deposits (Qyf)

@ 5': Gray fine to coarse SAND, damp, very dense, highly friable,
trace to few fine to coarse gravel.

@ 10': No ring sample recovery.

@ 15': Gray fine to coarse SAND, damp, medium dense, highly
friable, trace to few fine to coarse gravel.

@ 20':  Gray fine to coarse SAND, damp, dense, highly friable,
trace to few fine to coarse gravel.

@ 22.5':  Gray fine to coarse SAND, damp, medium dense, highly
friable, some fine to coarse subangular gravel.

Notes:
Total Depth: 24 Feet.
No Groundwater Encountered.
2-inch Diameter Slotted Well Pipe Installed.
Annular Space Backfilled with #3 Sand.
Percolation Testing Conducted on 8/10/21.
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Young Alluvial Fan Deposits (Qyf)

@ 5': Gray fine to coarse SAND, damp, medium dense, friable,
trace fine gravel.

@ 10': Gray fine to coarse SAND, damp, medium dense, friable,
trace fine gravel.

@ 13.5': Gray fine to coarse SAND, damp, dense, friable, trace fine
gravel.

@ 15': Gray fine to coarse SAND, damp, medium dense, friable,
trace fine gravel.

@ 16.5': Gray fine to coarse SAND, damp, medium dense, friable,
trace fine gravel.

@ 18.5': Gray fine to coarse SAND, damp, medium dense, friable,
trace fine gravel.

Notes:
Total Depth: 20 Feet.
No Groundwater Encountered.
2-inch Diameter Slotted Well Pipe Installed in Bottom 10 Feet.
Annular Space Backfilled with #3 Sand.
Percolation Testing Conducted on 8/12/21.
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Young Alluvial Fan Deposits (Qyf)

@ 5': Gray fine to coarse SAND, damp, medium dense, highly
friable.

@ 10': Gray fine to coarse SAND, damp, medium dense, highly
friable.

@ 15': Gray fine to coarse SAND/GRAVEL, damp, medium dense,
highly friable.

@ 20': No ring sample recovery.

@ 22': Gray fine to coarse SAND, damp, dense, highly friable.

@ 23.5': Gray fine to coarse SAND, damp, dense, highly friable.

Notes:
Total Depth: 25 Feet.
No Groundwater Encountered.
2-inch Diameter Slotted Well Pipe Installed.
Annular Space Backfilled with #3 Sand.
Percolation Testing Conducted on 8/12/21.
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Drilling
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Drill Rig
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Sampling
Method(s)

Approximate Groundwater Depth:

Comments

Modified California, Bulk

CME75 Hollow Stem

2R Drilling, Inc.

8/10/21 Logged
By

Drill Bit
Size/Type

Hammer
Data

8"

ZKH

140 lbs. @ 30 inch drop

Approximate Ground
Surface Elevation (ft)
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55.0  msl
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Young Alluvial Fan Deposits (Qyf)

@ 5': Gray fine to coarse SAND, damp, medium dense, highly
friable, trace fine gravel.

@ 10': Gray fine to coarse SAND/GRAVEL, damp, very dense,
highly friable.

@ 10'-15': Driller noted gravel.

@ 15': No ring sample recovery.

@ 20': Gray fine to coarse SAND, damp, very dense, highly friable,
trace fine gravel.

SW

SW/GW

SW
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Sampling
Method(s)

Approximate Groundwater Depth:

Comments

Modified California, Bulk

CME75 Hollow Stem

2R Drilling, Inc.

8/10/21 Logged
By

Drill Bit
Size/Type

Hammer
Data

8"

ZKH

140 lbs. @ 30 inch drop

Approximate Ground
Surface Elevation (ft)

Total Depth
Drilled (ft) 30.0
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@ 25': Gray fine to coarse SAND, damp, very dense, friable.

@ 27': Gray fine to coarse SAND, damp, very dense, friable.

@ 28.5': Gray fine to coarse SAND, damp, very dense, friable.

Notes:
Total Depth: 30 Feet.
No Groundwater Encountered.
2-inch Diameter Slotted Well Pipe Installed in Bottom 10 Feet.
Annular Space Backfilled with #3 Sand.
Percolation Testing Conducted on 8/12/21.

SW
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D-5

D-6

D-7
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Hofmann / La Quinta - Travertine       La Quinta, CA   P-5 Sheet 2 of 2

Template: HOLLOW STEM;  Prj ID: 18186-01.GPJ;  Printed: 8/30/21
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Project: Dike No. 4 Recharge Facility

Project Location: Coachella, California

Project Number: 29864604.00001

Key to Log of Boring
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MATERIAL DESCRIPTION 4
is

it
Si

REMARKS AND 
OTHER TESTS

m Elevation: Elevation in feet referenced to mean sea level 
(MSL) or site datum.

| 2 | Depth: Depth in feet below the ground surface

s

B

e

b

B

S

EH H

Sample Type: Tyoe of soil sample collected at depth interval 
shown; sampler symbols are explained below.

pie Number: Sample identification number.

Water Content: Water content of soil sample measured in 
laboratory, expressed as percentage of dry weight of specimen.

Drv Unit Weight: Dry weight per unit volume of soil sample 
measured in laboratory, expressed in pounds per cubic foot (pcf).

indicates no sample recovery.

Sampling Resistance: Number of blows to advance driven 
sampler 12 inches beyond first 6-inch (seating) interval, or distance 
noted, using a 140-lb hammer with a 30-inch drop

| 6 | Graphic Log: Graphic depiction of subsurface material 
encountered; typical symbols are explained below.

| 7 | Material Description: Description of material encountered; 
may include relative density/consistency, moisture, color, particle 
size; texture, weathering, and strength of formation material.

j 101 Remarks and Other Tests: Comments and observations regarding 
drilling or sampling made by driller or field personnel. Other field and 
laboratory test results, using the following abbreviations:

COMP Compaction test by modified effort 
LL Liquid Limit from Atterberg Limits test
NP Non-plastic result for Atterberg Limits test

Plasticity Index from Atterberg Limits test 
SA Sieve analysis, percent passing #200 sieve 
SE Sand equivalent test, average sand equivalent
WA Wash sieve, percent passing #200 sieve

TYPICAL MATERIAL GRAPHIC SYMBOLS

/•!:V

Ml1

Poorly graded SAND (SP)

SAND with SILT (SP-SM)

SILT (ML)

SILTY CLAY (CL-ML) 

SILTY SAND (SM)

Lean CLAY (CL)

Fat CLAY (CH)

CLAYEY SAND (SC)

7 • j
GRAVEL (GP/GW) 

SILTY GRAVEL <GM) 

CLAYEY GRAVEL (GC)

TYPICAL SAMPLER GRAPHIC SYMBOLS

California (3-inch OD)
Modified California 
(2.5-inch OD) a
Standard Penetration Test 
(SPT) split spoon

Bulk sample

OTHER GRAPHIC SYMBOLS

2

I

First water encountered at time of drilling and sampling 
(AID)

Shelby Tube 

Grab sample

Static water level measured in borehole at specified time 
after drilling

Change in material properties within a lithologic stratum

Inferred contact between soil strata or gradational 
lithologic change

GENERAL NOTES

1. Elevations for borings are estimated from topographic maps provided by The Keith Companies.

2. Soil classifications are based on the Unified Soil Classification System. Descriptions and stratum lines are interpretive; actual 
lithologic changes may be gradual. Field descriptions may have been modified to reflect results of lab tests.

3. Descriptions on these logs apply only at the specific boring locations and at the time the borings were advanced. They are 
not warranted to be representative of subsurface conditions at other locations or times.

URS Figure A-1



Project: Dike No. 4 Recharge Facility 

Project Location: Coachella, California 

Project Number: 29864604.00001

Log of Boring B-1

Sheet 1 of 1

Date(s)
Drilled 11/18/02 Logged By V. Gllslc Checked By B. Gookin

Drilling
Method Hollow-Stem Auger

Drill Bit 
Size/Type 8-inch-OD auger bit Total Deoth 

of Borehole
26.5 feet

Drill Rig 
Type Mobile B-61

Drilling
Contractor Cal Pac Drilling Approximate 

Surface Elevation
20 feet MSL

pg°Q^)Water Not encountered Sampling
Method(s) Modified California, SPT Hammer UQ )bs 304nch drop

Borehole
Backfill Drill cuttings Location Refer to site plan
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' ; Medium dense, demo. gray, ooorty graded SAND with GRAVEL (SP). trace silt.

- ♦ V
neer-surface coDDies and oouloers up to 12 inches

-

3 1
16 ' ^ • SA: 4.9%<#200

s .. .
#

-15 5_l1I 2
26 •v •:v

* . 1.5 SE=79
■

♦ *
' »

-
♦

■
Dense, damp to moist, gray, poorly graded SAND with SILT and GRAVEL (SP-SM)

- : * -«

-10 10- s
i:

S'
S 3 44 ■ 1.8 WA: 10%<#200
a

Gravel up to 1 inch in
- *•31 sample.

-

-it ‘

-5 15-■ t . ; —y—Becomes dry to damp; decrease in silt content —

.

I 4
56 • -1

•>v ^ I-

- ;'■$ ; 5-

S-o 20-s • -

«n a5 44 ■* ■I
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25-| —Becomes medium dense

1
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36 »;■

i Bottom of boring at 26.5 feet
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—10 30-
Figure A-2URS
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Project: Dike No. 4 Recharge Facility

Project Location: Coachella, California

Project Number: 29864604.00001

Log of Boring B-2
Sheet 1 of 1

Date(s)
Drilled 11/18/02 Logged By V. Gllsic Checked By B. Gookin

Drilling
Method Hollow-Stem Auger Drill Bit 

Size/T ype 8-inch-OD auger bit Total Depth 
of Borehole 26.5 feet

Drill Rig 
Type Mobile B-61 Drilling

Contractor Cal Pac Drilling Approximate 
Surface Elevation 36 feet MSL

Level(s)Vater Not encountered Sampling
Method(s) Modified California, SPT, bulk Hammer 14Q ^ 30.inch drop

Borehole
Backfill Drill cuttings Location Refer to site plan

cjg
ro £> —_aj a> E ajLJ 0> Q ©

SAMPLES

—
E3z

-35 SK-1

-30
12 [NR] 

3

10-

-25

-20

15-«1
20-«

- 1

= JS'~-Q.W </>
Eis
BJ 0) O

34

28

39

44

o>
5
o

'jz

Cl

EO

r

MATERIAL DESCRIPTION

Dense, dry, gray, poorly graded SAND (SP), few gravel, trace sill

-10 1
30-

32

23

*

■j

50

Medium dense, dry, gray, pooriy graded SAND with SILT (SP-SM) 

f—Becomes dense

Dense, dry, gray, well-graded SAND with SILT (SW-SM), few gravel

-f—Becomes medium dense

-f—Becomes dense

Bottom of boring at 26.5 feet

*£
IS§u

0.4

0.4

0.6

REMARKS AND 
OTHER TESTS

SA: 4.3%<#200 
COMP

No sample recovery. 

WA: 6.7%<#200

Poor recovery.

SA: 6.7%<#200

Figure A-3URS



Project: Dike No. 4 Recharge Facility

Project Location: Coachella, California

Project Number: 29864604.00001

Log of Boring B-3

Sheet 1 of 1

Date(s)
Drilled 11/18/02 Logged By V. Glislc Checked By B. Gookin

Drilling
Method

Hollow-Stem Auger Drill Bit 
Size/Type

B-Inch-OD auger bit Total Depth 
of Borehole 26.5 feet

Drill Rig 
TyDe

Mobile B-61 Drilling
Contractor

Cal Pac Drilling Approximate 
Surface Elevation

20 feet MSL

LeveKsT3ter Not encountered Sampling 
Method (s)

Modified California, SPT, bulk Hammer 14Q ,bs 3CMnch drop

Borehole
Backfill Drill cuttings Location Refer to site plan

-15

-10

£
5-
CD CD 

UJ .£?

20

-5

L0

--5

SAMPLES

gll
~iS' Cl to cn

CD CD O

coo: xi

MATERIAL DESCRIPTION

o
Medium dense, dry, gray, well-graded SAND with GRAVEL (SW), trace silt

SK-1

5S

19

34

U

Medium dense, dry, gray, well-graded SAND with SILT and GRAVEL (SW-SM)

10- j—Becomes dense

38

'ft.-

15-

■ j—Becomes very dense

20-

6 [NR] 50

25-
62

0.6

0.5

_ CL

5 O)

si
REMARKS AND 
OTHER TESTS

0.6

SA: 4.5%<#200

WA 8.7%<#200

Gravel up to 11nch in 
sample.

Bottom of bonng at 26.5 feet

Hammer bouncing on 
gravel; no recovery.

No sample recovery.

--10

URS Figure A-4



Project: Dike No. 4 Recharge Facility

Project Location: Coachella, California

Project Number: 29864604.00001

Log of Boring B-4

Sheet 1 of 1

Date(s)
Drilled 11/18/02 Logged By V. Glisic Checked By B. Gookin

Drilling
Method

Hollow-Stem Auger
Drill Bit 
Size/Type

8-inch-OD auger bit
Total Depth 
of Borehole

27.5 feet

Drill Rig 
Type Mobile B-61

Drilling
Contractor

Cal Pac Drilling Approximate 
Surface Elevation

4 feet MSL

SSSS*818' Not encountered Sampling
Method(s)

Modified California, SPT, bulk Hammer UQ ^ 3tMnch drop

Borehole
Backfill Drill cuttings Location Refer to site plan

33

© <d uj ®

—5

—10

--15

CL— 
a> ©
Q®

SAMPLES

©
f I

SK-1

g>il
•£ ra—.
Q.to WEi 5ro © o

-JoZ
Q.r:
o

1

l

22

29

37
.'v

20-

-20

36

58

25l
6 [NR]

-25

30-

47

44

MATERIAL DESCRIPTION

Medium dense, dry, gray, well-graded SAND with SILT (SW-SM), few gravel

5?
. c S®
I §

0.7

0.5

ii
I'l

-j—Becomes dense

i

Medium dense, dry. gray, poorly graded SAND with SILT (SP-SM)

0.8

REMARKS AND 
OTHER TESTS

SA: 6.4%<#200

Very dense, dry, gray, SILTY SAND (SM)

y—Becomes cense

y—Trace gravel

Bottom of boring at 27.5 feet

No sample recovery.

Figure A-5URS



Project: Dike No. 4 Recharge Facility

Project Location: Coachella, California

Project Number: 29864604.00001

Log of Boring B-5

Sheet 1 of 1

Date(s)
Drilled 11/18/02 Logged By V. Glisic Checked By B. Gookin

Drilling
Method

Hollow-Stem Auger
Drill Bit 
Size/Type 8-inch-OD auger bit

Total Depth
of Borehole

26.5 feet

Drill Rig 
Type

Mobile B-61
Drilling
Contractor

Cal Pac Drilling Approximate 
Surface Elevation

14 feet MSL

LSgP' No* encountered Sampling
Method(s) Modified California, SPT, bulk Data^ 140 lbs- 3°-,nch dr°P

Borehole
Backfill

Drill cuttings Location Refer to site plan

URS



Project: Dike No. 4 Recharge Facility

Project Location: Coachella, California

Project Number: 29864604.00001

Log of Boring B-6

Sheet 1 of 1

Date(s)
Drilled

11/18/02 Logged By V. Glisic Checked By B, Gookin

Drilling
Method

Hollow-Stem Auger
Drill Bit 
Size/Type

8-inch-OD auger bit Total Depth
of Borehole

26.5 feet

Drill Rig 
Type

Mobile B-61
Drilling
Contractor Cal Pac Drilling

Approximate
Surface Elevation

6 feet MSL

Leve!3rater Not encountered Sampling
Method(s)

Modified California, SPT, bulk Hammer UQ ,bs 30_jnch drop

Borehole
Backfill Drill cuttings Location Refer to site plan

—j—Becomes dense

—Becomes medium dense

MATERIAL DESCRIPTION
5?
||
IS

Medium dense, dry, gray, well-graded SAND with SILT (SW-SM), trace gravel

£,5
□ 5

REMARKS AND 
OTHER TESTS

0.5

0.5

SA: 10%<#200

SE=75

Very dense, dry, gray, SILTY SAND (SM)

Bottom of bonng at 26.5 feet

WA: 29%<#200

Figure A-7URS



Project: Dike No. 4 Recharge Facility

Project Location: Coachella, California

Project Number: 29864604.00001

Log of Boring B-7

Sheet 1 of 1

Date(s)
Drilled 11/19/02 Logged By V. Glislc Checked By B. Gookin

Drilling
Method Hollow-Stem Auger

Drill Bit 
Size/Type

8-inch-OD auger bit Total Depth 
of Borehole

26.5 feet

Drill Rig 
Type Mobile B-61

Drilling
Contractor

Cal Pac Drilling Approximate 
Surface Elevation

12 feet MSL

L“vel(s)Vater Not encountered Sampling
Method(s)

Modified California, SPT. bulk Qg^mer 140 lbs, 30-inch drop

Borehole
Backfill Drill cuttings Location Refer to site plan
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Medium dense, dry. gray, poorly graded SAND (SP). few gravel, trace slit

- SK-1 - 0.4 SA: 3.5%<#200
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28 -• Poor recovery.
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£ Dense, dry, gray. SILTY SAND (SM)
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ir Figure A-8URS



Project: Dike No. 4 Recharge Facility Log of Boring B-8
Project Location: Coachella, California

Sheet 1 of 1
Project Number: 29864604.00001

Logged By V. Gllsic Cnecked By B. Gookin

Method Hollow-Stem Auger Sze/Type 8-inch-OO auger bit 3SSS
?jSeR'9 Mobile B'61 So Cal Pac Drilling eetaotMSL

SiNot encountered Sod]9) Modified California, SPT of£]mer 140 lbs, 30-Inch drop

S* Drill cutting, Location Refer to site plan

URS



Project: Dike No. 4 Recharge Facility 

Project Location: Coachella, California 

Project Number: 29864604.00001

Log of Boring B-9

Sheet 1 of 1

Date(s) 11/19/02
Drilled

Logged By V. Glisic Checked By B. Gookln

Method Hollow-Stem Auger
sSXe 8-lneh-OD auger bl. 3S3S 280

tJ^9 Mobile B-61 cSdor Cel Pec Drilling tKjSLon 85.ee.MSL

SSteP' No. encountered Method(s) Modified California, SPT Data^ 140 lbs' 30*inch dr°P

1ST Drill cuttings Location Refer to site plan

> — ® 0) 
uj £
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-75 10-

£
& ®Q ^
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SAMPLES
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80 5-
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-55 30-

40

26

37

46

26

l

MATERIAL DESCRIPTION

Medium dense, dry, gray, poorly graded SAND with SILT and GRAVEL (SP-SM)

Medium dense, dry, gray, SILTY SAND (SM)

3S

4$&

0.5

y—Becomes dense 

T—Becomes medium dense

1.0

REMARKS AND 
OTHER TESTS

0.9

Dense, dry, gray, poorly graded SAND with SILT (SP-SM)

WA: 5.8%<#200

No sample recovery. 

WA: 12%<#200

SE=69

No sample recovery.

y—Becomes medium dense

Bottom of bonng at 28.0 feet

WA: 7.0%<#200

Figure A-10URS
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Drilling
Method Hollow-Stem Auger Drill Bit 

Size/Type 8-inch-OD auger bit
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of Borehole

28.0 feet

Drill Rig 
Type Mobile B-61 Drilling

Contractor Cal Pac Drilling Approximate 
Surface Elevation 50 feet MSL

LeveKsT8^ Not encountered Sampling
Method(s)

Modified California, SPT, bulk £!2mer 140 lbs, 30-inch drop

Borehole
Backfill Drill cuttings Location Refer to site plan
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MATERIAL DESCRIPTION

Medium dense, dry, gray, well-graded SAND with SILT and GRAVEL (SW-SM)

IS

0.5

0.4

—Becomes dense

-f—Becomes very dense

Si

0.9

REMARKS AND 
OTHER TESTS

SA: 6.4%<#200

Auger grinding on a 
rock.

f—Becomes dense; increase in gravel content, clasts up to 1 inch

Bottom of boring at 28.0 feet

0.7

No sample recovery.

No sample recovery.

No sample recovery. 

WA: 9.3%<#200

No sample recovery.

Figure A-11URS
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Drilling
Method Hollow-Stem Auger

Drill Bit 
Size/Type 8-inch-OD auger bit

Total Depth
of Borehole

28.0 feet

Drill Rig 
Type Mobile B-61

Drilling
Contractor Cal Pac Drilling Approximate 

Surface Elevation
8 feet MSL

Level(s)Va,er Not encountered Sampling
Method(s)

Modified California, SPT, bulk Ka™"' 140 lbs, 30-inch drop

Borehole
Backfill Drill cuttings Location Refer to site plan
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Medium dense, dry, gray, poorly graded SAND (SP), few gravel, trace silt

SK-1 MM - 0.8 SA: 4.6%<#200
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Dense, dry. gray, poorly graded SAND with SILT (SP-SM)
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