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lrfniiig Attachment 

Agreement to Implement Mitigation Monitoring and Reporting Program 
Record No.: 2017-011878ENV(-02) 
Project Title: Potrero Power Station Mixed-Use Development Project (2025 

Modified Project) 
Block/Lot: 4175/027, 4175/026, 4232/019, 4232/022, 4232/020, 4232/021, 

4232/023, 4175/025, 4232/017, 4175/022, 4232/018, 4232/014, 
4175/020, 4175/021, 4232/016, 4232/015, 4175/023, 4232/011, 
4232/012, 4175/024, 4175/500, 4175/028, 4232/013, 4175/499 
(partial), and non-assessed Port and City and County of 
San Francisco 

Project Sponsor: California Barrel Company LLC c/o FIFTH SPACE 
Lead Agency: San Francisco Planning Department 
Staff Contact: Josh Pollak – (628) 652-7493 

The table below indicates when compliance with each mitigation measure must occur. Some mitigation measures span multiple phases. Substantive 
descriptions of each mitigation measure’s requirements are provided on the following pages in the Mitigation Monitoring and Reporting Program. 

Please note that the City will not accept the building permit application for this project until a Pre-Construction Environmental Compliance Letter has been issued. 
If you have questions about the monitoring status of your project, please contact the staff listed above, or email CPC.EnvironmentalMonitoring@sfgov.org. 
Generally, if the mitigation measure has prior to the start of construction requirements (see the Period of Compliance Table below), these measures will 
require compliance prior to the issuance of the Pre-Construction Environmental Compliance Letter. 

Adopted Mitigation Measure 

Period of Compliance: 
Prior to the Start 
of Construction* 

Period of Compliance: 
During 

Construction** 

Period of Compliance: 
Post construction 

or Operational 

Compliance with 
Mitigation Measure 

Completed? 

Mitigation Measure M-CR-5a: Documentation X 

Mitigation Measure M-CR-5b: Video Recordation X 

Mitigation Measure M-CR-5c: Public Interpretation and Salvage X X 

Mitigation Measure M-CR-5d: Rehabilitation of the Boiler Stack X 

Mitigation Measure M-CR-5e: Historic Preservation Plan and Review Process for 
Alteration of Station A and the Boiler Stack X X 

Mitigation Measure M-CR-6: Design Controls for New Construction X 

Mitigation Monitoring and Reporting Program 1 Case No. 2017-011878ENV 
July 2026 Potrero Power Station Mixed-Use Development Project 
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Adopted Mitigation Measure 

Period of Compliance: 
Prior to the Start 
of Construction* 

Period of Compliance: 
During 

Construction** 

Period of Compliance: 
Post construction 

or Operational 

Compliance with 
Mitigation Measure 

Completed? 

Mitigation Measure M-TR-5 (Variant2025 Modified Project): Implement Measures to 
Reduce Transit Delay X X 

Mitigation Measure M-TR-7: Improve Pedestrian Facilities at the Intersection of Illinois 
Street/22nd Street X 

Mitigation Measure M-NO-1: Construction Noise Control Measures X X 

Mitigation Measure M-NO-4a: Construction Vibration Monitoring X X 

Mitigation Measure M-NO-4b: Vibration Control Measures During Controlled Blasting 
and Pile Driving X 

Mitigation Measure M-NO-4c: Vibration Control Measures During Use of Vibratory 
Equipment X X 

Mitigation Measure M-NO-5: Stationary Equipment Noise Controls X 

Mitigation Measure M-NO-8: Design of Future Noise-Sensitive Uses X 

Mitigation Measure M-AQ-2a: Construction Emissions Minimization X X X 

Mitigation Measure M-AQ-2b: Diesel Backup Generator Specifications X 

Mitigation Measure M-AQ-2c: Promote Use of Green Consumer Products X 

Mitigation Measure M-AQ-2d: Electrification of Loading Docks X 

Mitigation Measure M-AQ-2e: Additional Mobile Source Control Measures X X 

Mitigation Measure M-AQ-2f: Offset Construction and Operational Emissions X X 

Mitigation Measure AQ-4: Siting of Uses that Emit Toxic Air Contaminants X 

Mitigation Measure AQ-5: Include Spare the Air Telecommuting Information in 
Transportation Welcome Packets X 

Mitigation Measure M-WS-2: Identification and Mitigation of Interim Hazardous Wind 
Impacts X 

Mitigation Measure M-BI-1: Nesting Bird Protection Measures X X 

Mitigation Measure M-BI-3: Avoidance and Minimization Measures for Bats X X 

Mitigation Measure M-BI-4: Fish and Marine Mammal Protection during Pile Driving X X 

Mitigation Measure M-BI-7: Compensation for Fill of Jurisdictional Waters X 

Case No. 2017-011878ENV 2 Mitigation Monitoring and Reporting Program 
Potrero Power Station Mixed-Use Development Project July 2026 



Adopted Mitigation Measure 

Mitigation Measure M-CR-1: Archeological Testing 

Mitigation Measure M-CR-3: Tribal Cultural Resources Interpretive Program 

Mitigation Measure M-GE-6: Paleontological Resources Monitoring and Mitigation 
Program 

NOTES: 

Period of Compliance: Period of Compliance: Period of Compliance: Compliance with 
Prior to the Start During Post-construction Mitigation Measure 
of Construction* Construction** or Operational Completed? 

X X 

X 

X X 

• Prior to the Pre-Construction Environmental Compliance letter issuance and any ground disturbing activities at the project site 

Construction is broadly defined to include any physical activities associated with construction of a development project including, but not limited to: site preparation, clearing, demolition, excavation, shoring, 
foundation installation, and building construction. 

Adopted Improvement Measure 

Improvement Measure I-TR-A: Construction Management Plan and Public Updates 

Improvement Measure I TR B: Monitoring and Abatement of Queues 

Improvement Measure I-NO-A: Nighttime Construction Noise Control Measures 

Improvement Measure 1-NO-B: Avoidance of Residential Streets 

Improvement Measure 1-NO-C: Design of Future Noise-Generating Uses near Residential 
Uses 

Improvement Measure I-WS-1: Wind Reduction Features for Block 1 

Period of Compliance: Period of Compliance: Period of Compliance: Compliance with 
Prior to the Start During Post-construction Mitigation Measure 
of Construction• Construction•• or Operational Completed? 

X X 

X 

X 

X 

X X 

X 

/ I agree to implementthe attached mitigation measure(s) as a condition of project approval. 

~ rel -- ~.~.~~L HAyhn<"l 
Date 

Note to sponsor: Please contact CPC.Environmenta1Monjtorioc@sfgov.org to begin the environmental monitoring process prior to the submittal of your 
building permits to the San Francisco Department Building Inspection. Note: A building permit application cannot be submitted for this project until a Pre­
Construction Environmental Compliance letter has been received. 

Mitigation Monitoring and Reporting Program 3 Case No. 2017-011878ENV 
July 2026 Potrero Power Station Mixed-Use Development Project 

mailto:CPC.EnvironmentalMonitoring@sfgov.org


    
  

 
 

 

   
    

 
   

   
    

  

  
    

 

   

   
 

    
    

  
    

      
    

      
      

       
     

 
       

          
         

    
   

    
    

 

MITIGATION MONITORING AND 
REPORTING PROGRAM 

Section 1: Contents of MMRP 
The San Francisco Planning Commission certified the Final Environmental Impact Report (FEIR) on 
the Potrero Power Station Mixed-Use Development Project on January 30, 2020, and the San Francisco 
Board of Supervisors approved the project on April 24, 2020. On September 9, 2020, the planning 
department issued an addendum to the EIR which modified three of the mitigation measures. On 
July 16, 2026, the planning department issued a second addendum to the EIR which modified three 
other mitigation measures. 

This is the updated Mitigation Monitoring and Reporting Program (MMRP) for the approved 
Potrero Power Station Mixed Use Development project as modified in July 2026. It consists of two 
separate tables: 

• Table A, Updated Mitigation Measures for the Approved Project, and 

• Table B, Improvement Measures Adopted as Conditions of Approval for the Approved 
Project. 

The tables provide the following information: the environmental issue areas for which mitigation or 
improvement measures are identified; the required measure(s); the timeframe for implementing, 
monitoring, and reporting on the measure(s); the responsible implementing, monitoring and 
reporting parties; and the actions needed to verify compliance/completion of the measure(s). 

The FEIR1 for this project describes and analyzes two variations of the project at an equal level of 
detail— referred to as the “proposed project” and the “project variant” — and the project variant was 
ultimately the approved project. The approved project was subsequently modified in September 
2020.2 The approved project was then modified in July 2026.3 Therefore, Table A has been updated 
to serve as the MMRP for the approved project as modified in July 2026. All mitigation and 
improvement measures in Tables A and B apply to the approved project. 

1 City and County of San Francisco, Potrero Power Station Mixed-Use Development Project Final EIR, San Francisco 
Planning Department Case No. 2017-011878ENV, State Clearinghouse No. 2017112005, December 11, 2019. 

2 City and County of San Francisco, Addendum to an Environmental Impact Report, Potrero Power Station Mixed-
Use Development Project, San Francisco Planning Department Case No. 2017-011878ENV, State Clearinghouse 
No. 2017112005, September 9, 2020. 

3 City and County of San Francisco, Addendum 2 to Environmental Impact Report, Potrero Power Station Mixed-
Use Development Project, San Francisco Planning Department Case No. 2017-011878ENV-02, State Clearinghouse 
No. 2017112005, July 16, 2026. 

Potrero Power Station Mixed-Use Development Project 1 Updated July 2026 
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Mitigation Monitoring and Reporting Program 

Section 2: Implementation and Enforcement of Measures 
This MMRP includes all mitigation measures identified in the FEIR that would lessen the severity 
of significant adverse impacts and are required to be implemented as conditions of project 
approval. In addition, this MMRP includes improvement measures, which were identified in the 
FEIR as feasible measures that would lessen the severity of less-than-significant impacts, and the 
project sponsor has agreed to implement all improvement measures as conditions of project 
approval. 

The MMRP tables identify the mitigation schedule and the parties responsible for implementing, 
monitoring and reporting on the implementation of the measures, as listed in Tables A and B. 
As the CEQA lead agency for the project, the City of San Francisco is principally responsible 
for MMRP monitoring and enforcement. In addition, as provided in CEQA Guidelines 
section 15097(a), the City may delegate MMRP monitoring responsibilities to other public agencies; 
either working with other local governments through their permitting or regulatory authorities, or 
through memoranda of understanding that the City enters into with other entities. Accordingly, the 
MMRP identifies specific departments within the City, including the San Francisco Municipal 
Transportation Agency (SFMTA), the San Francisco Public Utilities Commission (SFPUC), the 
San Francisco Department of Building Inspection, the San Francisco Public Works, the San Francisco 
Planning Department, the San Francisco Entertainment Commission, or other public agencies such 
as the San Francisco Bay Regional Water Quality Control Board, and the Bay Area Air Quality 
Management District (BAAQMD) where such delegation is known or anticipated. 

If any mitigation and improvement measures are not implemented as required, the City may, in 
conjunction with other entities listed above, pursue corrective actions including, but not limited to, 
the following: (1) a written notification and request for compliance; (2) withholding of permits; 
(3) administrative fines; (4) a stop-work order; (5) criminal prosecution and/or administrative fines; 
(6) forfeiture of security bonds or other guarantees; and (7) revocation of permits or other 
entitlements. 

Section 3: Changes to Mitigation Measures 
Any substantive change in the MMRP made by City staff shall be reported in writing to the 
Environmental Review Officer (ERO). City staff may modify or substitute mitigation measures 
subject to one of the following findings, documented by substantial evidence: 

a. The mitigation measure included in the FEIR and the MMRP is no longer required because the 
significant environmental impact identified in the FEIR has been found not to exist, or to occur 
at a level which makes the impact less than significant as a result of changes in the project, 
changes in conditions of the environment, or other factors. 

OR 

b. The modified or substitute mitigation measure either provides corrections to text without any 
substantive change in the intention or meaning of the original mitigation measure, or provides 

Potrero Power Station Mixed-Use Development Project 2 Updated July 2026 
Mitigation Monitoring and Reporting Program Planning Department Case No. 2017-011878ENV 



 

    
  

 
  

    
 

   

      
   

  
  

 

Mitigation Monitoring and Reporting Program 

a level of environmental protection equal to or greater than that afforded by the mitigation 
measure included in the FEIR and the MMRP; and 

The modified or substitute mitigation measures do not have significant adverse effects on the 
environment in addition to or greater than those which were considered by the relevant 
agencies in their decisions on the FEIR and the proposed project or project variant; and 

The modified or substitute mitigation measures are feasible, and the City, through measures 
included in the MMRP or other City procedures, can ensure their implementation. 

Documentation supporting the findings involving modifications to mitigation measures shall be 
maintained in the project file with the MMRP and shall be made available to the public upon 
request. 

Potrero Power Station Mixed-Use Development Project 3 Updated July 2026 
Mitigation Monitoring and Reporting Program Planning Department Case No. 2017-011878ENV 



 

    
  

 
  

  

  

   

  

  

  

  

  

   

   

  

  

  

   

  

   

  

  

  

   

  

  

  

   

  

  

   

  

  

  

Mitigation Monitoring and Reporting Program 

List of Abbreviations 
ADRP Archeological Data Recovery Program 

AMP Archeological Monitoring Program 

ATP Archeological Testing Program 

BAAQMD Bay Area Air Quality Management District 

CDFW California Department of Fish and Wildlife 

CEQA California Environmental Quality Act 

D for D Design for Development 

dBA A-weighted decibel 

ERO Environmental Review Officer 

HABS Historic American Building Survey 

HAER Historic American Engineering Record 

MMRP Mitigation Monitoring and Reporting Program 

MOU Memorandum of Understanding 

NA Not Applicable 

NAHC Native American Heritage Commission 

NOx oxides of nitrogen 

PDR Production, Distribution and Repair 

PG&E Pacific Gas & Electric Company 

PPV peak particle velocity 

R&D Research and Development 

RMS root mean square 

ROG reactive organic gases 

SEL sound exposure level 

SFMTA San Francisco Municipal Transportation Agency 

SF Public Works San Francisco Department of Public Works 

SUD Special Use District 

TACs toxic air contaminants 

TDM Transportation Demand Management 

U.S. EPA United States Environmental Protection Agency 

µg/m3 microgram per cubic meter 

VOC volatile organic compounds 

Potrero Power Station Mixed-Use Development Project 4 Updated July 2026 
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Mitigation Monitoring and Reporting Program 

TABLE A 
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.D Historic Architectural Resources 

Mitigation Measure M-CR-5a: Documentation Project sponsor and Prior to the issuance of Planning Considered complete upon 
Before any demolition or rehabilitation activities within the project site, the project sponsor shall 
retain a professional who meets the Secretary of the Interior’s Professional Qualification Standards 
for Architectural History to prepare written and photographic documentation of Station A, the 
Compressor House, the Meter House, the Gate House, the Boiler Stack, and Unit 3. The 
documentation shall be prepared based on the National Park Service’s Historic American Building 
Survey (HABS)/Historic American Engineering Record (HAER) Historical Report Guidelines. The 
HABS/HAER package shall jointly document the Third Street Industrial District contributors and 
individually eligible resources to be demolished or otherwise adversely affected. This type of 
documentation is based on a combination of both HABS/HAER standards and National Park 
Service’s policy for photographic documentation, as outlined in the National Register and National 
Historic Landmarks Survey Photo Policy Expansion. 

qualified historic 
preservation 
professional who meets 
the standards for 
history, architectural 
history, or architecture 
(as appropriate), as set 
forth by the Secretary of 
the Interior’s 
Professional 
Qualification Standards 
(36 Code of Federal 

a site permit, demolition 
permit, or any other 
permit from the 
Department of Building 
Inspection in connection 
with Station A, the 
Compressor House, the 
Meter House, the Gate 
House, the Boiler Stack, 
and Unit 3 

Department 
Preservation 
Technical Specialist
to review and 
approve HABS/ 
HAER 
documentation 

submittal of final 
HABS/HAER 
documentation to the 
Preservation Technical 
Specialist and 
determination from the 
Preservation Technical 
Specialist that 
documentation is complete 

The documentation shall be scoped and approved by Planning Department Preservation staff and 
will include the following: 
• Measured Drawings: A set of measured drawings that depict the existing size, scale, and 

dimension of Station A, the Compressor House, the Meter House, the Gate House, and the 
Unit 3 Power Block. Planning Department Preservation staff will accept the original 
architectural drawings or an as-built set of architectural drawings (plan, section, elevation, 
etc.). Planning Department Preservation staff will assist the consultant in determining the 
appropriate level of measured drawings; 
HABS-Level Photography: Either HABS standard large-format or digital photography shall be 
used. The scope of the photographs shall be reviewed by Planning Department Preservation 
staff for concurrence. All digital photography shall be conducted according to the latest 
National Park Service standards. The photography shall be undertaken by a qualified 
professional with demonstrated experience in HABS photography. Photograph views for the 
dataset shall include (a) contextual views; (b) views of each side of each building and interior 
views; (c) oblique views of the buildings; and (d) detail views of character-defining features, 
including features on the interior. All views shall be referenced on a photographic key. This 
photographic key shall be on a map of the property and shall show the photograph number 
with an arrow to indicate the direction of the view. Historical photographs shall also be 
collected, reproduced, and included in the dataset; and 

• HABS Historical Report: A written historical narrative and report, per HABS Historical Report 
Guidelines. 

• Print-On-Demand Book: A Print On Demand softcover book will be produced that includes the 
content of the HABS historical report, historical photographs, HABS-level photography, 
measured drawings and field notes. 

The project sponsor shall transmit such documentation to the San Francisco Planning Department, 
the Port of San Francisco, and to repositories including the History Room of the San Francisco 
Public Library, San Francisco Heritage, Internet Archive, the California Historical Society, the 

Regulations, Part 61) 

Potrero Power Station Mixed-Use Development Project 5 Updated July 2026 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.D Historic Architectural Resources (cont.) 

Potrero Hill Archives Project, and the Northwest Information Center of the California Historical 
Information Resource System. All documentation will be reviewed and approved by the San 
Francisco Planning Department’s Preservation staff prior to granting any demolition or site permit. 

Mitigation Measure M-CR-5b: Video Recordation Project sponsor, Prior to the issuance of Planning Considered complete upon 
Prior to any demolition or substantial alteration of an individual historical resource or contributor to 
a historic district on the project site, the project sponsor shall retain a qualified professional to 
undertake video documentation of the affected historical resource and its setting. The 
documentation shall be conducted by a professional videographer with experience recording 
architectural resources. The professional videographer shall provide a storyboard of the proposed 
video recordation for review and approval by Planning Department preservation staff. The 
documentation shall be narrated by a qualified professional who meets the standards for history, 
architectural history, or architecture (as appropriate), as set forth by the Secretary of the Interior’s 
Professional Qualification Standards (36 Code of Federal Regulations, Part 61). The 
documentation shall include as much information as possible—using visuals in combination with 
narration—about the materials, construction methods, current condition, historical use, and historic 
context of the historic resources. 

professional 
videographer, and 
qualified narrator who 
meets the standards for 
history, architectural 
history, or architecture 
(as appropriate), as set 
forth by the Secretary of 
the Interior’s 
Professional 
Qualification Standards 
(36 Code of Federal 
Regulations, Part 61) 

a site permit, demolition 
permit, or any other 
permit from the 
Department of Building 
Inspection in connection 
with Station A, the 
Compressor House, the 
Meter House, the Gate 
House, the Boiler Stack, 
and Unit 3, or other 
contributor to a historic 
district 

Department 
Preservation 
Technical Specialist 

submittal of final video 
documentation to the 
Preservation Technical 
Specialist and 
determination from the 
Preservation Technical 
Specialist that 
documentation is complete 

Archival copies of the video documentation shall be submitted to the Planning Department, and to 
repositories including: the San Francisco Planning Department, the Port of San Francisco, the San 
Francisco Public Library, San Francisco Heritage, Prelinger Archives, the California Historical 
Society, the Potrero Hill Archives Project, and the Northwest Information Center of the California 
Historical Information Resource System. This mitigation measure would supplement the traditional 
HABS documentation, and would enhance the collection of reference materials that would be 
available to the public and inform future research. 
The video documentation shall be reviewed and approved by the San Francisco Planning 
Department’s preservation staff prior to issuance of a demolition permit or site permit or issuance 
of any Building Permits for the project. 

Mitigation Measure M-CR-5c: Public Interpretation and Salvage Project sponsor, qualified Adequacy of collection Planning Department Considered complete upon 
Prior to any demolition or rehabilitation activities that would remove character-defining features 
of an individual historical resource or contributor to a historic district on the project site, the 
project sponsor shall consult with planning department preservation staff as to whether any 
such features may be salvaged, in whole or in part, during demolition/alteration. The project 
sponsor shall make a good faith effort to salvage materials of historical interest to be utilized as 
part of the interpretative program. This could include reuse of the Greek Revival façade of the 
Machine Shop Office, Gate House or a portion of the Unit 3 Power Block. Following any 
demolition or rehabilitation activities within the project site, the project sponsor shall provide 
within publicly accessible areas of the project site a permanent display(s) of interpretive 
materials concerning the history and architectural features of the individual historical resources 

architectural historian or 
historian who meets the 
Secretary of the Interior’s 
Professional 
Qualification Standards, 
and an exhibit designer 
or landscape architect 
with historical 
interpretation design 
experience. 

confirmed by the 
Planning Department 
Preservation Technical 
Specialist prior to 
demolition or 
rehabilitation activities. 
Interpretative display to 
be installed prior to the 
issuance of a Certificate 
of Occupancy 

Preservation 
Technical Specialist 
to review and 
approve salvaged 
material and 
interpretive display 

installation of display 

and Third Street Industrial District. The content of the interpretive display(s) shall be coordinated 
and consistent with the site-wide interpretive plan prepared in coordination with planning 

Potrero Power Station Mixed-Use Development Project 6 Updated July 2026 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.D Historic Architectural Resources (cont.) 

department preservation staff, and may include the display of salvaged features recovered through 
the process described above. The specific location, media, and other characteristics of such 
interpretive display(s) shall be presented to planning department preservation staff for review prior 
to any demolition or removal activities. The historic interpretation plan shall be prepared in 
coordination with an architectural historian or historian who meets the Secretary of the Interior’s 
Professional Qualification Standards and an exhibit designer or landscape architect with historical 
interpretation design experience. As feasible, coordination with local artists should occur. 
Interpretive display(s) shall document both the Third Street Industrial District and individually 
eligible resources to be demolished or rehabilitated. The interpretative program should also 
coordinate with other interpretative displays currently proposed along the Bay, specifically at Pier 
70, those along the Blue Greenway, and others in the general vicinity. The interpretative plan 
should also explore contributing to digital platforms that are publicly accessible. A proposal 
describing the general parameters of the interpretive program shall be approved by planning 
department preservation staff prior to issuance of a site permit. The substance, media and other 
elements of such interpretive display shall be approved by planning department preservation staff 
prior to issuance of a Temporary Certificate of Occupancy. 

Mitigation Measure M-CR-5d: Rehabilitation of the Boiler Stack Project sponsor and Prior to the issuance of Planning Considered complete upon 
Prior to the issuing of building permits associated with modifications to the exterior of the Boiler 
Stack, planning department preservation staff shall review the proposed design and confirm that it 
conforms to the Secretary of the Interior’s Standards for Rehabilitation and the Design for 
Development standards and guidelines. 

qualified architectural 
historian who meets the 
Secretary of Interior’s 
Professional 
Qualification Standards 
(36 Code of Federal 
Regulations Part 61 

a site permit, demolition 
permit, or any other 
permit from the 
Department of Building 
Inspection in connection 
with the Boiler Stack 

Department 
Preservation 
Technical Specialist 
to review and 
approve design 

design approval from the 
Preservation Technical 
Specialist 

Project Variant: Project sponsor and a Construction Planning Considered complete upon 
Mitigation Measure M-CR-5e: Historic Preservation Plan and Review Process for 
Alteration of Station A and the Boiler Stack 

qualified architectural 
historian who meets the 
Secretary of Interior’s 

specifications to be 
developed prior to the 
issuance of a site 

Department 
Preservation 
Technical Specialist 

acceptance by Planning 
Department of construction 
specifications to avoid 

Prior to the approval of the first building permit for construction of Phase 1, a historic Professional permit, demolition to review and damage to Station A and 
preservation plan establishing protective measures shall be prepared and implemented to aid Qualification Standards permit, or any other approve the Boiler Stack 
in preserving and protecting portions of Station A and the Boiler Stack, which would be (36 Code of Federal permit from the preservation and 
retained as part of the project. The historic preservation plan shall be prepared by a qualified Regulations Part 61 Department of Building protection plan, 
architectural historian who meets the Secretary of Interior’s Professional Qualification Inspection in connection specifications, 
Standards (36 Code of Federal Regulations Part 61). The plan shall establish measures to with Station A and the monitoring schedule, 
protect the retained character-defining features during construction of the project, such as Boiler Stack and other supporting 
avoiding construction equipment inadvertently coming in contact with Station A and the Boiler documents 
Stack, to minimize construction-related damage to Station A and the Boiler Stack, and to 
ensure that any such damage is documented and repaired. If deemed necessary upon further 
condition assessment of the resource, the plan shall include stabilization of Station A and the 
Boiler Stack prior to construction to prevent deterioration or damage. Where pile driving and 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.D Historic Architectural Resources (cont.) 

other construction activities involving the use of heavy equipment would occur in proximity to 
Station A and the Boiler Stack, the project sponsor shall undertake a vibration monitoring 
program as described in Mitigation Measure M-NO-4a, including establishing a maximum 
vibration level that shall not be exceeded based on existing conditions, character-defining 
features, soils conditions, and anticipated construction practices in use at the time. The project 
sponsor shall ensure that the contractor follows these plans. The preservation and protection 
plan, specifications, monitoring schedule, and other supporting documents shall be 
incorporated into the building or site permit application plan sets. The documentation shall be 
reviewed and approved by Planning Department Preservation staff. 

Mitigation Measure M-CR-6: Design Controls for New Construction Project sponsor and a Review of new Planning Considered complete upon 
The Special Use District (SUD) and Design for Development (D for D) shall contain design 
standards and guidelines that ensure that new construction and site development within the 
SUD shall be compatible with the character of the Third Street Industrial District. Beyond the 
site-wide standards and guidelines developed for open space, buildings, and streetscapes in 
the D for D, the D for D shall contain design controls for the Third Street Industrial District, as 
outlined below (see site-wide design controls below). 

qualified architectural 
historian 

construction plans prior 
to the issuance of 
building permits 

Department and 
Planning 
Department staff 
and Preservation 
Technical Specialist 
to review and 
approve design 

design approval from the 
Planning Department 
Preservation staff 

Additional design standards shall apply to the western façades of new buildings fronting Illinois 
Street, the southern façades of new buildings fronting 23rd Street, and the eastern and/or southern 
façades of new buildings fronting the Boiler Stack (see block and frontage-specific design controls 
below and Figure M-CR-6, Site Frontages Subject to Design Controls). These façades would 
all face contributors to the Third Street Industrial District. The additional design standards that shall 
apply specifically to those frontages are included below. 

Figure M-CR-6
Site Frontages Subject to Design Controls 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.D Historic Architectural Resources (cont.) 

These design controls in the D for D shall be compatible with the Secretary of the Interior 
Standards for Rehabilitation, Standard 9. Standard 9 states that new work shall be 
differentiated from the old and shall be compatible with the massing, size, scale, and 
architectural features to protect the integrity of the historic district and its environment. 
Review Process 
New construction in the Special Use District will be subject to administrative design review prior 
to the issuing of building permits. Planning staff along with Preservation staff will review new 
projects to ensure compatibility with the Third Street Industrial District as determined in the 
above standards and guidelines and identified in the D for D. 
The D for D shall contain the following Third Street Industrial District Frontage Design Controls: 
• Block and Frontage-Specific Design Controls Ground Floor Height for Blocks 11, 12, and 13: 

For Ground Floor of Blocks 11 and 12 facing 23rd Street Sugar Warehouses and Block 13 
facing American Industrial Center all ground floor spaces shall have a minimum floor-to-floor 
height of 15 feet as measured from grade. 

• Height + Massing along 23rd and Illinois street frontages. In order for 23rd and Illinois streets 
to appear balanced on either side, new construction shall respect existing heights of 
contributors to the Third Street Industrial District by referencing their heights with an upper 
level 10-foot setback at approximately 65 feet. 

• Awnings on Blocks 10, 11, 12, and 13. An awning shall be provided on the southern facades 
of Blocks 10, 11, and 12 that face 23rd Street at a height of 15 to 25 feet above sidewalk 
grade to reference the industrial awning at the westernmost Sugar Refinery Warehouse. 
Awnings at this location may project up to 15 feet into the public realm. Should the southern 
façade of Station A be retained, an awning on Block 10 would not be required. For Block 13 
frontages facing Illinois Street, canopies and awnings should only be located at the retail land 
use at the corner of Illinois and 22nd streets. 
The character, design and materials used for such awnings shall be industrial in character 
and design, suggestions are the following: 
− They should be flat or pitched, and should not be arched. The functional supporting 

structure and/or tieback rods should be clearly read [i.e., remain apparent to the observer]. 
− Materials used for canopies and awnings should be utilitarian. Suggested materials 

include wood, standing seam or louvered metal panels, and corrugated metal. 
• Openings along 23rd and Illinois street frontages. To the extent allowed by the Department 

of Public Health, large doors, such as sliding or roll-up doors that facilitate the movement of 
people, equipment, and goods in and out of the ground floor of new construction on 
Blocks 10-13 shall be incorporated along 23rd Street and Illinois Street. 

• Special Corners on Block 12. To frame the view of the iconic Boiler Stack, the northeast 
corner of Block 12 should include the use of high quality materials, such as brick, concrete, 
copper, steel, glass, and wood, and in addition shall include: 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.D Historic Architectural Resources (cont.) 

− Volumetric shaping of the area of a building within 15-feet of the northeastern corner of 
Block 12 with architectural treatments including but not limited to chamfers, round 
edges, setbacks, and/or protrusions to highlight views or relate to the shape of the 
Boiler Stack from the public realm. 

• Special Corners Block 9 without Unit 3. To create an open and inviting entrance to 
Waterfront Park and Stack Plaza from Delaware Street and Power Station Park, the 
southwest corner of Block 9 without Unit 3 should use high-quality materials, such as brick, 
concrete, copper, steel, glass, and wood, and in addition shall include: 
− Volumetric shaping of any building in the area within 15-feet of the southwest corner of 

Block 9 with architectural treatments including but not limited to chamfers, round edges, 
setbacks, and/or protrusions to highlight views or relate to the shape of the Boiler Stack 
from the public realm. 

• Block 9 without Unit 3. For deference to the historic Stack, and to create more physical space 
between the Stack and new construction, the building of Block 9 without Unit 3 shall be 
designed such that the overall bulk is reduced by at least 10 percent from the maximum 
permitted floor area, with a focus along the southern façade of the new building, facing the 
Stack. A potential distribution of bulk reduction, for example, could result in an 8 percent 
reduction along the southern façade with a 2 percent reduction elsewhere. 
The building should interact meaningfully with the Boiler Stack, such as referencing the 
existing relationship between it and Unit 3 (i.e., the simple, iconic form of the Boiler Stack in 
contrast to the highly complex, detailed form of the Unit 3 Power Block). Retain the existing 
exhaust infrastructure connecting the Unit 3 Power Block with the Boiler Stack and 
incorporating it into the new structure as feasible. Consider preserving other elements of the 
Unit 3 Power Block, such as portions of the steel gridded frame structure, in new construction. 

• Architectural Features on Blocks 10, 11, 12, and 13. Regularly-spaced structural bays should 
be expressed on the exterior of the lower massing through the use of rectangular columns or 
pilasters, which reference the rhythm of loading docks on the Western Sugar Refinery 
Warehouses and American Industrial Center. Bay widths shall be no larger than 30 feet on 
center. 
Architectural features such as cornice lines, belt courses, architectural trim, or change in 
materiality or color should be incorporated into the building design to reference heights and 
massing of the Western Sugar Refinery Warehouses on 23rd Street and American Industrial 
Center on Illinois Street at areas of the façade that are not required to be set back. 

• Third Street District Fenestration. Operable windows shall be single or double hung wood 
sash, or awning, pivot, or other industrial style steel or aluminum fenestration. Casement 
windows shall be avoided at lower building massing. Divided lite windows are appropriate. 
Ground level glazing shall incorporate transom windows if not utilizing roll up or full height 
sliding doors. 
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TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
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Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.D Historic Architectural Resources (cont.) 

Upper level glazing shall consist of regular repeated punched openings with divided lites. 
Punched openings shall be rectangular in proportion; an exception is the use of segmentally 
arched openings if the building material is brick. 

• Third Street District Building Rooftops. Rooftops shall reflect the historic industrial character of 
the district and include flat, monitor, or shallow shed roofs. Gable or hipped roofs shall be 
avoided as primary features. 

The D for D shall contain the following Site Wide Design Controls: 
• Recommended Materials. Recommended materials should be incorporated into building 

design. Recommended materials include brick, concrete, copper, steel, glass, smooth 
stucco and wood. Avoid using veneer masonry panels except as described in the Depth of 
Façade, below. Avoid using smooth, flat, or minimally detailed glass curtain walls; highly 
reflective glass; coarse-sand finished stucco as a primary siding material; bamboo wood 
siding as a primary siding material; laminated timber panels; or black and dark materials 
should not be used as a predominate material. Where metal is used, selection should favor 
metals with naturally occurring patina such as copper, steel, or zinc. Metals should be matte 
in finish. Where shiny materials are used, they should be accent elements rather than 
dominant materials, and are generally not encouraged. 

• Depth of Façade. The façade should be designed to create a sense of durability and 
substantiality, and to avoid a thin or veneer-like appearance. Full brick or masonry is a 
preferred material. If thin brick or masonry or panel systems are used, these materials should 
read as having a volumetric legibility that is appropriate to their thickness. For example, 
masonry should turn the corner at a depth that is consistent with the typical depth of a brick. 
Windows and other openings are an opportunity to reinforce the volumetric legibility of the 
façade, with an appropriate depth that relates to the material selected. For example, the 
depth of the building frame to the glazing should be sufficiently deep to convey a substantial 
exterior wall, and materials should turn the corner into a window reveal. 

• Quality and Durability. Exterior finishes should have the qualities of permanence and 
durability found in similar contextual building materials used on neighboring sites and in the 
Central Waterfront. Materials should be low-maintenance, well suited to the specific 
maritime microclimate of the neighborhood, and able to naturally weather over time without 
extensive maintenance and upkeep. Materials characteristic of the surrounding context, 
such as brick, concrete, stone, wood, and glass, and, are envisioned on site and are good 
candidates to meet durability needs. 

The D for D shall contain the following Street and Open Spaces Design Controls: 
• Stack Plaza. No more than one-third of the area within 45 feet of the Boiler Stack shall be 

planted. Paving and hardscape elements shall incorporate industrial elements and 
materials into the design. Design elements should use simple geometric forms, regular or 
repeating paving patterns and utilitarian materials such as simple masonry pavers or 
salvaged masonry units if feasible and safe for public use. 
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of Compliance 

EIR Section 4.D Historic Architectural Resources (cont.) 

Stack Plaza design elements, such as planters and native planting, should be kept low to 
the ground to complement and not distract from the Boiler Stack. Surfaces should not be 
designed with elaborately applied patterns. Any patterning should be the pragmatic result of 
the use of unit pavers or concrete score joints. 

• 23rd Street Streetscape. The streetscape design of 23rd Street should balance the historic 
utilitarian character of the Third Street Industrial District with welcoming design gestures for 
this important entrance to the Potrero Power Station development. To that end, the following 
guidelines shall be followed: 
− Landscape elements should feel additive to the industrial streetscape. Examples 

include potted or otherwise designed raised beds of plants and trees that are placed 
onto paved surfaces; small tree wells within paved surfaces; green walls; and raised or 
lowered beds edged with industrial materials such as brick, low granite curbs, or steel. 

− Tree planting locations should be irregularly spaced or placed in small groupings along 
the street, in contrast with standard Better Street Plan requirements, in order to provide 
better compatibility with the historic district. 

− A tree and vegetation palette should be used that does not detract from the industrial 
character. Green walls, planter boxes, and vegetation should be considered rather than 
trees for storm water management. 

− Public art installations, such as murals, are encouraged. 
• Transit Bus Shelter. The bus shelter should be utilitarian in materiality and design to reflect 

the industrial nature of the nearby Western Sugar Refinery Warehouse buildings. The bus 
shelter shall be coordinated with the building design on Block 12. 
23rd Street and Illinois Paving. Sidewalk paving at 23rd Street and Illinois Street should be 
more industrial in character compared to sidewalk paving at other portions of the site. 
Consider varying sidewalk concrete score joint patterns or pavers from block to block. 
Design must be reviewed and approved by San Francisco Public Works and San Francisco 
Municipal Transportation Agency as part of the Street Improvement Plans. 

• 23rd Street Transit Island Paving. Pavement at the transit boarding island should 
incorporate concrete or stone pavers or enhanced cast-in-place concrete with smaller scale 
joint patterns for a more refined appearance. Integral color and decorative aggregates may 
be selected for aesthetic quality and shall meet accessible design requirements for slip-
resistance. Design must be reviewed and approved by San Francisco Public Works and 
San Francisco Municipal Transportation Agency as part of the Street Improvement Plans. 

• Signage. Tenant signage facing contributing buildings to the Third Street Industrial District 
should be utilitarian in design and materiality to reflect the adjacent historic resources and 
strengthen the 23rd Street streetscape. Backlit signage should be avoided. 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.E Transportation and Circulation 

Mitigation Measure M-TR-5 (Variant2025 Modified Project): Implement Measures to Project sponsor, a Within one year of Planning Department Considered complete when 
Reduce Transit Delay qualified transportation issuance of the project’s staff and SFMTA eight consecutive reporting 
Performance Standard. The project sponsor shall be responsible for implementing 
transportation demand management (TDM) measures to limit the number of project-generated 
vehicle trips during the p.m. peak hour to a maximum of 89 percent of the 2025 modified 
project’s EIR-estimated values of each of the phases of project development (performance 
standard), as shown in the table below. The number of vehicle trips by phase to meet the above 
stated performance standard shall be: included in the approved TDM Plan. 

consultant approved by 
the SFMTA 

first certificate of 
occupancy: the first 
monitoring of daily and 
p.m. peak period (4 p.m. 
to 7 p.m.) vehicle trips in 
accordance with an 
SFMTA and San 

periods show that the fully 
built project has met the 
performance standard, or 
until expiration of the 
project’s development 
agreement, whichever is 
earlier. 

Francisco Planning 
Maximum P.M. Peak Hour Vehicle Trips Department agreed 

Project Variant With PG&E No PG&E SubareaNo PG&E 
Subarea Scenario 

Project
Development Running Running 

Phase Phase Total Total Phase Total Total 

upon monitoring and 
reporting plan. 

Ongoing: A document 
with the results of the 
annual vehicle counts 
shall be submitted to the 

Phase 1 3701,130 3701,130 3701,130 3701,130 Environmental Review 
Phase 2 440670 8101,800 440730 8101,860 Officer and the SFMTA 

for review within 30 days 
Phase 3 250240 1,0602,040 250NA 1,060NA of the data collection, or 

with the project’s annual 
Phase 4 630 1,690 670 1,730 TDM monitoring report 
Phase 5 240 1,930 240 1,970 as required by the TDM 

Plan (if the latter is 
Phase 6 280 2,210 NA NA preferable to ERO in 

consultation with the 

Monitoring and Reporting. Within one year ofsix months following issuance of the project’s first 
SFMTA). 

certificate of occupancy for the third building constructed at the project site, the project sponsor 
shall retain a qualified transportation consultant selected by the project sponsor (or the Sitewide 
TDM Coordinator as defined in the TDM Plan) and approved by the SFMTA to shall begin 
monitoring daily and p.m. peak period (4 p.m. to 7 p.m.) vehicle trips in accordance with this 
mitigation measure (as defined in the TDM Plan). an SFMTA and San Francisco Planning 
Department agreed upon monitoring and reporting plan, which shall be included as a part of the 
approved TDM Plan Once the number of project-generated vehicle trips during the p.m. peak 
period equals or exceeds 65 percent of the performance standard, the Sitewide TDM Monitoring 
Report (as defined in the TDM Plan) shall include counts of the number of vehicles entering and 
exiting the project site on internal streets at the site boundaries on 22nd, Illinois, and 23rd 
streets for three weekdays during the p.m. peak period (4 p.m. to 7 p.m.). The data for the three 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.E Transportation and Circulation (cont.) 

weekdays (Tuesday, Wednesday, and Thursday) shall be averaged, and the surveys shall be 
conducted within the same month annually. The qualified transportation consultant or Sitewide 
TDM Coordinator, as applicable, shall submit the proposed methodology for the Planning 
Department’s approval prior to conducting the components of the trip count. It is anticipated that 
the Planning Department will have a standard trip count methodology developed and available 
to Developer and the Sitewide TDM Coordinator at the time of data collection. 

The vehicle data collection shall include counts of the number of vehicles entering and exiting 
the project site on internal streets at the site boundaries on 22nd, Illinois, and 23rd streets for 
three weekdays. The data for the three weekdays (Tuesday, Wednesday or Thursday) shall be 
averaged, and surveys shall be conducted within the same month annually. A document with 
the results of the annual vehicle counts shall be submitted to the Environmental Review Officer 
and the SFMTA for review within 30 days of the data collection, or with the project’s annual 
Sitewide TDM monitoring report as required by the TDM Plan (if the latter is preferable to 
Environmental Review Officer in consultation with the SFMTA). 

The project sponsor shall begin submitting monitoring reports to the Planning Department 
18 months following 75 percent occupancy of the first phase. Thereafter, annual monitoring 
reports shall be submitted (referred to as “reporting periods”) until eight consecutive reporting 
periods show that the fully built project has met the performance standard, or until expiration of 
the project’s Development Agreement, whichever is earlier. 

If the City, based on vehicle trip monitoring data, finds that the project has exceeded the stated 
performance standard for any development phase, the project sponsor (or, in all cases herein, 
the Sitewide TDM Coordinator as specified in the TDM Plan) shall select and implement 
additional TDM measures in order to reduce the number of project-generated vehicle trips to 
meet the performance standard for that development phase. These measures could include 
expansion of measures already included in the project’s TDM Plan (e.g., providing additional 
project shuttle routes to alternative destinations, increases in tailored transportation marketing 
services, etc.), other measures identified in the City’s TDM Program Standards Appendix A (as 
such appendix may be amended by the Planning Department from time to time) that have not 
yet been included in the project’s approved TDM Plan, or, at the project sponsor’s discretion, 
other measures not included in the City’s TDM Program Standards Appendix A that the City and 
the project sponsor agree are likely to reduce peak period driving trips. 

For any development phase where additional TDM measures are required If additional TDM 
Measures are required due to the foregoing, the project sponsor shall have 30 months from 
implementation of such additional TDM measures to demonstrate a reduction in vehicle trips to 
meet the performance standard. If the performance standard is not met within 30 months, the 
project sponsor shall submit to the Environmental Review Officer and the SFMTA a 
memorandum documenting proposed supplemental to the Sitewide TDM Monitoring Report that 
proposes methods of enhancing the effectiveness of the TDM measures and/or additional 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
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Responsibility for
Implementation Mitigation Schedule 
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Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.E Transportation and Circulation (cont.) 

feasible TDM measures that would be implemented by the project sponsor, along with any 
reasonably necessary additional annual monitoring of the project-generated vehicle trips to 
demonstrate their effectiveness in meeting the performance standard. The comprehensive 
monitoring and reporting program shall be terminated upon the earlier of (i) expiration of the 
project’s Development Agreement, or (ii) eight consecutive reporting periods showing that the 
fully built project has met the performance standard. However, compliance reporting for the 
City’s TDM Program shall continue to be required. The project sponsor shall no longer be required 
to conduct vehicle trip counts or otherwise provide or report the information required for 
compliance with this mitigation measure upon the earlier of: (i) eight (8) consecutive Reporting 
Periods during which the Fully Built Project achieves the performance standard set forth in 
Mitigation Measure M-TR-5, or (ii) expiration of the Development Agreement. Thereafter, trip 
count information shall no longer be required; provided, however, that the Sitewide TDM 
Monitoring Report shall continue to be submitted as otherwise required by the TDM Plan. 
"Reporting Period" shall mean each annual reporting cycle for which a Sitewide TDM Monitoring 
Report is submitted pursuant to the TDM Plan. “Fully Built Project” shall mean the completion of 
all development contemplated by the Development Agreement, as evidenced by issuance of 
the First Certificate of Occupancy for the last building to be constructed under the Development 
Agreement. Thereafter, trip count information shall no longer be required; provided, however, 
that the Sitewide TDM Monitoring Report shall continue to be submitted as otherwise required 
herein. 

If the additional TDM measures do not achieve the performance standard, then the City, in 
coordination with the project sponsor, shall impose identify and implement additional measures 
to reduce vehicle trips as prescribed under to meet the Development Agreementperformance 
standard above, which may include onsite or offsite capital improvements designed to reduce 
vehicle trips from the project. Capital measures may include, but are not limited to, peak period 
or all-day transit-only lanes (e.g., along 22nd Street), turn pockets, bus bulbs, queue jumps, turn 
restrictions, pre-paid boarding pass machines, and/or boarding islands, or other measures that 
support sustainable trip making. 

The monitoring and reporting plan described above may be modified by the Environmental 
Review Officer in coordination with the SFMTA to account for transit route or transportation 
network changes, or major changes to the development program. The Planning Department in 
coordination with the SFMTA may reasonably modify the data and methodology requirements 
of the Sitewide TDM Monitoring Report to account for transit route or transportation network 
changes, or major changes within the project site. The modification of the Sitewide TDM 
mMonitoring and rReporting plan, however, shall not change the performance standard set forth 
in this mitigation measure. 
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TABLE A (CONTINUED)
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EIR Section 4.E Transportation and Circulation (cont.) 

Mitigation Measure M-TR-7: Improve Pedestrian Facilities at the Intersection of Illinois 
Street/22nd Street 
In the event that the Pier 70 Mixed-Use District project does not implement improvements at the 
intersection of Illinois Street/22nd Street, as part of the proposed project’s sidewalk improvements 
on the east side of Illinois Street between 22nd and 23rd streets, the project sponsor shall work 
with SFMTA to implement the following improvements: 
• Install a traffic signal, including pedestrian countdown signal heads at the intersection of 

Illinois Street/22nd Street. 
• Stripe marked crosswalks in the continental design. 
• Construct/reconstruct ADA compliant curb ramps at the four corners, as necessary. 
In the event that the Pier 70 Mixed-Use District project does not implement these improvements, 
the project sponsor shall be responsible for costs associated with design and implementation of 
these improvements. The SFMTA shall determine whether the SFMTA or the project sponsor 
would implement these improvements. 

Project sponsor and 
SFMTA 

Ongoing during project 
construction 

ERO or other 
Planning Department 
staff along with 
SFMTA 

Considered complete 
when intersection 
improvement is complete 

EIR Section 4.F Noise and Vibration 

Mitigation Measure M-NO-1: Construction Noise Control Measures Project sponsor and During the construction Planning Considered complete at 
The project sponsor shall implement construction noise controls as necessary to ensure 
compliance with the Noise Ordinance limits and to reduce construction noise levels at sensitive 
receptor locations to the degree feasible. Noise reduction strategies that could be implemented 
include, but are not limited to, the following: 

construction contractor period for all measures, 
and prior to the issuance 
of each building permit 
for submittal of a plan to 
track and respond to 

Department, 
Department of 
Building Inspection 
(as requested 
and/or on complaint 

the completion of project 
construction 

• Require the general contractor to ensure that equipment and trucks used for project 
construction utilize the best available noise control techniques (e.g., improved mufflers, 
equipment redesign, use of intake silencers, ducts, engine enclosures, and acoustically-
attenuating shields or shrouds). 

• Require the general contractor to locate stationary noise sources (such as the 
rock/concrete crusher, or compressors) as far from adjacent or nearby sensitive receptors 
as possible, to muffle such noise sources, and/or to construct barriers around such sources 
and/or the construction site, which could reduce construction noise by as much as 5 dBA. 
To further reduce noise, the contractor shall locate stationary equipment in pit areas or 
excavated areas, to the maximum extent practicable. 

• Require the general contractor to use impact tools (e.g., jack hammers, pavement breakers, 
and rock drills) that are hydraulically or electrically powered wherever possible to avoid 
noise associated with compressed air exhaust from pneumatically powered tools. Where 
use of pneumatic tools is unavoidable, an exhaust muffler on the compressed air exhaust 
shall be used, along with external noise jackets on the tools, which would reduce noise 
levels by as much as 10 dBA. 

complaints pertaining to 
construction noise 

basis), Police 
Department (on 
complaint basis). 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.F Noise and Vibration (cont.) 

Include noise control requirements for construction equipment and tools, including 
specifically concrete saws, in specifications provided to construction contractors. Such 
requirements could include, but are not limited to, erecting temporary plywood noise 
barriers around a construction site, particularly where a site adjoins noise-sensitive uses; 
utilizing noise control blankets on a building structure as the building is erected to reduce 
noise levels emanating from the construction site; performing all work in a manner that 
minimizes noise; using equipment with effective mufflers; undertaking the most noisy 
activities during times of least disturbance to surrounding residents and occupants; and 
selecting haul routes that avoid residential uses. 

• Prior to the issuance of each building permit, along with the submission of construction 
documents, submit to the Planning Department and Department of Building Inspection or 
the Port, as appropriate, a plan to track and respond to complaints pertaining to 
construction noise. The plan shall include the following measures: (1) a procedure and 
phone numbers for notifying the San Francisco Department of Building Inspection or the 
Port, the Department of Public Health, and the Police Department (during regular 
construction hours and off-hours); (2) a sign posted onsite describing permitted construction 
days and hours, noise complaint procedures, and a complaint hotline number that shall be 
answered at all times during construction; (3) designation of an onsite construction 
compliance and enforcement manager for the project; and (4) notification of neighboring 
residents and non residential building managers within 300 feet of the project construction 
area at least 30 days in advance of extreme noise-generating activities (such as pile driving 
and blasting) about the estimated duration of the activity. 

• Wherever pile driving or controlled rock fragmentation/rock drilling is proposed to occur, the 
construction noise controls shall include as many of the following control strategies as 
feasible: 
− Implement “quiet” pile-driving technology such as pre-drilling piles where feasible to 

reduce construction-related noise and vibration. 
− Use pile-driving equipment with state-of-the-art noise shielding and muffling devices. 
− Use pre-drilled or sonic or vibratory drivers, rather than impact drivers, wherever 

feasible (including slipways) and where vibration-induced liquefaction would not occur. 
− Schedule pile-driving activity for times of the day that minimize disturbance to residents 

as well as commercial uses located onsite and nearby. 
− Erect temporary plywood or similar solid noise barriers along the boundaries of each 

project block as necessary to shield affected sensitive receptors. 
− Implement other equivalent technologies that emerge over time. 
− If controlled rock fragmentation (including rock drills) were to occur at the same time as 

pile driving activities in the same area and in proximity to noise-sensitive receptors, pile 
drivers should be set back at least 100 feet while rock drills should be set back at least 
50 feet (or vice-versa) from any given sensitive receptor. 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.F Noise and Vibration (cont.) 

− If blasting is done as part of controlled rock fragmentation, use of blasting mats and 
reducing blast size shall be implemented to the extent feasible in order to minimize 
noise impacts on nearby sensitive receptors. 

Mitigation Measure M-NO-4a: Construction Vibration Monitoring Project sponsor, Pre-Construction Planning Considered complete upon
The project sponsor shall undertake a monitoring program to ensure that construction-related 
vibration does not exceed 0.5 in/sec PPV at the Boiler Stack, the American Industrial Center 
South building, and the Western Sugar Warehouses as required pursuant to Mitigation Measures 
M-NO-4b (Vibration Control Measures During Controlled Blasting and Pile Driving), M-NO-4c 
(Vibration Control Measures During Use of Vibratory Equipment), and M-CR-5e (Historic 
Preservation Plan and Review Process for Alteration of the Boiler Stack). The monitoring 
program shall include the following components: 

structural engineer,
and preservation 
architect 

Assessment and 
Vibration Management
and Monitoring Plan to 
be completed prior to 
issuance of site permit,
demolition permit, or 
any other construction
permit from the 

Department
Preservation 
Technical Specialist
shall review and 
approve the 
Vibration 
Management and
Monitoring Plan and 

submittal to Planning
Department of report on 
the Vibration Management
and Monitoring Plan and
effects, if any, on adjacent 
historical resources, after 
all major structural project
construction activity,

• Prior to any controlled blasting, pile driving, or use of vibratory construction equipment Department of Building periodic monitoring including demolition and 
(vibration-inducing construction), the project sponsor shall engage a historic architect or Inspection in connection reports excavation 
qualified historic preservation professional and a qualified acoustical/vibration consultant or with the Boiler Stack, 
structural engineer to undertake a pre-construction survey of the Boiler Stack, the American the American Industrial 
Industrial Center South building, and the Western Sugar Warehouses to document and Center South building,
photograph the buildings’ existing conditions. Based on the construction and condition of the and the Western Sugar
resource, a structural engineer or other qualified entity shall establish a maximum vibration Warehouses. 
level that shall not be exceeded based on existing conditions, character-defining features, 
soils conditions and anticipated construction practices in use at the time. The qualified 
consultant shall conduct regular periodic inspections of each historical resource within 80 
feet of vibration-inducing construction throughout the duration of vibration-inducing 
construction. The pre-construction survey and inspections shall be conducted in concert with 
the Historic Preservation Plan required pursuant to Mitigation Measure M-CR-5e, Historic 

Monitoring to occur 
during the period of
major structural project
construction activity,
including demolition and 
excavation. If monitoring 

Preservation Plan and Review Process for Alteration of the Boiler Stack. detects vibration levels 
• Prior to the start of any vibration-inducing construction, the qualified acoustical/vibration in excess of the 

consultant or structural engineer shall undertake a pre-construction survey of any offsite 
structures or onsite structures constructed by the project within 80 feet of such vibration 
inducing construction. The qualified acoustical/vibration consultant or structural engineer 
shall conduct periodic inspections of all other non-historic structures throughout the duration 

standard, sponsor to 
notify the Planning 
Department within 5 
working days. 

of vibration inducing construction. Monitoring reports to be 
• The qualified historic and acoustical/structural consultant shall submit monitoring reports to 

San Francisco Planning documenting vibration levels and findings from regular inspections. 
submitted at a 
frequency established in 
the monitoring plan. 

• Based on planned construction activities for the project and condition of the adjacent structures, 
an acoustical consultant shall monitor vibration levels at each structure and shall prohibit 
vibration inducing construction activities that generate vibration levels in excess of 0.5 in/sec 
PPV. Should vibration levels be observed in excess of 0.5 in/sec PPV or should damage to any 
structure be observed, construction shall be halted and alternative construction techniques put in 
practice, to the extent feasible. For example, smaller, lighter equipment might be able to be used 
or pre-drilled piles could be substituted for driven piles, if soil conditions allow. 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.F Noise and Vibration (cont.) 

Mitigation Measure M-NO-4b: Vibration Control Measures During Controlled Blasting and 
Pile Driving 
Vibration controls shall be specified to ensure that the vibration limit of 0.5 in/sec PPV can be 
met at all nearby structures when all potential construction-related vibration sources (onsite and 
offsite) are considered. These controls could include smaller charge sizes if controlled blasting 
is used, pre-drilling pile holes, using the pulse plasma fragmentation technique, or using smaller 
vibratory equipment. This vibration limit shall be coordinated with vibration limits required under 
Mitigation Measure M-BI-4, Fish and Marine Mammal Protection during Pile Driving, to ensure 
that the lowest of the specified vibration limits is ultimately implemented. 

Project sponsor and 
construction contractor 

During pile driving and 
related construction 
activities 

Planning 
Department, 
Department of 
Building Inspection 

Considered complete at 
the completion of project 
construction 

Mitigation Measure M-NO-4c: Vibration Control Measures During Use of Vibratory 
Equipment 
In areas with a “very high” or “high” susceptibility for vibration-induced liquefaction or differential 
settlement risks, as part of subsequent site-specific geotechnical investigations, the project’s 

Project sponsor, 
geotechnical engineer, 
and construction 
contractor 

Plan submitted to ERO 
prior to use of vibratory 
equipment 

ERO, Planning 
Department, and 
Department of 
Building Inspection 

Considered complete at 
the completion of project 
construction 

geotechnical engineer shall specify an appropriate vibration limit based on proposed 
construction activities and proximity to liquefaction susceptibility zones. At a minimum, the 
vibration limit shall not exceed 0.5 in/sec PPV, unless the geotechnical engineer demonstrates, 
to the satisfaction of the Environmental Review Officer (ERO), that a higher vibration limit would 
not result in building damage. The geotechnical engineer shall specify construction practices 
(such as using smaller equipment or pre-drilling pile holes) required to ensure that construction-
related vibration does not cause liquefaction hazards at nearby structures. The project sponsor 
shall ensure that all construction contractors comply with these specified construction practices. 
This vibration limit shall be coordinated with vibration limits required under Mitigation Measure 
M-BI-4, Fish and Marine Mammal Protection during Pile Driving, to ensure that the lowest of the 
specified vibration limits is ultimately implemented. 

Mitigation Measure M-NO-5: Stationary Equipment Noise Controls Project sponsor and Prior to approval of a ERO, Planning Considered complete at 
For all stationary equipment on the project site, noise attenuation measures shall be 
incorporated into the design of fixed stationary noise sources to ensure that the noise levels 
meet section 2909 of the San Francisco Police Code. A qualified acoustical engineer or 

qualified acoustical 
engineer or consultant 

building permit Department, and 
Department of 
Building Inspection 

the completion of project 
construction 

consultant shall verify the ambient noise level based on noise monitoring and shall design the 
stationary equipment to ensure that the following requirements of the noise ordinance are met: 
• Fixed stationary equipment shall not exceed 5 dBA above the ambient noise level at the 

property plane at the closest for residential uses, (Blocks 1, 5 - 8, 13 and possibly Blocks 4, 
9, 12, and 14, depending on the use ultimately developed) and 8 dBA above the ambient 
noise level at the property plane on blocks wherefor commercial/industrial uses are 
developed (Blocks 2, 3, 10, 11, and possibly Blocks 4, 12, and 14, depending on the use 
ultimately developed); 

• Fixed stationary equipment, including mechanical equipment from underground parking 
garages, shall not exceed a noise level more than ten dBA above the local ambient at a 
distance of 25 feet or more for the open space between Block 8 and 12. 

Potrero Power Station Mixed-Use Development Project 19 Updated July 2026 
Mitigation Monitoring and Reporting Program Planning Department Case No. 2017-011878ENV 



 
 

   
     

   
  

  
 

   

 
 

 

 
 

 

    

    
 

  
    

    
   

   
     

  

    
 

  

     
 

 
 

 
 

 
 

 
   

  
 

  
   

    

   

  
  
   
  

  
     

    

    
I I 

Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.F Noise and Vibration (cont.) 

• Stationary equipment shall be designed to ensure that the interior noise levels at adjacent 
or nearby sensitive receptors (residential, hotel, and childcare receptors) do not exceed 
45 dBA. 

• Generator testing must meet 75 dBA at the source property plane. 

Noise attenuation measures could include installation of critical grade silencers, sound traps on 
radiator exhaust, provision of sound enclosures/barriers, addition of roof parapets to block 
noise, increasing setback distances from sensitive receptors, provision of intake louvers or 
louvered vent openings, location of vent openings away from adjacent residential uses, and 
restriction of generator testing to the daytime hours. 

The project sponsor shall demonstrate to the satisfaction of the Environmental Review Officer 
(ERO) that noise attenuation measures have been incorporated into the design of all fixed 
stationary noise sources to meet these limits prior to approval of a building permit. 

Prior to approval of a building permit for the data center at Block 5, the project sponsor team 
shall submit documentation to the Environmental Review Officer (ERO) or the officer’s designee, 
demonstrating with reasonable certainty that the building’s fixed mechanical equipment, including 
the chillers and emergency generators, meet the noise limits specified in 2909 (b) and 2909 (d) of 
the noise ordinance (i.e., 8-dBA increase above the ambient noise level at the property plane for 
commercial properties, respectively; and interior noise limits of 55 dBA and 45 dBA for daytime 
and nighttime hours inside any sleeping or living room in a nearby dwelling unit on a residential 
property, respectively). The evaluation will be prepared by a qualified acoustical engineer or 
consultant to verify compliance with the noise ordinance. The report will recommend noise 
attenuation features such as those described below for the data center design and those features 
will be included in the project design (see the Potrero Power Station: Block 5 Data Center – Noise 
and Vibration Assessment (Appendix NO) for recommendations of noise attenuation features). 
These recommended features could include but are not limited to: 
• Air Chilled Coolers (Podium Roof): 

− Fully enclosed silencer solution: 
 Acoustic louvers of side air intakes. 

 Acoustic exhaust louvers. 

− Compressor Blankets/Enclosures. 
− Low Noise Aerodynamic Fans. 
− Performance Specifications (Tonality review). 
− Acoustic barriers. 

• Generators Source: 
− Acoustic treatment to the generator room by adding absorptive materials to interior 

surfaces, or enclosing generators in acoustic treated packages. 

Potrero Power Station Mixed-Use Development Project 20 Updated July 2026 
Mitigation Monitoring and Reporting Program Planning Department Case No. 2017-011878ENV 



 
 

   
     

   
  

  
 

   

 
 

 

 
 

 

    

  
  

    
  

     
   

    
    

    
 

  
 

  

  
  

  
  

 

 
 

  
 

 

 
 

  
 

  

 
 

 
  

 

   

  
    

  
       

     
    

    
     

    
  

   

 

 

 

 

 

 

 

 
 

 

 
  

 

 
 

 

 

 
 

 

I I 

I 

Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.F Noise and Vibration (cont.) 

− Acoustic louvers on air inlets and outlets (3- to 4-foot depths will be required and need 
to be accounted for in early layout design). 

− Improved interior generator exhaust silencer selection to “super-critical hospital grade” 
− Reduced performance specifications (limiting sound power levels). 

Upon installation of the proposed project’s mechanical equipment and required noise control 
measures at Block 5, the project sponsor shall take noise measurements at the appropriate 
property plane (adjacent to noise sources) to confirm that noise levels do not exceed 8 dBA 
over ambient sound levels or any other stationary source noise standard listed (see above). 
These noise measurements shall be provided to the planning department prior to receipt of a 
certificate of occupancy. 

Mitigation Measure M-NO-8: Design of Future Noise-Sensitive Uses 
Prior to issuance of a building permit for vertical construction of a residential building or a building 
with childcare or hotel uses, a qualified acoustical consultant shall conduct a noise study to 
determine the need to incorporate noise attenuation features into the building design in order to 
meet a 45-dBA interior noise limit. This evaluation shall be based on noise measurements taken at 
the time of the building permit application and the future cumulative traffic (year 2040) noise levels 
expected on roadways located on or adjacent to the project site (i.e., 67 dBA on Illinois Street, 
66 dBA on 22nd Street, 61 dBA on Humboldt Street, and 64 dBA on 23rd Street at 50 feet from 
roadway centerlines) to identify the STC ratings required to meet the 45-dBA interior noise level. 
The noise study and its recommendations and attenuation measures shall be incorporated into the 
final design of the building and shall be submitted to the San Francisco Department of Building 
Inspection for review and approval. The project sponsor shall implement recommended noise 
attenuation measures from the approved noise study as part of final project design for buildings 
that would include residential, hotel, and childcare uses. 

Project sponsor and 
qualified acoustical 
consultant 

Prior to issuance of a 
building permit for 
vertical construction of a 
residential building or a 
building with childcare 
or hotel uses 

San Francisco 
Department of 
Building Inspection 

Considered complete upon 
approval of final project 
design for buildings 

EIR Section 4.G Air Quality 

Mitigation Measure M-AQ-2a: Construction Emissions Minimization 
The project sponsor or the project sponsor’s contractor shall comply with the following: 
A. Engine Requirements. 

1. The project sponsor shall also ensure that all on-road heavy‑duty diesel trucks with a 
gross vehicle weight rating of 19,500 pounds or greater used at the project site (such as 
haul trucks, water trucks, dump trucks, and concrete trucks) be model year 2010 or newer. 

2. All off-road equipment (including water construction equipment used onboard barges) 
greater than 25 horse power shall have engines that meet Tier 4 Final off-road emission 
standards. Tugs shall comply with U.S. EPA Tier 3 Marine standards for Marine Diesel 
Engine Emissions. 

3. Since grid power will be available, portable diesel engines shall be prohibited. 

Project sponsor and 
construction 
contractor(s) 

Prior to issuance of a 
site permit, demolition 
permit, or any other 
permit from the 
Department of Building 
Inspection, with ongoing 
compliance with the 
Construction Emissions 
Minimization Plan 
throughout the 
construction period 

ERO to review and 
approve Construction 
Emissions 
Minimization Plan; 
project sponsor and 
construction 
contractor to comply 
with, and document 
compliance with, 
Construction 
Emissions 
Minimization Plan as 
required by the ERO 

Construction Emissions 
Minimization Plan 
considered complete upon 
ERO review and 
acceptance of Plan; 
measure considered 
complete upon completion 
of project construction and 
submittal to ERO of 
required documentation 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.G Air Quality (cont.) 

4. Renewable diesel shall be used to fuel all diesel engines if it can be demonstrated to 
the Environmental Review Officer (ERO) that it is compatible with on-road or off-road 
engines and that emissions of ROG and NOx from the transport of fuel to the project 
site will not offset its NOx reduction potential. 

5. Diesel engines, whether for off-road or on-road equipment, shall not be left idling for 
more than two minutes, at any location, except as provided in exceptions to the 
applicable state regulations regarding idling for off-road and on-road equipment (e.g., 
traffic conditions, safe operating conditions). The contractor shall post legible and 
visible signs in English, Spanish, and Chinese, in designated queuing areas and at the 
construction site to remind operators of the two-minute idling limit. 

6. The contractor shall instruct construction workers and equipment operators on the 
maintenance and tuning of construction equipment, and require that such workers and 
operators properly maintain and tune equipment in accordance with manufacturer 
specifications. 

B. Waivers. 
[Removed] 
The ERO may waive the equipment requirements of Subsection (A)(1) if: a particular piece of 
off-road equipment is technically not feasible; the equipment would not produce desired 
emissions reduction due to expected operating modes; installation of the equipment would 
create a safety hazard or impaired visibility for the operator; or, there is a compelling 
emergency need to use other off-road equipment. If the ERO grants the waiver, the contractor 
must use the next cleanest piece of off-road equipment, according to the table below. 
The ERO may waive the equipment requirements of Subsection (A)(2) if: a particular piece of 
off-road equipment with an engine meeting Tier 4 Final emission standards is not regionally 
available to the satisfaction of the ERO. If seeking a waiver from this requirement, the project 
sponsor must demonstrate to the satisfaction of the ERO that the health risks from existing 
sources, project construction and operation, and cumulative sources do not exceed a total of 
10 µg/m3 or 100 excess cancer risks for any onsite or offsite receptor. 
The ERO may waive the equipment requirements of Subsection (A)(3) if: an application has 
been submitted to initiate on-site electrical power, portable diesel engines may be 
temporarily operated for a period of up to three weeks until on site electrical power can be 
initiated or, there is a compelling emergency. 

C. Construction Emissions Minimization Plan. Before starting onsite construction activities, 
the contractor shall submit a Construction Emissions Minimization Plan to the ERO for 
review and approval. The plan shall state, in reasonable detail, how the contractor will meet 
the requirements of Section A, Engine Requirements. 
1. The Construction Emissions Minimization Plan shall include estimates of the 

construction timeline by phase, with a description of each piece of off-road equipment 
required for every construction phase. The description may include, but is not limited to: 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.G Air Quality (cont.) 

equipment type, equipment manufacturer, equipment identification number, engine 
model year, engine certification (Tier rating), horsepower, engine serial number, and 
expected fuel usage and hours of operation. For off-road equipment using alternative 
fuels, the description shall also specify the type of alternative fuel being used. 

2. The project sponsor shall ensure that all applicable requirements of the Construction 
Emissions Minimization Plan have been incorporated into the contract specifications. 
The plan shall include a certification statement that the contractor agrees to comply fully 
with the plan. 

3. The contractor shall make the Construction Emissions Minimization Plan available to 
the public for review onsite during working hours. The contractor shall post at the 
construction site a legible and visible sign summarizing the plan. The sign shall also 
state that the public may ask to inspect the plan for the project at any time during 
working hours and shall explain how to request to inspect the plan. The contractor shall 
post at least one copy of the sign in a visible location on each side of the construction 
site facing a public right-of-way. 

D. Monitoring. After start of construction activities, the contractor shall submit quarterly 
reports to the ERO documenting compliance with the Construction Emissions Minimization 
Plan. After completion of construction activities and prior to receiving a final certificate of 
occupancy, the project sponsor shall submit to the ERO a final report summarizing 
construction activities, including the start and end dates and duration of each construction 
phase, and the specific information required in the plan. 

Project sponsor and 
construction 
contractor(s) 

Quarterly, after start of 
construction activities, 
and within six months of 
completion of 
construction activity 

Project sponsor/ 
contractor(s) and 
the ERO 

Considered complete upon 
acceptance of the final 
report by the ERO 

Mitigation Measure M-AQ-2b: Diesel Backup Generator Specifications Project sponsor, and Ongoing by the project San Francisco Ongoing for the life of each 
To reduce NOx associated with operation of the proposed project, the project sponsor shall 
implement the following measures. 

each facility operator 
where a generator is 
located 

sponsor, and each 
facility operator where a 
generator is located 

Planning 
Department ERO 
and BAQQMD 

generator 

A. All new diesel backup generators shall: 
1. Have engines that meet or exceed California Air Resources Board Tier 4 off-road 

emission standards which have the lowest NOx emissions of commercially available 
generators; and 

2. Be fueled with renewable diesel, if commercially available4 , which has been 
demonstrated to reduce NOx emissions by approximately 10 percent. 

B. All new diesel backup generators shall have an annual maintenance testing limit of 
50 hours, subject to any further restrictions as may be imposed by the Bay Area Air
Quality Management District in its permitting process. 

Neste MY renewable Diesel is available in the Bay Area through Western States Oil. 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.G Air Quality (cont.) 

C. For each new diesel backup generator permit submitted to Bay Area Air Quality Management 
District for the project, the project sponsor shall submit the anticipated location and engine 
specifications to the San Francisco Planning Department environmental review officer for 
review and approval prior to issuance of a permit for the generator from the San Francisco 
Department of Building Inspection. Once operational, all diesel backup generators shall be 
maintained in good working order for the life of the equipment and any future replacement of 
the diesel backup generators shall be required to be consistent with these emissions 
specifications. The operator of the facility at which the generator is located shall be required to 
maintain records of the testing schedule for each diesel backup generator for the life of that 
diesel backup generator and to provide this information for review to the planning department 
within three months of requesting such information. 

Mitigation Measure M-AQ-2c: Promote Use of Green Consumer Products Project sponsor Prior to certificate of final San Francisco Ongoing 
The project sponsor shall provide educational programs and/or materials for residential and 
commercial tenants concerning green consumer products. Prior to receipt of any certificate of final 

occupancy and every 
five years thereafter 

Department of 
Environment 

occupancy and every five years thereafter, the project sponsor shall work with the San Francisco 
Department of Environment to develop electronic correspondence to be distributed by email 
annually to residential and/or commercial tenants of each building on the project site that 
encourages the purchase of consumer products that generate lower than typical VOC emissions. 
The correspondence shall encourage environmentally preferable purchasing and shall include 
contact information and website links to SF Approved (www.sfapproved.org). This website also 
may be used as an informational resource by businesses and residents. 

Mitigation Measure M-AQ-2d: Electrification of Loading Docks 
The project sponsor shall ensure that loading docks for retail, light industrial, or warehouse uses 
that will receive deliveries from refrigerated transport trucks incorporate electrification hook-ups 
for transportation refrigeration units to avoid emissions generated by idling refrigerated transport 
trucks. 

Project sponsor and 
construction contractor 

Prior to approval of a 
building permit 

Department of 
Building Inspection 

Considered complete at
the completion of project
construction 

Mitigation Measure M-AQ-2e: Additional Mobile Source Control Measures 
The following Mobile Source Control Measures from the Bay Area Air Quality Management 
District’s 2010 Clean Air Plan shall be implemented: 
• Promote use of clean fuel-efficient vehicles through preferential (designated and proximate 

to entry) parking and/or installation of charging stations beyond the level required by the 
City’s Green Building code, from 8 to 20 percent. 

• Promote zero-emission vehicles by requesting that any car share program operator include 
electric vehicles within its car share program to reduce the need to have a vehicle or 
second vehicle as a part of the TDM program that would be required of all new 
developments. 

Project sponsor Prior to approval of a 
building permit, or 
approval of design of
district parking garage,
whichever is first 
Ongoing during 
operation of car share 
programs 

Department of 
Building Inspection
for approval of 
district parking 
garage 

Considered complete at
the completion of district
parking garage
construction 
Ongoing during operations
of car share programs 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.G Air Quality (cont.) 

Mitigation Measure M-AQ-2f: Offset Construction and Operational Emissions Project Sponsor Upon completion of ERO Complete upon acceptance 
Prior to issuance of the final certificate of occupancy that would cause the total square footage 
of development within Phase 1 to exceed 1,700,000 square feet, the project sponsor, with the 
oversight of the Environmental Review Officer (ERO), shall either: 

construction, and prior to 
issuance of certificate of 
occupancy; (within six 
months of completion of 

of fee by BAAQMD 

(1) Directly fund or implement a specific offset project within San Francisco to achieve 
equivalent to a one-time reduction of 11 tons per year of ozone precursors. This offset is 
intended to offset the combined emissions from construction and operations remaining 
above significance levels after implementing the other mitigation measures discussed. To 
qualify under this mitigation measure, the specific emissions offset project must result in 
emission reductions within the San Francisco Bay Area Air Basin that would not otherwise 
be achieved through compliance with existing regulatory requirements. A preferred offset 
project would be one implemented locally within the City and County of San Francisco. 
Prior to implementing the offset project, it must be approved by the ERO. The project 
sponsor shall notify the ERO within six (6) months of completion of the offset project for 
verification; or 

(2) Pay mitigation offset fees to the Bay Area Air Quality Management District Bay Area 
Clean Air Foundation. The mitigation offset fee, currently estimated at approximately 
$30,000 per weighted ton, plus an administrative fee of no more than 5 percent of the total 
offset, shall fund one or more emissions reduction projects within the San Francisco Bay 
Area Air Basin. The fee will be determined by the planning department, the project sponsor, 
and the air district, and be based on the type of projects available at the time of the payment. 
This fee is intended to fund emissions reduction projects to achieve reductions of 11 tons of 
ozone precursors per year, which is the amount required to reduce emissions below 
significance levels after implementation of other identified mitigation measures as currently 
calculated. 
The offset fee shall be made prior to issuance of the final certificate of occupancy that 
would cause the total square footage of development within Phase 1 to exceed 1,700,000 
square feet, when the combination of construction and operational emissions is predicted to 
first exceed 54 pounds per day. This offset payment shall total the predicted 11 tons per 
year of ozone precursors above the 10 ton per year threshold after implementation of 
Mitigation Measures M-AQ-2a though M-AQ-2e and M-TR-5. 
The total emission offset amount was calculated by summing the maximum daily 
construction and operational emissions of ROG and NOX (pounds/day), multiplying by 260 
work days per year for construction and 365 days per year for operation, and converting to 
tons. The amount represents the total estimated operational and construction-related ROG 
and NOx emissions offsets required. 

(3) Additional mitigation offset fee. The need for an additional mitigation offset payment shall 
be determined as part of the performance standard assessment of Mitigation Measure M-TR-5. 

the offset project for 
verification) 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.G Air Quality (cont.) 

If at that time, it is determined that implementation of Mitigation Measure M-TR-5 has 
successfully achieved its targeted trip reduction at project buildout, or the project sponsor 
demonstrates that the project’s emissions upon the earlier of: (a) full build-out or (b) termination 
of the Development Agreement are less than the 10-ton-per-year thresholds for ROG and NOx, 
then no further installment shall be required. However, if the performance standard assessment 
determines that the trip reduction goal has not been achieved, and the project sponsor is 
unable to demonstrate that the project’s emissions upon the earlier of: (a) full build-out or 
(b) termination of the Development Agreement are less than the 10-ton-per-year thresholds for 
ROG and NOx, then an additional offset payment shall be made in an amount reflecting the 
difference in emissions, in tons per year of ROG and NOx, represented by the shortfall in trip 
reduction. 
Documentation of mitigation offset payments, as applicable, shall be provided to the 
planning department. 
When paying a mitigation offset fee, the project sponsor shall enter into a memorandum of 
understanding (MOU) with the Bay Area Air Quality Management District Clean Air 
Foundation. The MOU shall include details regarding the funds to be paid, the administrative 
fee, and the timing of the emissions reductions project. Acceptance of this fee by the air 
district shall serve as acknowledgment and a commitment to (1) implement an emissions 
reduction project(s) within a time frame to be determined, based on the type of project(s) 
selected, after receipt of the mitigation fee to achieve the emissions reduction objectives 
specified above and (2) provide documentation to the planning department and the project 
sponsor describing the project(s) funded by the mitigation fee, including the amount of 
emissions of ROG and NOx reduced (tons per year) within the San Francisco Bay Area Air 
Basin from the emissions reduction project(s). To qualify under this mitigation measure, the 
specific emissions reduction project must result in emission reductions within the basin that 
are real, surplus, quantifiable, and enforceable and would not otherwise be achieved through 
compliance with existing regulatory requirements or any other legal requirement. The 
requirement to pay such mitigation offset fee shall terminate if the project sponsor is able to 
demonstrate that the project’s emissions upon the earlier of: (a) full build-out or (b) termination 
of the Development Agreement are less than the 10-ton-per-year thresholds for ROG and NOx. 

Mitigation Measure AQ-4: Siting of Uses that Emit Toxic Air Contaminants Project sponsor Prior to issuance of the BAAQMD and San Considered complete at the 
For new development including R&D/life science uses and PDR use or other uses that would be 
expected to generate toxic air contaminants (TACs) as part of everyday operations (except for 
one generator that is expected on each block and is included in the re-phase program analysis), 
prior to issuance of the certificate of occupancy, the project sponsor shall obtain written verification 
from the Bay Area Air Quality Management District either that the facility has been issued a permit 
from the air district, if required by law, or that permit requirements do not apply to the facility. For 

certificate of occupancy 
for new development 
would be expected to 
generate TACs, (such as 
R&D uses and PDR 
uses) 

Francisco Planning 
Department 

completion of project 
construction 

stationary sources that require a permit from the Bay Area Air Quality Management District, the 
project sponsor shall also submit written verification to the San Francisco Planning Department 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.G Air Quality (cont.) 

that increased cancer risk associated with all such uses does not either: 1) cause the entire re-
phase program plus cumulative sources to exceed a cancer risk of 100 per one million at any 
sensitive receptor, or 2) where the entire re-phase program plus cumulative sources do exceed 
a cancer risk of 100 per one million, the entire re-phase program’s contribution is less than 7 
per one million at sensitive receptors. This measure shall be applicable, at a minimum, to the 
following uses and any other potential uses that may emit TACs: gas dispensing facilities; auto 
body shops; metal plating shops; photographic processing shops; appliance repair shops; 
mechanical assembly cleaning; printing shops; medical clinics; laboratories, and biotechnology 
research facilities. 

Mitigation Measure AQ-5: Include Spare the Air Telecommuting Information in 
Transportation Welcome Packets 
The project sponsor shall include dissemination of information on Spare The Air Days within the 
San Francisco Bay Area Air Basin as part of transportation welcome packets and ongoing 
transportation marketing campaigns. This information shall encourage employers and employees, 
as allowed by their workplaces, to telecommute on Spare The Air Days. 

Project sponsor Prior to and during 
occupancy of 
commercial uses 

ERO Ongoing 

EIR Section 4.H Wind and Shadow 

Mitigation Measure M-WS-2: Identification and Mitigation of Interim Hazardous Wind Impacts 
Prior to the approval of building plans for construction of any proposed building, or a building within 
a group of buildings to be constructed simultaneously, at a height of 85 feet or greater, the project 
sponsor (including any subsequent developer) shall submit to the San Francisco Planning 
Department for review and approval a wind impact analysis of the proposed building(s). The wind 
impact analysis shall be conducted by a qualified wind consultant. The wind impact analysis shall 
consist of a qualitative analysis of whether the building(s) under review could result in winds 
throughout the wind test area (as identified in the EIR) exceeding the 26-mph wind hazard criterion 
for more hours or at more locations than identified for full project buildout in the EIR. That is, the 
evaluation shall determine whether partial buildout conditions would worsen wind hazard 
conditions for the project as a whole. The analysis shall compare the exposure, massing, and 
orientation of the proposed building(s) to the same building(s) in the representative massing 
models for the proposed project and shall include any then-existing buildings and those under 
construction. The wind consultant shall review the proposed building(s) design taking into account 
feasible wind reduction features including, but not necessarily limited to, inclusion of podium 
setbacks, terraces, architectural canopies or screens, vertical or horizontal fins, chamfered 
corners, and other articulations to the building façade. If such building design measures are found 
not to be effective, landscaping (trees and shrubs), street furniture, and ground-level fences or 
screens may be considered. Comparable temporary wind reduction features (i.e., those that would 
be erected on a vacant site and removed when the site is developed) may be considered. The 
project sponsor shall incorporate into the design of the building(s) any wind reduction features 
recommended by the qualified wind consultant. 

Project sponsor, or 
building developer, and 
qualified wind consultant 

Prior to the approval of 
building plans for 
construction of any 
proposed building, or a 
building within a group of 
buildings to be 
constructed 
simultaneously, at a 
height of 85 feet or 
greater. San Francisco 
Planning Department 
and ERO to review and 
approve scope of work 
prior to any wind impact 
analysis or wind tunnel 
testing 

San Francisco 
Planning Department 
and ERO 

Considered complete at the 
completion of project 
construction 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.H Wind and Shadow (cont.) 

If the wind consultant is unable to determine that the building(s) under consideration would not 
result in a net increase in hazardous wind hours or locations under partial buildout conditions 
compared to full buildout conditions, the building(s) under review shall undergo wind tunnel testing. 
The wind tunnel testing shall evaluate the building(s) to determine whether an adverse impact would 
occur. An adverse wind impact is defined as an aggregate net increase of 1 hour during which,
and/or a net increase of 2 locations at which, the wind hazard criterion is exceeded, compared to full 
buildout conditions identified in the EIR and based on the existing conditions at the time of the 
subsequent wind tunnel test. As used herein, the existing conditions at the time of the subsequent 
testing shall include any completed or under construction buildings on the project site. As with the 
qualitative review above, the evaluation shall determine whether partial buildout conditions would 
worsen wind hazard conditions for the project as a whole. Accordingly, wind tunnel testing, if 
required, would include the same test area and test points as were evaluated in the EIR. 
If the building(s) would result in an adverse impact, as defined herein, additional wind tunnel 
testing of mitigation strategies would be undertaken until no adverse effect is identified, and the 
resulting mitigation strategies shall be incorporated into the design of the proposed building(s) and 
building site(s). All feasible means as determined by the Environmental Review Officer (such as 
reorienting certain buildings, sculpting buildings to include podiums and terraces or other wind 
reduction treatments noted above or identified by the qualified wind consultant, or installing 
landscaping) to eliminate hazardous winds, if predicted, shall be implemented. 

EIR Section 4.I Biological Resources 

Mitigation Measure M-BI-1: Nesting Bird Protection Measures Project sponsor, Not more than 14 days ERO Complete upon completion 
The project sponsor shall require that all construction contractors implement the following 
measures for each construction phase to ensure protection of nesting birds and their nests 
during construction: 

construction contractors, 
and qualified biologist 

prior to vegetation 
removal and grading 
activities that occur 
between January 15 and 

of preconstruction nesting 
bird surveys or completion 
of vegetation removal and 
grading activities outside of

1. To the extent feasible, conduct initial project activities outside of the nesting season 
(January 15–August 15). These activities include, but are not limited to: vegetation removal, 
tree trimming or removal, ground disturbance, building demolition, site grading, and other 
construction activities that may impact nesting birds or the success of their nests (e.g., 
controlled rock fragmentation, blasting, or pile driving). 

2. For construction activities that occur during the bird nesting season, a qualified wildlife 
biologist5 shall conduct pre-construction nesting surveys within 14 days prior to the start of 
construction or demolition at areas that have not been previously disturbed by project 
activities or after any construction breaks of 14 days or more. Surveys shall be performed 
for suitable habitat within 100 feet of the project site in order to locate any active passerine 
(perching bird) nests and within 100 feet of the project site to locate any active raptor (birds 
of prey) nests, waterbird nesting pairs, or colonies. 

August 15 the bird breeding season 

Typical experience requirements for a “qualified biologist” include a minimum of four years of academic training and professional experience in biological sciences and related resource management activities, and a minimum of two 
years of experience conducting surveys for each species that may be present within the project area. 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.I Biological Resources (cont.) 

3. If active nests protected by federal or state law6 are located during the preconstruction bird 
nesting surveys, a qualified biologist shall evaluate if the schedule of construction activities 
could affect the active nests and if so, the following measures would apply: 
a. If construction is not likely to affect the active nest, construction may proceed without 

restriction; however, a qualified biologist shall regularly monitor the nest at a frequency 
determined appropriate for the surrounding construction activity to confirm there is no 
adverse effect. The qualified biologist would determine spot-check monitoring 
frequency on a nest-by-nest basis considering the particular construction activity, 
duration, proximity to the nest, and physical barriers that may screen activity from the 
nest. The qualified biologist may revise his/her determination at any time during the 
nesting season in coordination with the Environmental Review Officer (ERO). 

b. If it is determined that construction may affect the active nest, the qualified biologist shall 
establish a no-disturbance buffer around the nest(s) and all project work shall halt within 
the buffer until a qualified biologist determines the nest is no longer in use. 
Given the developed condition of the site, initial buffer distances are 100 to 250 feet for 
passerines and 100 to 500 feet for raptors; however, the qualified biologist may adjust the 
buffers based on the nature of proposed activities or site specific conditions. 

c. Modifying nest buffer distances, allowing certain construction activities within the buffer, 
and/or modifying construction methods in proximity to active nests shall be done at the 
discretion of the qualified biologist and in coordination with the ERO, who would notify 
CDFW. 

d. Any work that must occur within established no-disturbance buffers around active nests 
shall be monitored by a qualified biologist. If the qualified biologist observes adverse 
effects in response to project work within the buffer that could compromise the active nest, 
work within the no-disturbance buffer(s) shall halt until the nest occupants have fledged. 

e. With some exceptions, birds that begin nesting within the project area amid 
construction activities are assumed to be habituated to construction-related or similar 
noise and disturbance levels. Exclusion zones around such nests may be reduced or 
eliminated in these cases as determined by the qualified biologist in coordination with 
the ERO, who would notify CDFW. Work may proceed around these active nests as 
long as the nests and their occupants are not directly impacted. 

These would include species protected by FESA, MBTA, CESA, and California Fish and Game Code and does not apply to rock pigeon, house sparrow, or European starling. USFWS and CDFW are the federal and state agencies, 
respectively, with regulatory authority over protected birds and are the agencies who would be engaged with if nesting occurs onsite and protective buffer distances and/or construction activities within such a buffer would need to be 
modified while a nest is still active. 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.I Biological Resources (cont.) 

Mitigation Measure M-BI-3: Avoidance and Minimization Measures for Bats Project sponsor, Not more than 14 days ERO Complete upon completion 

A qualified biologist7 who is experienced with bat surveying techniques (including auditory 
sampling methods), behavior, roosting habitat, and identification of local bat species shall be 
consulted prior to demolition or building rehabilitation activities to conduct a pre-construction 
habitat assessment of the project site (focusing on buildings to be demolished or rehabilitated 

contractors, and qualified 
biologist 

prior to building 
demolition or 
rehabilitation 

of preconstruction roosting 
bat surveys or completion 
of building demolition or 
rehabilitation 

under the project) to characterize potential bat habitat and identify potentially active roost sites. 
No further action is required should the pre-construction habitat assessment not identify bat 
habitat or signs of potentially active bat roosts within the project site (e.g., guano, urine staining, 
dead bats, etc.). 
The following measures shall be implemented should potential roosting habitat or potentially active 
bat roosts be identified during the habitat assessment in buildings to be demolished or 
rehabilitated under the proposed project: 
1. In areas identified as potential roosting habitat during the habitat assessment, initial building 

demolition or rehabilitation shall occur when bats are active, approximately between the 
periods of March 1 to April 15 and August 15 to October 15, to the extent feasible. These 

8dates avoid the bat maternity roosting season and period of winter torpor. 
2. Depending on temporal guidance as defined below, the qualified biologist shall conduct pre-

construction surveys of potential bat roost sites identified during the initial habitat assessment 
no more than 14 days prior to building demolition or rehabilitation. 

3. f active bat roosts or evidence of roosting is identified during pre-construction surveys, the 
qualified biologist shall determine, if possible, the type of roost and species. A no-disturbance 
buffer shall be established around roost sites until the qualified biologist determines they are 
no longer active. The size of the no-disturbance buffer would be determined by the qualified 
biologist and would depend on the species present, roost type, existing screening around the 
roost site (such as dense vegetation or a building), as well as the type of construction activity 
that would occur around the roost site. 

4. If special-status bat species or maternity or hibernation roosts are detected during these 
surveys, appropriate species- and roost-specific avoidance and protection measures shall be 
developed by the qualified biologist in coordination with the California Department of Fish and 
Wildlife. Such measures may include postponing the removal of buildings or structures, 
establishing exclusionary work buffers while the roost is active (e.g., 100-foot no-disturbance 
buffer), or other avoidance measures. 

7 Typical experience requirements for a qualified biologist include a minimum of four years of academic training and professional experience in biological sciences and related resource management activities, and a minimum of two 
years of experience conducting surveys for each species that may be present within the project area. 

8 Torpor refers to a state of decreased physiological activity with reduced body temperature and metabolic rate. 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.I Biological Resources (cont.) 

5. The qualified biologist shall be present during building demolition or rehabilitation if potential 
bat roosting habitat or active bat roosts are present. Buildings with active roosts shall be 
disturbed only under clear weather conditions when precipitation is not forecast for three days 
and when daytime temperatures are at least 50 degrees Fahrenheit. 

6. The demolition or rehabilitation of buildings containing or suspected to contain bat roosting 
habitat or active bat roosts shall be done under the supervision of the qualified biologist. When 
appropriate, buildings shall be partially dismantled to significantly change the roost conditions, 
causing bats to abandon and not return to the roost, likely in the evening and after bats have 
emerged from the roost to forage. Under no circumstances shall active maternity roosts be 
disturbed until the roost disbands at the completion of the maternity roosting season or 
otherwise becomes inactive, as determined by the qualified biologist. 

Mitigation Measure M-BI-4: Fish and Marine Mammal Protection during Pile Driving Project sponsor and Prior to the start of any Planning Department Complete upon completion 
Prior to the start of any in-water construction that would require pile driving, the project sponsor 
shall prepare a National Marine Fisheries Service-approved sound attenuation monitoring plan to 
protect fish and marine mammals, and the approved plan shall be implemented during construction. 
This plan shall provide detail on the sound attenuation system, detail methods used to monitor and 
verify sound levels during pile driving activities (if required based on projected in-water noise 

construction contractors, 
and qualified acoustical 
engineer with experience 
in fish and marine 
mammal noise protection 

in-water construction that 
would require pile 
driving, during the work 
window between June 1 
and November 30 

and National Marine 
Fisheries Service 

of in-water construction that 
requires pile driving 

levels), and describe best management practices to reduce impact pile-driving in the aquatic 
environment to an intensity level less than 183 dB (sound exposure level, SEL) impulse noise level 
for fish at a distance of 33 feet, and 160 dB (root mean square pressure level, RMS) impulse noise 
level or 120 dB (RMS) continuous noise level for marine mammals at a distance of 1,640 feet. The 
plan shall incorporate, but not be limited to, the following best management practices: 
• All in-water construction shall be conducted within the established environmental work window 

between June 1 and November 30, designed to avoid potential impacts to fish species. 
• To the extent feasible vibratory pile drivers shall be used for the installation of all support 

piles. Vibratory pile driving shall be conducted following the U.S. Army Corps of Engineers 
“Proposed Procedures for Permitting Projects that will Not Adversely Affect Selected Listed 
Species in California.” U. S. Fish and Wildlife Service and National Marine Fisheries 
Service completed section 7 consultation on this document, which establishes general 
procedures for minimizing impacts to natural resources associated with projects in or 
adjacent to jurisdictional waters. 

• A soft start technique to impact hammer pile driving shall be implemented, at the start of 
each work day or after a break in impact hammer driving of 30 minutes or more, to give fish 
and marine mammals an opportunity to vacate the area. 

• If during the use of an impact hammer, established National Marine Fisheries Service pile 
driving thresholds are exceeded, a bubble curtain or other sound attenuation method as 
described in the National Marine Fisheries Service-approved sound attenuation monitoring 
plan shall be utilized to reduce sound levels below the criteria described above. If National 
Marine Fisheries Service sound level criteria are still exceeded with the use of attenuation 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
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Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.I Biological Resources (cont.) 

methods, a National Marine Fisheries Service-approved biological monitor shall be 
available to conduct surveys before and during pile driving to inspect the work zone and 
adjacent waters for marine mammals. The monitor shall be present as specified by the 
National Marine Fisheries Service during impact pile driving and ensure that: 

− The safety zones established in the sound monitoring plan for the protection of marine 
mammals are maintained. 

− Work activities are halted when a marine mammal enters a safety zone and resumed only 
after the animal has been gone from the area for a minimum of 15 minutes. 

This noise level limit shall be coordinated with vibration limits required under Mitigation Measures 
M-NO-4a, Construction Vibration Monitoring, M-NO-4b, Vibration Control Measures During 
Controlled Blasting and Pile Driving, and M-NO-4c, Vibration Control Measures During Use of 
Vibratory Equipment, to ensure that the lowest of the specified vibration limits is ultimately 
implemented. 

Mitigation Measure M-BI-7: Compensation for Fill of Jurisdictional Waters 
The project sponsor shall provide compensatory mitigation for placement of fill associated with 
maintenance or installation of new structures in the San Francisco Bay as further determined by 
the regulatory agencies with authority over the bay during the permitting process. 
Compensation may include onsite or offsite shoreline improvements or intertidal/subtidal habitat 
enhancements along San Francisco’s waterfront through removal of chemically treated wood 
material (e.g., pilings, decking, etc.) by pulling, cutting, or breaking off piles at least 1 foot below 
mudline or removal of other unengineered debris (e.g., concrete-filled drums or large pieces of 
concrete). 

Project sponsor Prior to project 
construction and during 
the permitting process 

ERO and regulatory 
agencies with 
authority over the 
bay during the 
permitting process 

Considered complete when 
bay related fill permits are 
issued and compensatory 
mitigation accepted by 
regulatory agencies 

Initial Study E.3 Cultural Resources 

Mitigation Measure M-CR-1: Archeological Testing 
Based on a reasonable presumption that archeological resources may be present within the 
project site in locations determined to have moderate or high archeological sensitivity, the 
following measures shall be undertaken to avoid any potentially significant adverse effect from 
the proposed project on buried or submerged historical resources. The project sponsor shall 
retain the services of an archeological consultant from the San Francisco rotational Department 
Qualified Archeological Consultants List maintained by the San Francisco Planning Department 
archeologist. The project sponsor shall contact the department archeologist to obtain the names 
and contact information for the next three archeological consultants on the list. The 
archeological consultant shall undertake an archeological testing program as specified herein. 
In addition, the consultant shall be available to conduct an archeological monitoring and/or data 
recovery program if required pursuant to this measure. The archeological consultant’s work 
shall be conducted in accordance with this measure at the direction of the City’s appointed 

Project sponsor and 
Planning Department 
archeologist or a 
qualified archeological 
consultant from the 
Planning Department 
pool (archeological 
consultant) 

Archeological consultant 
shall be retained prior to 
issuance of site permit 
from the Department of 
Building Inspection 

Project sponsor to 
retain a qualified 
archeological 
consultant who shall 
report to the ERO. 
Qualified 
archeological 
consultant will scope 
archeological testing 
program with ERO 
and Planning 
Department staff 
archeologist 

Considered complete when 
archeological consultant 
has approved scope from 
the ERO for the 
archeological testing 
program 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

Initial Study E.3 Cultural Resources (cont.) 

project Environmental Review Officer (ERO). All plans and reports prepared by the consultant 
as specified herein shall be submitted first and directly to the ERO for review and comment, and 
shall be considered draft reports subject to revision until final approval by the ERO. Archeological 
monitoring and/or data recovery programs required by this measure could suspend construction 
of the project for up to a maximum of four weeks. At the direction of the review officer, the 
suspension of construction can be extended beyond four weeks only if such a suspension is the 
only feasible means to reduce to a less than significant level potential effects on a significant 
archeological resource as defined in CEQA Guidelines section 15064.5 (a) and (c). 

Consultation with Descendant Communities: On discovery of an archeological site9 

associated with descendant Native Americans, the Overseas Chinese, or other potentially 
interested descendant group an appropriate representative10 of the descendant group and the 
review officer shall be contacted. The representative of the descendant group shall be given the 
opportunity to monitor archeological field investigations of the site and to offer 
recommendations to the review officer regarding appropriate archeological treatment of the site, 
of recovered data from the site, and, if applicable, any interpretative treatment of the associated 
archeological site. A copy of the Final Archeological Resources Report shall be provided to the 
representative of the descendant group. 

Project sponsor and/or 
archeological consultant 

Throughout the duration 
of ground-disturbing 
activities 

Project sponsor 
and/or archeological 
consultant to submit 
record of 
consultation as part 
of Final 
Archeological 
Resources Report, if 
applicable 

Considered complete upon 
submittal to ERO of Final 
Archeological Resources 
Report, if applicable 

Archeological Testing Program. The archeological consultant shall prepare and submit to the 
review officer for review and approval an archeological testing plan. The archeological testing 
program shall be conducted in accordance with the approved archeological testing plan. The 
archeological testing plan shall identify the property types of the expected archeological 
resource(s) that potentially could be adversely affected by the proposed project, the testing 
method to be used, and the locations recommended for testing. The purpose of the 
archeological testing program will be to determine to the extent possible the presence or 
absence of archeological resources and to identify and to evaluate whether any archeological 
resource encountered on the site constitutes an historical resource under CEQA. 

Project sponsor/ 
archeological consultant 
at the direction of the 
ERO. 

Prior to any soils-
disturbing activities on 
the project site. 

Consultant 
Archeologist shall 
prepare and submit 
draft ATP to the 
ERO. ATP to be 
submitted and 
reviewed by the ERO 
prior to any soils 
disturbing activities 
on the project site. 

Date ATP submitted to the 
ERO: ________ 

Date ATP approved by the 
ERO: ________ 

Date of initial soils 
disturbing activities: 
________ 

The term archeological site is intended here to minimally include any archeological deposit, feature, burial, or evidence of burial. 
10 An appropriate representative of the descendant group is here defined to mean, in the case of Native Americans, any individual listed in the current Native American Contact List for the City and County of San Francisco maintained 

by the California Native American Heritage Commission and in the case of the Overseas Chinese, the Chinese Historical Society of America. An appropriate representative of other descendant groups should be determined in 
consultation with the Department archeologist. 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

Initial Study E.3 Cultural Resources (cont.) 

At the completion of the archeological testing program, the archeological consultant shall submit a Project sponsor/ After completion of the Archeological Date archeological findings 
written report of the findings to the review officer. If based on the archeological testing program the archeological consultant Archeological Testing consultant shall report submitted to the 
archeological consultant finds that significant archeological resources may be present, the review at the direction of the Program. submit report of the ERO: ________ 
officer in consultation with the archeological consultant shall determine if additional measures are ERO. findings of the ATP
warranted. Additional measures that may be undertaken include additional archeological testing, to the ERO. ERO determination of 
archeological monitoring, and/or an archeological data recovery program. No archeological data significant archeological
recovery shall be undertaken without the prior approval of the review officer or the planning resource present? 
department archeologist. If the review officer determines that a significant archeological resource 
is present and that the resource could be adversely affected by the proposed project, at the Y N 
discretion of the project sponsor either: Would resource be 
A. The proposed project shall be re-designed so as to avoid any adverse effect on the significant adversely affected? 

archeological resource; or Y N 
B. A data recovery program shall be implemented, unless the review officer determines that the 

archeological resource is of greater interpretive than research significance and that 
interpretive use of the resource is feasible. 

Additional mitigation to be 
undertaken by project
sponsor? 
Y N 

Archeological Monitoring Program. If the review officer in consultation with the archeological Project sponsor/ ERO and archeological Project sponsor/ AMP required? 
consultant determines that an archeological monitoring program shall be implemented the 
archeological monitoring program shall minimally include the following provisions: 

archeological consultant/
archeological monitor/

consultant shall meet 
prior to commencement

archeological
consultant/ Y N 

• The archeological consultant, project sponsor, and review officer shall meet and consult on 
the scope of the archeological monitoring plan reasonably prior to any project-related soils 
disturbing activities commencing. The review officer in consultation with the archeological 
consultant shall determine what project activities shall be archeologically monitored. In most 
cases, any soils- disturbing activities, such as demolition, foundation removal, excavation, 
grading, utilities installation, foundation work, driving of piles (foundation, shoring, etc.), site 
remediation, etc., shall require archeological monitoring because of the risk these activities 

contractor(s), at the 
direction of the ERO. 

of soils-disturbing 
activity. If the ERO 
determines that an 
Archeological Monitoring 
Program is necessary,
monitor throughout all
soils-disturbing activities. 

archeological
monitor/
contractor(s) shall 
implement the AMP,
if required by the 
ERO. 

Date: ________ 

Date AMP submitted to the 
ERO: ________ 

Date AMP approved by the 
ERO: ________ 

pose to potential archeological resources and to their depositional context; 
• The archeological consultant shall advise all project contractors to be on the alert for 

evidence of the presence of the expected resource(s), of how to identify the evidence of the 
Date AMP implementation 
complete: ________ 

expected resource(s), and of the appropriate protocol in the event of apparent discovery of 
an archeological resource; Date written report

regarding findings of the 
• The archeological monitor(s) shall be present on the project site according to a schedule AMP received: ________

agreed upon by the project sponsor, archeological consultant, and the Environmental 
Review Officer (ERO) until the review officer has, in consultation with project archeological 
consultant, determined that project construction activities could have no effects on 
significant archeological deposits; 

• The archeological monitor shall record and be authorized to collect soil samples and 
artifactual/ecofactual material as warranted for analysis; 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

Initial Study E.3 Cultural Resources (cont.) 

• If an intact archeological deposit is encountered, all soils-disturbing activities in the vicinity of 
the deposit shall cease. The archeological monitor shall be empowered to temporarily redirect 
demolition/excavation/pile driving/construction activities and equipment until the deposit is 
evaluated. If in the case of pile driving or deep foundation activities (foundation, shoring, etc.), 
the archeological monitor has cause to believe that the pile driving or deep foundation 
activities may affect an archeological resource, the pile driving or deep foundation activities 
shall be terminated until an appropriate evaluation of the resource has been made in 
consultation with the review officer. The archeological consultant shall immediately notify the 
review officer of the encountered archeological deposit. The archeological consultant shall 
make a reasonable effort to assess the identity, integrity, and significance of the encountered 
archeological deposit, and present the findings of this assessment to the ERO. 

Whether or not significant archeological resources are encountered, the archeological 
consultant shall submit a written report of the findings of the monitoring program to the ERO. 

Archeological Data Recovery Program. The archeological data recovery program shall be 
conducted in accord with an archeological data recovery plan. The archeological consultant, 
project sponsor, and ERO shall meet and consult on the scope of the archeological data 
recovery plan prior to preparation of a draft plan. The archeological consultant shall submit a 
draft plan to the ERO. The archeological data recovery plan shall identify how the proposed 
data recovery program will preserve the significant information the archeological resource is 
expected to contain. That is, the archeological data recovery plan will identify what 
scientific/historical research questions are applicable to the expected resource, what data 
classes the resource is expected to possess, and how the expected data classes would 
address the applicable research questions. Data recovery, in general, should be limited to the 
portions of the historical property that could be adversely affected by the proposed project. 
Destructive data recovery methods shall not be applied to portions of the archeological 
resources if nondestructive methods are practical. 
The scope of the archeological data recovery plan shall include the following elements: 
• Field Methods and Procedures. Descriptions of proposed field strategies, procedures, and 

operations. 
• Cataloguing and Laboratory Analysis. Description of selected cataloguing system and 

artifact analysis procedures. 
• Discard and Deaccession Policy. Description of and rationale for field and post-field discard 

and deaccession policies. 
• Interpretive Program. Consideration of an onsite/offsite public interpretive program during 

the course of the archeological data recovery program. 
• Security Measures. Recommended security measures to protect the archeological resource 

from vandalism, looting, and non-intentionally damaging activities. 
• Final Report. Description of proposed report format and distribution of results. 

Archeological consultant, 
as directed by the ERO 

If there is a 
determination that an 
ADRP program is 
required, conduct ADRP 
throughout all soils-
disturbing activities. 

Project sponsor/ 
archeological 
consultant/ 
archeological 
monitor/ 
contractor(s) shall 
prepare an ADRP if 
required by the ERO. 

ADRP required? 
Y N 
Date: ________ 

Date of scoping meeting 
for ARDP: ________ 

Date Draft ARDP 
submitted to the ERO: 
________ 

Date ARDP approved by 
the ERO: ________ 

Date ARDP 
implementation complete: 
________ 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

Initial Study E.3 Cultural Resources (cont.) 

• Curation. Description of the procedures and recommendations for the curation of any 
recovered data having potential research value, identification of appropriate curation 
facilities, and a summary of the accession policies of the curation facilities. 

Human Remains, Associated or Unassociated Funerary Objects. The treatment of human 
remains and of associated or unassociated funerary objects discovered during any soils disturbing 
activity shall comply with applicable state and federal laws, including immediate notification of the 
Office of the Chief Medical Examiner of the City and County of San Francisco and in the event of
the medical examiner’s determination that the human remains are Native American remains, 
notification of the California State Native American Heritage Commission who shall appoint a Most 
Likely Descendant (Public Resource Code section 5097.98). The ERO shall also be immediately 
notified upon discovery of human remains. The archeological consultant, project sponsor, ERO, 
and a most likely descendant shall have up to but not beyond six days after the discovery to make 
all reasonable efforts to develop an agreement for the treatment of human remains and associated 
or unassociated funerary objects with appropriate dignity (CEQA Guidelines section 15064.5(d)). 
The agreement should take into consideration the appropriate excavation, removal, recordation, 
analysis, curation, possession, and final disposition of the human remains and associated or 
unassociated funerary objects. Nothing in existing state regulations or in this mitigation measure 
compels the project sponsor and the ERO to accept recommendations of a most likely 
descendant. The archeological consultant shall retain possession of any Native American human 
remains and associated or unassociated burial objects until completion of any scientific analyses 
of the human remains or objects as specified in the treatment agreement if such as agreement has 
been made or, otherwise, as determined by the archeological consultant and the ERO. If no 
agreement is reached, state regulations shall be followed including the reburial of the human 
remains and associated burial objects with appropriate dignity on the property in a location not 
subject to further subsurface disturbance (Public Resource Code section 5097.98). 

Project sponsor,
contractor, Planning 
Department’s
archeologist or 
archaeological
consultant, and ERO 

Throughout the duration 
of ground-disturbing 
activities 

Project sponsor to 
notify ERO, Coroner,
and, if applicable,
NAHC of any
discovery of human 
remains 

Considered complete upon 
completion of ground-
disturbing activities 

Final Archeological Resources Report. The archeological consultant shall submit a Draft 
Final Archeological Resources Report to the ERO that evaluates the historical significance of 
any discovered archeological resource and describes the archeological and historical research 
methods employed in the archeological testing//recovery program(s) undertaken. Information 
that may put at risk any archeological resource shall be provided in a separate removable insert 
within the final report. 
Once approved by the ERO, copies of the Final Archeological Resources Report shall be 
distributed as follows: California Historical Resource Information System Northwest Information 
Center shall receive one (1) copy and the ERO shall receive a copy of the transmittal of the 
report to the Northwest Information Center. The San Francisco Planning Department 
Environmental Planning Division shall receive one bound, one unbound and one unlocked, 
searchable PDF copy on CD of the report along with copies of any formal site recordation forms 
(California Department of Parks and Recreation 523 form) and/or documentation for nomination 
to the National Register of Historic Places/California Register of Historical Resources. In 
instances of high public interest in or the high interpretive value of the resource, the ERO may 
require a different final report content, format, and distribution than that presented above. 

Archeological consultant Prior to the issuance of 
the last certificate of 
occupancy for the 
proposed project 

ERO Considered complete upon 
submittal to ERO and other 
repositories identified in 
mitigation measure of Final 
Archeological Resources
Report 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

Initial Study E.3 Cultural Resources (cont.) 

Mitigation Measure M-CR-3: Tribal Cultural Resources Interpretive Program 
If the ERO determines that a significant archeological resource is present, and if in consultation 
with the affiliated Native American tribal representatives, the review officer determines that the 
resource constitutes a tribal cultural resource and that the resource could be adversely affected 
by the proposed project, the proposed project shall be redesigned so as to avoid any adverse 
effect on the significant tribal cultural resource, if feasible. If the ERO, in consultation with the 
affiliated Native American tribal representatives, determines that preservation-in-place of the 
tribal cultural resources is not a sufficient or feasible option, the project sponsor shall implement 
an interpretive program of the tribal cultural resource in consultation with affiliated tribal 
representatives. An interpretive plan produced in consultation with the ERO and affiliated tribal 
representatives, at a minimum, and approved by the ERO would be required to implement the 
interpretive program. The plan shall identify, as appropriate, proposed locations for installations 
or displays, the proposed content and materials of those displays or installation, the producers 
or artists of the displays or installation, and a long-term maintenance program. The interpretive 
program may include artist installations, preferably by local Native American artists, oral 
histories with local Native Americans, artifacts displays and interpretation, and educational 
panels or other informational displays. 

Project sponsor in 
consultation with tribal 
representative(s), as 
directed by the ERO 

If directed by the ERO to 
implement an 
interpretive program, 
approval of interpretive 
plan prior to the issuance 
of the certificate of 
occupancy for the 
proposed building 
affecting the relevant 
Tribal Cultural Resource 

ERO Considered complete upon 
implementation of any 
required interpretive 
program 

Initial Study E.13 Geology and Soils 

Mitigation Measure M-GE-6: Paleontological Resources Monitoring and Mitigation 
Program 
Prior to issuance of a building permit for construction activities that would disturb the deep fill 
area, where Pleistocene-aged sediments, which may include Colma Formation, bay mud, bay 
clay, and older beach deposits (based on the site-specific geotechnical investigation or other 
available information) may be present, the project sponsor shall retain the services of a qualified 
paleontological consultant having expertise in California paleontology to design and implement 
a Paleontological Resources Monitoring and Mitigation Program. The program shall specify the 
timing and specific locations where construction monitoring would be required; inadvertent 
discovery procedures; sampling and data recovery procedures; procedures for the preparation, 
identification, analysis, and curation of fossil specimens and data recovered; preconstruction 
coordination procedures; and procedures for reporting the results of the monitoring program. 
The program shall be consistent with the Society for Vertebrate Paleontology Standard 
Guidelines for the mitigation of construction-related adverse impacts to paleontological 
resources and the requirements of the designated repository for any fossils collected. 
During construction, earth-moving activities that have the potential to disturb previously 
undisturbed native sediment or sedimentary rocks shall be monitored by a qualified 
paleontological consultant having expertise in California paleontology. Monitoring need not be 
conducted when construction activities would encounter artificial fill, Young Bay Mud, or non-
sedimentary rocks of the Franciscan Complex. 

Project sponsor and a 
qualified paleontological 
consultant 

Prior to issuance of a 
demolition or building 
permit 

ERO Considered complete upon 
completion of project 
construction 
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Mitigation Monitoring and Reporting Program 

TABLE A (CONTINUED)
UPDATED MITIGATION MEASURES FOR THE APPROVED PROJECT 

Mitigation Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

Initial Study E.13 Geology and Soils (cont.) 

If a paleontological resource is discovered, construction activities in an appropriate buffer 
around the discovery site shall be suspended for a maximum of 4 weeks. At the direction of the 
Environmental Review Officer (ERO), the suspension of construction can be extended beyond 
four (4) weeks if needed to implement appropriate measures in accordance with the program, 
but only if such a suspension is the only feasible means to prevent an adverse impact on the 
paleontological resource. 
The paleontological consultant’s work shall be conducted at the direction of the City’s 
environmental review officer. Plans and reports prepared by the consultant shall be submitted 
first and directly to the ERO for review and comment, and shall be considered draft reports 
subject to revision until final approval by the ERO. 
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Mitigation Monitoring and Reporting Program 

TABLE B 
IMPROVEMENT MEASURES ADOPTED AS CONDITIONS OF APPROVAL 

Improvement Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.E Transportation and Circulation 

Improvement Measure I-TR-A: Construction Management Plan and Public Updates Project sponsor, Prior to the issuance of SFMTA, SF Public Considered complete upon 

• Construction Management Plan—The project sponsor will develop and, upon review and 
approval by the San Francisco Municipal Transportation Agency (SFMTA) and San Francisco 
Public Works, implement a Construction Management Plan, addressing transportation-related 
circulation, access, staging and hours of delivery. The Construction Management Plan would 
disseminate appropriate information to contractors and affected agencies with respect to 

construction 
contractor, SFMTA, 
SF Public Works, as 
directed by the ERO 

a site permit, demolition 
permit, or any other 
permit from the 
Department of Building 
Inspection 

Works, Planning 
Department 

completion of project 
construction 

coordinating construction activities to minimize overall disruption and ensure that overall 
circulation in the project area is maintained to the extent possible, with particular focus on ensuring 
transit, pedestrian, and bicycle connectivity. The Construction Management Plan would supplement 
and expand, rather than modify or supersede, the regulations, or provisions set forth by the SFMTA, 
Public Works, or other City departments and agencies, and the California Department of 
Transportation. Management practices could include: best practices for accommodating 
pedestrians and bicyclists, identifying routes for construction trucks to utilize, actively managing 
construction truck traffic, and minimizing delivery and haul truck trips during the morning (7 a.m. to 
9 a.m.) and evening (4 p.m. to 6 p.m.) peak periods (or other times, as determined by the SFMTA). 
If construction of the proposed project is determined to overlap with nearby adjacent project(s) 
using the same truck access routes in the project vicinity, the project sponsor or its 
contractor(s) will consult with various City departments, as deemed necessary by the SFMTA, 
Public Works, and the Planning Department, to develop a Coordinated Construction Truck 
Routing Plan to minimize the severity of any disruption of access to land uses and 
transportation facilities. The plan will identify optimal truck routes between the regional facilities 
and the project sites, taking into consideration truck routes of other development and 
infrastructure projects and any construction activities affecting the roadway network. 

• Carpool, Bicycle, Walk, and Transit Access for Construction Workers—To minimize 
parking demand and vehicle trips associated with construction workers, the construction 
contractor will include as part of the Construction Management Plan methods to encourage 
carpooling, bicycle, walk and transit access to the project site by construction workers. These 
methods could include providing secure bicycle parking spaces, participating in free-to-employee 
and employer ride matching program from www.511.org, participating in the emergency ride home 
program through the City of San Francisco (www.sferh.org), and providing transit information to 
construction workers. 

• Project Construction Updates for Nearby Businesses and Residents—To minimize 
construction impacts on access to nearby residences and businesses, the project sponsor will 
provide nearby residences and adjacent businesses with regularly-updated information 
regarding project construction, including construction activities, peak construction vehicle 
activities, travel lane closures, and parking lane and sidewalk closures (e.g., via the project’s 
website). A regular email notice will be distributed by the project sponsor that would provide 
current construction information of interest to neighbors, as well as contact information for 
specific construction inquiries or concerns. 
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Mitigation Monitoring and Reporting Program 

TABLE B (CONTINUED)
IMPROVEMENT MEASURES ADOPTED AS CONDITIONS OF APPROVAL 

Improvement Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.E Transportation and Circulation (cont.) 

Improvement Measure I-TR-B: Monitoring and Abatement of Queues Project sponsor, Ongoing during project ERO or other Monitoring of the public 
As an improvement measure to reduce the potential for queuing of vehicles accessing the project 
garages, it will be the responsibility of the project sponsor to ensure that recurring vehicle queues or 
vehicle conflicts do not occur adjacent to garage entries. A vehicle queue is defined as one or more 
vehicles blocking any portion of adjacent sidewalks, bicycle lanes, or travel lanes for a consecutive 
period of three minutes or longer on a daily and/or weekly basis. 

qualified 
transportation 
consultant, as directed 
by the ERO 

operation; if/when a 
vehicle queue is 
identified as reoccurring 

Planning Department 
staff 

right-of-way would be on-
going by the 
owner/operator of off-street 
parking operations; 
considered complete upon 
abatement of the recurring 

If recurring queuing occurs, the owner/operator of the facility will employ abatement methods as 
needed to abate the queue. Appropriate abatement methods will vary depending on the 
characteristics and causes of the recurring queue, as well as the characteristics of the parking 
facility, the street(s) to which the facility connects, and the associated land uses (if applicable). 
Suggested abatement methods include, but are not limited to the following: redesign of facility to 
improve vehicle circulation and/or onsite queue capacity; employment of parking attendants; 
installation of “GARAGE FULL” signs with active management by parking attendants; use of valet 
parking or other space-efficient parking techniques; use of other garages on the project site; use of 
parking occupancy sensors and signage directing drivers to available spaces; travel demand 
management strategies; and/or parking demand management strategies such as parking time 
limits, paid parking, time-of-day parking surcharge, or validated parking. 
If the planning director, or his or her designee, determines that a recurring queue or conflict may be 
present, the planning department will notify the project sponsor in writing. Upon request, the 
owner/operator will hire a qualified transportation consultant to evaluate the conditions at the site for 
no less than seven days. The consultant will prepare a monitoring report to be submitted to the 
planning department for review. If the planning department determines that a recurring queue or 
conflict does exist, the project sponsor will have 90 days from the date or the written determination 
to abate the recurring queue or conflict. 

queue or conflict 

EIR Section 4.F Noise and Vibration 

Improvement Measure I-NO-A, Nighttime Construction Noise Control Measures 
The following shall occur to reduce potential conflicts between nighttime construction activities on 
the project site and residents of the Pier 70 project: 
• Nighttime construction noise shall be limited to 10 dBA above ambient levels at 25 feet from the 

edge of the Power Station project boundary. 
• Temporary noise barriers installed in the line-of-sight between the location of construction and any 

occupied residential uses. 
• Construction contractor(s) shall be required to make best efforts to complete the loudest 

construction activities before 8 p.m. and after 7 a.m. 

Project sponsor and 
construction 
contractor 

During the construction Planning 
Department, 
Department of 
Building Inspection 
(as requested 
and/or on complaint 
basis) 

Considered complete at 
the completion of project 
construction 
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Mitigation Monitoring and Reporting Program 

TABLE B (CONTINUED)
IMPROVEMENT MEASURES ADOPTED AS CONDITIONS OF APPROVAL 

Improvement Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.F Noise and Vibration (cont.) 

• Further, notices shall be provided to be mailed or, if possible, emailed to residents of the Pier 70 
project at least 10 days prior to the date any nighttime construction activities are scheduled to 
occur and again within three days of commencing such work. Such notice shall include: 
i. a description of the work to be performed; 
ii. two 24-7 emergency contact names and cell phone numbers; 
iii. the exact dates and times when the night work will be performed; 
iv. the name(s) of the contractor(s); and 
v. the measures that the contractor will perform to reduce or mitigate night noise. 

• In addition to the foregoing, the Developer shall work with building managers of occupied 
residential buildings in the Pier 70 project to post a notification with the aforementioned information 
in the lobby and other public meeting areas in the building. 

Improvement Measure I-NO-B: Avoidance of Residential Streets 
Trucks should be required to use routes and queuing and loading areas that avoid existing and 
planned residential uses to the maximum extent feasible, including existing residential development 
on Third Street (north of 23rd Street), existing residential development on Illinois Street (north of 
20th Street), and planned Pier 70 residential development (north of 22nd Street). 

Project sponsor and 
construction 
contractor 

During the construction Planning 
Department, 
Department of 
Building Inspection 

Considered complete at 
the completion of project 
construction 

Improvement Measure I-NO-C: Design of Future Noise-Generating Uses near Residential
Uses: 
The following improvement measures will be implemented to reduce the potential for disturbance of 
Pier 70 residents from other traffic-related, noise-generating activities located near the northern 
PPS site boundary: 

Project sponsor and 
acoustical design 
consultant 

Prior to approval of a 
building permit for 
development along the 
northern site boundary
(adjacent to Pier 70) 
(a. and b.) 

Planning 
Department, 
Department of 
Building Inspection, 
and SFMTA 

Considered complete at 
the completion of project 
construction (a. and b.), 
and for (c), upon 
completion of the 
Covenants, Conditions, 

a. Design of Building Loading Docks and Trash Enclosures. To minimize the potential for sleep 
disturbance at any potential adjacent residential uses, exterior facilities such as loading areas / 
docks and trash enclosures associated with any non-residential uses along Craig Lane, shall 
be located on sides of buildings facing away from existing or planned Residential or Child Care 
uses, if feasible. If infeasible, these types of facilities associated with non-residential uses along 
Craig Lane shall be enclosed. 
If residential uses exist or are planned on Craig Lane, on-street loading activities on Craig Lane 
shall occur between the hours of 7:00 a.m. and 8:00 p.m. on weekdays, and 9:00 a.m. to 8:00 
p.m. on Saturdays, Sundays, and federal holidays. Off-street loading outside of these hours 
shall only be permitted only if such loading occurs entirely within enclosed buildings. 

b. Design of Above-Ground Parking Structure. Any parking structure shall be designed to shield 
existing or planned residential uses from noise and light associated with parking cars. 

c. Restrict Hours of Operation of Loading Activities on Craig Lane. To reduce potential conflicts 
between loading activities for commercial uses and potential residential uses, the project 

Ongoing (c.) and Restrictions applicable 
to the project site 
document 
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Mitigation Monitoring and Reporting Program 

TABLE B (CONTINUED)
IMPROVEMENT MEASURES ADOPTED AS CONDITIONS OF APPROVAL 

Improvement Measure 
Responsibility for
Implementation Mitigation Schedule 

Monitoring/
Reporting
Responsibility 

Monitoring Actions/
Schedule and Verification 
of Compliance 

EIR Section 4.F Noise and Vibration (cont.) 

sponsor will seek to restrict loading activities on Craig Lane to occur only between the hours of 
7 a.m. and 8 p.m. In the event Craig Lane is a private street, such restriction may be included in 
the Covenants, Conditions, and Restrictions applicable to the project site. If San Francisco 
Public Works accepts Craig Lane, the project sponsor will seek to have SFMTA impose these 
restrictions. 

EIR Section 4.H Wind and Shadow 

Improvement Measure I-WS-1: Wind Reduction Features for Block 1 
As part of the schematic design of building(s) on Block 1, the project sponsor and the Block 1 
architect(s) should consult with a qualified wind consultant regarding design treatments to minimize 
pedestrian-level winds created by development on Block 1, with a focus on the southwest corner of the 
block. Design treatments could include, but need not be limited to, inclusion of podium setbacks, 
terraces, architectural canopies or screens, vertical or horizontal fins, chamfered corners, and other 
articulations to the building façade. If such building design measures are found not to be effective, 
landscaping (trees and shrubs), street furniture, and ground-level fences or screens may be 
considered. If recommended by the qualified wind consultant, the project sponsor should subject the 
building(s) proposed for this block to wind tunnel testing prior to the completion of schematic design. 
The goal of this measure is to improve pedestrian wind conditions resulting from the development of 
Block 1. The project sponsor should incorporate into the design of the Block 1 building(s) any wind 
reduction features recommended by the qualified wind consultant. 

Project sponsor, 
architect and qualified 
wind consultant 

Prior to Design 
Approval for Block 1 

Planning 
Department, 
Department of 
Building Inspection, 
or ERO 

Considered complete upon 
issuance of Block 1 Design 
Approval 
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