


Table X.X Roadway Traffic Noise - 2035 Cumulative + Program Buildout

| Traffic Noise Levels (dBA CNEL)

Street Roadway Segment Existing Land Uses Located Along Roadway 2035 2035 Cumulative +  Increase over  Significant
Segment Cumulative Program Buildout Existing Impact?
Avenue 15 Road 28 % to Tozer St (Road 28) Commercial 69.3 69.8 0.6 No
Avenue 15 1/2 State Route 99 SB off-ramp to Country Club Dr Commercial 65.8 69.7 4.0 Yes
Avenue 15 1/2 Country Club Dr to Road 27 Commercial/Residential 71.3 71.9 0.6 No
Avenue 15 1/2 Road 27 to Road 28 1/2 Residential/Religious 69.3 69.8 0.6 No
Avenue 17 State Route 99 interchange to Road 26 Residential/Religious 70.5 711 0.6 No
Avenue 17 Road 26 to Road 27 Commercial/Residential 70.2 71.8 1.6 Yes
Road 27 Avenue 21 to Avenue 18 Residential/Agricultural 67.0 71.2 4.2 Yes
Road 27 Avenue 18 to Avenue 17 Residential/Agricultural 62.5 63.8 1.4 No
Road 27 Avenue 17 to Cleveland Avenue Residential/Educational/Religious/Commercial 65.2 68.2 3.0 Yes
Road 28 1/2 Avenue 21 to Avenue 17 1/2 Agricultural 70.7 73.5 29 Yes
Road 28 1/2 Avenue 17 1/2 to Avenue 17 Agricultural 71.3 715 0.3 No
Road 28 1/2 Avenue 17 to Cleveland Avenue Residential/Agricultural 61.4 68.1 6.7 Yes
State Route 145/Yosemite Ave Gateway Drive to Lake Street Commercial 64.5 65.9 1.4 No
State Route 145/Yosemite Ave Lake Street to Fig Street Commercial/Residential 71.6 71.9 0.3 No
State Route 145/Yosemite Ave Fig Street to Tozer Street Commercial/Religious 68.6 69.1 0.5 No




Table X.X Roadway Traffic Noise - Existing + Program Buildout

Traffic Noise Levels (dBA CNEL)

Existing Land Uses Located Along Roadwa e Existing with Increase over  Significant
Street Roadway Segment S Segment ’ Y Existing Program guildout Existing Igmact?
Avenue 15 Road 28 2 to Tozer St (Road 28) Commercial 67.9 68.7 0.8 No
Avenue 15 1/2 State Route 99 SB off-ramp to Country Club Dr Commercial 67.2 70.3 3.2 Yes
Avenue 15 1/2 Country Club Dr to Road 27 Commercial/Residential 69.9 70.7 0.8 No
Avenue 15 1/2 Road 27 to Road 28 1/2 Residential/Religious 67.9 68.7 0.8 No
Avenue 17 State Route 99 interchange to Road 26 Residential/Religious 69.5 70.2 0.7 No
Avenue 17 Road 26 to Road 27 Commercial/Residential 67.8 70.1 23 Yes
Road 27 Avenue 21 to Avenue 18 Residential/Agricultural 65.6 70.5 49 Yes
Road 27 Avenue 18 to Avenue 17 Residential/Agricultural 62.4 63.8 14 No
Road 27 Avenue 17 to Cleveland Avenue Residential/Educational/Religious/Commercial 65.0 68.1 3.1 Yes
Road 28 1/2 Avenue 21 to Avenue 17 1/2 Agricultural 70.0 73.2 3.2 Yes
Road 28 1/2 Avenue 17 1/2 to Avenue 17 Agricultural 69.3 69.7 0.5 No
Road 28 1/2 Avenue 17 to Cleveland Avenue Residential/Agricultural 61.3 68.2 6.9 Yes
State Route 145/Yosemite Ave Gateway Drive to Lake Street Commercial 63.5 65.2 1.7 No
State Route 145/Yosemite Ave Lake Street to Fig Street Commercial/Residential 70.3 70.6 0.3 No
State Route 145/Yosemite Ave Fig Street to Tozer Street Commercial/Religious 66.7 67.5 0.7 No




Table X.X Roadway Traffic Noise - Existing + Phase 1 Project

Traffic Noise Levels (ABA CNEL)

Street Roadway Segment Existing Land Uses Located Along Roadway Existing Existing with Incre?st.a over Significant
Segment Phase 1 Existing Impact?
Avenue 15 Road 28 2 to Tozer St (Road 28) Commercial 67.9 66.5 -1.4 No
Avenue 15 1/2 State Route 99 SB off-ramp to Country Club Dr Commercial 67.2 67.2 0.1 No
Avenue 15 1/2 Country Club Dr to Road 27 Commercial/Residential 69.9 67.1 -2.8 No
Avenue 15 1/2 Road 27 to Road 28 1/2 Residential/Religious 67.9 66.5 -1.4 No
Avenue 17 State Route 99 interchange to Road 26 Residential/Religious 69.5 69.5 0.0 No
Avenue 17 Road 26 to Road 27 Commercial/Residential 67.8 67.9 0.1 No
Road 27 Avenue 21 to Avenue 18 Residential/Agricultural 65.6 65.9 0.3 No
Road 27 Avenue 18 to Avenue 17 Residential/Agricultural 62.4 62.5 0.1 No
Road 27 Avenue 17 to Cleveland Avenue Residential/Educational/Religious/Commercial 65.0 65.7 0.7 No
Road 28 1/2 Avenue 21 to Avenue 17 1/2 Agricultural 70.0 70.3 0.4 No
Road 28 1/2 Avenue 17 1/2 to Avenue 17 Agricultural 69.3 69.3 0.0 No
Road 28 1/2 Avenue 17 to Cleveland Avenue Residential/Agricultural 61.3 61.5 0.2 No
State Route 145/Yosemite Ave  Gateway Drive to Lake Street Commercial 63.5 63.5 0.1 No
State Route 145/Yosemite Ave  Lake Street to Fig Street Commercial/Residential 70.3 70.3 0.0 No
State Route 145/Yosemite Ave  Fig Street to Tozer Street Commercial/Religious 66.7 66.8 0.1 No




Table X.X Roadway Traffic Noise - Near Term Cumulative + Program Buildout

Traffic Noise Levels (dBA CNEL)

Existing Land Uses Located Along Roadway

Near Term

Near Term + Phase

Increase over

Significant

Street Roadway Segment Segment Cumulative 1 Project Existing Impact?
Avenue 15 Road 28 % to Tozer St (Road 28) Commercial 68.2 60.6 -7.6 No
Avenue 15 1/2 State Route 99 SB off-ramp to Country Club Dr Commercial 65.7 70.5 4.8 Yes
Avenue 15 1/2 Country Club Dr to Road 27 Commercial/Residential 70.2 65.0 -5.2 No
Avenue 15 1/2 Road 27 to Road 28 1/2 Residential/Religious 68.2 62.7 -5.6 No
Avenue 17 State Route 99 interchange to Road 26 Residential/Religious 69.4 68.7 -0.6 No
Avenue 17 Road 26 to Road 27 Commercial/Residential 67.8 67.0 -0.8 No
Road 27 Avenue 21 to Avenue 18 Residential/Agricultural 65.7 66.5 0.8 No
Road 27 Avenue 18 to Avenue 17 Residential/Agricultural 62.4 69.1 6.6 Yes
Road 27 Avenue 17 to Cleveland Avenue Residential/Educational/Religious/Commercial 65.1 731 8.0 Yes
Road 28 1/2 Avenue 21 to Avenue 17 1/2 Agricultural 70.0 68.6 -1.4 No
Road 28 1/2 Avenue 17 1/2 to Avenue 17 Agricultural 69.8 66.8 -3.0 No
Road 28 1/2 Avenue 17 to Cleveland Avenue Residential/Agricultural 61.0 72.0 11.0 Yes
State Route 145/Yosemite Ave Gateway Drive to Lake Street Commercial 63.6 69.3 5.7 Yes
State Route 145/Yosemite Ave Lake Street to Fig Street Commercial/Residential 70.6 69.1 -1.5 No
State Route 145/Yosemite Ave Fig Street to Tozer Street Commercial/Religious 67.2 68.3 11 No




TRAFFIC NOISE ANALYSIS TOOL

Project Name:
Analysis Scenario:
Source of Traffic Volumes:

Castellina
Existing
Kimley Horn

Distance from

Peak Hour

Roadway Segment G;;:Zd Roadway to Speed (mph) Peak Hour Volume Noise Level ':’O;Zecl':‘éfl
Receiver (feet) Auto  MT HT Auto  MT HT (Leq(h) dBA)
Avenue 15 Road 28 % to Tozer St (Road 28) Hard 30 35 35 30 1114 23 11 67.6 67.9
Avenue 15 1/2 State Route 99 SB off-ramp to Country Club Dr Hard 30 40 40 35 656 14 7 66.9 67.2
Avenue 15 1/2 Country Club Dr to Road 27 Hard 30 40 40 35 1229 25 13 69.6 69.9
Avenue 15 1/2 Road 27 to Road 28 1/2 Hard 30 35 35 30 1114 23 11 67.6 67.9
Avenue 17 State Route 99 interchange to Road 26 Hard 30 40 40 35 1129 23 12 69.2 69.5
Avenue 17 Road 26 to Road 27 Hard 30 40 40 35 753 16 8 67.5 67.8
Road 27 Avenue 21 to Avenue 18 Hard 30 40 40 35 456 9 5 65.3 65.6
Road 27 Avenue 18 to Avenue 17 Hard 30 40 40 35 219 5 2 62.1 62.4
Road 27 Avenue 17 to Cleveland Avenue Hard 30 40 40 35 397 8 4 64.7 65.0
Road 28 1/2 Avenue 21 to Avenue 17 1/2 Hard 30 55 55 50 484 10 5 69.7 70.0
Road 28 1/2 Avenue 17 1/2 to Avenue 17 Hard 30 55 55 50 413 9 4 69.0 69.3
Road 28 1/2 Avenue 17 to Cleveland Avenue Hard 30 35 35 30 245 5 3 61.0 61.3
State Route 145/Yosemite Ave Gateway Drive to Lake Street Hard 30 35 35 30 400 8 4 63.2 63.5
State Route 145/Yosemite Ave Lake Street to Fig Street Hard 30 35 35 30 1934 40 20 70.0 70.3
State Route 145/Yosemite Ave Fig Street to Tozer Street Hard 30 35 35 30 846 17 9 66.4 66.7

For hard ground, the propagation rate is 3 dB per doubling the distance.
For soft ground, the propagation rate is 4.5 dB per doubling the distance.
Vehicles are assumed to be on a long straight roadway with cruise speed.

Roadway grade is less than 1.5%.

CNEL levels were obtained based on Figure 2-19, on page 2-58 Caltran's TeNS 2013.
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TRAFFIC NOISE ANALYSIS TOOL

Project Name: Castellina
Analysis Scenario: Existing + Project (Ph 1)
Source of Traffic Volumes: Kimley Horn
Ground Distance from Speed (mph) Peak Hour Volume Pe-ak Hour Noise Level
Roadway Segment Type Roadway to Noise Level dBA CNEL
Receiver (feet)  Auto  MT HT  Auto  MT HT (Leg(h) dBA)
Avenue 15 Road 28 % to Tozer St (Road 28) Hard 30 35 35 30 803 17 8 66.2 66.5
Avenue 15 1/2 State Route 99 SB off-ramp to Country Club Dr Hard 30 40 40 35 665 14 7 66.9 67.2
Avenue 15 1/2 Country Club Dr to Road 27 Hard 30 40 40 35 651 13 7 66.8 67.1
Avenue 15 1/2 Road 27 to Road 28 1/2 Hard 30 35 35 30 803 17 8 66.2 66.5
Avenue 17 State Route 99 interchange to Road 26 Hard 30 40 40 35 1132 23 12 69.2 69.5
Avenue 17 Road 26 to Road 27 Hard 30 40 40 35 774 16 8 67.6 67.9
Road 27 Avenue 21 to Avenue 18 Hard 30 40 40 35 491 10 5 65.6 65.9
Road 27 Avenue 18 to Avenue 17 Hard 30 40 40 35 225 5 2 62.2 62.5
Road 27 Avenue 17 to Cleveland Avenue Hard 30 40 40 35 469 10 5 65.4 65.7
Road 28 1/2 Avenue 21 to Avenue 17 1/2 Hard 30 55 55 50 525 11 5 70.0 70.3
Road 28 1/2 Avenue 17 1/2 to Avenue 17 Hard 30 55 55 50 415 9 4 69.0 69.3
Road 28 1/2 Avenue 17 to Cleveland Avenue Hard 30 35 35 30 255 5 3 61.2 61.5
State Route 145/Yosemite Ave Gateway Drive to Lake Street Hard 30 35 35 30 404 8 4 63.2 63.5
State Route 145/Yosemite Ave Lake Street to Fig Street Hard 30 35 35 30 1949 40 20 70.0 70.3
State Route 145/Yosemite Ave Fig Street to Tozer Street Hard 30 35 35 30 857 18 9 66.5 66.8

For hard ground, the propagation rate is 3 dB per doubling the distance.
For soft ground, the propagation rate is 4.5 dB per doubling the distance.
Vehicles are assumed to be on a long straight roadway with cruise speed.

Roadway grade is less than 1.5%.

CNEL levels were obtained based on Figure 2-19, on page 2-58 Caltran's TeNS 2013.
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TRAFFIC NOISE ANALYSIS TOOL

Project Name: Castellina
Analysis Scenario: Existing +

Buildout

Source of Traffic Volumes: Kimley Horn

Ground Distance from Speed (mph) Peak Hour Volume Pe-ak Hour Noise Level
Roadway Segment Type Roadway to Noise Level dBA CNEL
Receiver (feet) Auto  MT HT Auto  MT HT (Leq(h) dBA)

Avenue 15 Road 28 % to Tozer St (Road 28) Hard 30 35 35 30 1322 27 14 68.4 68.7
Avenue 15 1/2 State Route 99 SB off-ramp to Country Club Dr Hard 30 40 40 35 1363 28 14 70.0 70.3
Avenue 15 1/2 Country Club Dr to Road 27 Hard 30 40 40 35 1479 30 15 70.4 70.7
Avenue 15 1/2 Road 27 to Road 28 1/2 Hard 30 35 35 30 1322 27 14 68.4 68.7
Avenue 17 State Route 99 interchange to Road 26 Hard 30 40 40 35 1326 27 14 69.9 70.2
Avenue 17 Road 26 to Road 27 Hard 30 40 40 35 1292 27 13 69.8 70.1
Road 27 Avenue 21 to Avenue 18 Hard 30 40 40 35 1417 29 15 70.2 70.5
Road 27 Avenue 18 to Avenue 17 Hard 30 40 40 35 301 6 3 63.5 63.8
Road 27 Avenue 17 to Cleveland Avenue Hard 30 40 40 35 808 17 8 67.8 68.1
Road 28 1/2 Avenue 21 to Avenue 17 1/2 Hard 30 55 55 50 1015 21 10 729 73.2
Road 28 1/2 Avenue 17 1/2 to Avenue 17 Hard 30 55 55 50 458 9 5 69.4 69.7
Road 28 1/2 Avenue 17 to Cleveland Avenue Hard 30 35 35 30 1192 25 12 67.9 68.2
State Route 145/Yosemite Ave Gateway Drive to Lake Street Hard 30 35 35 30 590 12 6 64.9 65.2
State Route 145/Yosemite Ave Lake Street to Fig Street Hard 30 35 35 30 2088 43 22 70.3 70.6
State Route 145/Yosemite Ave Fig Street to Tozer Street Hard 30 35 35 30 1004 21 10 67.2 67.5

For hard ground, the propagation rate is 3 dB per doubling the distance.
For soft ground, the propagation rate is 4.5 dB per doubling the distance.
Vehicles are assumed to be on a long straight roadway with cruise speed.

Roadway grade is less than 1.5%.

CNEL levels were obtained based on Figure 2-19, on page 2-58 Caltran's TeNS 2013.
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TRAFFIC NOISE ANALYSIS TOOL

Project Name:
Analysis Scenario:
Source of Traffic Volumes:

Castellina

Existing + Near Term Cumulative

Kimley Horn

Ground Distance from Speed (mph) Peak Hour Volume Pe-ak Hour Noise Level
Roadway Segment Type Roadway to Noise Level dBA CNEL
Receiver (feet) Auto  MT HT Auto  MT HT (Leq(h) dBA)

Avenue 15 Road 28 % to Tozer St (Road 28) Hard 30 35 35 30 1202 25 12 67.9 68.2
Avenue 15 1/2 State Route 99 SB off-ramp to Country Club Dr Hard 30 40 40 35 463 10 5 65.4 65.7
Avenue 15 1/2 Country Club Dr to Road 27 Hard 30 40 40 35 1328 27 14 69.9 70.2
Avenue 15 1/2 Road 27 to Road 28 1/2 Hard 30 35 35 30 1202 25 12 67.9 68.2
Avenue 17 State Route 99 interchange to Road 26 Hard 30 40 40 35 1088 22 11 69.1 69.4
Avenue 17 Road 26 to Road 27 Hard 30 40 40 35 753 16 8 67.5 67.8
Road 27 Avenue 21 to Avenue 18 Hard 30 40 40 35 463 10 5 65.4 65.7
Road 27 Avenue 18 to Avenue 17 Hard 30 40 40 35 221 5 2 62.1 62.4
Road 27 Avenue 17 to Cleveland Avenue Hard 30 40 40 35 404 8 4 64.8 65.1
Road 28 1/2 Avenue 21 to Avenue 17 1/2 Hard 30 55 55 50 486 10 5 69.7 70.0
Road 28 1/2 Avenue 17 1/2 to Avenue 17 Hard 30 55 55 50 462 10 5 69.5 69.8
Road 28 1/2 Avenue 17 to Cleveland Avenue Hard 30 35 35 30 229 5 2 60.7 61.0
State Route 145/Yosemite Ave Gateway Drive to Lake Street Hard 30 35 35 30 416 9 4 63.3 63.6
State Route 145/Yosemite Ave Lake Street to Fig Street Hard 30 35 35 30 2066 43 21 70.3 70.6
State Route 145/Yosemite Ave Fig Street to Tozer Street Hard 30 35 35 30 946 20 10 66.9 67.2

For hard ground, the propagation rate is 3 dB per doubling the distance.
For soft ground, the propagation rate is 4.5 dB per doubling the distance.
Vehicles are assumed to be on a long straight roadway with cruise speed.

Roadway grade is less than 1.5%.

CNEL levels were obtained based on Figure 2-19, on page 2-58 Caltran's TeNS 2013.
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TRAFFIC NOISE ANALYSIS TOOL

Project Name:
Analysis Scenario:

Castellina

Existing + Long Term Cumulative (2035)

Source of Traffic Volumes: Kimley Horn
Ground Distance from Speed (mph) Peak Hour Volume Pe-ak Hour Noise Level
Roadway Segment Type Roadway to Noise Level dBA CNEL
Receiver (feet)  Auto  MT HT  Auto  MT HT (Leg(h) dBA)

Avenue 15 Road 28 % to Tozer St (Road 28) Hard 30 35 35 30 1527 31 16 69.0 69.3
Avenue 15 1/2 State Route 99 SB off-ramp to Country Club Dr Hard 30 40 40 35 473 10 5 65.5 65.8
Avenue 15 1/2 Country Club Dr to Road 27 Hard 30 40 40 35 1693 35 17 71.0 713
Avenue 15 1/2 Road 27 to Road 28 1/2 Hard 30 35 35 30 1527 31 16 69.0 69.3
Avenue 17 State Route 99 interchange to Road 26 Hard 30 40 40 35 1417 29 15 70.2 70.5
Avenue 17 Road 26 to Road 27 Hard 30 40 40 35 1324 27 14 69.9 70.2
Road 27 Avenue 21 to Avenue 18 Hard 30 40 40 35 624 13 6 66.7 67.0
Road 27 Avenue 18 to Avenue 17 Hard 30 40 40 35 222 5 2 62.2 62.5
Road 27 Avenue 17 to Cleveland Avenue Hard 30 40 40 35 412 9 4 64.9 65.2
Road 28 1/2 Avenue 21 to Avenue 17 1/2 Hard 30 55 55 50 566 12 6 70.4 70.7
Road 28 1/2 Avenue 17 1/2 to Avenue 17 Hard 30 55 55 50 652 13 7 71.0 71.3
Road 28 1/2 Avenue 17 to Cleveland Avenue Hard 30 35 35 30 246 5 3 61.1 61.4
State Route 145/Yosemite Ave Gateway Drive to Lake Street Hard 30 35 35 30 509 11 5 64.2 64.5
State Route 145/Yosemite Ave Lake Street to Fig Street Hard 30 35 35 30 2614 54 27 713 71.6
State Route 145/Yosemite Ave Fig Street to Tozer Street Hard 30 35 35 30 1305 27 13 68.3 68.6

For hard ground, the propagation rate is 3 dB per doubling the distance.
For soft ground, the propagation rate is 4.5 dB per doubling the distance.
Vehicles are assumed to be on a long straight roadway with cruise speed.

Roadway grade is less than 1.5%.

CNEL levels were obtained based on Figure 2-19, on page 2-58 Caltran's TeNS 2013.
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TRAFFIC NOISE ANALYSIS TOOL

Project Name:
Analysis Scenario:
Source of Traffic Volumes:

Castellina

Existing + Long Term Cumulative (2035)

Kimley Horn

Ground Distance from Speed (mph) Peak Hour Volume Pe-ak Hour Noise Level
Roadway Segment Type Roadway to Noise Level dBA CNEL
Receiver (feet) Auto  MT HT Auto  MT HT (Leq(h) dBA)

Avenue 15 Road 28 % to Tozer St (Road 28) Hard 30 35 35 30 1735 36 18 69.5 69.8
Avenue 15 1/2 State Route 99 SB off-ramp to Country Club Dr Hard 30 40 40 35 1181 24 12 69.4 69.7
Avenue 15 1/2 Country Club Dr to Road 27 Hard 30 40 40 35 1942 40 20 71.6 71.9
Avenue 15 1/2 Road 27 to Road 28 1/2 Hard 30 35 35 30 1735 36 18 69.5 69.8
Avenue 17 State Route 99 interchange to Road 26 Hard 30 40 40 35 1615 33 17 70.8 711
Avenue 17 Road 26 to Road 27 Hard 30 40 40 35 1900 39 20 715 718
Road 27 Avenue 21 to Avenue 18 Hard 30 40 40 35 1654 34 17 70.9 71.2
Road 27 Avenue 18 to Avenue 17 Hard 30 40 40 35 303 6 3 63.5 63.8
Road 27 Avenue 17 to Cleveland Avenue Hard 30 40 40 35 824 17 8 67.9 68.2
Road 28 1/2 Avenue 21 to Avenue 17 1/2 Hard 30 55 55 50 1097 23 11 73.2 73.5
Road 28 1/2 Avenue 17 1/2 to Avenue 17 Hard 30 55 55 50 696 14 7 712 71.5
Road 28 1/2 Avenue 17 to Cleveland Avenue Hard 30 35 35 30 1156 24 12 67.8 68.1
State Route 145/Yosemite Ave Gateway Drive to Lake Street Hard 30 35 35 30 699 14 7 65.6 65.9
State Route 145/Yosemite Ave Lake Street to Fig Street Hard 30 35 35 30 2769 57 29 71.6 71.9
State Route 145/Yosemite Ave Fig Street to Tozer Street Hard 30 35 35 30 1463 30 15 68.8 69.1

For hard ground, the propagation rate is 3 dB per doubling the distance.
For soft ground, the propagation rate is 4.5 dB per doubling the distance.
Vehicles are assumed to be on a long straight roadway with cruise speed.

Roadway grade is less than 1.5%.

CNEL levels were obtained based on Figure 2-19, on page 2-58 Caltran's TeNS 2013.
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TRAFFIC NOISE ANALYSIS TOOL

Project Name:
Analysis Scenario:

Source of Traffic Volumes:

Castellina
Near Term + Project (Ph 1)
Kimley Horn

Distance from

Peak Hour

Roadway Segment G;;:Zd Roadway to Speed (mph) Peak Hour Volume Noise Level l\:’o;;ecl.:\éfl
Receiver (feet) Auto  MT HT Auto  MT HT (Leq(h) dBA)
Avenue 15 Road 28 % to Tozer St (Road 28) Hard 30 35 35 30 208 4 2 60.3 60.6
Avenue 15 % (Cleveland Ave) SR 99 interchange to Country Club Hard 30 35 35 30 2013 42 21 70.2 70.5
Avenue 15 % (Cleveland Ave) Country Club Drive to Road 27 Hard 30 35 35 30 574 12 6 64.7 65.0
Avenue 15 % (Cleveland Ave) Road 27 to Road 28 % (Raymond Rd) Hard 30 35 35 30 335 7 3 62.4 62.7
Avenue 17 SR 99 to Road 26 Hard 30 40 40 35 941 19 10 68.4 68.7
Avenue 17 Road 26 to Road 27 Hard 30 40 40 35 631 13 7 66.7 67.0
Road 27 Avenue 21 to Avenue 18 Hard 30 40 40 35 558 12 6 66.2 66.5
Road 27 Avenue 18 to Avenue 17 Hard 30 40 40 35 1013 21 10 68.8 69.1
Road 27 Avenue 17 to Avenue 15 % (Cleveland Avenue) Hard 30 40 40 35 2546 53 26 72.8 73.1
Road 28 % (Raymond Rd) Avenue 21 to Avenue 17 % Hard 30 55 55 50 350 7 4 68.3 68.6
Road 28 % (Raymond Rd) Avenue 17 % to Avenue 17 Hard 30 55 55 50 231 5 2 66.5 66.8
Road 28 % (Raymond Rd) Avenue 17 to Avenue 15 % (Cleveland Aven Hard 30 35 35 30 2856 59 29 71.7 72.0
State Route 145 (Yosemite Avenue) Gateway Drive to Lake Street Hard 30 40 40 35 1083 22 11 69.0 69.3
State Route 145 (Yosemite Avenue) Lake Street to Fig Street Hard 30 40 40 35 1018 21 10 68.8 69.1
State Route 145 (Yosemite Avenue) Fig Street to Tozer Street Hard 30 35 35 30 1215 25 13 68.0 68.3

For hard ground, the propagation rate is 3 dB per doubling the distance.
For soft ground, the propagation rate is 4.5 dB per doubling the distance.
Vehicles are assumed to be on a long straight roadway with cruise speed.

Roadway grade is less than 1.5%.

CNEL levels were obtained based on Figure 2-19, on page 2-58 Caltran's TeNS 2013.
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	Appendix J: Noise Assumptions and Modeling 



